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1. SCOPE 

This SAE Standard applies to horizontal earthboring machines of the following types: 

a. Auger Machines 

b. Pipe Pushers 

c. Rotary Rod Machines 

d. Impact Machines 

e. Horizontal Directional Drilling Machines 

Additional information on machines of this type may be found in SAE J2022 and SAE J2305.  This document does not 
apply to specialized mining machinery such as conveyors, tunnel-boring machines, pipe-jacking systems, and 
microtunnelers. 

1.1 Purpose 

The purpose of this document is to encourage common terminology of machine control names, types, and definitions for 
horizontal earthboring machines. 

2. REFERENCES 

2.1 Applicable Publications 

The following publications form a part of the specification to the extent specified herein.  Unless otherwise indicated, the 
latest revision of SAE publications shall apply. 
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2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or 724-776-4970 (outside USA), www.sae.org. 

SAE J1362 Graphical Symbols for Operator Controls and Displays on Off-Road Self-Propelled Work Machines 

SAE J1814 Operator Controls—Off-Road Machines 

SAE J2022 Classification, Nomenclature, and Specification Definitions for Horizontal Earthboring Machines 

2.2 Related Publication 

The following publication is provided for information purposes only and is not a required part of this document. 

2.2.1 SAE Publication 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or 724-776-4970 (outside USA), www.sae.org. 

SAE J2305 Hazard Reduction for Horizontal Earthboring Machines 

3. DEFINITIONS 

3.1 Thrust/Travel Controls 

Those controls that control the advance and retraction of the tool. 

3.2 Rotation Controls 

Those controls that control the direction and/or the rotation of the tool. 

3.3 Speed Controls 

Those controls that control the speed of the engine, rotation of the tool, travel of the tool, and forward or lateral movement 
of the machine. 

3.4 Drilling Fluid Controls 

Those controls that control the flow and volume of drilling fluid. 

3.5 Air Controls 

Those controls that regulate the flow of air. 

3.6 Stop Controls 

Those controls that stop power to machine or components. 

3.7 Auxiliary Controls 

Those controls that actuate other functions such as winch, anchoring, and setup. 

3.8 Horizontal Earthboring Machine 

A machine used to bore horizontally through the earth by means of a rotating tool, or non-rotating pushing or piercing tool 
(SAE J2022). 
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