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RATIONALE

The technical report covers general technology, products, or processes for Metric Yoke Type Rod Ends. Manufacturers
should be contacted for specific design considerations related to application and usage.
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1. Scope—This SAE Standard provides dimensions, tolerances, material, and heat treatment for yoke type rod
ends with metric threads and for use with metric size clevis pins.

2. References

2.1 Applicable Publication—The following publication forms a part of this specification to the extent specified
herein.

2.1.1  ASME PusLIcATION—Available from ASME, 22 Law Drive, Fairfield, NJ 07007.
ASME B 18.8.8M—Headed Clevis Pins (Metric Series)

3. Dimensions—Figure 1 shows dimensions for the yoke type rod ends. Dimensions apply to either the
machined from bar stock or the forged rod ends.

4. Material—Unless otherwise agreed to between the purchaser and the manufacturer, rod ends shall be made
of low carbon steel either machined from square bar stock or forged.

5. Case Hardening—Unless otherwise specified, when case hardening is required the rod ends shall have a
case depth of 0.05 to 0.20 mm and a hardness of Rockwell 15N 85.

6. Coating—Unless otherwise specified, rod ends shall be plated with a minimum of 0.0035 mm zinc with a
dichromate conversion applied. Dimensions and tolerances apply after plating.

7. Workmanship—Yoke type ends shall be free from burrs, loose scale, sharp edges, and all other defects that
affect their serviceability.

8. Clevis Pins—Clevis pins conforming to ASME B 18.8.8M are recommended for use with yoke type rod ends
conforming to this document. Suggested lengths and some reference dimensions are shown in Figure 2.
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