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  1. Scope—This SAE Standard applies to an overhead cover installed on a protective frame or enclosure
conforming to SAE J2194 or alternately SAE J1194 and the following additional requirement of a drop test to
verify the effectiveness of the overhead cover in protecting the operator from falling objects.

The test procedures and performance requirements outlined in this document are based on currently available
engineering data.

1.1 Purpose—This document establishes test and performance requirements for overhead protection to minimize
the frequency and severity of operator injury due to falling objects encountered in normal operation of a
wheeled agricultural tractor.

2. References

2.1 Applicable Publications—The following publications form a part of this specification to the extent specified
herein.

2.1.1 SAE PUBLICATIONS—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

SAE J1150 JUN88—Terminology for Agricultural Equipment
SAE J2194 DEC87—Roll-Over Protective Structures (ROPS) for Wheeled Agricultural Tractors

2.1.2 ISO PUBLICATIONS—Available from ANSI, 25 West 43rd Street, New York, NY 10036-8002.

ISO 3462—Tractors and machinery for agriculture and forestry—Seat reference point—Method of
determination

ISO 3463—Agricultural and forestry wheeled tractors—Protective structures—Dynamic test methods and
acceptance conditions
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