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Standard Fuel Filter Test Fluid 

RATIONALE 

This standard was updated to address conductivity readings of the current test fluid. 

FOREWORD 

This test fluid conforms essentially to ISO 4113. 

1. SCOPE 

This SAE Standard defines the requirements for fluid to be used in the SAE Fuel Filter Test Procedures. 

2. REFERENCES 

2.1 Applicable Documents 

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the 
latest issue of SAE publications shall apply. 

2.1.1 SAE Publication 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.  

SAE J905 Fuel Filter Test Methods 

2.1.2 ASTM Publications 

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959, Tel: 610-
832-9585, www.astm.org 

ASTM D56 Test Method for Flash Point by Tag Closed Tester 

ASTM D86 Method for Distillation of Petroleum Products 

ASTM D129 Test method for Sulfur in Petroleum Products (General Bomb Method) 

ASTM D130 Method for Detection of Copper Corrosion from Petroleum Products by the Copper Strip Tarnish Test 

ASTM D445 Test Method for Kinematic Viscosity of Transparent and Opaque Liquids (and the Calculation of Dynamic 
Viscosity) 
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ASTM D665A Test Method for Rust-Preventing Characteristics of Inhibited Mineral Oil in the Presence of Water 

ASTM D892 Test Method for Foaming Characteristics of Lubricating Oils 

ASTM D1298 Test Method for Density, Relative Density (Specific Gravity or API Gravity of Crude Petroleum and Liquid 
Petroleum Products by Hydrometer Method) 

ASTM D1500 Test Method for ASTM Color of Petroleum Products (ASTM Color Scale) 

ASTM D2140 Test Method for Carbon-Type Composition of Insulating Oils of Petroleum Origin 

ASTM D2273 Test Method for Trace Sediment in Lubricating Oils 

ASTM D2500 Test Method for Cloud Point of Petroleum Oils 

ASTM D2624 Test Method for Electrical Conductivity to Aviation and Distillate Fuels Containing a Static Dissipator 
Additive 

2.1.3 ISO Publications 

Available from American National Standards Institute, 25 West 43rd Street, New York, NY 10036-8002, Tel: 212-642-4900, 
www.ansi.org. 

ISO 2049 Petroleum products - Determination of colour 

ISO 2160 Petroleum products - Corrosiveness to copper - Copper strip test 

ISO 2719 Petroleum products and lubricants - Determination of flash point - Pensky-Martens closed cup method 

ISO 3015 Petroleum oils - Determination of cloud point 

ISO 3104 Petroleum products - Transparent and opaque liquids - Determination of kinematic viscosity and calculation 
of dynamic viscosity 

ISO 3405 Petroleum products - Determination of distillation characteristics 

ISO 3675 Crude petroleum and liquid petroleum products - Laboratory determination of density or relative density - 
Hydrometer method 

ISO 4113 Road vehicles - Calibration fluid for diesel injection equipment 

2.1.4 FTSM Publication 

Available from NIST, Room 205, Building 202, Gaithersburg, MD 20899. 

FTSM 5322.1 Corrosiveness of Oil on Bi-Metallic Coupling 

2.1.5 IP Publication 

Available from Institute of Petroleum, 61 New Cavendish Street, London, England W1M 8AR. 

IP 306/82 Oxidation Stability of a Straight Mineral Oil 
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