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RATIONALE 
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FOREWORD 

At the request of the California Air Resources Board (CARB), SAE members have generated this document to serve as a 
guide for testing vehicles for compliance with U.S. Federal and CARB requirements for emission-related on-board diagnostic 
functions (OBD II). 
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1. SCOPE 

The main purpose of this SAE Recommended Practice is to verify that vehicles are capable of communicating a minimum 
subset of information in accordance with the diagnostic test services specified in SAE J1979, or the equivalent document 
ISO 15031-5. 

Any software meeting these specifications will utilize the vehicle interface that is defined in SAE J2534. 

SAE J1699-3 tests shall be run using an SAE J2534-1 (API Version 04.04) Interface. However, the use of an SAE J2534-2 
(API Version 04.04) Interface shall be permitted if the following conditions are met: 

• The number of 29-bit ISO 15765 OBD ECUs exceeds the capability of the SAE J2534-1 Interface. 

• The SAE J2534-2 Interface meets or exceeds all of the SAE J2534-1 requirements and also supports the SAE J2534-2 
feature “Mixed Format Frames on a CAN Network.” 

2. REFERENCES 

This specification takes precedence over all conflicts in the documents cited in this section. 

2.1 Applicable Documents 

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the 
latest issue of SAE publications shall apply. 

2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.  

SAE J1850 Class B DATA_Communications Network Interface 

SAE J1930 Electrical/Electronic Systems Diagnostic Terms, Definitions, Abbreviations, and Acronyms - 
Equivalent to ISO/TR 15031-2 
NOTE: Equivalent to ISO/DIS 15031-2. 

SAE J1930DA Electrical/Electronic Systems Diagnostic Terms, Definitions, Abbreviations, and Acronyms 
Web Tool Spreadsheet 

SAE J1962 Diagnostic Connector 
NOTE: Equivalent to ISO/DIS 15031-3. 

SAE J1978 OBD II Scan Tool - Equivalent to ISO/DIS 15031-4:December 14, 2001 
NOTE: Equivalent to ISO/DIS 15031-4. 

SAE J1979 E/E Diagnostic Test Modes 
NOTE: Equivalent to ISO/DIS 15031-5. 

SAE J1979DA Digital Annex of E/E Diagnostic Test Modes 

SAE J2012 Diagnostic Trouble Code Definitions 
NOTE:  Equivalent to ISO/DIS 15031-6. 

SAE J2012DA Digital Annex of Diagnostic Trouble Code Definitions and Failure Type Byte Definitions 

SAE J2284/3 High-Speed CAN (HSC) for Vehicle Applications at 500 KBPS 

SAE J2534-1 Recommended Practice for Pass-Thru Vehicle Programming 
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2.1.2 ISO Publications 

Copies of these documents are available online at http://webstore.ansi.org/.  

ISO 9141-2:1994 Road Vehicles - Diagnostic Systems - CARB Requirements for Interchange of Digital 
Information 

ISO 14230-4:2000 Road Vehicles - Diagnostic Systems - KWP 2000 Requirements for Emission-Related Systems 

ISO 15031-1:2010 (Ed. 2) Road Vehicles - Communication Between Vehicle and External Equipment for Emissions-
Related Diagnostics - Part 1: General Information and Use Case Definition 

ISO 15031-2:2010 (Ed. 1) Road Vehicles - Communication Between Vehicle and External Equipment for Emissions-
Related Diagnostics - Part 2: Guidance on Terms, Definitions, Abbreviations and Acronyms 

ISO 15031-3:2016 (Ed. 2) Road Vehicles - Communication Between Vehicle and External Equipment for Emissions-
Related Diagnostics - Part 3: Diagnostic Connector and Related Electrical Circuits: 
Specification and Use 

ISO 15031-4:2014 (Ed. 2) Road Vehicles - Communication Between Vehicle and External Equipment for Emissions-
Related Diagnostics - Part 4: External Test Equipment 

ISO 15031-5:2015 (Ed. 3) Road Vehicles - Communication Between Vehicle and External Equipment for Emissions-
Related Diagnostics - Part 5: Emissions-Related Diagnostic Services 

ISO 15031-6:2015 (Ed. 3) Road Vehicles - Communication Between Vehicle and External Equipment for Emissions-
Related Diagnostics - Part 6: Diagnostic Trouble Code Definitions 

ISO 15031-7:2013 (Ed. 2)  Road Vehicles - Communication Between Vehicle and External Equipment for Emissions-
Related Diagnostics - Part 7: Data Link Security 

ISO 15765-4 Road Vehicles - Diagnostic Communication over Controller Area Network (DoCAN) - Part 4: 
Requirements for Emissions-Related Systems - Amendment 1 

2.2 Related Publications 

The following publications are provided for information purposes only and are not a required part of this SAE Technical 
Report. 

2.2.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.  

SAE J1699-1 SAE J1850 Verification Test Procedures 

SAE J1699-2 Test Cases for OBD-II Scan Tools and I/M Test Equipment 

2.2.2 ISO Publications 

Copies of these documents are available online at http://webstore.ansi.org/.  

ISO 11898 Road Vehicles - Interchange of Digital information, Controller Area Network (CAN) for High 
Speed Communication 
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2.2.3 Other Publications 

2.2.3.1 CARB OBD Regulations and Rulemaking 

OBD II and associated enforcement regulations, sections 1968.2 and 1968.5, title 13, California Code of Regulations. Web 
address: http://www.arb.ca.gov/msprog/obdprog/obdregs.htm. 

HD OBD and associated enforcement regulations, sections 1971.1 and 1971.5, title 13, California Code of Regulations. 
Web address: http://www.arb.ca.gov/msprog/obdprog/hdobdreg.htm. 

2.2.3.2 European OBD Regulation 

European OBD and emission legislation is available at the following website: http://eur-lex.europa.eu/homepage.html. 

2.3 Definitions 

The definitions provided in SAE J1930 apply to this document as applicable. 

2.3.1 Definition of Terms 

The definitions of terms that are related to the use of this document may be found in the publications listed under 2.1. 

2.4 Acronyms 

The following are common acronyms used in this document: 

A/C Air Conditioning 

CAN Controller Area Network 

CALID Calibration Identification 

CID Component ID 

CNOBD China OBD 

CVN Calibration Verification Number 

D Diesel/Compression Ignition 

DLC Data Length Code (also Data Link Connector, e.g., SAE J1962 connector) 

DTC Diagnostic Trouble Code 

DTM Diagnostic Test Mode 

ECU Electronic Control Unit 

EOBD European On Board Diagnostics 

G Gasoline/Spark ignition 

HD Heavy Duty (U.S. vehicles >14000 pound GVWR, European vehicles >2610 kg RW in M1, M2, N1, and N2 
categories, or all vehicles in M3 and N3 categories) 
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HEV Hybrid Electric Vehicle 

HSC High Speed CAN 

ID Identification (number) 

IOBD India OBD-II 

I/M Inspection and Maintenance 

ISO International Standards Organization 

kbps Kilobits per Second 

KWP Key Word Protocol 

LD Light Duty (U.S. passenger cars, light-duty trucks, and medium-duty engines ≤14000 pound GVWR, or 
European vehicles ≤2610 kg RW in M1, M2, N1, and N2 categories) 

MD Medium Duty (medium-duty engines ≤14000 pound GVWR, engine dyno certified) 

MIL Malfunction Indicator Lamp 

OBD-II On Board Diagnostics (level 2) (U.S. OBD-II for LD and MD) 

OBDBr On Board Diagnostics for Brazil 

OBDM On Board Diagnostic Monitor 

PCM Powertrain Control ECU 

PHEV Plug In Hybrid Electric Vehicle 

PWM Pulse Width Modulation 

PID Parameter Identification (number) 

rpm Revolutions per Minute (engine speed) 

SID Service ID 

S/S Stop/Start 

TID Test ID 

VIN Vehicle Identification Number 

VPW Variable Pulse Width (modulation) 
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3. OVERVIEW 

The SAE purpose of the testing is to gain confidence that communications with the vehicle can be established and 
maintained according to the protocols allowed in SAE J1979 (ISO 15031-5), and further, that the test modes (diagnostic 
services) defined in SAE J1979 and implemented on the vehicle adhere to the defined structure and return data which can 
be interpreted using the information contained in this J1979 document. 

This SAE J1699-3 document is structured in the following manner: 

• Section 3 provides an overview and specifies general conditions for testing. 

• Section 4 defines the required message structure and required timing for each protocol. 

• Sections 5 through 9 are known as the static test. Most of the static test can be run in approximately 15 minutes without 
driving the vehicle. A complete test of permanent codes required running the CARB drive cycle. 

• Sections 10 through 11 are known as the dynamic test. The dynamic tests must be run over several driving cycles and 
requires the vehicle to be driven. 

Within each subsection, the Request and Response message data for each of the allowed protocols and test mode (service) 
that need to be conducted are defined. Evaluation criteria to judge success or failure are defined. 

Figure 1 shows which services are tested under each operating condition.  
 

Section Condition Services Purpose 
5 No malfunctions $01, $02, $03, $04, $05, $06, $07, 

$08, $09, $0A 
Basic test service support 

6 Pending trouble codes $07, $02, $03 DTC and status properly reported 
7 Confirmed DTC $07, $02, $03 DTC and status properly reported 
8 Fault repaired $07, $02, $03, $04 DTC and status properly reported 
9 After three driving cycles $07, $02, $03, $04, $0A DTC and status properly reported 
10 No malfunctions $03, $04, $01, $06, 07, $09 Check in-use performance counters 
11 No malfunctions $03, $04, $01, $06, $07, $09 Check I/M readiness bits 

Figure 1 - Conditions and services tested 

3.1 Select Static Test or Dynamic Test Sequence 

Purpose: Each group of tests will establish that under normal operating conditions, communication can be established and 
that all supported test services behave correctly. The following tests can be run in three major groups.  

• Sections 5 through 9 (static test) are run as a group to assess basic vehicle communication functionality. 

• Sections 10 through 11 (dynamic test) are run as a group to assess proper function of the I/M Readiness bits and to 
assess proper function of the in-use performance counters. Because the dynamic tests require driving a vehicle for as 
long as several days, the dynamic test has provisions to resume testing after the requisite monitoring cycles have been 
performed. 

Any software meeting these specifications shall contain the following provisions for the user: 

• Run static tests contained in Sections 5 through 9. 

• Run dynamic tests contained in Sections 10 though 11. 

• Resume dynamic tests contained in Sections 10 though 11. 

NOTE: The following text contains suggested prompts for the user of any software meeting these specifications. 
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Prompt 1: 

Prompt user for how many diagnostic critical or emission critical ECUs are present in the vehicle. (Determine how many 
ECUs will respond to Service $01, PID $00 and Service $09, CALID requests.) 

Prompt 2: 

Prompt user for how many reprogrammable, diagnostic-critical, or emission-critical ECUs are present in the vehicle. 
(Determine how many ECUs will respond to Service $09 CVN.) 

Prompt 3: 

Prompt user for the model year (model year as indicated by VIN) of the vehicle being tested. (Determine what info types 
must be supported in Service $09.) The format should be 20XX. If the vehicle VIN model year in Service $09 does not match 
the user data, assume that the user is engaged in development work and use the model year input by the user to determine 
test criteria within this document. 

Prompt 4: 

Prompt user for the type of engine (spark ignition, compression ignition) and type of powertrain (conventional, stop-start 
hybrid [HEV] or plug-in hybrid [PHEV]) for the vehicle being tested. (Determine what PIDs and value ranges must be 
supported in Service $01 and Service $02.) Note that HEV, PHEV, and stop-start vehicles will typically turn off the engine 
at idle. This creates eight categories of engines: spark ignition/gasoline (G) for conventional, S/S, HEV, and PHEV, and 
compression ignition/diesel (D) for conventional, S/S, HEV and PHEV. If PHEV is chosen, inform the user not to plug in 
charge during the static test. 

Prompt 5: 

Prompt user whether to perform a U.S. OBD test, a European OBD with IUMPR test, a European OBD without IUMPR test, 
an India OBD test without IUMPR, a Brazil OBD test without IUMPR or, a China 6OBD test without IUMPR. 

Prompt 6: 

Prompt user whether to perform the static test or the dynamic test. 

Prompt 7:  

Prompt user for the type of vehicle—light-duty passenger car, light-/medium-duty truck <14000 pound GVWR, or heavy-duty 
truck > 14000 pound GVW—and, if light-/medium-duty truck, whether the vehicle was certified on an engine dyno or a 
chassis dyno. (Note that all heavy-duty trucks are dyno certified, so there is no need to ask the question.) This creates the 
following categories of vehicles: 

• U.S. OBD for light-duty passenger cars (LD OBD). 

• U.S. OBD for light-duty or medium-duty truck, chassis certified (LD OBD). 

• U.S. OBD for medium-duty truck engine dyno certified ≤14000 GVWR (MD OBD). 

• U.S. OBD for heavy-duty truck >14000 pound GVWR (HD OBD). 

• EOBD for light-duty passenger car (LD EOBD). 

• EOBD for light-duty truck (LD EOBD). 

• EOBD for heavy-duty truck (HD EOBD). 

• India OBD for passenger cars and trucks below 3.5T GVW (tested as LD EOBD without IUMPR). 
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• India OBD for trucks above 3.5T GVW (tested as HD EOBD without IUMPR). 

• Brazil OBD for light-duty passenger cars and and trucks. 

• China OBD for light-duty passenger cars. 

It is expected that formal testing will be conducted on a production vehicle containing no faults with the test equipment 
connected via the SAE J1962 diagnostic connector. Formal testing will follow the order defined in this document. 

It is assumed that these tests will also be conducted during vehicle development. If the tests are to be run off vehicle, out 
of order, or the initial conditions have not been controlled, then care needs to be taken when interpreting the results. 

It is a suggested software implementation that a logfile with test results be retained to support manufacturers’ OBD-II 
certification efforts. There should be a separate logfile retained for the static test and for the dynamic test. In addition to 
recording the test results and timestamping data, the logfile should record the vehicle VIN, as well as the CALID and the 
CVN of all ECUs that respond with that data to help identify the specific vehicle that was tested and the level of software in 
each ECU. 

NOTE: That some items that are tested in one section are tested again in another section. Although this is redundant from 
a testing standpoint, it was anticipated that software that meets these specifications would be resusing large 
portions of modular code. This document was structured to allow for maximum reuse of modular software. 

The following notes are applicable to the vehicle testing described in this document: 

1. Battery voltage at the SAE J1962 connector pin 16 must be between 11.0 V and 18.0 V (i.e., nominal 12-V system with 
the engine off and the engine running). Any software meeting these specifications will check voltage to ensure that it is 
within the specified range each time the software executes the protocol determination routine. If battery voltage falls 
outside the specified range, the software will flag a warning and prompt the operator to determine if testing is to continue. 

2. All data specified within messages are hex unless otherwise specified. 

3. Multiple ECUs can respond to SAE J1979 (ISO 15031-5) request messages. 

4. XX = valid reported hex data (data not checked/specified in this document). 

5. x = valid reported bit data (data not checked/specified in this document). 

6. Vehicles utilizing the ISO 9141-2 protocol, especially when supplemented with the use of ISO 14230-4 (KWP 2000), 
may deviate from the vehicle response to diagnostic messages specified in these documents. In these instances, the 
instructions contained in SAE J1979 (ISO 15031-5) shall take precedence. 

7. Each OBD ECU will respond within the time defined in 4.2. 

8. OBD messages on ISO 15765-4 protocol shall only be received from the CAN identifiers shown in Figures 4 and 5. The 
maximum number of legislated OBD ECUs in an OBD compliant vehicle shall not exceed eight using 11 bit CAN IDs. 
The maximum number of legislated OBD ECUs in an OBD compliant vehicle shall not exceed 239 using 29 bit CAN 
IDs. For a given vehicle, each OBD identifier must be unique. The SAE J2534 device will ignore OBD responses from 
CAN identifiers not shown in Figures 4 and 5. 29 bit CAN IDs are only allowed to use addresses in the range 0x00 to 
0x32 and 0x34 to 0xEF. 

9. It is assumed that any software meeting these specifications will follow the testing sequence specified in this document. 
Failure to do so may result in incorrect results. 
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10. Tester present/keep alive strategy: For protocols that require periodic messages to maintain diagnostic operation after 

link initialization, the following strategies shall be implemented. 

 During test case execution, except the burst mode test and idle message timing test: 

 For all protocols except ISO 15765-4, at least every 2.0 seconds ± 0.5 second, a Service $01 PID $00 request will 
be sent out. The proper response from all OBD ECUs will be verified or the diagnostic link will be flagged as being 
“down” and the test aborted. For ISO 15765-4, the message shall be selectable by a user prompt; however, it will 
eventually be removed. 

 Waiting for user input: 

 When the link must be maintained during periods where the program is stalled waiting for user input, the SAE J2534 
interface’s periodic message capability should be used to maintain the diagnostic link. The Service $01 PID $00 
request should be scheduled at a 1.0 second interval. At no other time should the periodic message capability be 
used. 

 After the user input has been gathered, the periodic message should be stopped and any response messages from the 
periodic Service $01 PID $00 messages should be read and discarded from the SAE J2534 device before the next test 
is executed. Special care should be exercised to be sure that the last periodic message has been sent and any replies 
generated are discarded. This can be accomplished by attempting to receive responses for 2 seconds after the periodic 
message has been stopped. 

11. It is assumed that all OBD emission or diagnostic-critical ECUs support Mode $01, PID $00. 

12. Procedure to determine when the link drops out: Send Service $01 PID $00. The proper response from all OBD ECUs 
will be verified or the diagnostic link will be flagged as being “down” and the test aborted. 

13. Repeated/identical responses from a given ECU for a given request message shall be flagged as a warning. Any 
software meeting these specifications will use the last response. 

14. Windows 95, Windows 98, and Windows ME shall not be used as the operating system for vehicle testing due to 
inadequate timer resolution. If one of these operating systems is identified, the software will flag a warning. 

15. When performing protocol initialization for ISO 9141-2 and ISO 14230-4 protocols, ensure that K- and L-lines are 
initialized at idle (logic 1) for greater than 300 ms after the 5 second wait time between communication attempts has 
expired. 

16. A failure is defined as an ECU response that does not meet the evaluation criteria described in this document and does 
not meet the requirements specified in the OBD-II regulations or another SAE/ISO document referenced by the OBD-II 
regulations. A warning is defined as an ECU response that does not meet the evaluation criteria described in this 
document and may or may not meet the requirements specified in the OBD-II regulations or another SAE/ISO document 
referenced by the OBD-II regulations. Warnings require the operator to evaluate whether the ECU response is correct 
for the particular vehicle and software application. The operator, therefore, must determine whether the vehicle meets 
the appropriate OBD-II requirements. 

17. A “single request” refers using ISO 15765-4 to request only a single data item, e.g., a single PID, even though 
ISO 15765-4 allows requests for multiple data items in a single message, e.g., six PIDs. 

18. Inability to meet OBD communication protocols specified in the document (e.g., Message Format, Message Timing, 
Data Not Available) shall be logged as a failure. 

19. Fail on NRC $78 responses for Service $09 INFOTYPE $02 (VIN), CALID (INFOTYPE $04), IPT (INFOTYPE $08 or 
INFOTYPE $0B), ECUNAME (INFOTYPE $0A), ESN (INFOTYPE $0D), EROTAN (INFOTYPE $0F). NRC $78 is 
allowed for CVN for EOBD/IOBD/OBDBr. 

20. The software will validate the desired engine running state during the test (engine on/engine off) to ensure the actual 
state (as determined by SID $01, PID $0C) matches the state desired in each section of the test. If the states do not 
match, this will be logged as a warning. 
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4. DIAGNOSTIC MESSAGE FORMAT AND TIMING 

4.1 Message Format 

The diagnostic message formats used for diagnostic protocols ISO 9141-2, including Keyword 2000, and SAE J1850 are 
shown in Figure 2. The message format for CAN, including SAE J2284/3 (500 kbps), and defined in ISO 15765-4 is shown 
in Figure 3. 

Diagnostic Message Formats 
 

Header bytes (Hex) Data bytes  
Priority/Type Target address (hex) Source address (hex) #1 #2 #3 #4 #5 #6 #7 ERR RESP 

Diagnostic request at 10.4 kbit/s: SAE J1850 and ISO 9141-2 
68 6A F1 Maximum 7 data bytes Yes No 

Diagnostic response at 10.4 kbit/s: SAE J1850 and ISO 9141-2 
48 6B ECU addr Maximum 7 data bytes Yes No 

Diagnostic request at 10.4 kbit/s (ISO 14230-4) 
11LL LLLLb 33 F1 Maximum 7 data bytes Yes No 

Diagnostic response at 10.4 kbit/s (ISO 14230-4) 
10LL LLLLb F1 addr Maximum 7 data bytes Yes  No 

Diagnostic request at 41.6 kbit/s (SAE J1850) 
61 6A F1 Maximum 7 data bytes Yes Yes 

Diagnostic response at 41.6 kbit/s (SAE J1850) 
41 6B addr Maximum 7 data bytes Yes Yes 

LL LLLL = Length of data bytes 

Figure 2 - Diagnostic message format for ISO 9141-2, ISO 14230-4, and SAE J1850 
 

Header bytes CAN frame data field 
CAN Identifier (11 or 29 bit) #1 #2 #3 #4 #5 #6 #7 #8 

Figure 3 - Diagnostic message format for ISO 15765-4 

ECU responses will be verified to be properly padded per ISO 15765-4. Per ISO 15765-4, pad bytes from the ECU to the 
tool are not specified. Incorrect padding (i.e., lack of pad bytes) for messages from the ECU to the tool shall be flagged as 
a one-time failure. Within this document, pad bytes from the tool to the ECU will be set to $00. 

CAN communication is required to be 500 kbps to meet OBD II requirements. EOBD India and Brazil OBD allow 250 or 
500 kbps. 

CAN identifiers are defined in Figures 4 and 5. 
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CAN Identifier Description 
$7DF CAN Identifier for functionally addressed request messages sent by the external test equipment. 

 

$7E0 Physical request CAN Identifier from the external test equipment to ECU #1 
$7E8 Physical response CAN Identifier from ECU #1 to the external test equipment 

 

$7E1 Physical request CAN Identifier from the external test equipment to ECU #2 
$7E9 Physical response CAN Identifier from ECU #2 to the external test equipment 

 

$7E2 Physical request CAN Identifier from the external test equipment to ECU #3 
$7EA Physical response CAN Identifier from ECU #3 to the external test equipment 

 

$7E3 Physical request CAN Identifier from the external test equipment to ECU #4 
$7EB Physical response CAN Identifier from ECU #4 to the external test equipment 

 

$7E4 Physical request CAN Identifier from the external test equipment to ECU #5 
$7EC Physical response CAN Identifier from ECU #5 to the external test equipment 

 

$7E5 Physical request CAN Identifier from the external test equipment to ECU #6 
$7ED Physical response CAN Identifier from ECU #6 to the external test equipment 

 

$7E6 Physical request CAN Identifier from the external test equipment to ECU #7 
$7EE Physical response CAN Identifier from ECU #7 to the external test equipment 

 

$7E7 Physical request CAN Identifier from the external test equipment to ECU #8 
$7EF Physical response CAN Identifier from ECU #8 to the external test equipment 

Figure 4 - CAN 11 bit identifiers 
 

CAN Identifier Description 
$18DB 33 F1 CAN Identifier for functionally address request messages sent by the external test equipment. 

 

$18DA xx F1 Physical request CAN Identifier from the external test equipment to ECU #xx 
$18DA F1 xx Physical response CAN Identifier from ECU #xx to the external test equipment 

Figure 5 - CAN 29 bit identifiers 

4.2 Message Timing 

It is not the purpose of this document to test the low level timing of each of the protocols; however, the response time to the 
request messages is important. 

The test equipment must be capable of measuring the response time to an accuracy of at least 1 ms. 

The times defined in Figure 6 are from the end of the request message to the start of the first response for ISO 9141-2, 
ISO 14230-4, and SAE J1850 protocols. In the case where multiple ECUs respond to the same request, it is the time 
between responses. Note that ISO 9141-2 and ISO 14230-4 responses that occur before the minimum P2 timing will be 
flagged as a failure. 
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ISO 9141-2  ISO 14230-4 SAE J1850 ISO 15765-4 

25 to 50 ms for key word 
$0808 

0 to 50 ms for key word 
$9494 

25 to 50 ms for key words: 
$8FE9 (2025 dec), $8F6B (2027 dec), 
$8F6D (2029 dec), $8FEF (2031 dec) 

Note: Only functionality of key byte 2025 
dec is allowed! 

100 ms 50 ms 

Figure 6 - Message response times 

Responses received after the times indicated will be ignored. In some cases, a failure to respond may mean that a test will 
fail, or it may simply mean that the request is not supported. 

4.2.1 ISO 9141-2 and ISO 14230-4 Implementation Example 

This section provides an implementation example for client/external test equipment and server/ECU. It is assumed that the 
client (external test equipment) communicates to a vehicle with two emission-related OBD servers (ECUs). The client 
requests a CVN, which is only supported by server #1 (ECU #1) with two response messages. Server #2 (ECU #2) is not 
flash programmable. Figure 7 graphically depicts the timing handling in the client and two servers for a functionally 
addressed request message. A description follows the figure that references the points marked in Figure 7. Note that the 
term server refers to the ECU, while the term client refers to the test tool. 
  

Full document details: SAE J1699_3_202104

http://avadocuments2026.com/doc/sae-j1699-3-202104
http://avadocuments2026.com/doc/sae-j1699-3-202104


 
SAE INTERNATIONAL J1699®-3 APR2021 Page 24 of 280 
 
 

Client Server #1 Server #2

functional
request

P3k-line_server
restart

DL_Data.confirmation DL_Data.indication

:

startP2/3k-line_client

P3k-line_server
restartstart

DL_Data.requeste
P3k-line_server

restart

d

a

c

#1

:

CS

#1

:

CS P3k-line_server
restart

resp.
m

sg. #1

stop

stop

:

g h DL_Data.confirmation
start start

P2k-line_
server#1

DL_Data.requeste
P3k-line_server

restartf
#1

:

CS P3k-line_server
restart

stop

stop

:

g h DL_Data.confirmation
start

P2k-line
P2k-line

P3k-line_server
restart

DL_Data.indication

:
P3k-line_server

restart
d

a

c

#1

:

CS

start
P3k-line_
server#2

stop

start

stop

start

i

j

start

K-line

f

stop stop

P3k-line

resp.
m

sg. #2
functional
request

DL_Data.request

DL_Data_FB.indication

DL_Data.indication

DL_Data.request

DL_Data.confirmation

DL_Data.indication

P2k-line_client max

P3k-line_client min

kP3k-line_max
P2/3k-line_client

P2/3k-line_client

P2k-line_
server#1

P3k-line_
server#2

P3k-line_
server#2

P3k-line_
server#1

P2 stop

timing messages
P3k-line_min

P2/3k-line_restart

P2k-line_min

P2/3k-line_restart

P2k-line_min

P2k-line_max

P2k-line_max

P3k-line_restart

P3k-line_min

DL_Data_FB.indication

b

b

f

f

 

Figure 7 - ISO 9141-2 and ISO 14230-4 protocol client and server timing behavior 

From a server point of view, there is no difference in the timing handling compared to a physically addressed request 
message. The server shall reset the P3K-line timer value on each received byte regardless of whether the byte is part of a 
request message or a response message from another server or an echo from it’s transmit line. There are several methods 
of how a server could implement the timing handling. The implementation of timing parameters is not part of this specification 
but an important system supplier responsibility. Some general server timing parameter implementation guidelines are 
described in this section. The server time stamps each receiver interrupt event and restarts/resets the P3K-line_server timer or 
timing value, e.g., ISR time stamps received byte and processing of the received information is performed outside the ISR. 
For simplification of the diagram the Figure 7 only shows a P3K-line_server restart after the reception of the first byte and last 
byte (checksum) of a received message. The P3K-line_server restart is required on each received byte. The received message 
can be either a request message from the client or a response message from any other server connected and initialized by 
the 33 hex address. If the server has received a complete message it compares the target address with the 33 hex address.  
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Figure 7 shows the client and two initialized servers connected via K-line (either ISO 9141-2 or ISO 14230-4 protocol. The 
relevant events for the client and both servers are marked and described. 

a. The diagnostic application of the client starts the transmission of a functionally addressed request message by issuing 
a DL_Data.request to its data link layer. The data link layer transmits the request message to the servers. 

b. Both servers and the client receive a byte of a message via a receive interrupt by the UART. The ISR (Interrupt Service 
Routine) either restarts the P2K-line/P3K-line timers or time stamps the received byte. 

c. The completion of the request message is indicated in the client with DL_Data.confirmation. When receiving the 
DL_Data.confirmation, the client starts its P2K-line and P3K-line timer, using the default reload values P2K-line_max 
and P3K-line_max. 

d. If the last message byte is received, each server checks whether the received message includes a target address which 
matches the 33 hex address. If the result is a match (server #1 and #2), then the completion of the request message is 
indicated in the servers via DL_Data.indication and each server needs to determine whether it supports the request and 
has a message available to respond with. If a server determines that the address in the received message is different 
than 33 hex, or if the address is a match but no response has to be sent (server #2), the P2 timer is stopped. Since the 
P3K-line timer has already been restarted, no further action is required. If a response message is available and has to 
be sent (server #1, but not server #2), then the transmission of the response message shall be started after 
P2K-line_min timing is expired.  

e. Server #1 starts the response message by indicating a DL_Data.request from the application to the data link layer and 
at the same time stops its P2K-line timer. 

f. Both servers and the client receive a byte of a message via a receive interrupt by the UART. The ISR (Interrupt Service 
Routine) restarts the P2K-line/P3K-line timers or time stamps the received byte and the client issues a 
DL_Data_FB.indication to the application layer. 

g. The completion of the response message is indicated in the client with DL_Data.indication. When receiving the 
DL_Data.indication, the client starts its P2K-line and P3K-line timer, using the default reload values P2K-line_max and 
P3K-line_max. 

h. Both servers have received the last byte of a message via a receive interrupt by the UART. The ISR (Interrupt Service 
Routine) either resets the P2K-line/P3K-line timers or time stamps the received byte. The completion of the response 
message (e.g., length and checksum check) is indicated in server #1 via DL_Data.confirmation. If server #1 does not 
want to send further response messages, it stops its P2 timer. In server #2 the message is received and the P3K-line 
timer is restarted, but no DL_Data.indication is forwarded to the application because the target address does not match 
the 33 hex (target address of this message is the tester address F1 hex). 

i. The client application detects a P2K-line_max timeout, which indicates that all response messages from all servers are 
received. 

j. The client application indicates that P3K-line_min is reached and that the P3K-line timing window is now open to send 
a new request message (see item a.). 

4.2.2 ISO 15765-4 Functional OBD Communication During Default Session 

Figure 8 graphically depicts the timing handling in the client and two servers for a functionally addressed request message 
during the default session. A description follows the figure that references the points marked in Figure 8. 
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Figure 8 - Functional OBD communication - default response timing 

From a server point of view, there is no difference in the timing handling compared to a physically addressed request 
message, but the client shall handle the timing different compared to physical communication. 

a. The diagnostic application of the client starts the transmission of a functionally addressed request message by issuing 
an N_USData.req to its network layer. The network layer transmits the request message to the servers. A functionally 
addressed request message shall only be a single frame message. 

b. The completion of the request message is indicated in the client via N_USData.con. When receiving the N_USData.con 
the client starts its P2CAN timer, using the default reload value P2CAN. For simplicity, Figure 8 assumes that the client 
and the server are located on the same network. 

c. The completion of the request message is indicated in the servers via N_USData.ind. 

d. The functionally addressed servers are required to start with their response messages within P2CAN after the reception 
of N_USData.ind. This means that in case of a multi-frame response messages the FirstFrame shall be sent within 
P2CAN and for single frame response messages that the SingleFrame shall be sent within P2CAN. 

e. In case of a multi-frame response message, the reception of the FirstFrame from any server is indicated in the client 
via the N_USDataFF.ind of the network layer. A single frame response message is indicated via N_USData.ind. 

f. When receiving the FirstFrame/SingleFrame indication of an incoming response message, the client either stops its 
P2CAN in case it knows the servers to be expected to respond and all servers have responded, or keeps the P2CAN 
running if the client does not know the servers to be expected to respond (client awaits the start of further response 
messages). The network layer of the client will generate a final N_USData.ind in case the complete message is received 
or an error occurred during the reception. The reception of a final N_USData.ind of a multi-frame message in the client 
will not have any influence on the P2CAN timer. 

g. The completion of the transmission of the response message will also be indicated in the servers via N_USData.con. 
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4.2.3 Functional OBD Communication During Default Session with Enhanced Response Timing 

Figure 9 graphically depicts the timing handling in the client and two servers for a functionally addressed request message 
during the default session, where one server requests an enhanced response timing via a negative response message 
including response code 78 hex. A description follows the figure that references the points marked in Figure 9. 

P2can

P2can

functional
request

N_USData.con N_USData.ind

N_USData.req

N_USData.req

start of response

N_USData.ind

response server #2

N_USDataFF.ind

N_USData.conN_USData.ind

neg. resp.
NRC78

N_USData.ind

N_USData.req
P2*can

P2can

N_USData.req

N_USData.conN_USData.ind

start of response
N_USDataFF.ind response server #1

Pending List
= ECU#1

Pending List
= no change

Pending List
= no change

Pending List
= no change

Remove ECU#1
from Pending list

Pending List
= empty

Pending List
= empty

P2*can

N_USData.con

client
server #1 server #2

a

b

e

f

h

i

c c

d

d

g

j

start of response

timeout
stop (50 ms)

timeout stop (5000 ms)

i j

start

start

 

Figure 9 - Functional OBD communication - enhanced response timing 
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From a server point of view, there is no difference in the timing handling compared to a physically addressed request 
message that requires enhanced response timing, but the client shall handle the timing differently compared to physical 
communication. 

a. The diagnostic application of the client starts the transmission of the functionally addressed request message by issuing 
a N_USData.req to its network layer. The network layer transmits the request message to the servers. A functionally 
addressed request message shall only be a single frame message. 

b. The completion of the request message is indicated in the client via N_USData.con. When receiving N_USData.con, 
the client starts its P2CAN timer, using the default reload value P2CAN. For the response message, the value of the 
P2CAN timer shall consider any latency that is involved based on the vehicle network design (e.g., communication over 
gateways, bus bandwidth, etc.). For simplicity, the figure assumes that the client and the server are located on the same 
network. 

c. The completion of the request message is indicated in the servers via N_USData.ind. 

d. The functionally addressed servers are required to start with their response messages within P2CAN after the reception 
of N_USData.ind. This means that in case of a multi-frame response messages, the FirstFrame shall be sent within 
P2CAN and for single frame response messages that the SingleFrame shall be sent within P2CAN. In case any of the 
addressed servers cannot provide the requested information within the P2CAN response timing, it can request an 
enhanced response timing window by sending a negative response message including response code 78 hex (this is 
not allowed for service $01). 

e. Upon the reception of the negative response message within the client, the client network layer generates a 
N_USData.ind. The reception of a negative response message with response code 78 hex causes the client to continue 
its P2CAN timer in order to observe other servers to respond within P2CAN. In addition, the client establishes an 
enhanced P2*CAN timer for observation of further server #1 response(s). The client shall store a server identification 
in a list of pending response messages. Once a server that is stored as pending in the client starts with its final response 
message (positive response message or negative response message including a response code other than 78 hex) it 
is deleted from the list of pending response messages. For simplicity, Figure 9 only shows a single negative response 
message including response code 78 hex from server #1. 

f. Server #2 transmits a FirstFrame of a multi-frame response message within P2CAN. The reception of the FirstFrame 
is indicated in the client network layer by a N_USDataFF.ind. Figure 9 shows when the client receives the start of the 
response message of the second server. 

g. Server #1 previously indicated to the client (e) enhanced response timing. Once server #1 can provide the requested 
information, it starts with its final response message by issuing a N_USData.req to its network layer. If the server #1 
still cannot provide the requested information within the enhanced P2*CAN, then a further negative response message 
including response code 78 hex can be sent. This will cause the client to reload its P2*CAN timer value again. A negative 
response message including response code 78 hex from a server that is already stored in the list of pending response 
messages has no effect to the client internal list of pending response messages. 

h. Server #1 transmits a FirstFrame of a multi-frame response message within P2*CAN. The reception of the FirstFrame 
is indicated in the client network layer by a N_USDataFF.ind. Figure 9 shows when the client receives the start of the 
response message of the server #1. The client removes server #1 from the internal list of pending response messages. 

i. The client network layer will generate a N_USData.ind. 

j. The server network layer will generate a N_USData.con based on the completion of the transmission. 
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4.3 Data Not Available 

4.3.1 Protocols: ISO 9141-2, ISO 14230-4 and SAE J1850 

There are two conditions for which data is not available: 

1. Service is not supported. 

2. Service is supported but data is not available at the time that the request is made. 

Table A indicates the proper ECU response for each protocol as detailed in SAE J1979 (ISO 15031-5). 

Table A - Proper response from ECU 

Condition ISO 9141-2 SAE J1850 ISO 14230-4 
a)  Service $01 not 

supported 
All ECUs must respond to 
Service $01 PID $00 if 
Service $01 is supported. If 
Service $01 is not supported, 
no response is allowed. All 
emissions-related OBD II 
compliant ECUs must 
respond to Service $01 PID 
$00. 

All ECUs must respond to 
Service $01 PID $00 if 
Service $01 is supported. If 
Service $01 is not supported, 
no response is allowed. All 
emissions-related OBD II 
compliant ECUs must 
respond to Service $01 PID 
$00. 

All ECUs must respond to Service 
$01 PID $00 if Service $01 is 
supported. If Service $01 is not 
supported, ECU can either not 
respond or send a negative 
response ($7F, $01, $11) All 
emissions-related OBD II compliant 
ECUs must respond to Service $01 
PID $00. 

b)  Service $01 
unsupported, PID 
requested 

No response preferred, 
positive response is allowed. 

No response preferred, 
positive response is allowed. 

 ECU can either not respond or 
send a negative response ($7F, 
$01, $12). 

c)  Service $01 supported, 
PID requested 

Respond within P2 timing. Respond within P2 timing. Respond within P2 timing. 

d)  Service $02 not 
supported 

The ECU shall not respond. The ECU shall not respond. ECU can either not respond or 
send a negative response ($7F, 
$02, $11). 

e)  Service $02 supported, 
PID requested, no 
freeze frame stored 

PID $02 indicates $0000, but 
if PIDs are requested, ECU 
can either not respond or 
send invalid data, except if 
supported PIDs ($00, $20, ...) 
have been requested, then 
the ECU shall send a 
response with the supported 
PID and data bytes. 

PID $02 indicates $0000, but 
if PIDs are requested, ECU 
can either not respond or 
send invalid data, except if 
supported PIDs ($00, $20, ...) 
have been requested, then 
the ECU shall send a 
response with the supported 
PID and data bytes. 

PID $02 indicates $0000, but if 
PIDs are requested, ECU can 
either not respond or send a 
negative response ($7F, $02, $12), 
except if supported PIDs ($00, $20, 
...) have been requested, then the 
ECU shall send a response with the 
supported PID and data bytes. 

f)  Service $02 
unsupported PID 
requested, no freeze 
frame stored 

No response preferred, 
positive response is allowed. 

No response preferred, 
positive response is allowed. 

ECU can either not respond or 
send a negative response ($7F, 
$02, $12). 

g)  Service $02 supported 
PID requested, freeze 
frame stored 

Respond within P2 timing. Respond within P2 timing. Respond within P2 timing. 

h)  Service $02 
unsupported PID 
requested, freeze frame 
stored 

No response preferred, 
positive response is allowed. 

No response preferred, 
positive response is allowed. 

ECU can either not respond or 
send a negative response ($7F, 
$02, $12). 

i)  Service $03/$07 not 
supported 

The ECU shall not respond. The ECU shall not respond. ECU can either not respond or 
send a negative response ($7F, 
$03/$07/$0A, $11). 

j)  Service $03/$07 
supported, no DTCs 
stored 

No response preferred, 
positive response indicating 
no DTCs is allowed. 

No response preferred, 
positive response indicating 
no DTCs is allowed. 

Positive response indicating no 
DTCs is required. 

k)  Service $03/$07 
supported, DTCs stored 

Positive response is required. Positive response is required. Positive response is required. 
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Condition ISO 9141-2 SAE J1850 ISO 14230-4 
l)  Service $04 not 

supported 
The ECU shall not respond. The ECU shall not respond. ECU can either not respond or 

send a negative response ($7F, 
$04, $11). 

m)  Service $04 supported, 
conditions not correct 

The ECU shall not respond. The ECU shall not respond. Negative response is required 
($7F, $04, $22). 

n)  Service $04 supported, 
conditions correct 

Positive response is required. Positive response is required. Positive response is required. 

o)  Service $05/$06 not 
supported 

The ECU shall not respond. The ECU shall not respond. ECU can either not respond or 
send a negative response ($7F, 
$05/$06, $11). 

p)  Service $05/$06 
supported TID 
requested, no stored 
data available 

If TIDs are requested, ECU 
can either not respond or 
send invalid data.  

If TIDs are requested, ECU 
can either not respond or 
send invalid data.  

If TIDs are requested, ECU can 
either not respond or send invalid 
data or send negative response 
($7F, $05/$06, $12). 

q)  Service $05/$06 
unsupported TID 
requested, no stored 
data available 

No response preferred, 
positive response is allowed. 

No response preferred, 
positive response is allowed. 

ECU can either not respond or 
send a negative response ($7F, 
$05/$06, $12). 

r)  Service $05/$06 
supported TID 
requested, stored data 
available 

Respond within P2 timing. Respond within P2 timing. Respond within P2 timing. 

s)  Service $05/$06 
unsupported TID 
requested, stored data 
available 

No response preferred, 
positive response is allowed. 

No response preferred, 
positive response is allowed. 

ECU can either not respond or 
send a negative response ($7F, 
$05/$06, $12). 

t)  Service $08 not 
supported 

The ECU shall not respond. The ECU shall not respond. ECU can either not respond or 
send a negative response ($7F, 
$08, $11). 

u)  Service $08 supported 
TID requested, 
conditions correct 

Respond within P2 timing. Respond within P2 timing. Respond within P2 timing. 

v)  Service $08 supported 
TID requested, 
conditions not correct 

The ECU shall not respond or 
may respond with a 
manufacturer-specified value 
as DATA_A, which 
corresponds to the reason 
the test cannot be run. 

The ECU shall not respond or 
may respond with a 
manufacturer-specified value 
as DATA_A, which 
corresponds to the reason 
the test cannot be run. 

Negative response is required ($7F 
$08, $22) or may respond with a 
manufacturer-specified value as 
DATA_A which corresponds to the 
reason the test cannot be run. 

w)  Service $08 
unsupported TID 
requested 

No response preferred, 
positive response is allowed. 

No response preferred, 
positive response is allowed. 

ECU can either not respond or 
send a negative response ($7F, 
$08 $12). 

x)  Service $09 not 
supported 

The ECU shall not respond. The ECU shall not respond. ECU can either not respond or 
send a negative response ($7F, 
$09, $11). 

y)  Service $09 supported 
INFOTYPE requested, 
data available (VIN, 
CVN, CALID) 

Respond within P2 timing. Respond within P2 timing. Respond within P2 timing. 

z)  Service $09 supported 
INFOTYPE requested, 
data not available, 
conditions correct (CVN) 

Respond within 1 m; do not 
restart CVN calculation. Test 
tool sends retry message 
every 0.055 to 4.0 seconds. 

Respond within 1 m; do not 
restart CVN calculation. Test 
tool sends retry message 
after 30 seconds. 

One or multiple negative response 
message(s) ($7F, $09, $78) 
required within P2max (25 - 50 ms) 
until positive response is sent. 

aa)  Service $09 supported 
INFOTYPE requested, 
data not available, 
conditions not correct 
(CVN), prior to 2005 MY 
only 

The ECU shall not respond. The ECU shall not respond. Negative response is required 
($7F, $09, $22). 
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Condition ISO 9141-2 SAE J1850 ISO 14230-4 
bb)  Service $09 

unsupported INFOTYPE 
requested 

No response preferred, 
positive response is allowed. 

No response preferred, 
positive response is allowed. 

ECU can either not respond or 
send a negative response ($7F, 
$09, $12). 

cc)  Service $00 or $0A 
through $0F 

The ECU shall not respond. The ECU shall not respond. ECU can either not respond or 
send a negative response ($7F, 
$0X, $11). 

NOTE: OBD-II regulations require a response to a Service $09 CVN request within P2 timing (except for 30 seconds after 
reprogramming). For CVN requests within this document, a $78 negative response is not allowed. 

4.3.2 ISO 15765-4: Diagnostics on CAN 

There are four conditions for which data is not available: 

1. Service is not supported. 

2. Service is supported, but data is not supported. 

3. Service is supported, but data is not available at the time that the request is made. 

4. Service is supported, but data is not available within P2 timing. 

Table B indicates the proper ECU response as detailed in SAE J1979 (ISO 15031-5). 

Table B - Proper response from ECU for ISO 15765-4 

Condition ISO 15765-4 
a)  Service $01 not supported All ECUs shall respond to Service $01 PID $00 if Service $01 is supported. All 

emissions-related OBD II compliant ECUs must respond to Service $01 PID $00. 
If Service $01 is not supported, no response is allowed. 

b)  Service $01 unsupported PID requested The ECU shall not respond. 
c)  Service $01 supported PID requested Respond within P2 timing (no negative response message with response code 

$78 allowed). 
 Service $01 supported PID requested during 

initialization 
Positive response is required. 
— or — 
Negative response for max of five times. 

d)  Service $02 not supported The ECU shall not respond. 
e)  Service $02 supported PID, frame xx 

requested, no freeze frame stored 
1)  The ECU shall respond to PID $02 frame xx within P2 timing; PID $02 frame 

xx must indicate $0000. 
2)  The ECU shall respond with supported PIDs for frame xx ($00, $20, …) within 

P2 timing. 
3)  If PIDs other than support PIDs or PID $02 are requested, the ECU shall not 

respond. 
4)  If a PID frame xx, with xx greater than 00, is requested and ECU only 

supports frame 00, the ECU shall not respond. 
f)  Service $02 unsupported PID, frame xx 

requested, no freeze frame stored 
PID $02 frame xx indicates $0000, but if PIDs are requested, ECU shall not 
respond. 

g)  Service $02 supported PID, frame xx 
requested, freeze frame stored 

1)  The ECU shall respond to PID $02 frame xx within P2 timing. 
2)  The ECU shall respond with supported PIDs for frame xx ($00, $20 ...) within 

P2 timing and shall respond to PIDs frame xx indicated as supported within 
P2 timing. 

h)  Service $02 unsupported PID, frame xx 
requested, freeze frame stored 

The ECU shall not respond. 

i)  Service $03/$07/$0A not supported The ECU shall not respond. 
j)  Service $03/$07/$0A supported, no DTCs 

stored 
Positive response indicating no DTCs is required. 
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Condition ISO 15765-4 
k)  Service $03/$07/$0A supported, DTCs 

stored 
Positive response including the stored DTCs is required. 

l)  Service $04 not supported The ECU shall not respond. 
m)  Service $04 supported, conditions not 

correct 
Negative response is required ($7F, $04, $22). 

n)  Service $04 supported, conditions correct Positive response message required. Multiple negative response messages 
(NRC $78) allowed within a maximum time of 5000 ms after request until 
positive response is required. 

o)  Service $06 not supported The ECU shall not respond. 
p)  Service $06 supported TID requested, no 

stored data available 
Positive response required, test values, min, and max limits must be set to $00. 

q)  Service $06 unsupported TID requested, no 
stored data available 

The ECU shall not respond. 

r)  Service $06 supported TID requested, 
stored data available 

Respond within P2 timing. 

s)  Service $06 unsupported TID requested, 
stored data available 

The ECU shall not respond. 

t)  Service $08 not supported The ECU shall not respond. 
u)  Service $08 supported TID requested, 

conditions correct 
Respond within P2 timing. 

v)  Service $08 supported TID requested, 
conditions not correct 

Negative response required ($7F, $08, $22). 

w)  Service $08 unsupported TID requested The ECU shall not respond. 
x)  Service $09 not supported The ECU shall not respond. 

y)  Service $09 supported INFOTYPE 
requested, data available (VIN, CVN, 
CALID) 

Respond within P2 timing. 

z)  Service $09 supported INFOTYPE 
requested, data not available, conditions 
correct (CVN) 

Initial negative response message ($7F, $09, $78) required within P2max (50 
ms) and consecutive negative response message(s) ($7F, $09, $78) is (are) 
required within P2max (5.0 s) until positive response is sent. See Note A below. 

aa)  Service $09 supported INFOTYPE 
requested, data not available, conditions not 
correct (CVN), prior to 2005 MY only 

Negative response required ($7F, $09, $22). 

bb)  Service $09 unsupported INFOTYPE 
requested 

The ECU shall not respond. 

cc)  Service $00, $05 or $0B through $0F  The ECU shall not respond. 

NOTE A: OBD-II regulations require a response to a Service $09 CVN request within P2 timing (except for 30 seconds 
after reprogramming). For CVN requests within this document, a $78 negative response is not allowed. 

NOTE B: Per ISO 15765-4, the following applies to initialization only. 

When all started response messages are completely received (positive and negative responses) and the P2CAN_Client 
application timer has elapsed, the external test equipment shall analyze whether negative responses have been received. 

If one or more of the received response messages are negative responses to the previously transmitted request with 
response code 0x21 (busyRepeatRequest), the external test equipment shall restart the response validation procedure at 
after a minimum delay of 200 ms. If the negative response(s) appear(s) on six subsequent sequences, the external test 
equipment shall assume that the vehicle is not compliant with ISO 15031-5. This implies that a legislated-OBD compliant 
system shall provide a positive response within a maximum of five retries (1000 ms). (Assuming that each negative response 
with NRC 0x21 is received shortly before P2 elapses, the total time available for the vehicle to correctly respond results in 
1250 ms.)  
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If a legislated-OBD ECU responds with any other negative response code or a legislated-OBD ECU responds with a 
response which cannot be interpreted according to ISO 15031-5, the external test equipment shall assume that the vehicle 
is not compliant with ISO 15031-5 (i.e., NOT OK). 

5. TEST VEHICLE WITH NO MALFUNCTIONS, NO DTCS SET 

Purpose: This group of tests will establish that under normal operating conditions communication can be established and 
that all supported test services behave correctly.  

5.1 Perform MIL Bulb Check, Engine Off 

Purpose: This test determines that the MIL behaves as required by OBD legislation.  

Procedure: 

5.1.1 Ignition off for 30 seconds or longer, as appropriate for the ECU. Connect scan tool to the SAE J1962 connector. 

5.1.2 Turn ignition on. Do not crank engine. 

Evaluation Procedure: 

5.1.3 Visually verify that the MIL is on for a minimum of 15 seconds. (MIL can stay on until engine cranking, or it is allowed 
to turn off after a minimum of 15 seconds .) 

5.2 Establish Communication (SAE J1978/ISO 15031-4), Ignition On, Engine Off 

Purpose: To verify that one, and only one, of the allowed protocols is supported and that the vehicle sends a response 
message of the correct format. 

Protocol determination procedure: 

5.2.1 Test tool sends Service $01 PID $00 request message for each of the protocols below per SAE J1978/ISO 15031-4 
in the following sequence: 

SAE J1850 41.6 kbps PWM 
SAE J1850 10.4 kbps VPW 
ISO 9141-2 (wait 5 seconds before trying next protocol) 
ISO 14230-4 (fast baud rate initialization) (wait 5 seconds before trying next protocol) 
ISO 14230-4 (slow baud rate initialization) (wait 5 seconds before trying next protocol) 
ISO 15765-4 - 11-bit 500 kbps 
ISO 15765-4 - 11-bit 250 kbps (only if EOBD/IOBD/OBD-Br test) 
ISO 15765-4 - 29 bit 500 kbps 
ISO 15765-4 - 29 bit 250 kbps (only if EOBD/IOBD/OBD-Br test) 

Check battery voltage at the SAE J1962 connector pin 16. 

Note the first protocol that responds to the OBD request. Remainder of the tests below shall be run using this protocol. 
Continue with cycling thru the remainder of the protocols. 

Table 1 - Request current powertrain diagnostic data request message for all protocols 

Message direction: External test equipment → All ECUs 
Message Type: Request 

Data Byte Description (All PID values are in hexadecimal) Byte Value (Hex) Mnemonic 
#1 Request current powertrain diagnostic data request SID 01 SIDRQ 
#2 PID used to determine PID support for PIDs 01-20 00 PID 

Table 2 - ECU# x response: Request current powertrain diagnostic data response message 
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Message direction: All ECUs → External test equipment 
Message Type: Response 

Data Byte Description (All PID values are in hexadecimal) Byte Value (Hex) Mnemonic 
#1 Request current powertrain diagnostic data response SID 41 SIDPR 
#2 PID requested 00 PID 
#3 Data byte A, representing support for PIDs 01 1xxxxxxx b  DATA_A 
#4 Data byte B, representing support for PIDs xxxxxxxx b  DATA_B 
#5 Data byte C, representing support for PIDs xxxxxxxx b  DATA_C 
#6 Data byte D, representing support for PIDs xxxxxxxx b  DATA_D 

Evaluation criteria:  

If a positive response is generated on more than one protocol, this shall be flagged as a failure.  

ISO 15765-4 500 kbps must be utilized for OBD-II for 2008 MY and beyond. 

ISO 15765-4 250 or 500 kbps must be utilized for EOBD for 2014 MY and beyond. 

ISO 15765-4 500 kbps must be utilized for China OBD. 

India OBD <3.5T allows for all protocols tested during protocol determination.  

India OBD >3.5T allows for all ISO 15765-4 protocols tested during protocol determination. 

Brazil OBD (OBDBr-1/OBDBr-2/OBDBr-3) allows for all protocols tested during protocol determination. 

Use of a protocol that is not specified above shall be flagged as a failure. 

Operator Prompt 1 asks for the number of emission-related ECUs in the vehicle. If the specified number of emission-related 
ECUs do not positively respond to an OBD diagnostic message, this shall be flagged as a failure. 

Battery voltage at the SAE J1962 connector pin 16 must be between 11.0 V and 18.0 V. 

5.3 Clear DTCs (Service $04), Engine Off  

Purpose: To verify that, with the ignition on and engine off, all ECUs provide the correct response to a Service $04 request 
and that DTCs and the MIL status bit are cleared. 

Procedure:  

5.3.1 [For all protocols] Transmit Service $04 request message and observe response message. 

Any software meeting these specifications must wait 2 seconds before proceeding to next step to allow for NVRAM 
read/write times. 

Table 3 - Clear/reset emission-related diagnostic information request message for all protocols 

Message direction: External test equipment → All ECUs 
Message Type: Request 

Data Byte Description (all values are in hexadecimal) Byte Value (Hex) Mnemonic 
#1 Clear/reset emission-related diagnostic information request SID 04 SIDRQ 
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Table 4 - Clear/reset emission-related diagnostic information response message 

Message direction: All ECUs → External test equipment 
Message Type: Response 

Data Byte Description (all values are in hexadecimal) Byte Value (Hex) Mnemonic 
#1 Clear/reset emission-related diagnostic information response SID 44 SIDPR 

Evaluation criteria: 

Operator Prompt 1 asks for the number of emission-related ECUs in the vehicle. At least one OBD ECU must respond with 
message as shown in the response table above. If more than the specified number of emission-related ECUs respond to 
this diagnostic message, this shall be flagged as a failure.  

For ISO 15765-4, a positive response message is required. Negative response message(s) ($7F, $04, $78) are allowed for 
up to 30 seconds maximum, until a positive response message is available. All other negative responses shall be flagged 
as a failure. For ISO 9141-2, SAE J1850, and ISO 14230-4, a positive response is required.  

5.4 Verify MIL Status Bit, Engine Off, Verify No Permanent DTCs 

Purpose: To verify the correct response to a Service $01, PID $01 request for those ECUs that support it, and that DTCs 
and the MIL status bit were cleared by the previous Service $04 request. 

Note to manufacturers: During bulb prove out, MIL status bit must indicate whether the MIL will be illuminated after engine 
is started. It should not reflect the status of the MIL bulb driver circuit, which will be turning the bulb on for the bulb prove 
out.  

Procedure: 

5.4.1 [For all protocols] Send Service $01, PID $01 request message. 

Table 5 - Request current powertrain diagnostic data request message for all protocols 

Message direction: External test equipment → All ECUs 
Message Type: Request 

Data Byte Description (All PID values are in hexadecimal) Byte Value (Hex) Mnemonic 
#1 Request current powertrain diagnostic data request SID 01 SIDRQ 
#2 PID: Number of emission-related DTCs and MIL status 01 PID 

Table 6 - ECU#1 response: Request current powertrain diagnostic data response message 

Message direction: All ECUs → External test equipment 
Message Type: Response 

Data Byte Description (All PID values are in hexadecimal) Byte Value (Hex) Mnemonic 
#1 Request current powertrain diagnostic data response SID 41 SIDPR 
#2 PID: Number of emission-related DTCs and MIL status 01 PID 
#3 MIL: status, Number of emission-related DTCs 00000000 b = $00 DATA_A 
#4 Misfire -, Fuel system -, Comprehensive monitoring xxxxxxxx b = $XX DATA_B 
#5 Catalyst -, Heated catalyst -, …, monitoring supported xxxxxxxx b = $XX DATA_C 
#6 Catalyst -, Heated catalyst -, …, monitoring test complete/not complete xxxxxxxx b = $XX DATA_D 

Evaluation criteria: 

Each OBD ECU that responds with Service $01, PID $01 must respond with messages as shown in the response table 
above, where DATA_A bits 0 through 6 must be 0 (number of DTCs must be 0 because of previously sent engine-off Service 
$04 request) and DATA_A bit 7 must be 0, indicating MIL off.  
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Operator Prompt 1 asks for the number of emission-related ECUs in the vehicle. At least one OBD ECU must respond with 
message as shown in the response table above. If more than the specified number of emission-related ECUs respond to 
this diagnostic message, this shall be flagged as a failure. 

Purpose: To verify that all ECUs respond correctly to a Service $0A request and to verify that there are no permanent DTCs 
stored before proceeding through the next test sequence. 

Procedure: 

5.4.2 [For ISO 15765-4 protocol only] Transmit a Service $0A request message. Verify that a proper response is received 
with DTC count set to zero and no DTCs.  

Table 7 - Request emission-related diagnostic trouble codes with permanent status 

Message direction: External test equipment → All ECUs 
Message Type: Request 

Data Byte Description (all values are in hexadecimal) Byte Value (Hex) Mnemonic 
#1 Request emission-related diagnostic trouble codes with permanent status 

request SID 
0A SIDRQ 

Table 8 - Request emission-related diagnostic trouble codes with permanent status response message for 
ISO 15765-4 

Message direction: All ECUs → External test equipment 
Message Type: Response 

Data Byte Description (all values are in hexadecimal) Byte Value (Hex) Mnemonic 
#1 Request emission-related diagnostic trouble codes with permanent status 

response SID 
4A SIDPR 

#2 # of DTC {number of emission-related DTCs with permanent status stored in 
this ECU} 

00 #OFDTC 

Evaluation criteria: 

For ISO 15765-4 interfaces, verify that at least one Service $0A permanent DTC response is received. The #OFDTC (DTC 
count) must be $00 and the message shall contain no DTCs for all the responses. 

If an ECU that supports permanent codes has no DTCs to report, the ECU will respond with a message containing no DTCs 
and indicating no DTCs are stored by setting the parameter # of DTC to $00.  

ECUs that do not support permanent codes shall not respond.  

Permanent codes must be supported for OBD-II by all emission-related ECUs that also support Service $03 or Service $07 
for the 2010 MY and beyond or this shall be flagged as a failure; however, if the vehicle is a 2010 to 2012 MY vehicle that 
does not support permanent codes or permanent codes for all emission-related ECUs, the manufacturer can present the 
CARB Executive Officer with the manufacturer’s proposed phase-in plan and an explanation as to why the vehicle is not 
required to comply. 

If an OBD-II vehicle fails but it is supposed to have permanent DTCs, prompt the user whether to continue testing or abort 
the test. 

Permanent codes are not required for EOBD, India or Brazil OBD. If an EOBD, India, or Brazil OBD vehicle does not support 
permanent codes, do not log a failure. If an EOBD, India, or Brazil OBD vehicle does support permanent codes, they will be 
tested for correct behavior. 
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5.5 Verify That All Service $06 - Request On-Board Monitoring Test Results, Engine Off 

Purpose: To verify that each ECU responds correctly to a Service $06 request, and that the data in the responses are 
correct. Verify that all Service $06 data and limits are set to zero for ISO 15765-4. For all other protocols, the data must be 
greater than or equal to the minimum test limit or less than or equal to the maximum test limit. 

Procedure: 

5.5.1 [For all protocols] Transmit Service $06, OBDMID support OBDMIDs $00, $20, $40, $60, $80, $A0, $C0, and $E0 
request messages through the highest supported OBDMID to determine which OBDMIDs are supported. Note the 
OBDMIDs reported by each ECU as being supported. 

Table 9 - Request on-board monitoring test results for continuous and non-continuously monitored systems 
request message (read supported OBDMIDs) for all protocols 

Data Byte Parameter Name Cvt Hex Value Mnemonic 
#1 Request on-board monitoring test results for continuous and non-continuously 

monitored systems request SID 
M 06 SIDRQ 

#2 On-Board Diagnostic Monitor ID (OBDMIDs supported) M XX OBDMID 

Table 10 - Request on-board monitoring test results for continuous and non-continuously monitored systems 
response message (report supported OBDMIDs) for ISO 9141-2, SAE J1850, and ISO 14230-4 protocols 

Data Byte Parameter Name Cvt Hex Value Mnemonic 
#1 Request on-board monitoring test results for continuous and non-continuously 

monitored systems response SID 
M 46 SIDPR 

#2 Test ID M xx TID 
#3 FillerByte M FF FB 

 
#4 
#5 
#6 
#7 

data record of supported Test IDs = [  
DATA_A: supported Test IDs, 
DATA_B: supported Test IDs, 
DATA_C: supported Test IDs, 
Data D: supported Test IDs ] 

 
M 
M 
M 
M 

 
xx 
xx 
xx 
xx 

DATAREC_ 
DATA_A 
DATA_B 
DATA_C 
DATA_D 

Table 11 - Request on-board monitoring test results for continuous and non-continuously monitored systems 
response message (report supported OBDMIDs) for ISO 15765-4 protocol 

Data Byte Parameter Name Cvt Hex Value Mnemonic 
#1 Request on-board monitoring test results for continuous and non-continuously 

monitored systems response SID 
M 46 SIDPR 

 
#2 
#3 
#4 
#5 
#6 

data record of supported OBDMID = [  
1st supported OBDMID 
DATA_A: supported OBDMIDs, 
DATA_B: supported OBDMIDs, 
DATA_C: supported OBDMIDs, 
Data D: supported OBDMIDs ] 

 
M 
M 
M 
M 
M 

 
xxxxxxxx 
xxxxxxxx 
xxxxxxxx 
xxxxxxxx 
xxxxxxxx 

OBDMIDREC 
OBDMID 
DATA_A 
DATA_B 
DATA_C 
DATA_D 

C1 =  Conditional — OBDMID value shall be the same value as included in the request message if supported by the ECU 
C2 =  Conditional — value indicates OBDMIDs supported; range of supported OBDMIDs depends on selected OBDMID value (see 

C1) 

Evaluation criteria: 

If all OBDMID support OBDMIDs for an ECU indicate that no OBDMIDs are supported, this shall be flagged as a failure. If 
an ECU indicates that a PID/TID/OBDMID/INFOTYPE Supported PID/TID/OBDMID/INFOTYPE is supported, but that ECU 
does NOT actually support the PID/TID/OBDMID/INFOTYPE when it is requested then this shall be flagged as a failure. 
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5.5.2 [For ISO 15765-4 protocol only] Transmit request for all OBDMID support OBDMIDs as two messages (OBDMIDs 

$00, $20, $40, $60, $80, $A0), and (OBDMIDs $C0, $E0) and again note results. 

Table 12 - Request on-board monitoring test results for continuous and non-continuously monitored systems 
request message (read supported OBDMIDs) for ISO 15765-4 protocol 

Data Byte Parameter Name Cvt Hex Value Mnemonic 
#1 Request on-board monitoring test results for continuous and non-continuously 

monitored systems request SID 
M 06 SIDRQ 

#2 On-Board Diagnostic Monitor ID (OBDMIDs supported) M 00 OBDMID 
#3 On-Board Diagnostic Monitor ID (OBDMIDs supported) U 20 OBDMID 
#4 On-Board Diagnostic Monitor ID (OBDMIDs supported) U 40 OBDMID 
#5 On-Board Diagnostic Monitor ID (OBDMIDs supported) U 60 OBDMID 
#6 On-Board Diagnostic Monitor ID (OBDMIDs supported) U 80 OBDMID 
#7 On-Board Diagnostic Monitor ID (OBDMIDs supported) U A0 OBDMID 

U =  User Optional  

Table 13 - Request on-board monitoring test results for continuous and non-continuously monitored systems 
response message (report supported OBDMIDs) 

Data Byte Parameter Name Cvt Hex Value Mnemonic 
#1 Request on-board monitoring test results for continuous and non-continuously 

monitored systems response SID 
M 46 SIDPR 

 
#2 
#3 
#4 
#5 
#6 

data record of supported OBDMID = [  
1st supported OBDMID 
DATA_A: supported OBDMIDs, 
DATA_B: supported OBDMIDs, 
DATA_C: supported OBDMIDs, 
Data D: supported OBDMIDs ] 

 
M 
M 
M 
M 
M 

 
xxxxxxxx 
xxxxxxxx 
xxxxxxxx 
xxxxxxxx 
xxxxxxxx 

OBDMIDREC 
OBDMID 
DATA_A 
DATA_B 
DATA_C 
DATA_D 

: : : : : 
 

#n-4 
#n-3 
#n-2 
#n-1 
#n 

data record of supported OBDMID = [  
mth supported OBDMID 
DATA_A: supported OBDMIDs, 
DATA_B: supported OBDMIDs, 
DATA_C: supported OBDMIDs, 
Data D: supported OBDMIDs ] 

 
C1 
C2 
C2 
C2 
C2 

 
xxxxxxxx 
xxxxxxxx 
xxxxxxxx 
xxxxxxxx 
xxxxxxxx 

OBDMIDREC 
OBDMID 
DATA_A 
DATA_B 
DATA_C 
DATA_D 

C1 =  Conditional — OBDMID value shall be the same value as included in the request message if supported by the ECU 
C2 =  Conditional — value indicates OBDMIDs supported; range of supported OBDMIDs depends on selected OBDMID value (see 

C1) 

Evaluation criteria: 

Each ECU must report the same supported OBDMIDs for single and group request messages. 

5.5.3 [For ISO 15765-4 protocol only] For all supported OBDMIDs $01-$1F, $21-$3F, $41-$5F, $61-$7F, $81-$9F, 
$A1-$BF, $C1-$DF, and $E1-$FF as determined in 5.5.1, send the corresponding Service $06 request message 
and note the response. 

Table 14 - Request on-board monitoring test results for continuous and non-continuously monitored systems 
request message (read OBDMID test values) for ISO 15765-4 protocol 

Data Byte Parameter Name Cvt Hex Value Mnemonic 
#1 Request on-board monitoring test results for continuous and non-continuously 

monitored systems request SID 
M 06 SIDRQ 

#2 On-Board Diagnostic Monitor ID M XX OBDMID 
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Table 15 - Request on-board monitoring test results for continuous and non-continuously monitored systems 
response message (report OBDMID test values) 

Data Byte Parameter Name Cvt Hex Value Mnemonic 
#1 Request on-board monitoring test results for continuous and non-continuously 

monitored systems response SID 
M 46 SIDPR 

 
#2 
#3 
#4 
#5 
#6 
#7 
#8 
#9 
#10 

data record of supported OBDMID = [  
On-Board Diagnostic Monitor ID 
Std./Manuf. Defined TID#1 
Unit and Scaling ID#1 
Test Value (High Byte)#1 
Test Value (Low Byte)#1 
Min. Test Limit (High Byte)#1 
Min. Test Limit (Low Byte)#1 
Max. Test Limit (High Byte)#1 
Max. Test Limit (Low Byte)#1 ] 

 
M 
M 
M 
M 
M 
M 
M 
M 
M 

 
XX 
XX 
XX 
00 
00 
00 
00 
00 
00 

OBDMIDREC 
OBDMID 
S/MDTID 
UASID 
TVHI 
TVLO 

MINTLHI 
MINTLLO 
MAXTLHI 
MAXTLLO 

: : : : : 
 

#n-8 
#n-7 
#n-6 
#n-5 
#n-4 
#n-3 
#n-2 
#n-1 
#n 

data record of supported OBDMID = [  
On-Board Diagnostic Monitor ID 
Std./Manuf. Defined TID#m 
Unit and Scaling ID#m 
Test Value (High Byte)#m 
Test Value (Low Byte)#m 
Min. Test Limit (High Byte)#m 
Min. Test Limit (Low Byte)#m 
Max. Test Limit (High Byte)#m 
Max. Test Limit (Low Byte)#m ] 

 
C1 
C2 
C2 
C2 
C2 
C2 
C2 
C2 
C2 

 
XX 
XX 
XX 
00 
00 
00 
00 
00 
00 

OBDMIDREC 
OBDMID 
S/MDTID 
UASID 
TVHI 
TVLO 

MINTLHI 
MINTLLO 
MAXTLHI 
MAXTLLO 

C1 =  Conditional — parameter is only present if more than one (1) Manufacturer Defined TID is supported by the ECU for the 
requested Monitor ID. 

C2 =  Conditional — parameter and value depends on selected Manufacturer Defined TID number and are only included if the 
Manufacturer Defined TID is supported by the ECU. The value shall be zero ($00) in case the On-Board Diagnostic Monitor 
has not been completed at least once since Clear/reset emission-related diagnostic information or battery disconnect. 

Evaluation criteria: 

Misfire OBDMID A2 + SDTID 0B (Cylinder #1 misfire count EWMA) and OBDMID A2 + SDTID 0C (Cylinder #1 misfire 
counts) must be supported for at least one ECU for OBD-II only. 

Except as described below, for all OBDMIDs, TVHI, TVLO, MINTLHI, MINTLLO, MAXTLHI, and MAXTLLO must report $00.  

OBDMIDs $00 -$10, Test IDs $01, $02, $03, and $04 are constants and are not required to be reset to zero. For these Test 
IDs, TVHI and TVLO may be equal to MINTLHI and MINTLLO and MAXTVHI and MAXTVLO. 

Some manufacturers have engine-off monitors, e.g., O2 sensors that run as soon as the ignition is on. These monitors may 
report test results on Service $06. If a Service $06 Test ID reports a test value and test limits that are not zero, it shall not 
be considered a failure, but a warning that each manufacturer will need to analyze. 

5.5.4 [ISO 9141-2, SAE J1850, and ISO 14230-4 protocols only] For all supported OBDMIDs $01-$1F, $21-$3F, $41-
$5F, $61-$7F, $81-$9F, $A1-$BF, $C1-$DF, $E1-$FF, send the corresponding Service $06 request message and 
note the response.  

Table 16 - Request on-board monitoring test results for continuous and non-continuously monitored systems 
request message (read OBDMID test values) for ISO 9141-2, SAE J1850, and ISO 14230-4 protocols 

Data Byte Parameter Name Cvt Hex Value Mnemonic 
#1 Request on-board monitoring test results for continuous and non-continuously 

monitored systems request SID 
M 06 SIDRQ 

#2 On-Board Diagnostic Monitor ID M XX OBDMID 
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Table 17 - Request on-board monitoring test results for continuous and non-continuously monitored systems 
response message (report OBDMID test values) 

Data Byte Parameter Name Cvt Hex Value Mnemonic 

#1 Request on-board monitoring test results for non-continuously monitored 
systems response SID 

M 46 SIDPR 

#2 Test ID (report test results) M XX TID 

#3 Test Limit Type & Component ID M XX TLTCID 

 
#4 
#5 
#6 
#7 

data record of Test ID = [  
Test Value (High Byte) 
Test Value (Low Byte) 
Test Limit (High Byte) 
Test Limit (Low Byte) ] 

 
M 
M 
C 
C 

 
XX 
XX 
XX 
XX 

TIDREC_ 
TVHI 
TVLO 
TLHI 
TLLO 

 C = Conditional — if test limit is either a minimum or a maximum, limit depends on the parameter test, limit, type, and component ID 
value (bit 7) 

Evaluation criteria: 

The test value(s) must be greater than or equal to the minimum test limit(s) and less than or equal to the maximum test 
limit(s). 

5.5.5 [For all protocols] Request next unsupported OBDMID-support OBDMID ($20, $40, $60, $80, $A0, $C0, or $E0) for 
all ECUs to ensure ECU can respond properly to an unsupported OBDMID and does not terminate communication 
(single request). 

5.5.6 Transmit Service $01, PID $00 request message to determine if any emission-related ECUs have dropped out of 
communication. 

Evaluation criteria: 

Operator Prompt 1 asks for the number of emission-related ECUs in the vehicle. If the specified number of emission-related 
ECUs do not positively respond to an OBD diagnostic message, this shall be flagged as a failure. 

5.6 Verify Service $01 Data - Request Current Powertrain Diagnostic Data, Engine Off  

NOTE: Hybrid Electric Vehicles (HEVs/PHEVs) and stop-start vehicles have engine controls that can start and stop the 
engine without regard to ignition key position.  

Purpose: To verify that all ECUs respond correctly to Service $01 requests, to determine which PIDs are supported by 
each ECU and to check that the returned data is valid for engine-off conditions. 

Procedure: 

5.6.1 [For all protocols] Transmit Service $01, PID support PIDs $00, $20, $40, $60, $80, $A0, $C0, and $E0 request 
messages through the highest supported PID to determine which PIDs are supported. Note the PIDs reported by 
each ECU as being supported.  

Table 18 - Request current powertrain diagnostic data request message for all protocols 

Message direction: External test equipment → All ECUs 
Message Type: Request 

Data Byte Description (All PID values are in hexadecimal) Byte Value (Hex) Mnemonic 
#1 Request current powertrain diagnostic data request SID 01 SIDRQ 
#2 PID used to determine PID support XX PID 
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Table 19 - Request current powertrain diagnostic data response message (report supported PIDs) 

Data Byte Parameter Name Cvt Hex Value Mnemonic 
#1 Request current powertrain diagnostic data response SID M 41 SIDPR 

 
#2 
#3 
#4 
#5 
#6 

data record of supported PIDs = [  
1st supported PID 
DATA_A: supported PIDs, 
DATA_B: supported PIDs, 
DATA_C: supported PIDs, 
Data D: supported PIDs ] 

 
M 
M 
M 
M 
M 

 
xxxxxxxx 
xxxxxxxx 
xxxxxxxx 
xxxxxxxx 
xxxxxxxx 

PIDREC_ 
PID 

DATA_A 
DATA_B 
DATA_C 
DATA_D 

C1 =  Conditional — PID value shall be the same value as included in the request message if supported by the ECU 
C2 =  Conditional — value indicates PIDs supported; range of supported PIDs depends on selected PID value (see C1) 

Evaluation criteria: 

Required PIDs must be supported for all vehicles (ALL), gasoline engines (G), or diesel engines (D) as specified in Table 24. 
At least one ECU must support the required data. If more than one ECU supports the PID, then each ECU must meet the 
requirements specified under “Required Value.” The table specifies whether lack of support will generate a Failure or a 
Warning. A failure is defined as lack of support as required in the OBD-II regulations. A warning is defined as lack of support 
for a PID that is highly likely to be required to be supported by most vehicle manufacturers. Warnings require additional 
analysis by the vehicle manufacturer. 

If an ECU indicates that a PID/TID/OBDMID/INFOTYPE Supported PID/TID/OBDMID/INFOTYPE is supported, but that 
ECU does NOT actually support the PID/TID/OBDMID/INFOTYPE when it is requested then this shall be flagged as a 
failure. Except for PID $00, if a PID Supported PID for an ECU indicates that no PIDs are supported, this shall be flagged 
as a failure. 

5.6.2 [For ISO 15765-4 protocol only] Transmit request for all PID support PIDs as two messages (PIDs $00, $20, $40, 
$60, $80, $A0), and (PIDs $C0, $E0) and again note results. 

Table 20 - Request current powertrain diagnostic data request message for ISO 15765-4 protocol 

Message direction: External test equipment → All ECUs 
Message Type: Request 

Data Byte Description (All PID values are in hexadecimal) Byte Value (Hex) Mnemonic 
#1 Request current powertrain diagnostic data request SID 01 SIDRQ 
#2 PID used to determine PID support for PIDs 01-20 00 PID 
#3 PID used to determine PID support for PIDs 21-40 20 PID 
#4 PID used to determine PID support for PIDs 41-60 40 PID 
#5 PID used to determine PID support for PIDs 61-80 60 PID 
#6 PID used to determine PID support for PIDs 81-A0 80 PID 
#7 PID used to determine PID support for PIDs A1-E0 A0 PID 
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Table 21 - Request current powertrain diagnostic data response message (report supported PIDs) 

Data Byte Parameter Name Cvt Hex Value Mnemonic 
#1 Request current powertrain diagnostic data response SID M 41 SIDPR 

 
#2 
#3 
#4 
#5 
#6 

data record of supported PIDs = [  
1st supported PID 
DATA_A: supported PIDs, 
DATA_B: supported PIDs, 
DATA_C: supported PIDs, 
Data D: supported PIDs ] 

 
M 
M 
M 
M 
M 

 
xxxxxxxx 
xxxxxxxx 
xxxxxxxx 
xxxxxxxx 
xxxxxxxx 

PIDREC_ 
PID 

DATA_A 
DATA_B 
DATA_C 
DATA_D 

: : : : : 
 

#n-4 
#n-3 
#n-2 
#n-1 
#n 

data record of supported PIDs = [  
mth supported PID 
DATA_A: supported PIDs, 
DATA_B: supported PIDs, 
DATA_C: supported PIDs, 
Data D: supported PIDs ] 

 
C1 
C2 
C2 
C2 
C2 

 
xxxxxxxx 
xxxxxxxx 
xxxxxxxx 
xxxxxxxx 
xxxxxxxx 

PIDREC_ 
PID 

DATA_A 
DATA_B 
DATA_C 
DATA_D 

C1 =  Conditional — PID value shall be the same value as included in the request message if supported by the ECU 
C2 =  Conditional — value indicates PIDs supported; range of supported PIDs depends on selected PID value (see C1) 

Evaluation criteria: 

Each ECU must report the same supported PIDs for single and group request messages. 

5.6.3 [For all protocols] For all supported PIDs $01-$1F, $21-$3F, $41-$5F, $61-$7F, $81-$9F, $A1-$BF, $C1-$DF, 
$E1-$FF, send the corresponding Service $01 PID request message and note the response. 

Table 22 - Request current powertrain diagnostic datarequest message for all protocols 

Data Byte Parameter Name Cvt Hex Value Mnemonic 
#1 Request current powertrain diagnostic data request SID M 01 SIDRQ 
#2 PID#1 M XX PID 

Table 23 - Request current powertrain diagnostic data response message 

Data Byte Parameter Name Cvt Hex Value Mnemonic 
#1 Request current powertrain diagnostic data response SID M 41 SIDPR 

 
#2 
#3 
#4 
#5 
#6 

data record of 1st supported PID = [  
PID#1 
data A,  
data B,  
data C,  
data D ] 

 
M 
M 
C1 
C1 
C1 

 
XX 

xxxxxxxx 
xxxxxxxx 
xxxxxxxx 
xxxxxxxx 

PIDREC_ 
PID 

DATA_A 
DATA_B 
DATA_C 
DATA_D 

C1 =  Conditional — “DATA_B - D” depend on selected PID value 
C2 =  Conditional — parameter is only present if supported by the ECU 
C3 =  Conditional — parameters and values for “DATA_B - D” depend on selected PID number and are only included if PID is 

supported by the ECU 

Evaluation criteria: 

All PIDs that are indicated as supported, as determined in 5.6.1, must be supported. 

For all the PIDs that are indicated as supported by each ECU, a response with valid data and with the PID length as noted 
must be received as shown in Table 24. Note: Scaling PID $4F may be utilized in some PID responses and must be 
referenced if so utilized. 
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It is not an error to return a PID that was not supported on SAE J1850 and ISO 9141-2. On ISO 15765-4, the ECU shall not 
respond to an unsupported PID. On ISO 14230-4, the ECU can either respond with a negative response message ($7F, 
$12) or not respond to a request for an unsupported PID. 

5.6.4 Request the next unsupported PID-support PID ($20, $40, $60, $80, $A0, $C0, or $E0) for all ECUs to ensure ECU 
can respond properly to an unsupported PID and does not terminate communication (single request). 

5.6.5 Transmit Service $01, PID $00 request message to determine if any emission-related ECUs have dropped out of 
communication. 

Evaluation criteria: 

Operator Prompt 1 asks for the number of emission-related ECUs in the vehicle. If the specified number of emission-related 
ECUs do not positively respond to an OBD diagnostic message, this shall be flagged as a failure. 

Table 24 - Engine off service $01 PID validation 

Engine Off Service $01 PID Validation 
PID Required Support Required Value Comment 

01, DATA_A, bit 7 ALL - Fail Bit 7 must be 0. 0 = MIL off. 
01, DATA_A, bits 0-6 ALL - Fail Bits 0-6 must be 0. No DTCs. 
01, DATA_B, bit 0 ALL - Fail if OBD-II,  

G - Fail if EOBD, 
IOBD, or OBDBr 

Bit 0 must be 1 for at least one ECU. All spark and compression ignition 
engines must support misfire monitoring. 

01, DATA_B, bit 1 ALL - Fail Bit 1 must be 1 for at least one ECU. All spark and compression ignition 
engines must support fuel system 
monitoring. 

01, DATA_B, bit 2 ALL - Fail Bit 2 must be 1 for all ECUs. An OBD ECU that supports Service $01 
PID $01 must support comprehensive 
component monitoring. 

01, DATA_B, bit 3  Bit 3 can be 0 or 1. For 2010 MY and 
beyond, data must match Prompt 4.  
Note that for ECUs that only support 
CCM requirements (Service $01, PID 
$01, DATA_B, bit 2 = 1), the status of 
Service $01, PID $01, DATA_B bit 3 is 
irrelevant and may be set to either 
gasoline or diesel. 

0 = spark ignition engine,  
1 = compression ignition engine.  

01, DATA_B, bit 4 G- Fail Bit 4 must be 0 for spark ignition 
engines, compression ignition engines 
that support full range misfire, and 
ECUs, which do not support misfire 
monitoring, or must be 1 before the 
misfire evaluation is complete for 
compression ignition engines that 
utilize idle misfire monitor. Bit 4 must 
be 0 for any unsupported monitor in 
DATA_B bit 1. 

Misfire monitoring shall always indicate 
complete for spark ignition engines or 
compression ignition engines that utilize 
full range misfire monitoring. For 
compression ignition engine that utilize 
the idle monitor through the 2019 MY, 
misfire monitoring shall indicate 
complete after the misfire evaluation is 
complete (1000 engine revs at idle, 
approx 60 seconds). Unsupported 
monitors must indicate “ready.” 

01, DATA_B, bit 5  Bit 5 can be 0 or 1. Bit 5 must be 0 for 
any unsupported monitor in DATA_B 
bit 0. 

Fuel system may indicate incomplete for 
spark ignition and compression ignition 
engines If non-continuous monitors are 
employed. Unsupported monitors must 
indicate “ready.” 

01, DATA_B, bit 6 ALL - Fail Bit 6 must be 0. CCM must always be complete. 
01, DATA_B, bit 7 ALL - Fail Bit 7 must be 0. Reserved bits must be 0. 
01, DATA_C, bit 0 G - Fail Bit 0 must be 1 for at least one ECU for 

spark ignition engines. Bit 0 may be 0 
or 1 for compression ignition engines. 

All spark ignition engines must support 
catalyst monitoring. Compression ignition 
engines may or may not support NMHC 
catalyst monitoring. 
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Engine Off Service $01 PID Validation 
PID Required Support Required Value Comment 

01, DATA_C,  bit 2 ALL - Fail if not 1 for 
OBD-II/CNOBD only 

Bit 2 must be 1 for at least one ECU for 
OBD-II/C NOBD spark ignition engines, 
0 or 1 for EOBD/IOBD/OBDBr spark 
ignition engines, depending if they 
support an evap leak check. Bit 2 must 
be 0 for compression ignition engines 
(reserved). 

All OBD-II/CNOBD spark ignition 
engines must support evap system 
monitoring. EOBD/IOBD/OBDBr must 
not support evap unless a leak check is 
present. Bit 2 is reserved for 
compression ignition engines. 
Note: This check will erroneously fail a 
dedicated CNG vehicle with no evap 
monitor. 

01, DATA_C, bit 3 D - Fail for OBD-II 
only 

Bit 3 may be 0 or 1 for spark ignition 
engines. Bit 3 must be 1 for at least 
one ECU for compression ignition 
engines. 

Spark ignition engines may or may not 
support SAIR monitoring. Compression 
ignition engines must support boost 
pressure monitoring. 

01, DATA_C, bit 4 ALL - Fail Bit 4 must be 0. Reserved bits must be 0. 
01, DATA_C, bit 5 ALL - Fail if OBD-II, 

G - Fail if EOBD, 
IOBD, or OBDBr 

Bit 5 must be 1 for at least one ECU. All spark ignition engines must support 
O2 sensor monitoring. Compression 
ignition engines must support exhaust 
gas sensor monitoring. 

01, DATA_C, bit 6 ALL - Fail Bit 6 must be 1 for at least one ECU. All spark ignition engines must support 
O2 sensor heater monitoring. 
Compression ignition engines must 
support PM filter monitoring. 

01, DATA_C, bit 7 D - Fail for OBD-II 
only 

Bit 7 may be 0 or 1 for spark ignition 
engines. Bit 7 must be 1 for at least 
one ECU for compression ignition 
engines. 

Spark ignition engines may or may not 
support EGR/VVT monitoring. 
Compression ignition engines must at 
least support EGR monitoring. 

01, DATA_D, bits 0-7 ALL -Fail Bits 0-7 must all be 0 for any 
unsupported monitor indicated in 
DATA_C. 

Unsupported monitors must indicate 
“ready.” 

01, DATA_D, bits 2 D - Fail Bit 2 must be 0 for compression ignition 
engines. 

Reserved bits must be 0. 

01, DATA_D, bits 4 ALL - Fail Bit 4 must be 0 for all engines. Reserved bits must be 0. 
01, DATA_D, bits 0-7 All - Fail Bits 0-7 must be 1 for any supported 

monitor indicated in DATA_C, except 
for bit 6 which may be 0 on some spark 
ignition vehicles. 

No supported monitors complete. O2 
heater monitor (bit 6) may complete (0) 
on some spark ignition vehicles. 

02  2 bytes long, value must be 0000. No freeze frame available. 
03 G - Fail 2 bytes long, value must be 0000. FUELSYSA and B. 
04 ALL - Fail 1 byte long, value must be 0%. LOAD_PCT = 0 with the engine off and 

key on. 
05 ALL - Fail unless $67 

supported 
1 byte long, value must be -20 to 
120 °C. Either $05 or $67 must be 
supported. 

ECT in normal range. 

06 G - Warn, not 
required for OBDBr 

1 byte value or 2 byte value, as 
determined in Figure 10. 

Short fuel trim bank 1/3. 

07 G - Warn, not 
required for OBDBr 

1 byte value or 2 byte value, as 
determined in Figure 10. 

Long fuel trim bank 1/3. 

08 Not required for 
OBDBr 

1 byte value or 2 byte value, as 
determined in Figure 10. 

Short fuel trim bank 2/4. 

09 Not required for 
OBDBr 

1 byte value or 2 byte value, as 
determined in Figure 10. 

Long fuel trim bank 2/4. 

0A  1 byte long. FRP. 
0B G - Warn unless $87, 

$10, or $66 
supported 

1 byte long. Either ($0B or $87) or ($10 
or $66) must be supported. 

MAP. 

0C ALL - Fail 2 bytes long, value must be 0. rpm is 0 with engine off. 
0D ALL LD - Fail 

ALL MD, HD - warn 
1 byte long, value must be 0. VSS is 0 with engine off. MD,HD does 

not have to support vehicle speed. 
0E G - Fail 1 byte long. SPARKADV. 
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Engine Off Service $01 PID Validation 
PID Required Support Required Value Comment 

0F G - Warn unless $68 
is supported 

1 byte long, value must be -20 to 
120 °C. Either $0F or $68 may be 
supported. 

IAT in normal range. 

10 G - Warn unless $66, 
$0B, or 87 supported 

2 bytes long, value must be less than 
or equal to 5 g/s. Either ($0B or $87) or 
($10 or $66) must be supported. 

MAF ≤5 g/s with engine off. 

11 G - Fail 1 byte long, value is 0 to 40% for spark 
ignition engines, value can be 0 to 
100% for compression ignition engines. 

TP in normal range. 

12  1 byte long. AIR_STAT. 
13 or 1D, bits 0-7 G - Warn 1 byte long. For PID 13 or 1D, 2 or 

more bits must be 1 for spark ignition 
engines. (Note: Either $13 or $1D must 
be supported for spark ignition engine. 
Both PIDs shall not be supported on 
spark ignition or compression ignition 
engines. Neither PID is required to be 
supported for compression ignition 
engines.) 

At least 2 O2S needed for OBD-II for 
spark ignition engines, compression 
ignition engines may or may not use O2 
sensors. Both PIDs $13 and $1D cannot 
be supported at the same time for either 
spark or compression ignition engines. 

14, 15, 16, 17, 18, 
19, 1A, 1B 

 2 bytes long.  

1C ALL - Fail 1 byte long, value must be 01, 03, 07, 
09, 0B, 0D, 0F, 22 for LD OBD-II or 13, 
14, 22 for HD OBD. 
Value must be 06, 07, 08, 09, 0C, 0D, 
0E, 0F for LD EOBD or 17, 18, 19, 1A, 
21 for HD EOBD. 
Value must be $20 for IOBD-II. 
Value must be $1C, $1D, $23, or $2A 
for OBDBr. 
Value must be $29 for CNOBD. 

Must be California OBD-II or EOBD, LD, 
MD or HD, IOBD-II, CNOBD, or OBDBr 
Note: SAE defined values are: $01-$0F, 
$11-$15, $17-$1A, $1C-$2B. 

1E  1 byte long.  
1F ISO 15765-4  

ALL - Fail 
2 bytes long, value must be 0. RUNTM is 0 with engine off. 

21 ISO 15765-4  
ALL - Fail unless $4D 
supported 

2 bytes long, value must be 0. MIL_DIST is 0 after Service $04. 

22, 23  2 bytes long. FRP. 
24, 25, 26, 27, 28, 
29, 2A, 2B 

 4 bytes long. Check for usage of PID 4F. 

2C D - Fail unless $69 is 
supported for OBD-II, 
CNOBD, and HD 
OBD 

1 byte long, value must be ≤10%. EGR_PCT is ≤10% with engine off. 

2D  1 byte long. EGR_ERR. 
2E ISO 15765-4 

G - Warn 
1 byte long. EVAP_PCT. 

2F ISO 15765-4 
G, D - Warn 

1 byte long, value must be 1 to 100%. FLI. 

30 ISO 15765-4 
ALL - Fail 

1 byte long, value must be 0. WARM_UPS must be 0 after Service 
$04. 

31 ISO 15765-4 
ALL - Fail unless $4E 
supported 

2 bytes long, value must be 0. CLR_DIST is 0 after Service $04. 

32  2 bytes long. EVAP_VP. 
33 ISO 15765-4 

ALL - Fail 
1 byte long, value must be 71 to 
110 kPa. 

BARO within normal range. 

34, 35, 36, 37, 38, 
39, 3A, 3B 

 4 bytes long. Check for usage of PID 4F. 

3C, 3D, 3E, 3F  2 bytes long.  
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Engine Off Service $01 PID Validation 
PID Required Support Required Value Comment 

41 ISO 15765-4 
ALL - Fail if OBD-II, 
Warn if 
EOBD/IOBD/OBDBr 

4 bytes long.  

41, DATA_B, bit 3  ISO 15765-4 
ALL - Fail if OBD-II, 
Fail for 
EOBD/IOBD/OBDBr 
if supported (data 
must be correct if PID 
$41 is supported for 
EOBD/IOBD/OBDBr) 

Bit 3 can be 0 or 1. For 2010 MY and 
beyond, data must match Prompt 4. 
Note that for ECUs that only support 
CCM requirements (Service $01, PID 
$01, DATA_B, bit 2 = 1), the status of 
Service $01, PID $01, DATA_B bit 3 is 
irrelevant and may be set to either 
gasoline or diesel. 

0 = spark ignition engine. 
1 = compression ignition engine. 

41, DATA_B, bits 0-2 ISO 15765-4 
ALL - Fail if OBD, 
Warn if 
EOBD/IOBD/OBDBr 

If Bit 0 or 1 or 2 = 1, corresponding bit 
in $01 DATA_B must = 1. 

If monitor enabled, it must show 
supported in PID $01. 

41, DATA_B, bits 4-6 ISO 15765-4 
ALL - Fail if OBD, 
Warn if 
EOBD/IOBD/OBDBr 

If Bit 4 = 1, then PID $01 DATA_B Bit 0 
must be = 1; if Bit 5 = 1, then PID $01 
DATA_B Bit 1 must be = 1; if Bit 6 = 1, 
then PID $01 DATA_B Bit 2 must be = 
1. 

If monitor not complete, it must show 
supported in PID $01. 

41, DATA_C, bits 0-7 ISO 15765-4 
ALL - Fail if OBD-II, 
Warn if 
EOBD/IOBD/OBDBr 

If Bit 0, 1, 2, 3, 4, 5, 6, or 7 = 1, 
corresponding bit in $01 DATA_C must 
= 1. 

If monitor enabled, it must show 
supported in PID $01. 

41, DATA_D, bits 0-7 ISO 15765-4 
ALL - Fail if OBD-II, 
Fail for 
EOBD/IOBD/OBDBr 
if supported (data 
must be correct if PID 
$41 is supported for 
EOBD/IOBD/OBDBr) 

Bits 0 to 5 and bit 7 must be 1 for any 
supported monitor indicated in PID $01 
DATA_C for spark ignition; Bits 0 to 7 
must be 1 for any supported monitor 
indicated in PID $01 DATA_C for 
compression ignition. 

No supported monitors complete except 
O2 heater monitor (bit 6) may complete 
(0) on some spark ignition vehicles. 

41, DATA_D, bits 0-7 ISO 15765-4 
ALL - Fail if OBD-II, 
Fail for 
EOBD/IOBD/OBDBr 
if supported (data 
must be correct if PID 
$41 is supported for 
EOBD/IOBD/OBDBr) 

Bits 0 to 7 must be 0 for any 
unsupported monitor indicated in PID 
$01 DATA_C. 

Unsupported monitors must indicate 
“ready.” 

41, DATA_D, bits 0-7 ISO 15765-4 
ALL - Fail if OBD-II, 
Warn if 
EOBD/IOBD/OBDBr 

If Bit 0, 1, 2, 3, 4, 5, 6 or 7 = 1, 
corresponding bit in $01 DATA_C must 
= 1. 

If monitor not complete, it must show 
supported in PID $01. 

42 ISO 15765-4 
G, D - Fail 

2 bytes long. VPWR. 

43 ISO 15765-4 
G, D - Fail if OBD-II, 
Warn if 
EOBD/IOBD/OBDBr 

2 bytes long, value must be 0%. LOAD_ABS is 0% with engine off. 

44 ISO 15765-4 
G - Fail if OBD-II, 
Warn if 
EOBD/IOBD/OBDBr 

2 bytes long. EQ_RAT. 
Check for usage of PID 4F. 

45 ISO 15765-4 
G - Fail unless $6C is 
supported if OBD-II, 
Warn if 
EOBD/IOBD/OBDBr 

1 byte long, value must be 0 to 50% for 
spark ignition engines, value can be 0 
to 100% for compression ignition 
engines. Either $45 or $6C must be 
supported for spark ignition engines. 

TP_R in normal range. 
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Engine Off Service $01 PID Validation 
PID Required Support Required Value Comment 

46 OBD-II or HD OBD - 
Warn unless $46 is 
supported 

1 byte long, value must be -20 to 85 °C. AAT in normal range. 

47  1 byte long, value must be 0 to 60% for 
spark ignition engines, value can be 0 
to 100% for compression ignition 
engines. 

TP_B in normal range. 

48  1 byte long, value must be 0 to 60% for 
spark ignition engines, value can be 0 
to 100% for compression ignition 
engines. 

TP_C in normal range. 

49 ISO 15765-4  
D - Fail 

1 byte long, value must be 0 to 40%. APP_D in normal range. 

4A  1 byte long, value must be 0 to 40%. APP_E in normal range. 
4B  1 byte long, value must be 0 to 40%. APP_F in normal range. 
4C  1 byte long.  
4D 2010 MY and beyond 

ALL - Fail unless $21 
supported 

2 bytes long, value must be 0 m. MIL_TIME is 0 minute (59 seconds or 
less) after Service $04. 

4E 2010 MY and beyond 
ALL - Fail unless $31 
supported 

2 bytes long, value must be 0 m. CLR_TIME is 0 minute (59 seconds or 
less) after Service $04. 

4F  4 bytes. These four values, if not $00, shall be 
used to calculate scaling factors for data 
reported with PIDs $24 to $2B, PIDs $34 
to $3B, PID $44, and PID $0B. 

50  4 bytes. This value, if available, shall be used to 
calculate scaling factors for MAF sensor. 

51 2015 MY and beyond 
Fail if OBD-II or HD 
OBD (not required for 
EOBD/IOBD/OBDBr) 

1 byte, value must be $01 to $0E or 
$18 to $1C. 

FUEL_TYPE in SAE assigned range.  

52  1 byte. ALCH_PCT. 
53  2 bytes. EVAP_VPA. 
54  2 bytes. EVAP_VP. 
55  1 byte value or 2 byte value, as 

determined in Figure 10. 
Short term secondary O2 fuel trim bank 
1/3. 

56  1 byte value or 2 byte value, as 
determined in Figure 10. 

Long term secondary O2 fuel trim bank 
1/3. 

57  1 byte value or 2 byte value, as 
determined in Figure 10. 

Short term secondary O2 fuel trim bank 
2/4. 

58  1 byte value or 2 byte value, as 
determined in Figure 10. 

Long term secondary O2 fuel trim bank 
2/4. 

59  2 bytes long. FRP. 
5A  1 byte long, value must be 0 to 40%. APP_R in normal range. 
5B 2013 MY and beyond 

HEV and PHEV - Fail 
if OBD-II or HD OBD 

1 byte. BAT_PWR. 

5C 2010 MY and beyond 
D - Warn if OBD-II or 
HD OBD 

1 byte long, value must be -20 to 
150 °C. 

EOT. 

5D 2010 MY and beyond 
D - Warn if OBD-II or 
HD OBD 

2 bytes long. FUEL_TIMING. 

5E 2010 MY and beyond 
D - Warn if OBD-II or 
HD OBD 

2 bytes long, value must be 0 when 
engine is not running. 

FUEL_RATE. 

5F  1 byte, value must be $0E to $10. EMIS_SUP in SAE assigned range. 

Full document details: SAE J1699_3_202104

http://avadocuments2026.com/doc/sae-j1699-3-202104
http://avadocuments2026.com/doc/sae-j1699-3-202104


 
SAE INTERNATIONAL J1699®-3 APR2021 Page 48 of 280 
 
 

Engine Off Service $01 PID Validation 
PID Required Support Required Value Comment 

61 2010 MY and beyond 
D - Fail if OBD-II or 
HD OBD 

1 byte. TQ_DD. 

62 2010 MY and beyond 
D - Fail if OBD-II or 
HD OBD 
2019 MY and beyond 
ALL - Warn if OBD-II 
2021 MY and beyond 
ALL - Fail if OBD-II 

1 byte, value must be ≥0%. TQ_ACT (PEMS). 
30/60/100% phase-in starting in 2019 
MY for OBD-II. 

63 2010 MY and beyond 
D - Fail if HD OBD 
2019 MY and beyond 
D - Fail if MD OBD 
2019 MY and beyond 
ALL - Warn if OBD-II 
2021 MY and beyond 
ALL - Fail if OBD-II 

2 bytes long, value must be ≥0. TQ_REF(PEMS). 
30/60/100% phase-in starting in 2019 
MY for OBD-II. 

64  5 bytes long. TQ_MAX. 
65 2010 MY and beyond 

D - Warn if OBD-II or 
HD OBD and PID 
$65 not supported 
D - Warn if OBD-II or 
HD OBD and bit 3 
not supported 

2 bytes, DATA_A, at least one device 
must be supported in bits 0-4, bits 5-7 
must be 0. Diesel normally supports 
DATA_A bit 3 (glow plug lamp status). 
This check will erroneously warn a 
diesel with no glow plugs. 

Auxiliary I/O, may support PTO or 
recommended gear, diesel normally 
supports wait to start lamp. 

66 G - Warn unless $10, 
$0B, or $87 
supported 

5 bytes long, DATA_A, at least one 
sensor must be supported in bits 0-1, 
bits 2-7 must be 0. 
If supported, MAFA and MAFB values 
must be less than or equal to 5 g/s. 
Either ($0B or $87) or ($10 or $66) 
must be supported. 

Mass air flow sensor.  
MAFx ≤5 g/s with engine off. 

67 ALL - Fail unless $05 
is supported 

3 bytes long, DATA_A, at least one 
sensor must be supported in bits 0-1, 
bits 2-7 must be 0. 
If supported, ECT 1 and ECT 2 values 
must be -20 to 120 °C. 
Either $05 or $67 must be supported. 

Engine coolant temperature. 
ECT x in normal range. 

68 G - Warn unless $0F 
is supported 

7 bytes long, DATA_A, at least one 
sensor must be supported in bits 0-5, 
bits 6-7 must be 0. 
If supported, any IAT values must 
be -20 to 120 °C. 
Either $0F or $68 may be supported. 

Intake air temperature sensor. 
IAT xy in normal range. 

69 2010 MY and beyond 
D - Fail unless $2C is 
supported for OBD-II, 
CNOBD, or HD OBD 

7 bytes long, DATA_A, at least one PID 
must be supported in bits 0-5, bits 6-7 
must be 0. 
If supported, any EGR_x_CMD values 
must be ≤10%. 

Commanded EGR and EGR error. 
EGR_x_CMD is ≤10% with engine off. 
If EGR_x_CMD = 0.0%, and 
EGR_x_ACT = 0.0%, EGR_x_ERR must 
be 0.0%. 
If EGR_x_CMD = 0.0%, and 
EGR_x_ACT > 0.0%, EGR_x_ERR must 
be 99.2%. 

6A  5 bytes long, DATA_A, at least one PID 
must be supported in bits 0-3, bits 4-7 
must be 0. 

Commanded diesel intake air flow. 
Control and relative intake air flow 
position. 
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6B  5 bytes long, DATA_A, at least one PID 
must be supported in bits 0-3, bits 4-7 
must be 0. 
If supported, any EGRT values must be 
-20 to 200 °C for either 1 °C or 4 °C 
scaling. 

Exhaust gas recirculation temperature.  
EGRT xy in normal range. 

6C ISO 15765-4 
G - Fail unless $45 is 
supported if OBD-II 
or HD OBD, Warn if 
EOBD/IOBD/OBDBr 
or HD EOBD 

5 bytes long, DATA_A, at least one PID 
must be supported in bits 0-3, bits 4-7 
must be 0. 
If supported, any TP_x_REL values 
must be 0 to 50% for spark ignition 
engines. 
Either $45 or $6C must be supported 
for spark ignition engines. 

Commanded throttle actuator control and 
relative throttle position. 
TP_x_REL in normal range. 

6D  11 bytes long, DATA_A, at least one 
PID must be supported in bits 0-5, bits 
6-7 must be 0. 
If supported, any FRT_x values must 
be -20 to 120 °C. 

Fuel pressure control system. 
FRT_x in normal range. 

6E  9 bytes long, DATA_A, at least one PID 
must be supported in bits 0-3, bits 4-7 
must be 0. 
 

Injection pressure control system. 

6F  3 bytes long, DATA_A, at least one 
sensor must be supported in bits 0-1 or 
for wide range sensors bits 2-3, bits 4-7 
must be 0. 

Turbocharger compressor inlet pressure 
or turbocharger compressor inlet 
pressure wide range. 

70  10 bytes long, DATA_A, at least one 
PID must be supported in bits 0-5, bits 
6-7 must be 0. 
DATA_J, bits 4-7 must be 0. 

Boost pressure control. 

71  6 bytes long, DATA_A, at least one PID 
must be supported in bits 0-5, bits 6-7 
must be 0. 
DATA_F, bits 4-7 must be 0. 

Variable geometry turbo (VGT) control. 

72  5 bytes long, DATA_A, at least one PID 
must be supported in bits 0-3, bits 4-7 
must be 0. 

Wastegate control. 

73  5 bytes long, DATA_A, at least one 
sensor must be supported in bits 0-1, 
bits 2-7 must be 0. 

Exhaust pressure. 

74  5 bytes long, DATA_A, at least one 
sensor must be supported in bits 0-1, 
bits 2-7 must be 0. 

Turbocharger rpm. 

75  7 bytes long, DATA_A, at least one 
sensor must be supported in bits 0-3, 
bits 4-7 must be 0. 
If supported, any TCA_Cxxx values 
must be -20 to 120 °C, any TCA_Txxx 
values must be -20 to 1000 °C. 

Turbocharger A temperature. 
TCA_Cxxx in normal range. 
TCA_Txxx in normal range. 

76  7 bytes long, DATA_A, at least one 
sensor must be supported in bits 0-3, 
bits 4-7 must be 0. 
If supported, any TCB_Cxxx values 
must be -20 to 120 °C, any TCB_Txxx 
values must be -20 to 1000 °C. 

Turbocharger B temperature. 
TCB_Cxxx in normal range. 
TCB_Txxx in normal range. 

77  5 bytes long, DATA_A, at least one 
sensor must be supported in bits 0-3, 
bits 4-7 must be 0. 
If supported, any CACT xy values must 
be -20 to 120 °C. 

Charge air cooler temperature (CACT) 
CACT xy in normal range. 
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78  9 bytes long, DATA_A, at least one 
sensor must be supported in bits 0-3, 
bits 4-7 must be 0. 

Exhaust gas temperature (EGT) bank 1. 

79  9 bytes long, DATA_A, at least one 
sensor must be supported in bits 0-3, 
bits 4-7 must be 0. 

Exhaust gas temperature (EGT) bank 2. 

7A  7 bytes long, DATA_A, at least one PID 
must be supported in bits 0-2, bits 3-7 
must be 0. 

Diesel particulate filter (DPF) bank 1. 

7B  7 bytes long, DATA_A, at least one PID 
must be supported in bits 0-2, bits 3-7 
must be 0. 

Diesel particulate filter (DPF) bank 2. 

7C  9 bytes long, DATA_A, at least one PID 
must be supported in bits 0-3, bits 4-7 
must be 0. 

Diesel particulate filter (DPF) 
temperature. 

7D 2010 MY and beyond 
D - Fail if MD, HD 
OBD 

1 byte long, DATA_A, bits 4-7 must be 
0. 

NOx NTE control area status. 

7E 2010 MY and beyond 
D - Fail if MD, HD 
OBD 

1 byte long, DATA_A, bits 4-7 must be 
0. 

PM NTE control area status. 

7F 2010 MY and beyond 
ALL - Fail if HD OBD 
D - Fail if MD OBD 

13 bytes long, DATA_A, at least one 
PID must be supported in bits 0-2, bits 
3-7 must be 0. 

Engine run time. 

81 2010 MY and beyond 
D - Fail if MD, HD 
OBD 

41 bytes long, DATA_A, at least one 
PID must be supported in bits 0-4, bits 
5-7 must be 0. 

Engine run time for AECD #1-#5. 

82  41 bytes long, DATA_A, at least one 
PID must be supported in bits 0-4, bits 
5-7 must be 0. 

Engine run time for AECD #6-#10. 

83  9 bytes long, DATA_A, at least one 
sensor must be supported in bits 0-3. 
If any bits 4-7 are set to 1, then sensor 
data value must be $FFFF. 

NOx sensor. 
 

84  1 byte. Manifold surface temperature. 
85 2013 MY and beyond 

D - Fail if OBD-II or 
HD OBD  
Warn unless $9B is 
supported 

10 bytes long, DATA_A, at least one 
sensor must be supported in bits 0-3, 
bits 4-7 must be 0. 
Either $85 or $9B may be supported. 
Note: This check will erroneously fail a 
compression ignition vehicle not 
equipped with a NOx Reagent System. 

NOx control system including DEF level. 

86  5 bytes long, DATA_A, at least one 
sensor must be supported in bits 0-1, 
bits 2-7 must be 0. 

Particulate matter (PM) sensor. 

87 G - Warn unless $0B, 
$10, or $66 
supported 

5 bytes long, DATA_A, at least one 
sensor must be supported in bits 0-1, 
bits 2-7 must be 0. 
Either ($0B or $87) or ($10 or $66) 
must be supported. 

Intake manifold absolute pressure 
(MAP). 

88 2013 MY and beyond 
D - Fail if MD, HD 
OBD 

13 bytes. SCR inducement system. 

89  41 bytes long, DATA_A, at least one 
PID must be supported in bits 0-4, bits 
5-7 must be 0. 

Engine run time for AECD #11-#15. 

8A  41 bytes long, DATA_A, at least one 
PID must be supported in bits 0-4, bits 
5-7 must be 0. 

Engine run time for AECD #16-#20. 
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