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RATIONALE 

This document has been determined to contain basic and stable technology which is not dynamic in nature. 

STABILIZED NOTICE 
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longer be subjected to periodic reviews for currency. Users are responsible for verifying references and continued suitability 
of technical requirements. Newer technology may exist. 
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1. SCOPE

This SAE standard applies to self-propelled driver operated sweepers and scrubbers as defined in SAE J2130-1. 

1.1 Purpose 

The purpose of this document is to establish the basic requirements associated with controls and displays for dual position 
driving controls as depicted in a typical installation shown in Figure 1. The control layout illustrated being of a conventional 
installation as associated with a normal on-road vehicle having a steering wheel to steer the machine and foot pedals to 
control the speed and braking functions. The document elaborates the requirements for an originally built machine with two 
driving positions but also where a proprietary commercial truck chassis is converted from a single driving position, it also 
advises recommendations in design, construction and safety related elements. 

In the case where National Regulations pertain to the design and performance of driving control systems as depicted, then 
these regulations take precedent over the recommendations in this document. 
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FIGURE 1 - TYPICAL LAYOUT OF SYSTEM 

2. REFERENCES

2.1 Applicable Documents 

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the 
latest issue of SAE publications shall apply. 

2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or 724-776-4970 (outside USA), www.sae.org. 

SAE J287 Driver Hand Control Reach 

SAE J680 Location and Operation of Instruments and Controls in Motor Truck Cabs 

SAE J898 Control Locations for Off-Road Work Machines 

SAE J1050 Describing and Measuring the Driver’s Field of View 

SAE J1517 Driver Selected Seat Position for Class B Vehicles - Seat Track Length and SgRP 

SAE J2130-1 Identification of Self-Propelled Sweepers and Cleaning Equipment Part 1 - Machines with a Gross Vehicle 
Mass Greater than 5000 kg 
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