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Fastener Hardware for Wheels for Demountable Rims 

RATIONALE 

This Recommended Practice covers spoke wheels and demountable rims which were designed a while ago and are still in 
use. The technology and products are mature and not likely to change in the foreseeable future. 

STABILIZED NOTICE 

This document has been declared "Stabilized" by the SAE Truck and Bus Wheel Committee and will no longer be subjected 
to periodic reviews for currency. Users are responsible for verifying references and continued suitability of technical 
requirements. Newer technology may exist. 
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1. SCOPE

This SAE Recommended Practice establishes the mounting hardware to be used with demountable rims, wheels for 
demountable rims, rim spacers designed for 28 degrees bevel mounting systems, and intended for use on commercial 
vehicles.  The dimensions given are those necessary to maintain serviceability and interchangeability of mounting 
hardware. 

This document is divided into two sections.  Section 1 establishes the practice for new designs for mounting hardware.  
Section 2 records information on current mounting hardware.  Special and less common applications are not covered in 
this document. 

2. REFERENCES

2.1 Applicable Documents

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the 
latest issue of SAE publications shall apply. 

2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or 724-776-4970 (outside USA), www.sae.org. 

SAE J393 Nomenclature - Wheels, Hubs, and Rims for Commercial Vehicles 

SAE J851 Dimensions - Wheels for Demountable Rims, Demountable Rims, and Spacer Bands - Truck and Bus 

3. DEFINITIONS

A detailed listing of basic nomenclature is contained in SAE J393.  Figures 1 through 8 and Tables 1 through 3, introduce, 
illustrate, and specify additional nomenclature and definitions.  All dimensions are in inches unless otherwise specified.  
Single clamps are rim clamps with one hole and double clamps are rim clamps with two holes. 
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4. SECTION 1 - MOUNTING HARDWARE DIMENSIONS (RECOMMENDED PRACTICE) 

4.1 Rim Clamp Nut 

 

FIGURE 1 - RIM CLAMP NUT 

4.2 Rim Clamp Stud Standout 

 

FIGURE 2 - RIM CLAMP STUD STANDOUT 
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