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RATIONALE 

The following changes have been made to the document: 

Foreword: Changed the intent of the document from minimizing the number of accelerator position sensors to guidance on 
the currently accepted signal types. 

3.2, 3.3: Added definition of APS1 and APS2 for redundancy in the sensor signals. 

3.13: Changed “Modulated” to “Modulation” for clarification. 

Figure 1: Updated the graphic to make easier to read. 

Figure 2: Updated the graphic to make it easier to read. 

Figure 3: Updated the graphic to make it easier to read. 

Section 6 and 6.1: Added “Dual” signals for redundant and independent electrical signals. 

6.4: Updated the output range to account for dual signals. 

6.5: Updated the diagnostic range per 6.4. 

Figure 7: Updated the graphic for dual signals. 

Figure 8: Updated the graphic to make easier to read. 

6.12: Added “each” and “A short between redundant APS signals will result in a violation of correlation” to account for the 
dual signals. 

Section 7 and 7.1: Added “dual” signals for redundant and independent signals. 

7.2: Removed battery voltage supplies. It is recommended to operate the throttle signals off of a regulated supply. 

7.3: 20 mA should be sufficient current to power the sensors. 

7.4: Updated the output range to account for the dual signals. 

7.5: Updated the fault range to account for dual signals. 
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7.8: Added clarification to tighter tolerance within a range of acceptable frequencies. 

7.9: Added signal transition time. This value is dependent on the system setup and should be discussed and validated with 
the ECU supplier. 

7.13: Added clarification for dual signals. 

Figure 10: updated the graphic to make it easier to read. 

Figure 11: updated the graphic to make it easier to read. 

9.1: Added clarification that EMC should be considered in the design. 

SAE J1843 has been reaffirmed to comply with the SAE Five-Year Review policy. 

FOREWORD 

Many electronic controls used in medium- and heavy-duty vehicles require an electrical indication of accelerator pedal 
position. A common accelerator pedal position sensor function and performance criterion is desired to optimize performance 
for this safety critical component. A single universal electrical interface has not been defined. Two electrical interface types 
are defined in this SAE Recommended Practice. The intent of providing a choice of two signal types is to provide guidance 
for the industry accepted signal types. 

While a common mechanical definition of the size, shape, etc., of the accelerator pedal and accelerator position sensor is 
desirable, it is realized that vehicles are not designed around the accelerator pedal. The present variations in vehicle 
configurations and ergonomic design requirements cannot be satisfied by a single mechanical interface specification for the 
accelerator pedal. The intent of this specification is to provide best practices for designing the electrical interface of the 
pedal assembly. 

The specification outlines portions of the physical interface between an accelerator pedal and the accelerator pedal position 
sensor as a recommendation for those that want a common interface for floor, suspended and remote applications. 
However, it is understood that industry has allowed for effective design solutions with custom sensors that may not meet 
these mechanical physical interfaces (e.g., contactless sensors with the sensing element separated from the sensed 
element). For the remainder of this document, the term "pedal" can be construed to mean any physical means of converting 
operator motion into an acceleration or deceleration command. 

1. SCOPE 

The purpose of this SAE Recommended Practice is to provide a common electrical and mechanical interface specification 
that can be used to design electronic accelerator pedal position sensors and electronic control systems for use in medium- 
and heavy-duty vehicle applications. 

2. REFERENCES 

2.1 Applicable Documents 

The following publication forms a part of this specification to the extent specified herein. The latest issue of SAE publications 
shall apply. 
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2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org. 

SAE J1455 Recommended Environmental Practices for Electronic Equipment Design in Heavy-Duty Vehicle 
Applications 

2.1.2 The APS assembly shall comply with all appropriate Federal Motor Vehicle Safety Standards. 

3. DEFINITIONS 

3.1 ACCELERATOR POSITION SENSOR (APS) 

The sensor portion of the physical device used to convert the accelerator position into an electrical signal. 

3.2 ACCELERATOR POSITION SENSOR 1 (APS1) 

APS1 is the accelerator position sensor number 1 of a sensor assembly with multiple independent position sensors 
integrated into a single physical package. 

3.3 ACCELERATOR POSITION SENSOR 2 (APS2) 

APS2 is the accelerator position sensor number 2 of a sensor assembly with multiple independent position sensors that are 
integrated into a single physical package. 

3.4 DIAGNOSTIC RANGES 

The ranges of APS outputs between the maximum allowable output span during normal operation and the APS output 
values specified as an indication of an absolute fault condition. APS outputs in the diagnostic ranges may be used by the 
controller(s) as an out-of-range indication, but do not necessarily indicate an absolute fault. 

3.5 DUTY CYCLE 

The ratio of signal time high to signal period (see Figure 1). 

3.6 ELECTRICAL INTERFACE 

The electrical signals to be passed from the APS to other electronic/electrical devices. 

3.7 FAULT RANGES 

The ranges of the APS output values beyond the diagnostic range(s) that indicate an absolute fault condition in the 
accelerator pedal assembly. 

3.8 FULL SCALE 

The difference between the theoretical maximum and minimum signal outputs (i.e., 100% of analog supply voltage or 100% 
duty cycle). 

3.9 MECHANICAL INTERFACE 

The physical boundaries of the APS. 

3.10 OUTPUT HYSTERESIS 

The maximum output signal difference for a given input pedal position due to previous history of pedal motion in either the 
increasing or decreasing direction. 
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3.11 OUTPUT LINEARITY 

The maximum deviation of the actual output transfer function from a straight line defined by the best fit linear regression 
straight line through the actual values (see Figure 2). 

3.12 OUTPUT SMOOTHNESS 

Any spurious variation in the output not present in the input is measured as the difference between the actual output transfer 
function and the end points of a 2.0% of total pedal travel long line parallel to the output linearity function that passes through 
the actual output value for any APS position. The difference between the actual output values and the parallel line end 
points located ±1.0% of total travel from the APS position should be less than the output smoothness specification (see 
Figure 3). 

3.13 PULSE WIDTH MODULATION (PWM) 

A system of modulation where the duty cycle of discrete pulses are varied by controlling the leading, trailing, or both edges 
to represent an output signal where the duty cycle of the pulse is proportional to the value represented. 

3.14 SENSING ELEMENT 

The portion of, or discrete device contained within, the APS that converts physical motion into a usable electrical signal. 

3.15 SUPPLY VOLTAGE 

The voltage measured between the +V supply and –V supply leads with the APS device connected. 

3.16 TREADLE 

The lever operated by the foot. 

3.17 IDLE VALIDATION SIGNAL (IVS) 

A signal generated by the accelerator pedal assembly to indicate that the assembly is in the idle position. 

3.18 TRANSMISSION SHIFT PIONT TRANSITION SIGNAL 

The electrical signal used by an automatic transmission to provide early shift points at low throttle and higher shift points at 
increased throttle positions. 

3.19 KICK DOWN SIGNAL 

The electrical signal used by an automatic transmission to raise the shift points to provide maximum performance at full 
throttle. 
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Figure 1 - Pulse width modulation signal waveform 
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Figure 2 - Output linearity definition 
  

SAE INTERNATIONAL J1843™ JUL2022 6 OF 20

Full document details: SAE J1843_202207

http://www.avadocuments.com/doc/sae-j1843-202207
http://www.avadocuments.com/doc/sae-j1843-202207

