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RATIONALE 

This technical report is being stabilized because it covers technology, products, or processes which are mature and not 
likely to change in the foreseeable future. 

STABILIZED NOTICE 

This document has been declared "Stabilized" by the SAE Truck and Bus Brake Supply and Control Components Committee 
and will no longer be subjected to periodic reviews for currency. Users are responsible for verifying references and continued 
suitability of technical requirements. Newer technology may exist. 
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1. SCOPE 

This SAE Recommended Practice establishes minimum tolerance requirements for pilot operated and mechanically 
actuated modulating type valves, and through type valves used in the service brake control system when tested in 
accordance with the test procedure outlined in SAE J1859.  This document applies to the nominal input-output 
characteristics as specified by vehicle original equipment manufacturer and labeled by the valve manufacturer as outlined 
in SAE J1860.  The tolerance requirements will include: 

a. Crack (opening) pressure or force.  Crack pressure may be measured at the initial output pressure or as the pressure 
differential before output pressure exceeds 14 kPa (2 psi).  Crack force may be measured at initial output pressure or 
before output pressure exceeds 14 kPa (2 psi). 

b. Pressure differential (input-output) 

1.1 Purpose 

This document establishes uniform tolerance requirements for specified nominal input-output characteristics of pneumatic 
valves designed to operate at 931 kPa (135 psi) nominal pressure in commercial air braked vehicles.  This serves as a 
supplement to SAE J1410. 

2. REFERENCES 

2.1 Applicable Publications 

The following publications form a part of this specification to the extent specified herein.  The latest issue of SAE publications 
shall apply. 
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