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Foreword—This Reaffirmed Document has not changed other than to put it into the new SAE Technical Standards
Board Format.

1. Scope—This SAE Recommended Practice defines a procedure for determining the cleavage strength of an
adhesive used for bonding automotive oily metal substrates.

2. References

2.1 Applicable Publication—The following publication forms a part of this specification to the extent specified
herein.

2.1.1 ASTM PUBLICATION—Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959.

ASTM D 1002—Test Method for Strength Properties of Adhesives in Shear by Tension Loading (Metal-to-
Metal)

3. Test Substrates

3.1 Substrates—Metal composition and roughness as specified.

3.2 Dimensions—Metal substrates shall be cut into flat coupons 25.4 mm x 100 mm at 0.8 mm nominal
thickness, unless otherwise specified.  Coupons shall be free from burrs or other surface imperfections.  Form
coupon to geometry shown in Figure 1.

3.3 Surface Preparation—Remove contaminant from test coupon surface using a neutral solvent such as
acetone or methyl ethyl ketone.  Apply a uniform 0.025 mm wet thickness coating of light mineral oil over test
coupons, unless otherwise specified.  Condition coupons at 23 °C ± 2 °C and 50% ± 5% humidity for 1 h
minimum before bonding.

4. Preparation of Test Joints

4.1 Joint Geometry—Joint geometry will be as shown in Figure 1.
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