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Foreword—This proposed SAE Standard, reviewed initially at the November 18, 1987 subcommittee meeting in
New Orleans, Louisiana, was developed to characterize the material requirements for a dust shield for hydraulic
disc brakes. Plastic dust shields are currently in production on some domestic passenger vehicles. The use of
plastic in this application offers advantages in cost, corrosion resistance, and design flexibility relative to a
conventional stamping.

1. Scope—The material defined by this SAE document is an impact modified, heat stabilized, 66 nylon
reinforced with glass fibers. This material is for use in dust shields for hydraulic disc brakes.

NOTE—The applicability of a plastic dust shield must be evaluated for each individual brake system. Its use
with solid rotors and/or high performance brake systems is not recommended.

2. References

21 Applicable Publications—The following publications form a part of the specification to the extent specified
herein. Unless otherwise indicated, the latest revision of SAE publications shall apply.

2.1.1 |SO PusLicaTions—Available from ANSI, 25 West 43rd Street, New York, NY 10036-8002.

ISO 75—Plastics—Determination of temperature of deflection under load
ISO 178—Plastics—Determination of flexural properties

ISO 180—Plastics—Determination of 1zod impact strength

ISO/R 527—Plastics—Determination of tensile properties

ISO 1218—Plastics—Polyamides—Determination of “melting point”
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