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Latex-Dipped Goods and Coatings for Automotive Applications

1. Scope

applications.

obtained on actual parts.

NON-OIL RESISTANT

1.1 These specifications cover dipped goods and coatings made from compounded latex. Products manufactured
from this material include boots, coated clips, coated sponge parts, and coated fabrics for automotive

1.2 The compounds listed in Tables 1 and 2 are grouped into classifications based primarily on physical properties
which are prescribed in the tables. These values, together with any additional requirements, indicated by
suffix letters in the grade designations as described in Section 3, define the properties of the compounds after
vulcanization. These values apply to test specimens obtained from standard laboratory dipped films prepared
in accordance with procedures described in the applicable ASTM test methods. Test results from finished
products may not duplicate the values obtained from standard test films. When differences due to the difficulty
in obtaining suitable test specimens from the finished part arise, the purchaser and the supplier may agree on
acceptable deviations. This can be done by comparing results obtained on standard test films with those

TABLE 1—PHYSICAL REQUIREMENTS OF TYPE LR COMPOUNDS,

CHARACTERISTIC

REQUIREMENT

Grade Number

Durometer Hardness

Tensile Strength, Min MPa (psi)

Ultimate Elongation, Min %

Heat Aged 70 h at 70 °C (158 °F)
Change in Durometer Hardness, Max points
Tensile Strength, Min MPa (psi)
Ultimate Elongation, Min %

Permanent Set at 400% Elongation, Max %

LR 420
45+5

14.0 (2000)
500

+5

10.5 (1500)
400

10
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TABLE 2—PHYSICAL REQUIREMENTS OF TYPE LS COMPOUNDS,
CLASS LSC, OIL RESISTANT

CHARACTERISTIC REQUIREMENT
Grade Number LSC 515
Basic Requirements
Durometer Hardness, Points 55+5
Tensile Strength, Min MPa (psi) 10.5 (1500)
Ultimate Elongation, Min % 400
Oil Immersion 22 h at 100 °C (212 °F), ASTM Oil
No. 2, Volume Change, Max % 80
Heat Aged 70 h at 100 °C (212 °F)
Change in Durometer Hardness, Max Points +10
Tensile Strength, Min MPa (psi) 8.5 (1200)
Ultimate Elongation, Min % 300
Permanent Set at 300% Elongation, Max % 20

Added Requirements
Suffix E2, 22 h at 100 °C (212 °F) in ASTM Oil
No. 2, Volume Change, Max % 50

1.3 Rationale—Lack of response on request to industry via SAE Update to assist in revising standard was an
indication of non-interest to continue maintaining J19 as an active standard. Current membership within CARS
does not contain expertise to revise and maintain J19.

2. References

2.1 Applicable Publications—The following publications form a part of this specification to the extent specified
herein.

2.1.1  ASTM PuBLICATIONS—AVvailable from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959.

ASTM D 412—Tests for Rubber Properties in Tension

ASTM D 471—Test for Rubber Property—Effect of Liquids

ASTM D 573—Test for Rubber Deterioration in an Air Oven

ASTM D 925—Test for Rubber Property—Staining of Surfaces (Contact, Migration, and Diffusion)
ASTM D 2137—Test for Rubber Property—Brittleness Point of Flexible Polymers and Coated Fabrics
ASTM D 2240—Test for Rubber Property—Durometer Hardness

3. Types, Classes, and Grades of Compounds

3.1 Types—These specifications cover two types of compounds designated by the prefix letters LR and LS as
follows:

3.1.1  TvyPE LR—Compounds made from natural rubber, synthetic rubber, or rubberlike materials, alone or in
combination, for services where specific resistance to the action of petroleum-base fluids is not required.

3.1.2 TyPeE LS—Compounds made from synthetic rubber or rubberlike materials for services where specific
resistance to the action of petroleum-base fluids is required.

3.2 Classes—Type LR compounds are of one class only. Type LS compounds were divided into two classes, LSB
and LSC. Class LSB has since been deleted.
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