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1. Scope—This SAE Standard outlines general procedures for the grounding of electrical components in 12- and
24-V systems, intended for light and heavy-duty on-highway trucks and their trailers; and off-road machinery
applications as described in SAE J1116.

1.1 General—The voltage drops specified throughout this document are for a 12-V system. For 24-V systems, the
allowable voltage drops may be doubled. These voltage drops are nominal at room temperature (25 °C *
5 °C), and may not be sufficient to guarantee proper operation of voltage sensitive devices, such as gauges,
alternators, and electronic devices. Manufacturer's recommendations for the grounding of components must
be followed whenever provided.

2. Reference

2.1 Applicable Publication—The following publication forms a part of this specification to the extent specified
herein. Unless otherwise specified, the latest issue of SAE publications shall apply.

2.1.1 SAE PuBLICATION—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.
SAE J1116—Categories of Off-Road Self-Propelled Work Machines
3. Definitions

3.1  Common Ground—The machine member to which all wire grounds are connected. Typically, this is either the
frame or the engine block.

3.2 Low Current Ground—A ground path in which the current in any one segment is limited to 3 A.
3.3 Medium Current Ground—A ground path in which the current in any one segment is limited to 30 A.
3.4 High Current Ground—A ground path in which the allowable current in any segment may exceed 30 A.

3.5 Primary Ground Path—The intended lowest resistance electrical path which interconnects the cranking
motor and the battery.
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