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1. SCOPE

This SAE Recommended Practice provides instructions and test procedures for air braked vehicles including but not
limited to trucks, truck-tractors, trailers, dollies, and buses used on highways but does not include off-highway vehicles.

1.1 Purpose

This document provides a method of determining the air reservoir capacity of highway type vehicles using compressed air
to actuate or transmit actuation power to the foundation brakes. Air reservoir capacity is the ability to provide adequate
brake pressure after a number of brake applications.

2. REFERENCES

2.1 Applicable Publications

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the
latest issue of SAE publications shall apply.

2.1.1  SAE Publication

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or 724-776-4970 (outside USA), www.sae.org.

SAE J1609 Air Reservoir Capacity Performance Guide—Commercial Vehicles
2.1.2 Federal Publication

Available from the United States Government Printing Office, 732 North Capitol Street, NW, Washington, DC 20401, Tel:
202-512-1800, www.gpoaccess.gov/cfr/retrieve.html.

Code of Federal Regulations Title 49 Part 571.121 Air Brake Systems
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