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1. Scope—The methods presented in this SAE Recommended Practice apply to the controlled testing of low-
temperature charge, air-cooled, heavy-duty diesel engines. This document encompasses the following main
sections:

a. Definitions of pertinent parameters

b. Vehicle testing to determine typical values for these parameters
c. Description of the setup and operation of the test cell system

d. Validation testing of the test cell system

While not covered in this document, computer modeling of the vehicle engine cooler system is recognized as a
valid tool to determine cooler system performance and could be utilized to supplement the testing described.
However, adequate in-vehicle testing should be performed to validate the model before it is used for the
purposes outlined.

The procedure makes references to test cycles that are prescribed by the United States Environmental
Protection Agency (US EPA) and are contained in the Code of Federal Regulations. The existence of other
international test cycles, which can be used for validation testing, is acknowledged.

1.1 Purpose—The primary purpose of this document is to aid in the setup and evaluation of a low-temperature
charge air-cooler system for use with heavy-duty diesel engines (HDDE) in dynamometer test cells. These
charge air-cooler systems typically provide cooled, charge air temperatures lower than jacket water after
cooled systems but above ambient temperature. Examples of low-temperature charge air cooler systems
include air-to-air after-cooled and low-flow coolant after-cooled systems. While this document addresses
emissions evaluation of such engines, it is not limited to that use.
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2. References

2.1 Applicable Publication—The following publication forms a part of this specification to the extent specified
herein.

2.1.1 CFR PusBLIcCATION—AVvailable from The Superintendent of Documents, U.S. Government Printing Office,
Washington, DC 20402.

CFR Title 40, Part 86—Control of Air Pollution from New Motor Vehicles and New Motor Vehicle Engines:
Certification and Test Procedures

3. Definitions

3.1 Heated Charge Air—Engine charge air that has been heated by compression in a turbocharger(s) or
supercharger(s).

3.2 Cooling Medium—The fluid, usually air or water, used to cool the heated engine charge air.

3.3 Cooled Charge Air Temperature—The temperature of the cooled charge air entering the engine (commonly
referred to as "intake manifold" temperature). This temperature may differ significantly between the test cell
and the vehicle due to underhood heating. Engine inlet air temperature rise of 8 to 10 °C from the air cleaner
to the turbocharger(s) or supercharger(s) and cooled charge air temperature rise of 3 to 5 °C from the engine
charge air cooler to the engine inlet are typical in the vehicle. Piping length should be minimized and properly
routed to minimize this temperature rise.

3.4 Engine Charge Air Cooler—The heat exchanger located in the charge air path between the engine
turbocharger(s) or supercharger(s) and the engine cylinders. It reduces the charge air temperature by
transferring heat from the charge air to a cooling medium.

3.5 Cooled Charge Air—Engine charge air that has been cooled by passing through the engine charge air cooler.

3.6 Engine Radiator—The heat exchanger used for engine cooling. In some systems, the engine radiator(s) also
provides coolant to the engine charge air cooler.

3.7 Engine Charge Air-cooler System Volume—The volume of the intake air system from the turbocharger
outlet to the engine inlet. This volume includes the piping to and from the engine charge air cooler and the
charge air cooler itself.

3.8 Test Cell Cooler System—The system of heat exchangers and related hardware in the test cell used to cool
the charge air to the engine.

3.9 Rated Load Set Point Temperature—The cooled charge air temperature with the engine operating and
stabilized at rated speed and load at a 25 °C ambient temperature. This set point can be established through
vehicle on-road testing, full load vehicle testing on a chassis dyno, from engine manufacturer specification for
the intended application, or from computer modeling of the cooler system.

3.10 Engine Charge Air-cooler System Thermal Response Time—Time to reach 85% of the cooled charge air

temperature difference between low idle and rated engine speed and load following a rapid acceleration
between these two operating conditions.
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3.11 Engine Charge Air-cooler System Pressure Drop—The charge air pressure differential measured between
the turbocharger or supercharger outlet and the engine inlet. These pressure measurements are taken with
the engine operating at rated engine speed and load. A static-pressure measurement taken at each location
will normally provide an adequate measurement of pressure differential and is a much simpler measurement
than the total pressure at each location. Care should be taken to make the measurement in a location without
bends and piping size changes.

3.12 Transient Emissions Test—The test procedure prescribed by the US EPA for emissions testing of HDDE.
The test is performed in an engine test cell and requires the use of a dynamometer with motoring capability.
The test procedures are described in the Code of Federal Regulations (CFR) Title 40, Part 86, Subpart N.

3.13 Transient Test Cycle—The 20 min test cycle consisting of second-by-second listings of normalized speed and
torque values. A listing of the individual points is contained in CFR Title 40, Part 86, AppendixI (f)(2).

3.14 Federal Smoke Test—The test procedure prescribed by the US EPA for smoke opacity testing of HDDE. This
test is performed in an engine test cell and is described in CFR Title 40, Part 86, Subpart I.

3.15 Heavy-duty Chassis Cycle—The test cycle prescribed by the US EPA for chassis dynamometer testing of
heavy-duty vehicles. The test schedule is contained in CFR Title 40, Part 86, Appendix | (d).

4. Important Engine Charge Air-Cooler System Parameters

4.1 Cooled Charge Air Temperature—The most important parameter to be controlled by the test cell cooler
system during engine testing is the cooled charge air temperature. The cooled charge air temperature has a
strong effect on engine performance and emission levels, so this temperature must be controlled to levels
typical of vehicle operation. This document describes a procedure to define the typical cooled charge air
temperature levels (4.1) and to set up the test cell cooler system to achieve those levels during the EPA
Transient Emission Test and Federal Smoke Test (5.2).

4.2 Engine Charge Air-Cooler System Pressure Drop—The pressure drop in the engine charge air-cooler
system affects the pressure of the cooled charge air when it reaches the cylinders. This pressure drop affects
the air/fuel ratio and could affect performance and emissions. Therefore, the test cell cooler system must have
a charge air-pressure drop representative of typical, installed vehicle charge air-cooler systems.

4.3 Engine Charge Air-Cooler System Thermal Response Time—Due to the highly transient nature of the EPA
Transient Test Cycle and the effect of the cooled charge air temperature on emissions, itis necessary to ensure
that the thermal response of the test cell cooler system is representative of the vehicle charge air-cooler
system. Caution must be exercised when using an air-to-water test cell cooler system to simulate a vehicle air-
to-air system. Excessive water volume could result in a thermal response that is not representative of the
vehicle air-to-air system.

4.4 Engine Charge Air-Cooler System Volume—During transient engine operation, the charge air-cooler system

volume affects the instantaneous air/fuel ratio and could affect performance and emissions. It is, therefore,
necessary to ensure that the test cell cooler system volume is representative of vehicle installations.
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5. Vehicle Testing—Actual vehicle testing (or computer modeling of the vehicle cooler system using a valid
model) should be conducted to determine values for the important engine charge air-cooler system
parameters. The vehicle used should be representative of a typical installation for the engine size and output
being tested. The values generated for these charge air-cooler system parameters are needed to validate the
performance of the test cell cooler system. Generalized descriptions of typical vehicle charge air-cooler
systems are included in Section A.1.

During this vehicle testing, attention should be given to the temperature rise of the engine inlet air and cooled
charge air due to underhood heating to ensure that they are not excessive.

5.1 Cooled Charge Air Temperature

5.1.1  The rated load set point temperature should be determined during operation at rated engine speed and load
in the vehicle. This testing can be done on the road and/or on a chassis dynamometer if ram air
representative of on-the-road operation can be provided. The hardware used (charge air cooler, radiator,
cooling fan, etc.) should be representative of a typical installation meeting engine manufacturer application
guidelines. The engine cooling fan drive should be fully engaged when determining the rated load set-point
temperature. The engine cooling medium used in the test cell should be the same as used in the vehicle
testing (i.e., water or antifreeze).

5.1.2 On-road vehicle operation should also be performed to define a cooled, charge air temperature range for
operating conditions typical of the transient cycle. Operating conditions should follow the time records of the
EPA Heavy-Duty Chassis Cycle or be characteristic of the three modes of the 20 min EPA Transient Cycle as
listed as follows:

a. Vehicle speeds averaging 13 km/h—New York Nonfreeway
b. Vehicle speeds averaging 24 km/h—Los Angeles Nonfreeway
c. Vehicle speeds averaging 72 km/h—Los Angeles Freeway

Low idle periods of up to 2 min duration should also be included to duplicate the idle periods contained in the
EPA Transient Test Cycle. The cooling fan should operate in the normal mode for this testing. The EPA
Heavy-Duty Chassis and Transient Test cycles are different from each other but should produce similar
ranges of cooled charge air temperature.

5.1.3 Itis recommended that these tests be run at an ambient temperature of 25 ° £ 5 °C and results corrected to
25 °C ambient. In this range, cooled charge air temperature can be corrected 1 °C per 1 °C ambient with
adequate accuracy. Operation at ambient temperatures outside of this range should be limited to those
temperatures whose results can be accurately extrapolated to 25 °C ambient.

5.2 Engine Charge Air-Cooler System Pressure Drop—Pressure drop across the engine charge air-cooler
system should be measured at rated engine speed and load in a variety of vehicles. This measurement can be
made at the same time that the rated load set point is being measured.

5.3 Engine Charge Air-Cooler System Thermal Response Time—Thermal response data can be obtained on a
chassis dynamometer, during on-the-road testing with a loaded trailer or a dynamometer trailer, or from
computer modeling of the vehicle cooler system. If on-the-road testing is performed, the trailer or dyno trailer
used should provide a load that is typical for the vehicle being used. The engine cooling fan drive should be
fully engaged for this testing.

The thermal response of the engine charge air-cooler system is determined by a rapid acceleration from low
idle to rated engine speed and load, until the cooled charge air temperature stabilizes. Gearing should be
selected (or ram air provided) to result in road speeds in the vicinity of 48 to 72 km/h when the engine is at
rated speed and load. The cooled charge air temperature history should be recorded over this time period for
later comparison to test cell cooler system response.

Documents

Document Sharing Hub

Full document details: SAE J1937_201109


http://www.avadocuments.com/doc/sae-j1937-201109
http://www.avadocuments.com/doc/sae-j1937-201109

