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(R) Daytime Running Lamp 

RATIONALE 

Title: Changed from daytime running light to daytime running lamp for each instance in document. 

Section 1: Revised scope wording daytime running light function (DRLF) and allow for multiple lamps. 

2.1.1: Added SAE J1383, SAE J1889, SAE J2261, SAE J2442, SAE J2650. Moved SAE J1050 to 2.2.1. 

2.2.1: Added SAE J1050. 

2.2.4: Updated UN website. Removed ECE designation from UNECE documents. Added UN R148. 

2.2.5: Moved “Canada Motor Vehicle Safety Standard” to section title. 

2.2.6: Added “Federal Motor Vehicle Safety Standard” to section title. 

3.2: Clarified definition for DRLF; removed reference to specific lamps. 

3.3: Removed telltale reference. 

Sections 5 and 6: Renumbered sections to be consistent with other J-document format (sequence). 

5.1.5.1: Added measurement distance for low beam DRLF test requirements. Added other photometry test conditions 
5.1.5.2, 5.1.5.3, 5.1.5.4. 

5.1.6: Removed unnecessary statement of steady burning because it is already specified in SAE J575. 

5.2: Added 5.8. 

5.3: Renamed to “material tests.” 

6.1: Deleted the “performance requirements” preamble. Added SAE J575 reference and removed it from 6.2 to 6.7. 

6.1.5.1: Removed Figures 2 and 3. Removed zone requirements.  

Figure 1: Changed title to dedicated and front position DRLF. Removed footnotes 2 and 3. Added a new footnote 3 from 
FMVSS 108.  

6.1.5.1: Added “optically combined with a front position lamp” and cumulative DRL per side requirement. 
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6.1.5.2: Turn signal DRLF requirement is only 2.5 times and turn signal pattern.  

6.1.5.3: Removed when tested at 1.5D-2R and measured entire beam pattern, because the beam pattern for DRLs with 
multiple light sources may not uniformly change at reduced intensities. Removed high beam DRL option. As of the 
publication of this document, FMVSS/CMVSS 108 permit the DRL function to be provided by reduced-intensity upper beam 
headlamps. However, such DRLs present functional disadvantages and so this is not a recommended practice for new 
vehicle models. 

6.2: Added emitted color. 

6.3: Changed title to “materials.” 

6.4: Removed location on vehicle requirement because vehicle level requirement, not lamp level requirement (should be in 
SAE J2442). Removed visibility requirements because vehicle level requirement, not lamp level requirement (should be in 
SAE J2442). Deleted installation requirement because vehicle level requirement, not lamp level requirement (should be in 
SAE J2442). 

6.4.1: Added 200 cm2 max area requirement. Added requirement for DRLF consisting of two or more lamps. When other 
lamps are used as a DRL, they are now acting as DRLs and must meet DRL area requirements. 

6.4.2: Removed “shall be certified” for reduced voltage operation requirement for light source. Added prolonged use without 
blackening. 

Section 7: Deleted guidelines section because vehicle level requirement should be in SAE J2442. 

Section 8: Renumbered to Section 7 and removed Section 8. 
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1. SCOPE 

This SAE Standard provides requirements and test procedures for the daytime running light function (DRLF) and the lamps 
that provide it. 

2. REFERENCES 

2.1 Applicable Documents 

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the 
latest issue of SAE publications shall apply. 

2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org. 

SAE J387 Terminology - Motor Vehicle Lighting 

SAE J567 Light Source Retention System 

SAE J575 Test Methods and Equipment for Lighting Devices for Use on Vehicles Less than 2032 mm in 
Overall Width 

SAE J576 Plastic Material or Materials for Use in Optical Parts Such as Lenses and Reflex Reflectors of 
Motor Vehicle Lighting Devices 

SAE J578 Chromaticity Requirements for Ground Vehicle Lamps and Lighting Equipment  

SAE J588 Turn Signal Lamps for Use on Motor Vehicles Less than 2032 mm in Overall Width 

SAE J759 Lighting Identification Code 

SAE J1383 Performance Requirements for Motor Vehicle Headlamps 

SAE J1889 LED Signal and Marking Lighting Devices 

SAE J2261 Stop Lamps and Front- and Rear-Turn Signal Lamps for Use on Motor Vehicles 2032 mm or 
More in Overall Width 

SAE J2560 Halogen Light Source Performance Requirements for Motor Vehicle Forward Lighting  

SAE J2442 Harmonized Provisions for Installation of Exterior Lamps and Retro-Reflecting Devices on Road 
Vehicles Except Motorcycles 

SAE J2650 Performance Requirements for Light Emitting Diode (LED) Road Illumination Devices 
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