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1. Scope—This test procedure is used to determine the steady-state directional control response of vehicles by
measuring steady-state cornering behavior. Due to the wide range of operational conditions to which a vehicle
can be subjected, the results of this testing do not provide a complete description of a vehicle's total dynamic
behavior; in particular, the procedure does not test the vehicle's response during transient maneuvers. To fully
assess a vehicle's total dynamic behavior, it would be necessary to conduct other test procedures in order to
evaluate the vehicle's performance as a whole.

The extent of instrumentation and the required accuracy of the measurement will be dependent on the goals of
the personnel conducting the test. If it is desired simply to determine the general performance characteristics
of a vehicle, then this test can be conducted with minimal instrumentation and test item preparation.

1.1 Purpose—This SAE Recommended Practice establishes a uniform procedure for determining the steady-
state directional control response of trucks, buses, and combination vehicles.

2. References

2.1 Applicable Publications—The following publications form a part of the specification to the extent specified
herein. Unless otherwise indicated, the latest revision of SAE publications shall apply.

2.1.1 SAE PusLicATION—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.
SAE J266—Steady-State Directional Control Test Procedures for Passenger Cars and Light Trucks
2.1.2 ANSI PuBLicaTION—AVvailable from ANSI, 11 West 42nd Street, New York, NY 10036.

ISO 4138—Road vehicles—Steady-state circular test procedure
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3. Instrumentation

3.1 General—The variables to be measured during testing shall be monitored using the appropriate transducers,
and the data shall be recorded on a multi-channel recorder incorporating a time base.

The primary goal of this test procedure is to determine the relationship between steering wheel angle and
lateral acceleration. Measurement of the absolute value of the steering wheel angle relative to the zero-steer
position does not require a particularly high degree of accuracy; indeed, finding a true zero-steer angle to be
used as an exact point of reference can be difficult due to the considerable steering system compliance
typically present on heavy vehicles. What is of importance is to measure the change in steering wheel angle
that occurs as lateral acceleration increases; alternatively, if the steering angle is held constant during testing,
the change in turn radius that occurs as lateral acceleration increases. Given these requirements, the
instrumentation should be selected so that it is highly accurate in measuring changes in the steering wheel
angle or turn radius.

Typical operating ranges and recommended maximum errors of the transducer/recording system are listed in
Table 1.

TABLE 1—INSTRUMENTATION RANGE AND ACCURACY!"

Recommended maximum error
of the combined transducer

Variable Range and recorder system
Steering wheel angle test item dependent +0.5 degree
Lateral acceleration +1.0g9 +0.02¢9g
Yaw velocity +20 degrees/s +0.1 degree/s
Forward road speed 0to 110 km/h +1.8 km/h

(0 to 68 mph) (x1.1 mph)
Sideslip angle +15 degrees +0.5 degree
Articulation angle +30 degrees +0.5 degree
Steering wheel torque +30 N.m (22 ft-Ib) +0.3 N.m (x0.22 ft-lb)
Roll angle +20 degrees +0.15 degree
Turn radius 30to 300 m +1% of value

(98 to 984 ft)

1. The level of accuracy required will be dependent on the goals of the test personnel.
Values listed in Table 1 are intended to be used as a general reference for testing

The minimum overall bandwidth of the complete measurement system shall be 3 Hz. If a digital data
acquisition system is used, it is recommended that the data be filtered at approximately 5 Hz, and sampled at a
minimum of four times the filter frequency to avoid aliasing. Alternatively, if broad-band data are captured, the
data should be filtered before processing. It is recommended that a cutoff frequency of approximately 2 Hz be
used during this filtering to attenuate the effects of sprung mass bounce and pitch.

3.2 Installation—Transducer installation and orientation will vary according to the type of instrumentation in use
and the manner in which the test is conducted. However, if a transducer does not directly measure the
required variable, appropriate corrections for linear and angular displacement shall be applied to its signals so
that the required level of accuracy is obtained.

"Offtracking" occurs when the trailing units of an articulated vehicle do not follow the exact path of the prime
mover. Offtracking will cause the lateral accelerations present in the trailing units to differ from that of the prime

mover. If it is desired to measure these parameters, it will be necessary to install the appropriate
instrumentation on each unit of the vehicle combination.
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3.21 STEERING WHEEL ANGLE—A transducer shall be installed to obtain steering wheel angle relative to the
sprung mass of the vehicle. Depending on the steering ratio of the test item, the transducer may be required
to record deflections greater than 360 degrees from the centered steering position.

3.2.2 LATERAL ACCELERATION—AN accelerometer capable of measuring constant levels of acceleration may be
installed on the vehicle or on each unit of an articulated vehicle. The transducer may be installed:

a. On the sprung mass at the center of gravity of the vehicle (unit) and aligned with the y-axis of the
vehicle (unit), as defined by the SAE reference axis system. In this case, it will measure "side
acceleration" and its output shall be corrected for the component of gravity on the accelerometer axis
due both to vehicle roll angle and any track surface inclination.

b. On the sprung mass of the vehicle (unit) at any position and aligned parallel to the vehicle (unit) y-axis.
In this case, its output shall be corrected for its position relative to the center of gravity, which will give
"side acceleration," which in turn shall be corrected for the component of gravity on the accelerometer
axis due both to vehicle roll angle and any track surface inclination.

c. On a reference trolley such as may be used to measure vehicle roll angle and sideslip angle. In this
case, corrections shall be made both for its position relative to the vehicle (unit) center of gravity and
for any track surface inclination.

Imperfections in the road surface of test tracks will often cause oscillatory rolling of the test vehicle's sprung
mass. These oscillations will cause accelerations to be superimposed on the lateral acceleration data. To
minimize the effect that these roll motions have on test data, the accelerometer may be placed coincident
with the roll axis of the vehicle. Data shall then be corrected for accelerometer position relative to the center
of gravity.

3.2.3 Yaw VELocITY—A yaw velocity transducer may be installed on the vehicle, or on each unit of an articulated
vehicle, with its axis aligned with or parallel to the vehicle (unit) z-axis.

3.24 FORWARD SPEED—A road speed transducer may be installed on the vehicle or on the front unit of an
articulated vehicle. If the transducer is not aligned so as to operate in the x-z plane and parallel to the test
track surface, its output shall be corrected for any linear or angular displacement therefrom.

3.2.5 SipeEsLIP ANGLE—A transducer may be installed so as to measure the sideslip angle (f-angle) of the vehicle.
When testing an articulated vehicle, it is recommended that the sideslip transducer be mounted to the front
unit. If the transducer does not measure the angle in the plane of the road surface, an appropriate correction
shall be made. Sideslip angle can be calculated from coincident measurements of other variables; for
example, lateral and forward velocity at any point on the vehicle. The point of the vehicle to which the output
of the transducer is referred shall be indicated in the test results.

3.2.6 ARTICULATION ANGLE—If testing an articulated vehicle, a transducer may be installed so as to measure the
angle between the x-axes of each unit of the vehicle combination.

3.2.7 STEERING WHEEL TORQUE—A transducer may be installed so as to measure the torque applied to the
steering wheel about its axis of rotation.

3.2.8 RoLL ANGLE—A transducer may be installed so as to measure the angle between the y-axis of each unit's
sprung mass and the track surface. This transducer may be required if the output of other transducers
require correction for roll angle.

When installing transducers, the output of which are affected by vehicle roll or track surface inclination, it may

be useful to mount the transducers on a gyroscopically stabilized platform. Such a platform would reduce the
extent to which test data would require correction during processing.
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4. Facilities—All tests shall be conducted on a uniform hard surface which is free of contaminants and which has
a gradient of not more than 1% in any direction. Ideally, the test course should be planar and have no
undulations. For a standard test condition, a smooth, dry asphalt or concrete paved surface is recommended.
Depending on the goals of the personnel conducting the test, it may be useful to measure the Skid Number of
the test surface.

5. Vehicle Preparation

5.1 Tires—The test may be performed with the tires in any state of wear; however, it is recommended that a
minimum of one-half of the original tread depth remains over the circumference of the tire at the completion of
testing. Since the state of wear of the tires can have a strong influence on test results, their condition at the
beginning and end of testing should be recorded.

Ifit is desired to test with the tires in a standard condition, new tires that have been run-in for 150 to 200 km (90
to 120 miles) in the appropriate position on the test vehicle shall be used. During this run-in period, the tires
shall not be subjected to excessive loading or abuse.

Tires shall be inflated to the settings specified by the vehicle or tire manufacturer for the test vehicle
configuration. The tolerance for setting the cold pressure is £0.05 bar (0.73 psi) for pressures up to 2.5 bar
(36.3 psi) and 2% for pressures above 2.5 bar (36.3 psi).

5.2 Operating Components—All operating components likely to influence the results of this test (for example, the
steering system, shock absorbers, springs, and suspension parts) shall be inspected to ensure that they meet
the manufacturer's specifications and are properly adjusted and secured.

5.3 Vehicle Loading Conditions—The load configuration used during testing will be determined by the needs of
the test program. Since the test results are highly dependent on load configuration, it is essential to record the
characteristics of the payload. It is suggested that at a minimum the wheel load distribution, overall center of
mass location, and type of payload (i.e., rigid cargo, liquid, loose gravel, etc.) be recorded. It is recommended
that the condition of loose cargo be monitored throughout testing to note any shifting or settling. In particular,
gravel payloads often pack down as the vehicle is operated, which in turn affects the overall center of mass and
the rigidity of the payload.

5.4 Roll-Over Prevention—Since heavily laden trucks and trailers often roll over at their limits of cornering, it is
recommended that a safety-outrigger system be installed to prevent a catastrophic roll-over of the test vehicle.
The outrigger system should not restrict vehicle roll until the vehicle has reached roll instability. The extent to
which the outriggers affect the location of the center of mass must also be considered. A reduction or
redistribution of the payload may be required to achieve the desired overall vehicle weight and center of mass.

6. Test Procedure—Determine steering ratio (see Appendix A).

Tire operating temperatures can have a significant effect on test results. As a starting point, it is suggested that
the tires be warmed up prior to testing by driving the vehicle in a manner consistent with its normal operation,
with lateral accelerations being limited to approximately 0.25 g. Since tire temperatures will be affected by
many factors during the test (including ambient conditions, the time elapsed between successive data points,
and the length of each test run), they should be monitored and recorded throughout testing. The sensitivity of
the test results to tire temperature may be determined by repeating test runs at a variety of tire operating
temperatures; however, the effect of tire wear accumulated during these additional test runs should be
considered in these comparisons.

It is not required for the vehicle to complete a circle once a steady-state condition has been achieved; however,
data shall be obtained with the vehicle in a steady-state cornering condition for no less than 3 s. The ambient
wind speed shall not exceed 25 km/h (15.5 mph); for larger radii where vehicle speeds are higher, a lower
maximum wind speed is desirable.
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6.1 Two-Axle Vehicles—The vehicle shall be driven on the desired radius (30 m [98 ft] recommended minimum)
at the lowest speed that provides smooth operation. Data shall be recorded with the steering wheel position
and road speed held as constant as possible.

Following completion of the initial test speed, the vehicle shall be driven at the next higher test speed. The
increments between test speeds shall result in increments of lateral acceleration of no greater than 0.05 g.
Equation 1 may be used to compute subsequent test speeds.

;

/
U, ,<[UZ+0.05gR] ~ (Eq. 1)
where:
U, =speed corresponding to test "i," m/s
U;+1 = speed for subsequent test "i+1," m/s
g = acceleration of gravity (9.81 m/sz)

R =turn radius, m

The level of lateral acceleration shall be increased incrementally until it is no longer possible to maintain
steady-state conditions. Where the data vary rapidly with increases of the lateral acceleration, it may be useful
to take data in smaller increments.

This test may be conducted by either maintaining a constant steering angle for all test speeds and recording
the radius of the resulting path, or by using steering corrections to hold the vehicle to a specific turn radius for
all test speeds. Regardless of the method selected, the steering wheel position and road speed should be
maintained as constant as possible while data are recorded, and the steered axle should follow the intended
path within 0.3 m (1.0 ft) of either side. It is recommended that the highest gear compatible with the conditions
of the test be used.

Testing shall be conducted for both left and right turns. To avoid abnormal tire wear patterns, data should be
taken in each turn direction for each acceleration level, with successive test runs progressing from the lowest to
the highest levels of lateral acceleration.

If an accelerometer is not used during testing, the side acceleration may be determined by calculating the
"centrifugal" acceleration generated during operation on the skidpad, and correcting for vehicle sideslip if
necessary. Centrifugal acceleration may be calculated by measuring the time required for the vehicle to
complete one lap of the circular test course, and applying Equation 2.

a = (2n/t)*(R/Q) (Eq. 2)
where:
a = acceleration, g
t =laptime, s

R =radius of test course, m
g = acceleration of gravity (9.81 m/sz)
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