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Foreword—This Document has not been changed other to put it into the new SAE Technical Standards Board
Format.

This SAE Recommended Practice has been developed by the SAE Mounting Tape Subcommittee of the SAE
Decorative Tape and Molding Committee.  The Mounting Tape Subcommittee was formed in 1984.  The objectives
of this committee are to develop SAE Standards, Recommended Practices, and Information Reports relative to
automotive applications of decorative tapes and adhesive mounting tapes.

1. Scope—This SAE Recommended Practice applies to evaluation of the conformance match condition existing
between two surfaces.  Evaluation of this conformance may be especially useful in bonded applications
although it may also have relevance to bolted adjacent surface joint conditions.

Since good bonding surface conformity is necessary for providing optimal bond performance with pressure
sensitive adhesives, the purpose of this document is to provide a method of evaluating the conformance match
of the mating surfaces.

This document is intended as a guide toward standard practice but may be subject to frequent change to keep
pace with experience and technical advances.  This should be kept in mind when considering the use of this
document.

Tool types, materials, application tools, and component contact area evaluation methods are included as part
of this document.

In most cases a visual evaluation of contact performance may be satisfactory; however, for greater accuracy a
measurement tool may be used.  When reporting a contact value the mode of evaluation (e.g., visual,
measurement tool) should be indicated.

1.1 Purpose—The purpose of this document is to establish a uniform practice for testing the surface match
conformance which exists between two surfaces.

2. References—There are no referenced publications specified herein.
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