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Connections for Fluid Power and General Use—Ports and Stud Ends with
ISO 261 Metric Threads and O-Ring Sealing, Part 3:  Light-Duty (L Series) Stud Ends—

Dimensions, Design, Test Methods, and Requirements

This document is technically equivalent to ISO 6149-3.

Foreword—SAE J2244/ISO 6149 was prepared by SAE FCCTC-SC1, Automotive and Hydraulic Tube and Fitting
Subcommittee and ISO/TC 131, Fluid power systems.  SAE J2244 consists of the following parts under the
general title:  Connections for Fluid Power and General Use—Ports and Stud Ends with ISO 261 Threads and
O-ring Sealing—

Part 1:  Port with O-ring Seal in Truncated Housing

Part 2:  Heavy-duty (S series) Stud Ends—Dimensions, Design, Test Methods, and Requirements

Part 3:  Light-duty (L series) Stud Ends—Dimensions, Design, Test Methods, and Requirements

The three parts of SAE J2244 constitute a revision of ISO 6149:1980.  This part defines performance
requirements, dimensions, and designs for light-duty (L series) stud ends.  SAE J2244-2 (ISO 6149-2) applies to
fittings detailed in ISO 8434-3 and SAE J2244-3 applies to fittings detailed in SAE J514 (ISO 8434-2).

SAE J2244 Parts 1, 2, and 3 are technically equivalent to ISO 6149 parts 1, 2, and 3, respectively.  Parts produced
to either standard will interchange with parts produced to the other standard.  The main difference between this
SAE standard and the ISO standard is the test requirements have been referenced to SAE J1644.  SAE
J1644 test requirements are identical to those in ISO 6149-3.  

Appendix A of this standard is normative.

In fluid power systems, power is transmitted and controlled through a fluid (liquid or gas) under pressure within an
enclosed circuit.  In general applications, a fluid may be conveyed under pressure.  Components are connected
through their threaded ports by stud ends on fluid conductor fittings to tubes and pipes or to hose fittings and
hoses.
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1. Scope—This part of SAE J2244 specifies dimensions, performance requirements, and test procedures for
metric adjustable and nonadjustable light-duty (L series) stud ends and O-rings.

Stud ends in accordance with this part of SAE J2244 may be used at working pressures up to 40 MPa for
nonadjustable stud ends and 31.5 MPa for adjustable stud ends.  The permissible working pressure depends
upon materials, design, working conditions, applications, etc.

For threaded ports and stud ends for use in new designs in hydraulic fluid power applications, only SAE J2244
shall be used.  Threaded ports and stud ends in accordance with ISO 1179, ISO 9974, and SAE J1926
(ISO 11926) shall not be used in new designs in hydraulic fluid power applications.

Conformance to the dimensional information in this SAE Standard does not guarantee rated performance.
Each manufacturer shall perform testing according to the specification contained in this document to ensure
that components made to this document comply with the performance ratings.

1.1 Rationale—All parts of SAE J2244 are being cancelled.  SAE J2244 was published to provide users and
manufacturers access to metric port and stud end dimensions.  ISO 6149 is more recognized in the industry as
the preferred metric port and stud end standard, thus the SAE FCCTC SC1 committee has approved
cancelling SAE J2244-3 and superseding it with ISO 6149-3.

2. References

2.1 Applicable Publicationss—The following standards contain provisions which, through reference in this text,
constitute provisions of this document.  All standards are subject to revision, and parties to agreements based
on this document shall apply the most recent edition of the standards.  Members of IEC and ISO maintain
registers of currently valid International Standards.

2.1.1 SAE PUBLICATIONS—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

SAE J1644—Metallic Tube Connections for Fluid Power and General Use—Test Methods for Threaded
Hydraulic Fluid Power Connectors

SAE J1926-2—Connections for General Use and Fluid Power—Ports and Stud Ends with ISO 725
Threads and O-ring Sealing—Part 2:  Heavy-duty (S Series) Stud Ends

SAE J2244/ISO 6149-1—Connections for Fluid Power and General Use—Ports and Stud Ends With ISO
261 Threads and O-ring Sealing—Part 1:  Port With O-ring Seal in Truncated Housing

SAE J2244-2/ISO 6149-2—Connections for Fluid Power and General Use—Ports and Stud Ends with ISO
261 Threads and O-ring Sealing—Part 2:  Heavy-duty (S Series) Stud Ends—Dimensions, Design,
Test Methods, and Requirements

2.1.2 ISO PUBLICATIONS—Available from ANSI, 11 West 42nd Street, New York, NY 10036-8002.

ISO 261—ISO general purpose metric screw threads—General plan
ISO 1179-1—Connections for fluid power and general use—Ports and stud ends with ISO 228-1 threads

with elastomeric and metal-to-metal sealing—Part 1:  Threaded port
ISO 1179-2—Connections for fluid power and general use—Ports and stud ends with ISO 228-1 threads

with elastomeric and metal-to-metal sealing—Part 2:  Heavy duty (S series) and light duty (L series)
stud ends with elastomeric sealing (type E)

ISO 1179-3—Connections for fluid power and general use—Ports and stud ends with ISO 228-1 threads
with elastomeric and metal-to-metal sealing—Part 3:  Light duty (L series) stud ends with sealing by O-
ring with retaining ring (types G and H)

ISO 1179-4—Connections for fluid power and general use—Ports and stud ends with ISO 228-1 threads
with elastomeric and metal-to-metal sealing—Part 4:  Stud end for general use only with metal-to-
metal sealing (type B)
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ISO 4759-1—Tolerances for fasteners—Part 1:  Bolts, screws and nuts with thread diameters between 1.6
(inclusive) and 150 mm (inclusive) and product grades A, B and C

ISO 5598—Fluid power systems and components—Terminology
ISO 6149-2—Connections for fluid power and general use—Ports and stud ends with ISO 261 threads and

O-ring sealing—Part 2:  Heavy duty (S series) stud ends—Dimensions, design, test methods and
requirements

ISO 6149-3—Connections for fluid power and general use—Ports and stud ends with ISO 261 threads and
O-ring sealing—Part 3:  Light duty (L series) stud ends—Dimensions, design, test methods and
requirements

ISO 8434-2—Metallic tube connections for fluid power and general use—Part 2:  37× flared fittings
ISO 8434-3—Metallic tube connections for fluid power and general use—Part 3:  O-ring face seal fittings
ISO 9974-1—Connections for fluid power and general use—Ports and stud ends with ISO 261 threads and

elastomeric sealing ring and metal-to-metal sealing—Part 1:  Threaded port
ISO 9974-2—Connections for fluid power and general use—Ports and stud ends with ISO 261 threads and

elastomeric sealing ring and metal-to-metal sealing—Part 2:  Stud end with elastomeric sealing
(type E)

ISO 9974-3—Connections for fluid power and general use—Ports and stud ends with ISO 261 threads and
elastomeric sealing ring and metal-to-metal sealing—Part 3:  Stud end with metal-to-metal sealing
(type B)

ISO 11926-1—Connections for fluid power and general use—Ports and stud ends with ISO 725 threads
and
O-ring sealing—Part 1:  Threaded port

ISO 11926-2—Connections for fluid power and general use—Ports and stud ends with ISO 725 threads
and
O-ring sealing—Part 2:  Heavy duty (S series) stud end

ISO 11926-3—Connections for fluid power and general use—Ports and stud ends with ISO 725 threads
and O-ring sealing—Part 3:  Light duty (L series) stud end

2.2 Related Publications—The following publications form a part of this specification to the extent specified
herein.  Unless otherwise specified, the latest issue of SAE publications shall apply.

2.2.1 SAE PUBLICATIONS—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

SAE J343—Test and Procedures for SAE 100R Series Hydraulic Hose and Hose Assemblies
SAE J514—Hydraulic Tube Fittings
SAE J515—Hydraulic O-Ring
SAE J1926-1—Connections for General Use and Fluid Power—Ports and Stud Ends with ISO 725

Threads and O-ring Sealing—Part 1:  Threaded Port with O-ring Seal in Truncated Housing

2.2.2 ANSI PUBLICATION—Available from ANSI, 11 West 42nd Street, New York, NY 10036-8002.

ANSI/ASME B1.13M-83—Metric Screw Threads—M Profile

2.2.3 ISO PUBLICATIONS—Available from ANSI, 11 West 42nd Street, New York, NY 10036-8002.

ISO 48—Vulcanized rubbers—Determination of hardness (Hardness between 30 and 85 IRHD)
ISO 1302—Technical drawings—Method of indicating surface texture on drawings
ISO 3448—Industrial liquid lubricants—ISO viscosity classification
ISO 3601-3—Fluid systems—Sealing devices—O-rings—Part 3:  Quality acceptance criteria
ISO 6149-1—Connections for fluid power and general use—Ports and stud ends with ISO 261 threads and

O-ring sealing—Part 1:  Port with O-ring seal in truncated housing
ISO 6803—Rubber or plastic hoses and hose assemblies—Hydraulic pressure impulse test without flexing
ISO 7789—Hydraulic fluid power—Two, three- and four-port screw-in cartridge valve cavities
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