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 1. Scope—The purpose of this SAE Recommended Practice is to establish reference standards for airflow
measurements in the ranges required for testing automotive engine induction systems and to describe
equipment that will facilitate the use of such standards to check the accuracy of various equipment and
methods.

2. References—There are no referenced publications specified herein.

3. Airflow Nozzle Definition—The airflow reference system consists of a series of 10 nozzles called Calibration
Transfer Nozzles, which are designed for operation at sonic flow velocities.  Each nozzle is identified by a
particular serial number and its nominal airflow, expressed in grams per second, at standard flow conditions.
For this document, standard conditions are defined as:

a. Air Pressure—100 kPa ABS
b. Exit Pressure—less than 45 kPa ABS
c. Air Temperature—25 °C
d. Ambient Relative Humidity—35%

3.1 The nominal flow values established for the series of nozzles that should be used are: 1, 5, 10, 15, 20, 25, 50,
100, 150, and 200 g/s.

Typical outline dimensions and nozzle shape of an approved calibration transfer nozzle are shown in Figure 1.
Nozzles produced for use in accordance with this document must be calibrated by a procedure which
establishes an overall uncertainty (possible bias plus three standard errors) with 0.2% of a primary standard
traceable to the National Institute of Standards and Technology (NIST).
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