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Foreword—This reaffirmed document has been changed only to reflect the new SAE Technical Standards Board
format.

1. Scope—This SAE Recommended Practice establishes a method of evaluating the structural integrity of the
entire brake system of all passenger cars under extreme braking conditions.

1.1 Purpose—The main purpose of this document is to evaluate the structural integrity of a vehicle's braking
system. However, other areas, such as the steering or suspension system, may also be evaluated during the
test, providing that the criteria and procedure detailed in the following sections are not modified in any way.
For repeatability, it is recommended that a brake apply device be utilized whenever possible, since it will
eliminate the variations in application times and efforts of different operators.

2. References

21 Applicable Publication—The following publication forms a part of this specification to the extent specified
herein. The latest issue of SAE publications shall apply.

2.1.1  SAE PuBLICATION—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.
SAE J843—Brake System Road Test Code—Passenger Car and Light-Duty Truck

3. Equipment

3.1 Brake apply device (optional, but recommended).

3.2 Calibrated speedometer and odometer (a fifth wheel may be used as an alternative).

3.3 Pedal force transducer (30 Hz minimum response if fuel for spike stops).

3.4 Decelerometer.

3.5 Ambient temperature gage.

3.6 Recording equipment (pedal force versus time) 30 Hz minimum response.

3.7 Tire pressure gage.
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