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RATIONALE 

This stabilized Recommended Practice documents for reference the historical state of energy transfer systems and 
communications for electric vehicles as they existed in 2008, as defined in SAE J1772 (per published version 11-1-2001) 
for conductive charging and SAE J1773 (per published version 11-1-1999) for inductive charging. 

SAE J1772 continues to be updated to reflect the latest in conductive charging technology. See the latest available 
version of J1772. 

SAE J1773 remains unchanged for inductive charging. 

Documentation for the now-emerging “wireless” inductive charging systems will be published when available. 

Grid power quality for supplying charging systems is covered in SAE document series J2894. 

For state-of-the-art documentation on charging communications, refer to the SAE documents in the series J2836, J2847, 
J2931, and J2953. 

STABILIZED NOTICE 

This document has been declared "Stabilized" by the SAE Hybrid - EV Committee and will no longer be subjected to 
periodic reviews for currency. Users are responsible for verifying references and continued suitability of technical 
requirements. Newer technology may exist. 
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FOREWORD 

This SAE Recommended Practice is intended as a guide toward standard practice and is subject to change to keep pace 
with experience and technical advances. 

The ability of Electric Vehicles (EVs) to correctly operate with the off-board electrical supply equipment used to charge 
them is a major concern for the producers and consumers of such vehicles. This concern stems from the cost of 
developing an electric “fueling” infrastructure. If EVs are to gain wide acceptance, this infrastructure must, at the least, 
provide consumers with the same level of convenience that is available for today’s fossil-fueled vehicles. Ideally, there 
would be a single set of physical and functional requirements for the interaction between an EV and the off-board 
equipment. Designing to those requirements would allow any EV to charge with any off-board equipment, regardless of 
the producer of the vehicle or off-board equipment. This would be similar to today’s internal combustion engine vehicles 
and gasoline pumps for unleaded fuels. 
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Today, there are two electrical energy coupling methods under consideration for EVs. One conductively transfers 
electrical energy (AC or DC) through metallic contacts. The other inductively transfers electrical energy through a 
separable transformer. These couplings are detailed in SAE J1772 and SAE J1773, respectively. Each of these physical 
coupling methods includes a means to communicate data that are necessary to control the transfer of energy to the 
vehicle. Unfortunately, these coupling methods are not physically compatible. Therefore, interoperability between EVs and 
equipment using different methods is not possible. 

While interoperability between conductively and inductively coupled systems is not physically possible, each coupling 
method performs the same basic functions. When the combination of the EV and the off-board equipment is considered 
as a complete energy transfer system, there is no reason for the system’s functional requirements to differ due to the 
physical coupling method. The only variation as a result of coupling method is the location (on-board or off-board) where 
specific functions are accomplished. Defining standards for certain functions of the total system and standards for the 
communication of data that pass between the EV and the off-board equipment will insure interoperability of equipment 
with common coupling methods. Different coupling methods will require a different system architecture, not different 
functional requirements. 

Control of the charging of an EVs storage battery is specific to the type of battery and the configuration of the vehicle. 
Also, energy may be brought on-board a vehicle for purposes other than charging of the battery. These other purposes 
are specific to the needs of a particular vehicle. From these facts, it follows that the EV should be in control of the transfer 
of energy from the off-board equipment. This way, EVs can have significantly different needs without forcing functional 
differences into the off-board equipment. It also establishes the EV (and its producer) as responsible to properly charge 
batteries, and allows charging requirements to evolve with developing battery technologies and EV experience. 

This document will define a set of functional requirements for an Energy Transfer System (ETS) for Electric Vehicles, 
independent of energy coupling method. It will also serve as an “umbrella” document by reference of other SAE 
documents written or modified to accommodate this application. It will define three different physical system architectures 
that correspond to: 

a. Conductive AC coupling 

b. Inductive coupling 

c. Conductive DC coupling 

Requirements will be included and detailed only to the level that will insure functional interoperability for systems with 
common physical architectures. When designing systems, there will be additional requirements to consider that do not 
affect interoperability and are not included here. If requirements are found that affect functional interoperability, they 
should be considered for subsequent inclusion under the SAE J2293 umbrella. 

This document has been jointly developed by the Electric Power Research Institute - National Electric Vehicle 
Infrastructure Working Council (EPRI - IWC), Data Interface Committee and the SAE Electric Vehicle Charging Controls 
Task Force. The efforts of all who participated are greatly appreciated. 
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1. SCOPE 

SAE J2293 establishes requirements for Electric Vehicles (EV) and the off-board Electric Vehicle Supply Equipment 
(EVSE) used to transfer electrical energy to an EV from an Electric Utility Power System (Utility) in North America. This 
document defines, either directly or by reference, all characteristics of the total EV Energy Transfer System (EV-ETS) 
necessary to insure the functional interoperability of an EV and EVSE of the same physical system architecture. The ETS, 
regardless of architecture, is responsible for the conversion of AC electrical energy into DC electrical energy that can be 
used to charge the Storage Battery of an EV, as shown in Figure 1. 

 

FIGURE 1 - ELECTRIC VEHICLE ENERGY TRANSFER SYSTEM PHYSICAL CONTEXT 

The different physical ETS system architectures are identified by the form of the energy that is transferred between the EV 
and the EVSE, as shown in Figure 2. It is possible for an EV and EVSE to support more than one architecture. 

This document does not contain all requirements related to EV energy transfer, as there are many aspects of an EV and 
EVSE that do not affect their interoperability. Specifically, this document does not deal with the characteristics of the 
interface between the EVSE and the Utility, except to acknowledge the Utility as the source of energy to be transferred to 
the EV. 

The functional requirements for the ETS are described using a functional decomposition method. This is where 
requirements are successively broken down into simpler requirements and the relationships between requirements are 
captured in a graphic form. The requirements are written as the transformation of inputs into outputs, resulting in a model 
of the total system. 

Each lowest level requirement is then allocated to one of four functional groups (FG) shown in Figure 2. These groups 
illustrate the variations of the three different system architectures, as the functions they represent will be accomplished 
either on an EV or within the EVSE, depending on the architecture. Physical requirements for the channels used to 
transfer the power and communicate information between the EV and the EVSE are then defined as a function of 
architecture. System architecture variations are referred to as follows: 

a. Type A—Conductive AC System Architecture—J2293-1—6.2.1 

b. Type B—Inductive System Architecture —J2293-1—6.2.2 

c. Type C—Conductive DC System Architecture—J2293—6.2.3 

Full document details: SAE J2293_2_201402

http://www.avadocuments.com/doc/sae-j2293-2-201402
http://www.avadocuments.com/doc/sae-j2293-2-201402


SAE INTERNATIONAL J2293-2 Stabilized FEB2014 Page 9 of 197 
 

 

FIGURE 2 - EV ETS FUNCTIONAL GROUP SERIES ENERGY CONVERSION 

The requirements model in Section 6 is not intended to dictate a specific design or physical implementation, but rather to 
provide a functional description of the system’s expected operational results. These results can be compared against the 
operation of any specific design. Validation against this document is only appropriate at the physical boundary between 
the EVSE and EV. See Section 8. 

1.1 Document Overview 

This document consists of two parts, as shown in Figure 3. Each part is published separately. SAE J2293-1 describes the 
total EV-ETS and allocates requirements to the EV or EVSE for the various system architectures. It requires an SAE 
J1850-compliant network for communicating data and control information between an EV and EVSE. 

 

FIGURE 3 - SAE J2293 PART 1 - PART 2 SPLIT 
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SAE J2293-2 describes the SAE J1850-compliant communication network between the EV and EVSE for this application 
(ETS Network). It treats the network as a system with the EV and EVSE from Part 1 as external elements using the 
network. Each part has the following outline: 

Section 1  Scope—Defines the purpose and content of the document. 

Section 2 Reference Section 

Section 3  Terms, Definitions—Defines Terms that are specific to the subject of this document and are not defined in 
another reference. 

Section 4  Abbreviations, and Acronyms—Defines Abbreviations and Acronyms that are specific to the subject of 
this document and are not defined in another reference. 

Section 5  System Definition and Context—Defines the purpose and context of the system by describing the 
relationship of the system to its environment (external elements). This section also defines specific 
constraints that will shape the functional and physical requirements. 

Section 6  Functional System Requirements—Defines the specific requirements of the system using the functional 
decomposition method. The major functions are decomposed into simple, interrelated elements, without 
regard for whether a function will be implemented off-board or on-board the EV. These elements form a 
model of the total requirements. 

Section 7  System Architecture—Defines the architecture(s) of the system. Each of the elements of the model in 
Section 6 are assigned to an EV or the EVSE. In Part 1, elements are first grouped into four functional 
groups. These groups form a series chain of energy conversions, as shown in Figure 2, that is 
representative of any of the ETS architecture. 

Section 8  Validation—Identifies which of the requirements in Section 6 shall be validated for each of the 
architectures described in Section 7. Specific test procedures are defined as required. 

Section 9  Data Dictionary—Defines each flow used as a part of the requirements model in Section 6. These are the 
minimum requirements that shall be considered when the system is actually implemented. 

1.2 SAE Document Interrelationships 

Figure 4 shows the interrelationships of SAE J1772, SAE J1773, SAE J1850, SAE J2178, and this document. SAE J2293 
references these documents and provides additional information to form a complete set of requirements. There are other 
documents that will have an influence on the design of EV energy transfer system equipment. Where any conflicts exist in 
the following documents, the documents shall have the following order of precedence: 

a. SAE J2293 

b. SAE J2178 

c. SAE J1850 

d. SAE J1772 

e. SAE J1773 
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FIGURE 4 - SAE J2293 DOCUMENT INTERRELATIONSHIP 

1.3 System Classification 

System architecture variations shall be referred to as the following: 
 
Type A—Conductive AC System Architecture 
Type B—Inductive System Architecture 
Type C—Conductive DC System Architecture 

Optional content for each system type is identified separately. See J2293-1, Section 6, System Architecture. 

2. REFERENCES 

2.1 Applicable Publications 

The following publications form a part of the specification to the extent specified herein. Unless otherwise indicated, the 
latest revision of SAE publications shall apply. 

2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or 724-776-4970 (outside USA), www.sae.org. 

SAE J1715 Electric Vehicle Terminology 

SAE J1772 SAE Electric Vehicle Conductive Charge Coupler 

SAE J1773 SAE Electric Vehicle Inductively Coupled Charging 

SAE J1798 Recommended Practice for Performance Rating of Electric Vehicle Battery Modules 

SAE J1850 Class B Data Communications Network Interface 

SAE J2178-1 Class B Data Communication Network Messages—Detailed Header Formats and Physical Address 
Assignments 

SAE J2178-2 Class B Data Communication Network Messages—Part 2: Data Parameter Definitions 
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SAE J2178-3 Class B Data Communication Network Messages—Part 3: Frame IDs for Single-Byte Forms of Headers 

SAE J2178-4 Class B Data Communication Network Messages—Message Definitions for Three Byte Headers 

2.2 Related Publications 

The following publications are provided for information purposes only and are not a required part of this document. 

2.2.1 NFPA Document 

Available from the National Fire Protection Agency, 1 Batterymarch Park, Quincy, MA 02169-7471, Tel: 617-770-3000, 
www.nfpa.org. 

NFPA-70-1996 National Electric Code (NEC)® - Article 625 

2.2.2 Other Publication 

Available from Dorset House Publishing, 353 West 12th Street, New York, NY 10014, Tel: 1-800-DH-BOOKS, 
www.dorsethouse.com. 

Strategies for Real-Time System Specification; Derek J. Hatley and Imtiaz A. Pirbhai, 1988 

3. DEFINITIONS 

3.1 Battery 

See Electric Vehicle Storage Battery. 

3.2 Branch Circuit 

The circuit conductors between the final overcurrent device protecting the circuit and the equipment supplied by the 
circuit. It is typically an unswitched circuit from the service equipment (fuse box) to an appliance. For this application, the 
appliance is the Electric Vehicle Supply Equipment (EVSE). 

3.3 Control Flow 

The representation of information, energy, or matter that is used to alter the behavior of a system. These are shown as 
dotted arrows on a data flow diagram (DFD) to indicate the source and destination of the flow. A flow may be both a data 
and a control flow, depending on how it is used by the system. This construct is used as a part of the functional 
decomposition process. 

3.4 Control Specification (C-spec) 

The description of a combinational or sequential logic operation, the results of which can be used as the input to a 
process specification (P-spec), or to describe when a process is to be operational. Types include decision tables (DT), 
state transition diagrams (STD), and process activation tables (PAT). C-specs are shown as a single vertical bar on a data 
flow diagram (DFD) and are referenced by the DFD level they appear on, followed by an s-index (e.g. 2.3.3-s1, 4-s7). This 
construct is used as a part of the functional decomposition process. 

3.5 Data Flow 

The representation of information, energy, or physical matter that is transformed by a system. These are shown as solid 
arrows on a Data Flow Diagram (DFD) to indicate the source and destination of the flow. A flow may be both a data and a 
control flow, depending on how it is used by the system. This construct is used as a part of the Functional Decomposition 
process. 
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3.6 Data Flow Diagram (DFD) 

A diagram that shows the relationship between portions of a larger, more complex process as the process is 
decomposed. It captures the flow of data, energy, or physical matter between the portions. This construct is used as a 
part of the Functional Decomposition process. 

3.7 Decision Table (DT) 

A type of C-spec that defines the conditions required to determine the value of a combinational logic function. A 
combinational logic function, as opposed to a sequential logic function, is one where its present value (output) is 
dependent only on the present value of its arguments (inputs). See 3.23. 

3.8 Electric Utility Power System (Utility) 

The system that generates and delivers commercial electrical power to a residential or commercial building or facility. It 
extends to and includes a billing apparatus (electric meter). 

3.9 Electric Utility/Local Load Management System (LMS) 

A system that is responsible to monitor and control the load on some portion of the Utility or local premises’ feeder and 
branch circuits. The goal of control may be to prevent overload or to reduce the cost of energy based on a specific billing 
agreement. 

3.10 Electric Vehicle Storage Battery (Battery) 

A group of electrochemical cells electrically connected in a series and/or parallel arrangement, the principal purpose of 
which is to provide DC electrical energy to propel the EV. 

3.11 Electric Vehicle Supply Equipment (EVSE) 

The equipment from the branch circuit to, and including, the connector that couples to the electric vehicle inlet, the 
purpose of which is to transfer electric energy to an EV. This equipment is located off-board the vehicle. 

3.12 Elementary Process 

A process in a data flow diagram (DFD) that is not decomposed further. Its function or activity is described by a process 
specification (P-spec). This construct is used as a part of the Functional Decomposition process. 

3.13 Energy Transfer 

The process of flowing energy to the EV from the EVSE. 

3.14 Energy Transfer Strategy 

A strategy that accounts for all of the electrical energy needs of an EV and the present status of all on-board equipment, 
including the EV Storage Battery. It determines the rate that energy is to be transferred to the EV and how the ETS shall 
be operated to accomplish this. 

3.15 Energy Transfer System (ETS) 

A system that is distributed between an Electric Vehicle (EV) and the off-board Electric Vehicle Supply Equipment 
(EVSE), the purpose of which is to transfer electrical energy from the Utility Power System (Utility) to the EV Storage 
Battery and other vehicle loads. The EV and EVSE must be connected together for energy to be transferred. 
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3.16 Functional Decomposition 

A method used to describe the functional and behavioral requirements of a system, component, or device, captured as a 
model of the requirements. It involves the hierarchical break-down of complex requirements into simple, easy to describe 
pieces. The flow of information, energy, and matter between the pieces is captured, along with the process and control 
requirements. 

3.17 Interoperability 

The condition where components of a system, relative to each other, are able to work together to perform the intended 
operation of the total system. As an example, a 10 mm box-end hand wrench and a 10 mm socket wrench are 
interoperable, relative to a 10 mm hex-head bolt. The wrench and the bolt are both parts of a fastening system. The fact 
that the system will perform as required with either wrench establishes the interoperability of the wrenches and the bolt. 

3.18 Off-Board/On-Board Boundary 

The point where the ETS is divided into two physical parts. One part becomes realized within the off-board Electric 
Vehicle Supply Equipment (EVSE). The other part becomes realized within an Electric Vehicle. This boundary will be in 
different places, depending on the system architecture. 

3.19 Power Stage 

A physical and/or logical section of power conversion equipment that can provide conversion over a portion of the total 
conversion power range of the equipment. The range of a specific power stage will overlap with its adjacent stages. 

3.20 Process 

A function or activity that can be described as an input/output relationship or as the combination of simpler processes. A 
process, a basic building block of a data flow diagram (DFD). 

3.21 Process Activation Table (PAT) 

A type of C-spec that defines the exact conditions required for the indicated P-specs to be active. This construct is used 
as a part of the Functional Decomposition process. 

3.22 Process Specification (P-spec) 

The description of an elementary process. The description may include text, figures, and tables. The description captures 
the input/output relationship for all flows shown on its related data flow diagram (DFD). A P-spec is shown as a circle on a 
DFD, and has no further “child” processes below it. This construct is used as a part of the Functional Decomposition 
process. 

3.23 State Transition Diagram (STD) 

A type of C-spec that defines the exact conditions required to determine the value of a sequential logic function. A 
sequential logic function, as opposed to a combinational logic function, is one where its present value (output) is 
dependent on the present value of its arguments (inputs) and some number of the previous values of the arguments 
(previous inputs). See 3.7. 

3.24 Type A Architecture 

A form of the ETS where AC electrical energy is transferred from the EVSE to the EV, across the off-board/on-board 
boundary, via a conductive coupling. 
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3.25 Type B Architecture 

A form of the ETS where AC electrical energy is transferred from the EVSE to the EV, across the off-board/on-board 
boundary, via an inductive coupling. 

3.26 Type C Architecture 

A form of the ETS where DC electrical energy is transferred from the EVSE to the EV, across the off-board/on-board 
boundary, via a conductive coupling. 

3.27 Utility 

See Electric Utility Power System. 

4. ABBREVIATIONS AND ACRONYMS 

C-spec Control Specification 
CSMA Carrier Sense Multiple Access 
DFD Data Flow Diagram 
DT Decision Table 
EPRI Electric Power Research Institute 
ETS Energy Transfer System 
EV Electric Vehicle 
EV-ETS Electric Vehicle Energy Transfer System 
EVSE Electric Vehicle Supply Equipment 
FG Functional Group 
FG#m Functional Group m 
HVAC Heating, Ventilation, Air Conditioning 
IWC Infrastructure Working Council 
LMS Load Management System 
NEC® National Electric Code® 
P-spec Process Specification 
PAT Process Activation Table 
SAE SAE International 
STD State Transition Diagram 
VS Ventilation System 

5. SYSTEM DEFINITION AND CONTEXT 

5.1 System Overview 

When an EV and an EVSE are coupled, energy and information is exchanged. SAE J2293-1 describes the overall 
information and energy exchange that occurs. SAE J2293-2 describes the requirements for exchanging data between an 
EV and an EVSE via a SAE J1850 network. The system that exchanges this data is the Energy Transfer System (ETS) 
Network. Together SAE J2293-1 and SAE J2293-2 define the requirements for communication between an EVSE and EV. 

SAE J2293-1 defines three different ETS architectures: AC Conductive, Inductive, and DC Conductive. SAE J2293-1 
defines the information that is passed between an EV and EVSE. The different architectures require different information 
to be passed. 

SAE J2293-2 defines the requirements for a common set of methods to exchange information between the EV and the 
EVSE regardless of the architecture. SAE J2293-2 defines the relationship between the data flows defined in SAE 
J2293-1 and the messages that communicate those data flows. 

Figure 5 shows how the ETS Network interacts with the elements of the ETS to perform its function. This diagram is a 
variation of Figure 3. It is expanded to illustrate the role that the ETS network provides in the Energy Transfer System. 
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FIGURE 5 - ILLUSTRATION OF ETS NETWORK CONTEXT 

SAE J2293-2 defines the ETS Network so it is compatible with existing SAE J1850 requirements and implementations. 
Features of this compatibility include: 

a. The ETS Network accommodates operation with other vehicle applications and off-board applications without the 
need for vehicle network gateways. However this does not preclude implementation of a vehicle gateway should the 
vehicle manufacturer decide to do so. 

b. The protocols allow vehicles built with SAE J1850 implementation type 1 and implementation type 2 networks to 
communicate with EVSEs using the ETS Network. 

c. These protocols allow a vehicle using unconsolidated headers or consolidated headers to communicate with the ETS 
network. 

d. These protocols accommodate the addition of applications beyond the scope SAE J2293-1. These additional 
applications can either be open standards or manufacturer specific. Both types of applications can co-exist on this 
network. This permits manufacturers to meet needs in the market place while maintaining compatibility with existing 
standards and either EVSEs or vehicles built to those standards. 

To illustrate the scope of this document, Figure 6 shows a possible node in the ETS network. This node consists of 
several parts. 

a. External Interfaces 

b. Application Functions 

c. Application Network Moding Functions 

d. Network Communication Functions 

e. Network Electrical Interfaces 
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Depending on the location and the applications in a node, the applicability of SAE J2293-2 changes. Table 1 identifies 
how the requirements apply. Figure 7 provides an example of this document's applicability to different nodes in the ETS 
network. 

TABLE 1 - SAE J2293-2 REQUIREMENT’S SCOPE 

 

 
 
 

J2293-1 Application 
(ETS Application) 

Any Other 
Off-Board 

Application 
which uses the 
ETS Network 

Any Other 
On-Board 

Application 
which uses the 
ETS Network 

External Interfaces Defined in SAE J2293-1 Not Defined Not Defined 

Application Functions Defined in SAE J2293-1 Not Defined Not Defined 

Application Network Moding Functions Defined Partially Defined Partially Defined 

Network Communication Functions Defined Partially Defined Partially Defined 

Network Electrical Functions Defined Defined Defined 

The ETS Network constrains the portion of the EVs on-board network that connects to the EVSE. These constraints only 
apply while the EV is connected, 

a. The EV portion of the ETS network must either be SAE J1850 implementation type 1 or 2 

b. The EV portion of the ETS network must use messaging which is compatible with either consolidated or 
unconsolidated headers 

c. The EV portion of the ETS network must insure that enough network bandwidth is available for ETS communication 
so that messages meet their latency goals. 

5.2 Overview of Requirements Organization 

These requirements provide a complete description of the ETS Network. The requirements are grouped into several 
categories: 

a. Definition of Interfacing Systems and Applicable Interfaces 

b. Definition of Physical and Functional Requirements 

c. Allocation of SAE J2293-1 Requirements to the ETS Network 

d. Allocation of Requirements to Elements and Interfaces of the ETS Network 

e. Data Dictionaries 

5.2.1 Definition of Interfacing Systems and Applicable Interfaces 

Any system performs its function by interacting with the world beyond itself. The ETS Network interacts with several 
systems. These external systems provide inputs and receive outputs from the ETS Network. 

Paragraph 5.3 identifies and defines these systems. The interfacing systems are described. Any recommendations, 
expectations, or requirements on these systems' functions are stated. 

Paragraph 5.4 defines the interfaces between the ETS Network and these systems. The interface is described. 
Recommendations, expectations, and requirements for each interface are stated. 
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FIGURE 6 - POSSIBLE SAE J1850 NODE IN ETS NETWORK 
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FIGURE 7 - POSSIBLE ETS NETWORK CONFIGURATION 
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5.2.2 Definition of Physical and Functional Requirements 

The ETS network transports information from one physical location in the Energy Transfer System to another. To achieve 
this function, detailed requirements are defined for the ETS Network. Some of these requirements are physical in nature. 
These requirements define how some aspect of the system must be built. Other requirements are functional in nature. 
These requirements define how an aspect of the system must behave. All requirements are decomposed to the point that 
individual requirements can be wholly allocated to individual elements of the ETS. 

The general guidelines for the development of the requirements are documented in sections: 

a. 5.5 Functional Content 

b. 5.6 Functional Constraints 

c. 5.7 Physical Content 

d. 5.8 Physical Constraints 

Section 6 defines the detailed requirements. Unique requirements are defined in sections: 

a. 6.1 Transceive Off-Board Information 

b. 6.2 Connect ETS Networks 

c. 6.3 Transceive EV Information 

These requirements reference templates, which are groups of recurring functional requirement. These templates allow the 
same basic requirements to be applied in a broad range of variations, while simplifying the documentation. These 
templates are defined in sections: 

a. 6.5 Manage Application Slave Node Communication Template 

b. 6.6 Manage Application Master Node Communication Template 

c. 6.7 Detect Application Transmitter Fault Template 

d. 6.8 Launch Message Template 

e. 6.9 Maintain Parameter Template 

5.2.3 Allocation of SAE J2293-1 Requirements to the ETS Network 

SAE J2293-1 allocates requirements to the ETS Network. These allocated requirements are found in sections: 

a. 5.6 Functional Constraints 

b. 5.8 Physical Constraints 

c. 6.10 ETS Network Message Requirements 

The tables in 6.10 are generated from the data dictionary in SAE J2293-1. 

5.2.4 Allocation of Requirements to Elements and Interfaces of the ETS Network 

The requirements in this document are allocated to elements of the ETS network. Those elements are identified in Section 
7. Table 57 defines which requirements are allocated to which elements of the ETS Network. 
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5.2.5 Data Dictionaries 

To define the content of the information, matter, or energy that is exchanged between the processes in the requirements 
model, the data dictionary is provided. Section 9 provides this definition for the flows between the processes in 6.1, 6.2, 
and 6.3. 

The templates in sections: 

a. 6.5 Manage Application Slave Node Communication Template 

b. 6.6 Manage Application Master Node Communication Template 

c. 6.7 Detect Application Transmitter Fault Template 

d. 6.8 Launch Message Template 

e. 6.9 Maintain Parameter Template 

Each have their own data dictionary. These data dictionaries are contained within the template. The data dictionaries are 
kept separate from the data dictionary for the ETS Network because the template is used multiple times within the system. 

5.3 System Context 

Figure 8 illustrates the interfaces and the system context for the ETS Network. 

 

FIGURE 8 - ETS NETWORK FUNCTIONAL CONTEXT DIAGRAM 

Full document details: SAE J2293_2_201402

http://www.avadocuments.com/doc/sae-j2293-2-201402
http://www.avadocuments.com/doc/sae-j2293-2-201402


SAE INTERNATIONAL J2293-2 Stabilized FEB2014 Page 22 of 197 
 

The systems that interface to the ETS Network are described in the sections that follow. 

5.3.1 EV User 

The EV User interacts with the network by physically connecting the EV and the EVSE. When this occurs, the EV network 
and the off-board network combine to become the ETS network. 

5.3.2 Other Off-Board Applications 

The Other Off-board Applications are any processes that are located off-board and use the ETS network. These 
processes may communicate internal to the EVSE or share data with the EV. Examples include security, billing, thermal, 
and entertainment applications. 

While connected to an EV, the Other Off-board Applications will not use the ETS network unless specifically enabled by 
the EV. Applications which are enabled for communication are referred to as "Application Slaves" in this document. This 
refers to the concept that these applications are slaved to the commands from an "Application Master." All off-board 
applications are "Application Slaves." Paragraph 6.5 describes these methods. 

5.3.3 Off-Board ETS Application 

The Off-board ETS Application is the group of processes in the EVSE specified in SAE J2293-1 and allocated to the 
EVSE based on the ETS architecture used. 

These off-board processes exchange data with processes on the EV to control the energy transfer from the Electric Power 
Utility System into the EV. 

5.3.4 Off-Board External ETS Interface Hardware 

The Off-board External ETS Interface Hardware is optional content that communicates information sourced or received 
externally as defined in SAE J2293-1 data dictionary. This hardware may include displays, switches, a Load Management 
System, and other user interfaces. The device that generates the "Preference Override" is an example of this interface 
hardware. 

5.3.5 Off-Board Diagnostic Tools 

Diagnostic Tools are devices which: 

a. Generate interrogation messages for nodes on a network for the purpose of diagnosing the health of a system and 
identify sources of problems 

b. Monitor messages on a network to diagnose the health of a system and identify sources of problems 

EV and EVSE manufacturers may provide for access of diagnostic tools to the ETS Network. These diagnostic tools 
should meet the following requirements to insure proper operation of the network. 

a. Off-board Diagnostic tools should interrogate and diagnose EV and off-board functions using SAE J2190 compatible 
messages. Definition of the messages and protocols used to communicate between diagnostic tools and the ETS 
Network are not defined in this document. 

b. Off-board Diagnostic Tools should either plug into the ETS network or be integrated into the network. 

c. Any EVSE/EV Diagnostic procedures which may prevent ETS messages from meeting latency goals identified in 
Table 56 should disable energy transfer prior to the start of the procedure. 
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d. Any EVSE service procedures which uses non-standard network modes or causes the network to change 
configuration should only be used when the EV and EVSE are not connected. When connected to an EV, 
manufacturer specific diagnostic messages should not be used by EVSE Diagnostic Tools unless enabled by the EV. 
No definition of how this occurs is defined in this document. 

5.3.6 Other EV Applications 

The Other EV Applications are processes which reside in the EV and use the ETS network. These processes may 
communicate internal to the EV or with the EVSE. 

The Other EV Applications may use the ETS network as necessary at the vehicle manufacturers discretion. These 
applications may only use the network in such a way that the ETS messages meet the latency goals defined in Table 57. 
Failure to meet these latency objectives may prevent the proper transfer of energy. 

5.3.7 EV ETS Application 

The EV ETS application is the group of processes in the EV which are specified in SAE J2293-1 and allocated to the EV 
based on the ETS architecture used. 

These processes exchange data with processes in the EVSE to control the energy transfer from the utility into the EV. 

5.3.8 EV External ETS Interface Hardware 

The EV External ETS Interface Hardware is optionally provided to communicate information which is sourced or has a 
destination of external as defined in SAE J2293-1 data dictionary. This hardware may include displays, switches, the 
vehicle inlet, and other user interfaces. The device which generates the "Preference Override" is an example of this 
interface hardware. 

5.3.9 EV Diagnostic Tools 

The requirements for EV Diagnostics Tools are identical to the requirements for EVSE Diagnostic Tools with the exception 
that any EV service procedures which use non-standard bus modes or cause the network to change configuration should 
disable the EVSE communication before the start of the procedure. 

5.4 External Interfaces 

The ETS Network interfaces with external systems. These interfaces are described to the detail sufficient to establish data 
flow requirements and reference to interface specifications. Unless an interface specification is defined, any 
implementation which communicates the required data at the necessary rate and resolution is sufficient. 

5.4.1 EV User Interface 

This is the mechanical interface presented by the coupling for the EV user to connect the EV to the EVSE. 

5.4.2 Other Off-Board Application Interface 

The ETS Network may be used to exchange between any nodes on the network. The interface between the ETS Network 
and Other Off-board Applications is the SAE J1850 network off-board the vehicle. 

a. Any off-board application which uses the ETS Network shall follow the conventions established in 6.5 for enabling 
transmission of messages, enabling reception of messages and generation of service requests to the vehicle. 

Examples of off-board applications are security, billing, convenience, and remote diagnostic applications. 
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5.4.3 Off-Board ETS Application Interface 

The ETS Network transports information from the EVSE ETS Application to the EV ETS Application. The interface 
between the ETS Network and the EVSE ETS Application may be implemented as any mechanism which can 
communicate the necessary data flows to the ETS Network while maintaining latency goals identified in Table 57. 
Possible implementations would include shared RAM where the EVSE ETS Application and the ETS Network can 
exchange information or a data bus between the EVSE ETS Application and the ETS Network. 

5.4.4 Off-Board External ETS Interface Hardware Interface 

The ETS Network allows for transport of information from the external user interfaces or Load Management System (LMS) 
to the ETS Application. The interface between the ETS Network and the Off-Board External ETS Interface Hardware or 
LMS may be implemented as any mechanism which can communicate the necessary data flows to the ETS Network while 
maintaining latency goals identified in Table 57. Possible implementations would include shared RAM or a data bus 
between the Off-Board External ETS Interface and the ETS Network (i.e., a gateway node). 

5.4.5 Off-Board Diagnostic Tools Interface 

EVSE manufacturers may provide for access to the ETS network via a SAE J2190 compatible diagnostic tool. This tool 
may be used to perform diagnostics on the EV and the EVSE. This interface will be to the SAE J1850 network from any 
location off-board. 

a. All off-board diagnostic communication via the ETS network should be SAE J2190 message format compatible. 

5.4.6 Other EV Application Interface 

Other applications designed in the vehicle may use the ETS network. Any EV Application which shares this network 
should meet the following restrictions: 

a. The messages used by Other EV Applications should be SAE J2178 consolidated header compatible or SAE J2178 
unconsolidated header compatible. 

b. The message bandwidth requirements should be designed to assure that the latency goals of messages on the ETS 
Network meet the timing requirements defined in Table 57. 

c. The bandwidth utilization should be less then 90% average utilization over 2 seconds for the ETS application 
combined with Other EV Application message traffic under worst case steady-state operation. This restriction is based 
on engineering judgment of inherent limitations in most implementations of these protocols. 

5.4.7 EV External ETS Interface Hardware Interface 

The ETS Network allows for transport of information from the external user interfaces in the EV to the ETS Application. 
The interface between the ETS Network and the Off-board External ETS Interface Hardware may be implemented as any 
mechanism which can communicate the necessary dataflows to the ETS Network while maintaining latency goals 
identified in Table 57. Possible implementations would include shared RAM where the LMS and the ETS Network can 
exchange information or a data bus between the Off-board External ETS Interface and the ETS Network (i.e., a gateway 
node). 

5.4.8 EV ETS Application Interface 

The ETS Network transports information from the EV ETS Application to the EVSE ETS Application. The interface 
between the ETS Network and the EV ETS Application may be implemented as any mechanism which can communicate 
the necessary dataflows to the ETS Network while maintaining latency goals. Possible implementations would include 
shared RAM where the EV ETS Application and the ETS Network can exchange information or a data bus between the 
EV ETS Application and the ETS Network system (i.e., a gateway node). 
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5.4.9 EV Diagnostic Tool Interface 

Requirements for this interface are identical to 5.4.5. 

5.5 Functional Content 

The EV ETS network provides the functions shown in Figure 9. Each process is decomposed to a level which can be 
simply described. 

The functions performed by the network are organized into three categories 

a. Transmission and reception of ETS information Off-board the EV. 

b. Transmission and reception of ETS information in the EV. 

c. Connection and interfacing of the EV and off-board networks. 

5.6 Functional Constraints 

The sections that follow document the higher level guidelines which contribute significantly to the functional requirements 
of the ETS network. 

5.6.1 Provide Compatibility with Existing Hardware 

These requirements provide compatibility, as much as possible, with the existing hardware which has been developed for 
J1850 and J2178 compatible networks. 

5.6.2 Provide Compatibility with Existing SAE J2178 Messages and Strategies 

To maintain compatibility with existing standards, all messages and strategies are compatible with SAE J2178 where 
possible. 

5.6.3 Support for an Open Architecture 

This document defines a protocol for communication between a vehicle and an off-board system. To allow maximum 
flexibility in the use of this network and its communications, it supports an “Open Architecture”. “Open Architecture” is 
used to describe a set of goals to enable future expansion of the network. The goals for “Open Architecture” of this system 
are: 

a. Accommodate future growth of EV-EVSE shared applications (security, entertainment, remote preconditioning, etc.), 

b. Accommodate Non-ETS applications operating on the vehicle (thermal management, entertainment, diagnostics, etc.) 
that use manufacturer specific protocols, 

c. Accommodate evolution of this standard so that vehicle and chargers built to current the version are able to operate 
with later versions. 

d. Allow EV and EVSE manufactures to provide applications that are not standardized without compromising the 
interoperability of EVSEs and EVs. 

e. Allow compatibility with networks utilizing both three byte consolidated headers and single byte unconsolidated 
headers. 

f. Failsoft if an improperly implemented system is connected to either an EV or an EVSE. 
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FIGURE 9 - ENERGY TRANSFER SYSTEM NEtWORK DFD 
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5.6.4 Minimize Network Bandwidth Utilization by ETS System 

Maximum ETS Network utilization by the ETS application should be less than 10% average bus capacity over a period of 
1 minute for continuous communications. ETS related initialization shall complete in less than 2 seconds with 100% of bus 
bandwidth available. These limits are to allow for sufficient bandwidth to 

a. Facilitate future expansion of the functions over the EV-EVSE network 

b. Reserve bandwidth to use by the EV manufacturer for use by other applications 

5.6.5 Limit Maximum Message Transmission Rate 

Per SAE J2293 Part 1 paragraph 4.5.5 Network Communication delay, the minimum interval between transmissions of 
any individual message for the ETS application shall be less than once per 100 msec. 

5.6.6 Provide Protocol for identification of Non ETS Applications 

For future expansion, the EV and the off-board applications will interact to enable functions that are not yet defined. This 
interaction can have an appreciable effect on the bus utilization and message latency. To constrain this bus utilization, a 
protocol is provided for off-board applications to identify themselves to vehicle applications with minimal bus impact. 

5.6.7 The EV Uses Either Implementation 1 or Implementation 2 Media for the ETS Network 

The EVSE supports both Type 1 SAE J1850 networks and Type 2 SAE J1850 networks. However, the EV shall only use 
one of these two networks. The use of both networks by a single EV for communication with an off-board system is not 
supported. The use of a network which does not conform to one of these types is not supported. 

The Type 2 SAE J1850 bus should be able to operate in the degraded operating modes identified in SAE J1850. 

5.6.8 ETS Nodes Issue a Network Wakeup to Initiate Communication 

SAE J1850 nodes may enter a low power state when no communication is occurring on the network. In this low power 
state, processors may not be powered. These nodes may then wakeup and respond to communication when the network 
activity is first observed. To allow this behavior, a period of time between the first message on the network and the first 
useful information being transmitted is defined. This first message is sent following an inactive bus is defined. 

5.6.9 Support a Subset of SAE J1850 Message Sequences 

The ETS Network only supports a subset of the possible message operators and sequences defined in SAE J1850 and 
SAE J2178. This subset is used to provide the functionality required for the ETS subsystem, while simplifying and 
commonizing to existing communication strategies. Table 2 defines the operators supported for messaging. Table 3 
describes the message sequences supported. The names for operators are commonized to simplify description of 
requirements. These operators can be referenced to SAE J2178 through use of Table 26 and Table 27. 

TABLE 2 - SUPPORTED MESSAGE OPERATORS 

Supported Message Operators 

LD 

RPT 

REQ 

RQCV 
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TABLE 3 - SUPPORTED MESSAGING SEQUENCES 

Supported Sequences of Messages 

LD w/o acknowledgment 

RPT w/o acknowledgment 

LD-> RPT 

REQ -> RPT 

RQCV -> LD 

5.7 Physical Content 

The physical content of a system that meets the system functional requirements may vary significantly. Section 7 
describes the physical content of the ETS Network in detail. 

5.8 Physical Constraints 

The sections that follow document the higher level guidelines which contribute significantly to the requirements of the ETS 
network. 

5.8.1 Utilize SAE J1850 Compatible Network 

SAE J2293-1 specifies that the network used in the EV and the EVSE be compatible with a SAE J1850 Network. This 
requirement is stated in paragraphs: 

a. EVSE-EV Communication 

b. 4.5.2 EVSE-EV Communication 

c. 6.2.1.3 Serial Data Interface 

d. 6.2.2.2 Serial Data Interface 

e. 6.2.3.2 Serial Data Interface 

5.8.2 Node and Source Address Limitations 

Since the SAE J1850 source addresses and electrical loading are allocated resources, the ETS system and its interfaces 
are allocated a limited amount of electrical loading and a limited quantity of SAE J1850 Source Addresses. The 
paragraphs which follow identify the general rules which govern these allocations. 

Electrical Loading Allocations 

a. The Off-Board Network has a Maximum of 8 SAE J1850 Standard Unit Loads. 

b. The EV is allocated the balance of the remaining Standard Unit Loads available. 

Source Address Allocations 

a. The ETS Network has a maximum of 254 unique source addresses. 

b. The ETS portion of the ETS Network has a Maximum of 4 SAE J1850 Nodes with unique Source Addresses. These 
four addresses are allocated to the combination of the EV and the EVSE depending on the architecture in use. The 
EVSE portion of the ETS Network has a Maximum of 3 SAE J1850 Nodes. 

c. The EV portion of the ETS has a Maximum of 3 SAE J1850 Nodes with unique Source Addresses 
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d. The LMS portion of the ETS Network has a Maximum of 1 SAE J1850 Node with one unique Source Address. This 
source address is not defined in this document. 

e. The off-board External ETS Interface Hardware has a maximum of one unique Source Address. This source address 
is not defined in this document. 

5.8.3 Utilize SAE J1772 or SAE J1773 Compatible Couplers 

SAE J2293-1 paragraph 5.5.1 EVSE EV Connection specifies that the physical coupling between the EV and the EVSE is 
either a SAE J1772 or SAE J1773 compatible coupler. SAE J1773 Couplers only support Type B ETS Architectures with 
Type 1 SAE J1850 Networks. SAE J1772 Couplings only support Type A and C ETS Architectures with Type 1 and 2 SAE 
J1850 Networks. 

5.8.4 The Off-Board Network Operates without the EV Network Attached 

To allow the off-board systems to use the SAE J1850 Network when not connected to an EV, the electrical loading 
allocated to the off-board network is sufficient to allow the operation without the EV network attached. 

5.8.5 The ETS Network Must Only Support One Plug-In Diagnostic Tool at a Time 

Both the EV and the off-board network may allow access to the ETS network for diagnostic purposes. This presents the 
opportunity to connect 2 diagnostic tools to the ETS network. This would present more electrical diagnostic loading on the 
ETS network than SAE J1850 allows. Therefore, ETS network electrical loading allocation only supports a single test tool 
at a time. 

However, multiple test tools are allowed if they operate in such a way as to meet the electrical loading requirements of the 
ETS network. 

6.  FUNCTIONAL SYSTEM REQUIREMENTS 

6.1 Transceive Off-Board Information 

This group of processes provides the means to transport information between the EV and the Off-board processes when 
connected. Figure 10 illustrates the relationship between these processes. 

6.1.1 Process Control Requirements 

None. 

6.1.2 Combine EVSE Transmissions 

a. Input/Output Flows 

Flow Name Type 
EVSE_Transmission INPUT 
Off-board_Diagnostic_Transmission INPUT 
Off-board_Ext_Transmission INPUT 
Other_Off-board_Transmission INPUT 
Off-board_Transmission OUTPUT 

b. Initialization—The following shall be performed upon activation of this process: 

None. 

c. Operation—The following shall be performed continually while this process is active 

Off-board_Transmission shall be assigned to the most dominant value of all input flows as defined in SAE J1850. 
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6.1.3 Transceive EVSE Information 

This group of processes define the requirements to: 

a. Receive messages from the SAE J1850 bus 

b. Detect which messages are directed to the EVSE portion of the ETS system 

c. Decode those messages to obtain information for ETS dataflows 

d. Determine when to update information in other parts of the ETS System 

e. Encode ETS information to send messages to the rest of the ETS system 

f. Send messages to the rest of the ETS system via the SAE J1850 Bus 

g. Provide basic protocols for fault recovery 

h. Provide vehicle control of application communication 

Figure 11 illustrates the relationship between these processes. 
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FIGURE 10 - TRANSCEIVE OFF-BOARD INFORMATION DFD 
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FIGURE 11 - TRANSCEIVE EVSE INFORMATION DFD 

6.1.3.1 Process Control Requirements 

None. 

6.1.3.2 Exchange EVSE Information 

These processes provide the functions to: 

a. Launch the application messages 

b. Receive application messages and update application data 

c. Detect transmitter faults 

d. Generate a request to have the application serviced 

Figure 12 illustrates the relationships between the processes which perform these functions. 
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FIGURE 12 - EXCHANGE EVSE INFORMATION DFD 

6.1.3.2.1 Process Control Requirements 

6.1.3.2.1.1 C-spec—EVSE ETS Application Mode DT 

This process uses variables from the ETS system to establish the communication mode for the ETS application. The 
modes of communication are defined as distinct and different when there is a significant change in message traffic 
sources and destination. Changes in modes are closely coupled with message transmission strategies and error recovery 
strategies. Table 4 provides a brief description of the ETS application communication modes. 

TABLE 4 - DESCRIPTION OF APPLICATION MODES  

MODE Description 

A Comm Disabled 

B Architecture Not Selected 

C Power Control Mode 

D Voltage Control Mode 
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a. Input/Output Flows 

Flow Name Type 
EVSE_App_Tx_Enabled INPUT 
EVSE_App_Rx_Enabled INPUT 
EVSE_Transfer_Type INPUT 
EVSE_Voltage_Mode INPUT 
EVSE_App_Mode OUTPUT 

b. Operation—The following shall be performed continually while the process which contains this C-spec is active: 

The value of Mode shall be assigned based on the value of EVSE_App_Tx_Enabled, EVSE_App_Rx_ Enabled, 
EVSE_Transfer_Type, and EVSE_Voltage_Mode as defined in Table 5. 

TABLE 5 - ETS NETWORK MODES DT 

Input 
EVSE 

App_Tx_ 
Enabled 

Input 
EVSE 

App_Rx_ 
Enabled 

Input 
EVSE_Transfer 

Type = 
NO_TRANSFER 

 
Input 

EVSE_Voltage 
Mode 

 
 

Output 
EVSE_app_Mode 

“Do Not Care” FALSE “Do Not Care” “Do Not Care” A 

FALSE “Do Not Care” “Do Not Care” “Do Not Care” A 

TRUE TRUE TRUE “Do Not Care” B 

TRUE TRUE FALSE FALSE C 

TRUE TRUE FALSE TRUE D 

6.1.3.2.1.2 C-spec—Application Service Request STD 

The EVSE must inform the EV when the delay timer expires. This must occur even if the ETS system is asleep and the 
network is asleep. The mechanism for any off-board application to inform the vehicle of its requirement for service is via 
the application service request message. This message provides a common interface for all off-board applications to 
inform the EV of their state. In response to this message, the EV may optionally response and enable an application. For 
the ETS, when the dataflow Delay_Timer_Expired transitions from FALSE to TRUE, this C-spec issues a request to the 
application control processes to inform the vehicle that this application requires service in the off-board network. 

a. Input/Output Flows 

Flow Name Type 
EVSE_Delay_Timer_Expired INPUT 
EVSE_AC_Present INPUT 

b. Operation—The following shall be performed continually while the process which contains this C-spec is active: 

This process shall behave functionally equivalent to the State Transition Diagram shown in Figure 13. 
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FIGURE 13 - APPLICATION SERVICE REQUEST STD 

6.1.3.2.2 Launch EVSE Application Messages 

This is the group of processes which launch messages based on the appropriate strategy and at the appropriate time for 
the ETS application. 

a. Input/Output Flows 

Flow Name Type 
EVSE_App_Mode INPUT 
EVSE_Valid_Rcvd_Message INPUT 
EVSE_Tx_Value INPUT 
EVSE_Launched_Message OUTPUT 
EVSE_Transfer_Type INPUT 

b. Operation 

This process is composed of a C-spec and one process for each message sourced by the EVSE. Figure 14 provides 
an illustration of the general form of this process. 

1. There shall be one process per message which is transmitted from the EVSE portion of the ETS. These 
messages are identified in Table 54A. 
 
Use the following procedure to determine which messages require launch processes. 

1. Select the columns in Table 54A which are under the ETS architectures supported. 

2. Every message which is marked with an 'R' under the EVSE Tx column requires a launch process. 

3. Every message which is marked with an 'O' under the EVSE Tx column may optionally have a launch 
process created for them based on the manufacturer's discretion. 
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FIGURE 14 - ILLUSTRATION OF LAUNCH EVSE APPLICATION MESSAGES DFD 
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c. The launch process for each message shall be functionally equivalent to 6.8 with the following substitutions: 
 
For each message identified in the previous paragraph, use the following procedure to generate the requirements for 
the process to launch each message. 

1. For the message this processes controls, using Table 56, substitute the dataflows identified in the "Dataflows 
Contained" column into the context flow EVSE_Tx_Value. 

2. Substitute EVSE_App_Mode for the context flow Mode. 

3. Substitute EVSE_Valid_Rcvd_Message for the context flow Valid_Rcvd_Message. 

4. Leave the context flow Trigger_Launch unconnected. 

5. Substitute EVSE_Launched_Message for Launched_Message. 

6. For the message this process controls, using Table 55 and Table 44 substitute the values for this message's 
launch strategy into the configuration stores in the launch parameter process template. 

6.1.3.2.2.1 Process Control 

a. C-spec— Launch EVSE Message PAT 

1. Input/Output Flows 

a. Flow Name Type 
 EVSE_App_Mode TypeINPUT 
 EVSE_Transfer_Type INPUT 

b.  Processes Controlled—All launch processes contained in 6.1.3.2.2 

2. Initialization—The following shall be performed once upon activation of this process: 

All processes controlled by the C-spec shall be disabled. 

3. Operation—The following shall be performed continually while the process which contains this C-spec is active: 

a. Every process in 6.1.3.2.2 shall be controlled via this Process Activation Table. 

b. The process which corresponds to a message parameter shall be enabled for operation when the 
EVSE_App_Mode is equal to one of the states in Table 55 column labeled Enabled State(s) for that 
parameter and the message is permitted for the value of EVSE_Transfer_Type as defined in Table 54A. 

6.1.3.2.3 Maintain EVSE Application Parameters 

This is the group of processes which maintain a parameter's value based on the information received via network. 

a. Input/Output Flows 

Flow Name Type 
EVSE_App_Mode INPUT 
EVSE_Valid_Rcvd_Message INPUT 
EVSE_Detected_Tx_Fault INPUT 
EVSE_Transfer_Type INPUT 
EVSE_Used_Message OUTPUT 
EVSE_Rx_Value OUTPUT 
EVSE_Launched_Message OUTPUT 
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b. Operation—This process is composed of a C-spec and one process for each message received by the EVSE. 
Figure 15 provides an illustration of the general form of this process. 

1. There shall be one process per message received by the EVSE portion of the ETS. The messages in a particular 
system are determined by using Table 54A. 

 Use the following procedure to determine which messages require processes. 

1. Select the columns in Table 54A which are under the ETS architectures supported. 

2. Every message which is marked with an 'R' under the EVSE Rx column requires a launch process. 

3. Every message which is marked with an 'O' under the EVSE Rx column may optionally have a launch process 
created for them at the manufacturer's discretion. 

2. The process for each message shall be functionally equivalent to 6.9 with the following substitutions:  
 
For each message identified in the previous paragraph, use the following procedure to generate the requirements for 
the process to launch each message. 

a. For the message this process controls, using Table 56 substitute the dataflows identified in the "Dataflows 
Contained" column into the context flow Rx_Value. 

b. Substitute EVSE_App_Mode for the context flow Mode. 

c. Substitute EVSE_Valid_Rcvd_Message for the context flow Valid_Rcvd_Message. 

d. Substitute EVSE_Used_Message for Used_Message. 

e. Substitute EVSE_Detected_Tx_Fault for Transmitter_Fault. 

f. Substitute EVSE_Launched_Message for Launched_Message. 

g. For the message this process controls, using Table 55 and Table 48 substitute the values for this message's 
receipt strategy into the configuration stores in the maintain parameter process template. 

6.1.3.2.3.1 C-spec—Maintain EVSE Application Parameters PAT 

a. Input/Output Flows 

1. Flow Name Type 

EVSE_App_Mode INPUT 
EVSE_Transfer_Type INPUT 

2. Processes Controlled—All launch processes contained in 6.1.3.2.3 

b. Initialization—The following shall be performed once upon activation of this process: 
 
All processes controlled by this P-Spec shall be disabled. 

c. Operation—The following shall be performed continually while the process which contains this C-spec is active: 

1. Every process in 6.1.3.2.3 shall be controlled via this Process Activation Table. 
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2. The process which corresponds to a message parameter shall be enabled for operation when the 
EVSE_App_Mode is equal to one of the states in Table 55 column labeled Enabled State(s) for that parameter 
and the message is permitted for the value of EVSE_Transfer_Type as defined in Table 54A. 

 

FIGURE 15 - ILLUSTRATION OF MAINTAIN EVSE APPLICATION PARAMETERS DFD 
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6.1.3.2.4 Detect Application Transmitter Fault 

These processes learn the transmitter which are in use by the ETS system and detect faults when any of those transmitter 
stop transmitting. These processes reset the learning any time there is an application mode change. There are seven 
detectors to accommodate the following transmitters: 

1. Three transmitters from the EV ETS application 

2. One LMS transmitter 

3. One off-board external interface transmitter 

4. One EV external interface transmitter 

5. One learned transmitter for future expansion 

a. Input/Output Flows 

Flow Name Type 
EVSE_Valid_Rcvd_Message INPUT 
EVSE_App_Mode INPUT 
EVSE_Used_Message INPUT 
EVSE_Detected_Tx_Fault OUTPUT 

b. Operation—This process shall perform functionally identical to 6.7 with the substitutions and exceptions which follow: 

1. The context flows for 6.7 shall be substituted as defined in Table 6. 

TABLE 6 - DETECT APPLICATION FAULT TEMPLATE 
CONTEXT FLOW SUBSTITUTIONS 

Context Flow Local Substitution Flow 

Used_Message EVSE_Used_Message 

Detected_Tx_Fault EVSE_Detected_Tx_Fault 

Mode EVSE_App_Mode 

Valid_Rcvd_Message EVSE_Valid_Rcvd_Message 

6.1.3.3 Manage EVSE Communications 

a. Input/Output Flows 

Flow Name Type 
EVSE_App_Service_Request INPUT 
EVSE_App_Tx_Enabled OUTPUT 
EVSE_App_Rx_Enabled OUTPUT 
EVSE_Launched_Messsage INPUT 
EVSE_Tx_Data INPUT 
Off-board_Bus_State INPUT 
EVSE_Valid_Rcvd_Message OUTPUT 
Coupling_Type INPUT 
EVSE_Transmission_State OUTPUT 
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b. Operation—This process shall perform functionally identical to 6.5 with the substitutions and exceptions which follow: 

1. The context flows for 6.5 shall be substituted as defined in Table 7. 

TABLE 7 - MANAGE EVSE COMMUNICATIONS CONTEXT FLOW SUBSTITUTIONS 

Context Flow Local Substitution Flow 

App_Rx_Enabled EVSE_App_Rx_Enabled 

App_Service_Request EVSE_App_Service_Request 

App_Tx_Enabled EVSE_App_Tx_Enabled 

Bus_State Off-board_Bus_State 

Coupling_Type Coupling_Type 

Launched_Message EVSE_Launched_Message 

Location OFF-BOARD 

Transmission EVSE_Transmission 

Tx_Data EVSE_Tx_Data 

Valid_Primary_IDs hexadecimal 70, hexadecimal 71, hexadecimal FE, hexadecimal FF 

Valid_Rcvd_Message EVSE_Valid_Rcvd_Message 

6.1.4 Transceive Off-Board External ETS Information 

This group of processes define the requirements to: 

a. Receive messages from the SAE J1850 bus 

b. Detect which messages are directed to the external portion of the ETS which is off-board 

c. Decode those messages to obtain information for ETS dataflows 

d. Determine when to update information in other parts of the ETS System 

e. Encode ETS information to send messages to the rest of the ETS system 

f. Send messages to the rest of the ETS system via the SAE J1850 Bus 

g. Provide basic protocols for fault recovery 

h. Provide vehicle control of application communication 

Figure 16 illustrates the relationship between these processes. 

6.1.4.1 Process Control Requirements 

None. 
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6.1.4.2 Exchange Off-Board Ext Application Information 

These processes provide the functions to: 

a. Launch the application messages 

b. Receive application messages and update application data 

c. Detect transmitter faults 

d. Generate a request to have the application serviced 

Figure 17 illustrates the relationships between the processes which perform these functions. 
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FIGURE 16 - TRANSCEIVE OFF-BOARD EXT INFORMATION DFD 
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FIGURE 17 - EXCHANGE OFF-BOARD EXT INFORMATION 
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6.1.4.2.1 Process Control Requirements 

6.1.4.2.1.1 C-spec—Off-board Ext Application Mode DT 

This process uses variables from the ETS system to establish the communication mode for the ETS application. The 
modes of communication are defined as distinct and different when there is a significant change in message traffic 
sources and destination. Changes in modes are closely coupled with message transmission strategies and error recovery 
strategies. Table 4 provides a brief description of the ETS application communication modes. 

a. Input/Output Flows 

Flow Name Type 
Off-board_Ext_App_Tx_Enabled INPUT 
Off-board_Ext_App_Rx_Enabled INPUT 
Off-board_Ext_Transfer_Type INPUT 
Off-board_Ext_Voltage_Mode INPUT 
Off-board_Ext_App_Mode OUTPUT 

b. Operation—The following shall be performed continually while the process which contains this C-spec is active: 
 
The value of Mode shall be assigned based on the value of Off-board_Ext_App_Tx_Enabled, Off-
board_Ext_App_Rx_Enabled, Off-board_Ext_Transfer_Type and Off-board_Ext_Voltage_Mode as defined in Table 8. 

TABLE 8 - OFF-BOARD_EXT NETWORK MODES DT 

Input 
Off-board_Ext_ 

App_Tx_ 
Enabled 

Input 
Off-board_Ext_ 

App_Rx_ 
Enabled 

 
Off-board_Ext_ 
Transfer_Type+ 
NO_TRANSFER 

 
Input 

Off-board_Ext 
Voltage Mode 

 
Output 

Off-board_Ext_ 
MODE 

**Do Not Care** FALSE **Do Not Care** **Do Not Care** A 

FALSE **Do Not Care** **Do Not Care** **Do Not Care** A 

TRUE TRUE TRUE **Do Not Care** B 

TRUE TRUE FALSE FALSE C 

TRUE TRUE FALSE TRUE D 

6.1.4.2.2 Launch Off-Board Ext Application Messages 

This is the group of processes which launch messages based on the appropriate strategy and at the appropriate time for 
the ETS application. 

a. Input/Output Flows 

Flow Name Type 

Off-board_Ext_App_Mode INPUT 
Off-board_Ext_Valid_Rcvd_Message INPUT 
Off-board_Ext_Tx_Value INPUT 
Off-board_Ext_Launched_Message OUTPUT 
Off-board_Ext_Transfer_Type INPUT 

b. Operation—This process is composed of a C-spec and one process for each message sourced by the EVSE. 
Figure 18 provides an illustration of the general form of this process. 
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1. There shall be one process per message which is transmitted from the EVSE portion of the ETS. These 
messages are identified in Table 54A. 
 
Use the following procedure to determine which messages require launch processes to be created for them. 

a. Select the columns in Table 54A which are under the Off-board_Ext. 

b. Every message which is marked with an 'R' under the Off-board_Ext Tx column requires a launch process. 

c. Every message which is marked with an 'O' under the Off-board_Ext Tx column may optionally have a launch 
process created for them based on the manufacturer's discretion. 

2. The launch process for each message shall be functionally equivalent to 6.8 with the following substitutions. 

For each message identified in the previous paragraph, use the following procedure to generate the requirements 
for the process to launch each message. 

a. For the message this process controls, using Table 56 substitute the dataflows identified in the “Dataflows 
Contained” column into the context flow Tx_Value. 

b. Substitute Off-board_Ext _App_Mode for the context flow Mode. 

c. Substitute Off-board_Ext _Valid_Rcvd_Message for the context flow Valid_Rcvd_Message. 

d. Leave the context flow Trigger_Launch unconnected. 

e. Substitute Off-board_Ext _Launched_Message for Launched_Message. 

f. For the message this process controls, using Table 55 and Table 54 substitute the values for this message's 
launch strategy into the configuration stores in the launch parameter process template. 

6.1.4.2.2.1 Process Control 

a. C-spec—Launch Off-board Ext Message PAT 

1. Input/Output Flows 

a. Flow Name Type 
 Off-board_Ext_App_Mode INPUT 
 Off-board_Ext_Transfer_Type INPUT 

b. Processes Controlled—All launch processes contained in 6.1.3.2.2. 

2. Initialization—The following shall be performed once upon activation of this process: 
 
All processes controlled by the C-spec shall be disabled. 

3. Operation—The following shall be performed continually while the process which contains this C-spec is active: 

a. Every process in 6.1.3.2.2 shall be controlled via this Process Activation Table. 

b. The process which corresponds to a message parameter shall be enabled for operation when the Off-
board_Ext_App_Mode is equal to one of the states in Table 55 column labeled Enabled State(s) for that 
parameter and the message is permitted for the value of Off-board_Ext_Transfer_Type as defined in Table 
54A. 
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FIGURE 18 - ILLUSTRATION OF LAUNCH OFF-BOARD EXT APPLICATION MESSAGES DFD 
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6.1.4.2.3 Maintain Application Parameters 

This is the group of processes which maintain a parameter's value based on the information received via network. 

a. Input/Output Flows 

Flow Name Type 
Off-board_Ext_App_Mode INPUT 
Off-board_Ext_Valid_Rcvd_Message INPUT 
Off-board_Ext_Detected_Tx_Fault INPUT 
Off-board_Ext_Transfer_Type INPUT 
Off-board_Ext_Used_Message OUTPUT 
Off-board_Ext_Rx_Value OUTPUT 
Off-board_Ext_Launched_Message OUTPUT 

b. Operation—This process is composed of a C-spec and one process for each message received by the Off-board 
External systems. Figure 19 provides an illustration of the general form of this process. 

1. There shall be one process per message received by the Off-board External portion of the ETS. The messages in 
a particular system are determined by using Table 54A. 
 
Use the following procedure to determine which messages require processes. 

a. Select the columns in Table 54A which are under the Off-board_Ext. 

b. Every message which is marked with an 'R' under the Off-board_Ext Rx column requires a maintain process. 

c. Every message which is marked with an 'O' under the Off-board_Ext Rx column may optionally have a 
maintain process created at the manufacturer's discretion. 

2. The process for each message shall be functionally equivalent to 6.9 with the following substitutions:  

For each message identified in the previous paragraph, use the following procedure to generate the requirements 
for the process to maintain the parameters in each message. 

a. For the message this process controls, using Table 56 substitute the dataflows identified in the "Dataflows 
Contained" column into the context flow Rx_Value. 

b. Substitute Off-board_Ext _Valid_Rcvd_Message for the context flow Valid_Rcvd_Message. 

c. Substitute Off-board_Ext _Used_Message for Used_Message. 

d. Substitute Off-board_Ext _Detected_Tx_Fault for Transmitter_Fault. 

e. Substitute Off-board_Ext _Launched_Message for Launched_Message. 

f. For the message this process controls, using Table 55 and Table 48 substitute the values for this message's 
receipt strategy into the configuration stores in the maintain parameter process template. 
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FIGURE 19 - ILLUSTRATION OF MAINTAIN OFF-BOARD EXT APPLICATION PARAMETERS DFD 
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