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(R) Thermal Effectiveness of Sleeve/Tubing/Tape Insulation 

RATIONALE 

This standard is being revised to clarify the graphics for the test set-up, to clarify the dimensions of the radiant heat source, 
and to define a new ceramic cylinder to replace the previous one, which is no longer available. 

SAE J2302 has been reaffirmed to comply with the SAE Five-Year Review policy. 

1. SCOPE 

This procedure measures the resistance to radiant heat flow of insulating materials in sleeve, tubing or tape (collectively 
referred to as “sleeve”) form.  The sleeve’s effectiveness (SE) is determined by measuring the difference in surface 
temperature of a flat black, single-diameter ceramic cylinder with and without the standard diameter sleeve at the specified 
temperature, position, and distance from the radiant heat source. 

1.1 Safety 

This method may involve hazardous materials, operations, and equipment.  This SAE Standard does not address the safety 
problems associated with its use.  It is the responsibility of the user of this document to consult and establish appropriate 
safety and health practices and determine the applicability of regulatory limitations prior to use. 

1.2 Limitations 

The temperature measurement range of this procedure is 121 to 482 °C.  Sleeve size is limited to 30 cm ± 2 cm long.  The 
test distance is the shortest measured span from the surface of the radiant heat source to the surface of the ceramic cylinder.  
Unless otherwise specified, the standard distance is 25 mm ± 2 mm with the cylinder position parallel to and directly above 
the heat source.  This procedure is performed under static (passive) air flow with no vibration.  Do not adapt the temperature 
sequencing as a thermal cycle. 

1.3 This test method is based on SI units. 

1.4 Notes to Users 

Use the appropriate alphanumeric codes to specify temperature condition (Table 1), sequence (Table 2), smoke generation 
option (see 6.3.2) and sample position (see 6.3.3) when referencing this document.  For example, a line code of 
B(2)S(25)P(12)D(20) after the SAE document number means:  Heating to a two-step sequence (B2), first at 121 °C, then 
260 °C measuring smoke generation (S) at a level not exceeding 25 seconds.  The sample position (P) is at 12 o’clock, 
20 mm (D) from the heat source.  Bracket numbers in parentheses.  

Comparisons of performance made with this procedure need to be performed using samples of the same diameter. 
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2. REFERENCES 

2.1 Applicable Documents 

The following publication forms a part of this specification to the extent specified herein. Unless otherwise indicated, the 
latest issue of SAE publications shall apply. 

2.1.1 NIST Publication 

Available from NIST, 100 Bureau Drive, Stop 1070, Gaithersburg, MD 20899-1070, Tel: 301-975-6478, www.nist.gov. 

NIST (NBS) Circular 590 Methods of Testing Thermocouples and Thermocouple Materials 

3. SUMMARY 

This method describes the procedure and equipment for measuring the thermal effectiveness of sleeves.  The test also 
contains the option of monitoring smoke generation time at the conditions specified.  A base line is established first by 
exposing a 16 mm OD, flat black ceramic cylinder to the specified radiant heat source.  Normally, the ceramic cylinder is 
parallel to and directly above the heat source at the specified distance.  Other ceramic cylinder positions are possible.  
During the test, both facing surface temperatures of the radiant heat source and cylinder are recorded.  After establishing 
the base line surface temperature, the ceramic cylinder is sleeved with the protective material and tested again.  The surface 
temperatures of the heat source, sleeve, and cylinder are recorded.  In both test sequences, measuring the radiant source 
temperature and sleeve surface temperatures ensures consistent and fair measure of the sleeve’s effectiveness.  A 
significant variation in these values requires a repetition of the test sequence. 

4. SIGNIFICANCE AND USE 

4.1 Data obtained by this method are applicable to the material under conditions of this test and are not necessarily the 
same as those obtained in end use applications.  The information permits comparison, selection, or qualification of 
commercially available sleeves where a level of proficiency is desired beyond short time quality control tests. 

4.2 The test set-up (see Figure 1) can be modified to reduce the effects of convective heat transfer by aligning the sleeve 
horizontal (3 o’clock position) to the heat source.  Indicate other positions and distances from the heat source using 
item 6.3.3 protocol. 
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Figure 1A - Test set-up top view 

 

Figure 1B - Test set-up end view 
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Figure 1C - Test set-up side view 

Figure 1 

4.3 Test conditions and requirements using a line code must follow the order of temperature, sequence, smoke generation 
(optional), position by the clock, and distance from the heat source.  See 1.4.  Bracket all numbers in parentheses. 

4.3.1 Temperature and Sequence Protocol 

List single or multiple test temperatures using the appropriate Table 1 condition letter.  Condition A cannot use the sequence 
number 2 or 3 because it is the lowest specified temperature.  If a step sequence is desired with Condition A as the upper 
temperature, use the Z suffix.  Using a 2 or 3 test sequence after a B or C condition means the sequence follows the lower 
temperatures in Table 1.  Always use the Z suffix to indicate a departure from the Table 1 temperature sequence.  When 
using the Z suffix, indicate the preferred temperatures in degrees celsius in parentheses, separating the temperatures with 
a slash mark (/) - for example, Z2 (100/121 °C). 

4.3.2 Position and Distance Protocol 

The letter P followed by the appropriate number in parentheses indicates the circumferential clock position of the ceramic 
cylinder to the heat source.  The radial distance D from the surface of the heat source to the surface of the ceramic cylinder 
is specified in mm bracketed by parentheses.  If no position or distance is specified, the standard conditions apply. 

5. EQUIPMENT1 

5.1 Hot Box 

Fabricated from non-conductive, fire-resistant, thermal-insulation board material (see detail drawing Figures 2A and 2B), 
open at the top with nominal internal dimensions of 50 x 50 x 50 cm.  Angle iron 50  x 50 x 4 mm supports the box panels 

                                            
 

1A complete parts list is available from SAE. 
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