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1.  Scope—This SAE Standard specifies minimum performance and test criteria for brake systems to enable
uniform assessment of the braking capability of walk-along self-propelled work machines with a mass greater
than 115 kg. Service and parking brake systems are covered by this document.

2. References

2.1 Applicable Publications—The following publications form a part of the specification to the extent specified
herein. Unless otherwise indicated the latest revision of SAE publications shall apply.

2.1.1  1SO PuBLICATIONS—AVvailable from ANSI, 25 West 43rd Street, New York, NY 10036-8002.
ISO 6014—Earth-moving machinery—Determination of ground speed
ISO 6016—Earth-moving machinery—Methods of measuring the masses of whole machines, their
equipment and components
3. Definitions—For the purposes of this document, the following definitions apply:

3.1 Walk-Along Work Machine—Self-propelled wheeled or crawler machine controlled by a walking operator.

3.2 Brake System—All the components which combine together to stop and/or hold the machine. Such system
consists of a control, means of brake actuation, and the brake(s).

3.2.1 SERVICE BRAKE SYSTEM—The primary system used for stopping and holding the machine.
3.2.2 PARKING BRAKE SYSTEM—The system used to hold a stopped machine stationary.

3.2.3 BRAKE(S)—Component(s) which applies a force to oppose movement of the machine. Brakes may, for
example, be of friction, electrical, hydrostatic, or other fluid types.

3.3 Machine Mass—The maximum operating mass of a machine as specified by the manufacturer of the
machine. (Ref. ISO 6016)

3.4 Stopping Distance—The distance traveled by the machine from the point on the test course at which the
machine brake control actuation begins to the point where the machine is stationary.
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