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Foreword—This document is a supplement to ISO 5006-1 and SAE J1091. The document provides a procedure for
evaluating changes to earthmoving machines to determine and document their effect on the operator’s field of
view. 1SO 5006-1 and SAE J1091 measure only blockages to vision at the test circle. This document provides a
procedure to outline the operator’s field of view within the test circle. The figure chosen is a large loader and
illustrates the use of larger test circles in selected segments (sectors). If documenting the change is not required,
a less formal evaluation can be made. This document does not include a criteria section. There is no comparable
ISO document.

2.1

211

212

Scope—This SAE Standard specifies a stationary test method for determining and documenting the masking
effect caused by parts of the base machine with equipment as specified by the manufacturer within a visibility
test circle around the eye position of a seated operator. It applies to earthmoving machinery which has a
specific seated operator’s position.
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3. Definitions

3.1 Filament Position Center-Point—Point located 660 mm above and 20 mm in front of the seat index point as
defined by SAE J1163. This is identical to SAE J1091.

3.2 Visibility Test Circle—Circle with a 12 m radius on a horizontal surface with its center at the filament position
center. The test circle can be increased in size to extend beyond horizontal blockages created by hoods,
buckets, blades, etc.

3.3 Visibility Map—The area within the test circle on which a shadow is created because a part of the base
machine and/or its equipment blocks the light rays from both of the filaments. This area is defined by locating
the blockage points at the intersection of adjoining surfaces and connecting these points (see Section 6).

3.4 Sector of Vision (Front)—Segment of the visibility test circle to the front of the machine with a cord length of
9.50 m centered to the filament center-point.

3.5 Field of Vision (Front Side)—Segments of the visibility test circle to the front of the machine outside the
sector of vision and bounded by the transverse plane through the filament center-point.

3.6 Visual Field (Rear)—Segment of the visibility test circle to the rear 45 degrees to each side of the filament
center-point.

3.7 Field of View (Rear Side)—Segments of the visibility test circle to the rear between the visual field and the
fields of vision.

3.8 Horizontal Blockage—A blockage that the light source is above and the light can be seen on the ground.

3.9 Vertical Blockage—A blockage that extends above the light source.

4. Test Apparatus

4.1 Light Source—Consisting of two halogen bulbs (or equivalent) mounted with the filaments vertical. The
fixture shall be such that the center-point of the filaments is at the location defined in 3.1. Each filament should
be 32.5 mm on each side of the filament position center-point, and rotatable. Additional degrees of movement

are allowed such as specified in SAE J1091 but must be noted on the test drawing.

4.2 Test Surface—An area of compacted earth or paved surface which has no more than a 3% gradient in any
direction.

5. Machine Test Configuration
5.1 The machine shall be equipped according to the manufacturer’s specification.
5.2  All machine openings such as doors and windows shall be closed.

5.3 The machine shall be set up according to the specific information given in Appendix A of SAE J1091 for each
type of machine.
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