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Purpose-The purpose of this code is to provide a standard for docu­
menting the rated performance of an engine and a standard procedure
for determining this performance in an engine dynamometer laboratory.

Scope-This code specifies the conditions of testing and engine con-
•. figuration which must be satisfied in order to qualify for the designation

"SAE net" horsepower or "SAE gross" horsepower or in any way to
indicate power capability conforming to SAE standards or requirements.
It is applicable to all types of spark ignition engines except turbo­
charged spark ignition engines for which definitive power correction
data are lacking. This code is not intended as a complete laboratory
test manual or for derating engines for altitude.

This code is composed of the following sections:
1. Definitions of Terminology
2. Test Equipment Requirements
3. Test Procedures
4. Computation
5. Presentation of Results

1. Definitions of Terminology
1.1 Power Output-Engine power output shall be expressed in units

of "horsepower", equivalent to 550 ft-lb/sec or "kilowatts" equivalent
to 1000 J/S.l

1.1.1 Obs.erved power is the power actually developed .by an engine
under the atmospheric conditions existing during the test.

1.1.2 Corrected power is the observed power adjusted to standard
atmospheric conditions, using the correction methods specified in para­
graph 4.

1.2 Gross and Net Power
1.2.1 Gross power is the brake power output of a "basic" engine as

defined in paragraph 1.6. (See note in paragraph 3.6.1.1, regarding air­
cooled engines.)

1.2.2 Net power is the brake power output of a "fully equipped"
engine as defined in paragraph 1.6.

1.3 Brake Power-Brake power is the power available at the fly­
wheel or other output member(s) for doing useful work.

1.3.1 Maximum brake power is the highest power developed at a
given speed.

1.3.2 Peak brake power is the highest power developed within the
engine speed range.

1.3.3 Rated speed is a speed specified by the manufacturer and is
either the speed at which peak power occurs or the maximum speed of
the engine, whichever is lower.

1.3.4 Intermittent brake power is the highest power recommended by
the manufacturer for satisfactory operation within the manufacturer's
specified conditions of load, speed, and duty cycle. (See paragraph 5.)

1.3.5 Continuous brake power is the power recommended by the
manufacturer for satisfactory operation under the manufacturer's speci­
fied continuous duty conditions. (See paragraph 5.)

1.3.6 Rated brake power is the power specified by the manufacturer
for a given application at a given (rated) speed. (See paragraph 5.)

1.4 Friction. Power-Friction power is the power required to drive
the engine as equipped during the power test. For purposes of this
code, it may be approximated by one of the following methods since
friction measurement accuracy is not paramount but its use is necessary
to establish indicated power level:

(a) Hot motoring method (preferred method, see paragraph 3.6.1.2).
(b) Calculated friction using mechanical efficiency equations or tables.

(See paragraph 4.5.1.2.)

1 Any specified condition or action preceded by tfshall be" is a requirement of this code;
f preceded by ushould be.,11 it is recommended but not required.
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1.5 Indicated Power-Indicated power is the power developed in
the cylinders. For the purpose of this code, it is defined as the sum
of the brake power and the friction power.

1.6 Engine
1.6.1 Basic engine is an engine equipped only with the built-in ac­

cessories essential to its operation: fuel pump, oil pump, coolant pump
for liquid cooled engines, and built-in emission control equipment.

1.6.2 Fully equipped engine is an engine equipped with all the ac­
cessories necessary to perform its intended functions unaided. This
includes (but is not restricted to) the basic engine of paragraph 1.6.1
plus the intake air system, exhaust system, cooling system, generator,
starter, and emission control equipment.

2. Test Equipment Requirements-The required limits of accuracy
concern the instrument precision specified by the manufacturer of the
instruments used and do not include human or other probable errors
involved in the reading.

2.1 Torque
2.1.1 Dynamometer and scale capacity shall be compatible with en­

gine size. Dynamometer shall be capable of maintaining load and speed
conditions as defined in paragraph 3.

2.1.2 Dynamometer coupling drive between engine and dynamometer
shall be suitable for operation through the test engine speed range
with minimum power loss or out-of-balance.

2.1.3 Dynamometer Balance, Calibration, and Sensitivity
2.1.3.1 Scales shall be' checked for zero scale reading with the dyna.

mometer frame in the neutral position.
2.1.3.2 Calibration of the dynamometer with the engine running at

some fixed (beam) load, for example 100 Ib or 50 daN, may be checked
by the addition of a 100 Ib or 50 daN weight to the opposite side which
should bring the scale back to zero. This shall be done for several
different loads within the range of expected operation and shall be
repeated under static conditions. The result thus obtained shall be
accurate within ± 1;2'10 of the observed full load reading.

2.1.3.3 Sensitivity of the dynamometer and scales shall be checked
by adding small increments of weight until the pointer moves a read­
able amount. The magnitude of this weight, which is the sensitivity,
shall not exceed ~ '10 of the observed full load reading. Several points
shall be checked within the operating range.

2.2 Speed
2.2.1 Revolution counter shall be accurate within ± ~ '10 of the ob­

served reading or ± 10 revolutions. whichever may be less.
2.2.2 Tachometer shall be accurate within ± 1;2'10 of the observed

value if the reading is used for computations.
2.3 Time-The time measuring instruments shall be accurate within

±~ '10 of the observed reading.
2.4 Fuel Systems-The engine fuel system used in the test shall be

in accordance with the manufacturer's specifications.
2.5 Temperatures

2.5.1 Temperatures shall be measured in degrees Fahrenheit using
English units or degrees Celsius using metric units.

2.5.2 Accuracy of instrumentation for measuring temperatures of 400
F (204 C) or less should be ± 2 F (± I C), and at temperatures above
400 F (204 C) should be ± 10 F (±5.5 C).

2.5.3 The necessary temperature measurements and corresponding lo­
cations are as follows:

2.5.3.1 Temperature of the inlet air to the engine (ambient air)
shall be measured in a manner to get a mass average temperature. The
temperature shall be taken in the engine inlet air stream or within 6
in. (152 mm) of the air inlet horn or air cleaner. Care should be taken
to shield the thermometer or thermocouple from radiant heat sources
and a sufficient number of locations shall be checked to assure a repre­
sentative average inlet temperature.

2.5;3.2 Coolant Temperatures-Temperatures in liquid-cooled en-
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sumption with an automatically synchronized counter timer combina­
tion; for.hand operation, the time interval shall be not less than 120 s.

3.5.4 Coolant outlet temperature in liquid-cooled engines shall be
controlled at 190 ± 10 F (88 ±5.5 C) unless otherwise specified by the
manufacturer.

3.6 Procedures
3.6.1 GROSS POWER TEST

3.6.1.1 Engine Equipment and Settings-A "basic engine" is used
for this test (see paragraph 1.6).

Air preheat, if applicable-on
Air cleaner-on
Radiator-Off] L' 'd 1 d
Fan-off lqUi -coo e
Fan or blower on, operating with air control mechanism operating

normally-Air-cooled
Oil pan-Standard production
Muffler, exhaust pipe and tail pipe-off
Exnaust manifold-Standard production
Heat valve-warmed up position
Timing-normal
Spark advance-normal
Fuel pump setting-normal
Carburetor setting-normal
Emission controls integral with engine~normal

3.6.1.2 Procedure-Record data for at least five (approximately
evenly spaced) operating speeds to define completely the power curve
between 600 rpm (or the lowest stable speed) and the maximum engine
speed recommended by the manufacturer, or 200 rpm past peak power.

Motoring friction shall be taken with coolant inlet and oil gallery
temperatures within 5 F (3 C) of those observed during the power test.

3.6.1.3 Data to be Recorded for Test Documentation (see Fig. 1)
Speed
Towue or beam load (power, friction if measured)
Ambient air temperature, pressure, humidity
Intake air temperature
Laboratory exhaust system pressure
Oil and coolant temperature
The following data should also be recorded where applicable and for

safety of operatiQn:
Fuel consumption
Oil pressure
Intake manifold temperature
Exhaust temperature

FIG. I-TEST DATA RECORD

gines shall be measured at the inlet and outlet of the engine. Tem­
peratures in air-cooled engines should be measured at point(s) specified
by the· manufacturer, such as spark plug(s) and cylinder head fin(s).

2.5.3.3 Oil temperatures shall be measured in the oil gallery.
2.6 Pressures

2.6.1 Pressures shall be measured in pounds per square inch (daN
per cm2), inches (millimeters) of mercury, or inches (millimeters) of
water either above or below atmospheric pressure.

2.6.2 The necessary pressure measurements, the required instrument
accuracies, and corresponding locations are as follows:

2.6.2.1 Air cleaner and piping restriction ±O.l in (±2.5 mm) water.
2.6.2.2 Exhaust pressure measured within 6 in (152 mm) down­

stream of the outlet of the engine exhaust manifold(s) ±O.l in Hg or
±2.5 mm Hg. (See paragraphs 3.6.1.1 and 3.6.2.1.)

2.7 Atmospheric Conditions
2.7.1 All measurements shall be made in a location representative of

the engine's test environment.
2.7.2 Barometric pressure: aneroid or mercury barometer corrected

for temperature (accuracy ±0.02 in Hg or ±0.51 mm Hg).
2.7.3 Wet and dry bulb temperatures shall be measured with a sling­

psychrometer or equivalent. The thermometers "used shall be accurate
within ±0.5 For ±0.28 C.

J. Test Procedures-This section contains the required test pro­
cedures for determining the following engine performance characteris­
tics: gross power, net power.

3.1 Description of Tests
3.1.1 Gross brake power test consists of a run at full throttle to

determine power output versus speed of the basic engine as defined in
paragraph 1.6.

3.1.2 Net brake power test consists of a run at full throttle to deter­
mine power output ,versus speed of the fully equipped engine as de­
fined in paragraph 1.6.

3.2 Engine Installation and Adjustments-The test engine shall be
a representative unit within the manufacturer's specifications. All auxi­
liary equipment used on the test engine, such as fan, air cleaner, exhaust
system, and pumps, shall be listed and described.

The engine should be mounted on the dynamometer stand at the
installation angle specified for its application. If engine exhaust is con­
nected to a laboratory exhaust system, that system shall not cause a
vacuum of more than 3 in (76 mm) of water or a back pressure ex­
ceeding the value specified by the manufacturer. If the engine air inlet
is connected to a laboratory air system, the system should neither sup'
ply air to the engine above atmospheric pressure nor at a vacuum.

The generator or alternator shall be disconnected if an external power
source is used ignition and/or starting. The intake manifold heat con­
trol shall be secured in the "off" position for the full throttle tests.

Adjustments shall be made before the test in accordance with the
manufacturer's instructions. No changes or adjustments shall be made
tiuring the test except as indicated in the test procedure.

3.3 Run·In-The engine shall be run-in according to the manu­
facturer's recommendations. If no such recommendation is available,
the engine shall be run-in until power is repeatable within I% over a
4 h period.

3.4 Fuels and Lubricants
3.4.1 Fuel used shall conform to the manufacturer's specifications:

3.4.1.1 Record research and motor octane number and API gravity
of liquid fuel.

3.4.1.2 Record lower heat content in Btu/ft3 (kJ/m3) and com­
position of gaseous fuels.

3.4.2 Lubricating oil used shall conform with the manufacturer's
recommendations. Record oil performance level and SAE viscosity
number of the lubricant.

3.5 Test Conditions-Performance data shall be obtained under
stabilized normal operating conditions, with an adequate fresh air
supply to the engine. Combustion chambers shall be free of deposits.
Test conditions, such as inlet air temperature, should be selected as
near to standard as possible (paragraph 4.3) in order to minimize the
magnitude of the correction factor.

3.5.1 No data shall be taken until torque, speed, and temperatures
have been maintained within 1% for at least 2 min. '

3.5.2 Engine speed should be held as nearly constant as possible dur­
ing a run or reading and shall not deviate from the nominal speed by
more than ± I% or ± 10 rpm, whichever is greater.

3.5.3 Observed brake load and fuel consumption data shall be taken
simultaneously and shall be the average of two stabilized sustained
values which do not vary more than I%. A measuring interval of not
less than 30 s shall be used when measuring speed and fuel con-

REQUIRED DATA - (GROSS OR NIT POWER)

1. SPEED

2. TORQUE OR BEAM LOAD

FRICTION (IF MEASURED)

3. AMBIENT AIR TEMPFRATURE

4. AMBIENT AIR PRESSURE

5. AMBIENT AIR iiUWDITY

6. INLET AIR TOviPERATURE

7. LABORATORY EXHAUST SYSTEM PRESSURE

8. OIL TEMPERATURE

9. COOLANT TEMPERATURE

REQUIRED DATA NIT POWER (ONLY)

1. AIR CLEANER AND PIPING RESTRICTION

2. EXHAUST BACK PRESSURE

OPTIONAL DATA GROSS OR NET POWER

1. EXHAUST BACK PRESSURE (GROSS ONLY)

2. OIL PRESSURE

3. INTAKE MANIFOlD TEMPERATURE

4. EXHAUST TEMPERATURE

5. IGNITION OR INJECTOR TIMING

6. FUEL SUPPLY PRESSURE

TORQUE
BEAM WAD
TORQUE
BEAM LOAD

UNITS

FT-LB (rlaNm)

LB (daN)
FT-LB (rlaNm)

LB(rlaN)

F (e)

IN Hg(mm Hg)

F (e)

IN Hg(mm Hg)

F (C)

F (C)

IN OF WATER (rnm of water)

IN Hg(mm Hg)

IN Hg(mm Hg)

LB/1N2 (daN/em2)

F (C)

F (C)

DEC (CRANKSHAFn

LB/lN2 (rl4N/em2)
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