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1. Scope—The material desired under this recommended practice is a synthetic resin plastic sealer of the
nondrying, nonbleeding, and noncorrosive type that may be extruded to the specified size and used as a
medium for producing a water tight seal between 2 pressed steel sections or between rubber and steel.

2. References

2.1 Applicable Publications—The following publications form a part of the specification to the extent specified
herein.

2.1.1  ASTM PuBLICATIONS—AVvailable from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959.
ASTM D 217—Test Method for Cone Penetration of Lubricating Grease
ASTM D 553—Discontinued
ASTM D 1321—Test Method of Needle Penetration of Petroleum Waxes
3. Color
3.1 Gray—The color of the sealer must be light and shall not smear in order to facilitate clean up in assembly.
3.2 Black
4. Physical Properties
4.1 Consistency
Requirements No. 1—Cone penetration, 7-10 mm.
Method of Test—ASTM D 217 using 150 g cone plus 150 g additional weight.
Requirement No. 2—Needle penetration, 18-22 mm.
Method Test—ASTM D 1321 using total weight including needle of 100 g.
4.2 Solids—99.0% minimum.

Method of Test—ASTM D 553—Weight 3 g sample and bake for 3 hr at 215 °F.
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