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FOREWORD
The SAE Standard is functionally equivalent to ISO 14572.
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1. SCOPE

This standard specifies basic and high performance test methods and requirements for round, screened and unscreened,
multi-core sheathed cables intended for use in road vehicle applications.

The unscreened, single-core cables shall be in accordance with 1ISO 6722, SAE J1127, SAE J1128, SAE J1654, SAE
J1678, or SAE J2183. Other cores may be used, but in these cases, the construction and tests required to ensure
functionality of these cores shall be agreed between customer and supplier. See ISO 6722 for temperature classes. SO
6722 will be needed to perform some of the tests in this standard.

2. REFERENCES

2.1 Applicable Publications

The following publications form a part of this specification to the extent specified herein. The latest issue of SAE
publications shall apply.

2.1.1 SAE Publications

Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel. 877-606-7323 (inside USA and
Canada) or 724-776-4970 (outside USA), www.sae.org.

SAE EA-1128 Wire Color Charts

SAE J1127 Low Voltage Battery Cable

SAE J1128 Low Voltage Primary Cable

SAE J1654 High Voltage Primary Cable

SAE J1678 Low Voltage Ultra Thin Wall Primary Cable

SAE J2183 60 V and 600 V Single-Core Cables

SAE Dictionary of Materials and Testing

2.1.2 ASTM Publications

Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959, Tel: 610-832-9585, www.astm.org.
ASTM B 33 Standard Specification for Tinned Soft or Annealed Copper Wire

ASTM B 193  Standard Test Method for Resistivity of Electrical Conductor Materials
ASTM B 263  Method for Determination of Cross-Sectional Area of Standard Conductors
ASTM B 298  Standard Specification for Silver-Coated Soft or Annealed Copper Wire
ASTM B 354  Definitions of Terms Relating to Uninsulated Metallic Electrical Conductors
ASTM B 355  Standard Specification for Nickel-Coated Soft or Annealed Copper Wire
ASTM B 452  Standard Specification for Copper-Clad Steel Wire for Electronic Application

ASTM D 471  Standard Test Method for Rubber Property—Effect of Liquids
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