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(R) Off Throttle Steering and Obstacle Avoidance 
Capabilities of Personal Watercraft 

RATIONALE 

Alignment with Section 16 of ISO 13590:2022. Most changes in this document are verbiage and document layout for 
increased clarification. There are some minor technical changes to align with ISO standards. The title was amended to 
account for the alternative braking system. 

1. SCOPE 

This SAE Standard establishes a uniform test procedure and performance requirements for off throttle steering and 
obstacle avoidance capabilities of personal watercraft. 

Personal watercrafts intended to be operated by a single operator who either stands or kneels in a tray located behind a 
moveable handlepole are exempted from this SAE Standard. 

This SAE Standard does not apply to outboard powered personal watercraft and jet powered surfboards. 

2. REFERENCES 

There are no referenced publications specified herein. 

3. DEFINITIONS 

3.1 ADVANCE 

Distance travelled along an extension of a previous straight line course measured from the completion of steer input. 

3.2 APEX MARKER 

Test triangle marker closest to the turn markers. 

3.3 ENTRANCE CHUTE 

Area of the test course between the gate markers and the turn markers. 

3.4 GATE MARKER 

Marker at the beginning of the entrance chute. 
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3.5 PERSONAL WATERCRAFT 

A watercraft intended for sports and leisure purposes of less than 4 m in length, which uses a propulsion engine having a 
water jet pump as its primary source of propulsion and designed to be operated by a person or persons sitting, standing, 
or kneeling on the watercraft, rather than in the confines of the hull. 

NOTE: The measurement methodology for the length of hull is defined in ISO 8666. 

3.6 TEST TRIANGLE 

Area outlined by markers that the personal watercraft is not meant to enter during the test. 

3.7 TRANSFER 

Perpendicular distance from an extension of a previously straight line course. 

3.8 TURN MARKER 

Marker at the end of the entrance chute. 

4. PERFORMANCE REQUIREMENT 

4.1 The personal watercraft shall have off throttle steering capabilities or obstacle avoidance capabilities when the 
personal watercraft is underway and making way that comply with the following performance requirements when 
tested per either the remote data access method or the physical test course method. Both methods are detailed in 
the following sections. 

4.2 The personal watercraft shall run the course a minimum of three times meeting all of the specified tolerances for 
both left and right turns at each of the two specified test speeds and exceed the perpendicular transfer distance 
specified for each advance distance in Table 2 regardless of user control adjustments available on the original 
equipment personal watercraft. 

4.3 Tests and documentation shall confirm: 

a. that all portions of the personal watercraft exceed the transfer distance specified for each advance distance 
throughout each test and/or remain outside the designated test triangle, or 

b. the personal watercraft comes to a halt prior to reaching the apex marker. 

4.4 Actuation of an independent brake control throughout the testing procedure is acceptable if the brake control is 
operable without the operator removing their hands from the handlebar. 

5. TEST REQUIREMENTS 

5.1 Test Equipment 

5.1.1 Speed Measuring Equipment 

Capable of displaying kilometers per hour (km/h) with an accuracy of ±2 km/h. 

5.1.2 Anemometers 

Capable of measuring wind speed in km/h with an accuracy of ±4 km/h. 

5.1.3 Position measuring equipment capable of measuring the position and course of the personal watercraft within 
±30 cm with a data sampling rate of not less than 10 samples per second. 
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