SURFACE VEHICLE J2735° JuL2020
INTERNATIONALs STANDARD lssued 2006-12

Revised 2020-07

Superseding J2735 MAR2016

(R) V2X Communications Message Set Dictionary

RATIONALE

This standard is the sixth edition of the message set dictionary. The changes made from prior editions are primarily related
to creating modules of the ASN.1, separating the ASN.1 file into multiple modules that are organized by message and major
topic. The ASN.1 files have been re-organized in a modular fashion for future expandability and growth. While recompiling
with these new files is not necessary, it is highly recommended to maintain forward compatibility in the future.

In addition, DE_TimeMark was modified to better support leap seconds; otherwise, there were no changes that affect
backward compatibility. Also note that use of SSP indexes has been deprecated, but the fields remain in the ASN.1
definitions to support backward compatibility. Finally, definitions have been updated, descriptions of V2X communications
have been generalized, and other minor editorial corrections were made.

TABLE OF CONTENTS

1 ST O ] SRS 11
1.1 PUIDOSE ..ottt oo e oottt e e o4 oo bbb e et e e e e e e a bt et e e e e e e e nba e e et e e e e e e rereeaaeas 11
2. REFERENGES . ...ttt ettt e ettt e e e a et e e e a bt e e e n bt e e e e nete e e e amseeeeeantaeeeeanneeeeeansaeaeeannes 11
2.1 PaY o] o] [T0r=1 o] (=38 Lo Yot U1 o 4= ) £ 11
211 SAE PUDIICALIONS. ...ttt a e e e e e aaaaaaaaaaaaasasaansnsnsnsnnsnnssssnnsnnsnnnnnnnnnnns 11
21.2 IEEE PUDBIICAtIONS ... 11
21.3 ISO PUDIICAtIONS ... 11
214 R O I U] o] oz i o] s IR 12
215 N LY T o) [T o o USSR 12
2.2 R E=) (Lo U] o] [Toz=ilo] o IR 12
221 TN = ] )T o] o T RS SR 12
2.2.2 U.S. Dept. of Transportation, National Transportation Library.............ccccceeiiiiiiiie e, 12
2.2.3 U.S. Department of Transportation, National ITS Architecture.............ccccooiviiiiiie e, 12
224 F SR I ¥ o] o= 1] PR OUSR 13
225 1= =y ¥ o] o= o) o - SRR 13
3. TERMS AND DEFINITIONS ...ttt e ettt e ettt e e e st e e e stt e e e s sntaeeeesntaeeessntaneesantaeeesansaeaenns 13
3.1 DY (T Y10 o] TP 13
3.2 ADDreviations @nd ACIONYIMS ........oiiiiiii ettt e b b et e e sb b et e e sb et e e abbe e e e aneeeas 22

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.

Copyright © 2020 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying,
recording, or otherwise, without the prior written permission of SAE. ™

| =4

TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) : P e
Tel: +1724-776-4970 (outside USA) For more information il stab%ard VISI‘2§ ing Hub
Fax: 724-776-0790 https://www.sae.orq/standards/contentcf}g }% : ﬂﬁﬁ/
Email: CustomerService@sae.org

SAE WEB ADDRESS: http:/lwww.sae.org

Full document details: SAE J2735_202007


https://www.sae.org/standards/content/J2735_202007/
http://www.avadocuments.com/doc/sae-j2735-202007
http://www.avadocuments.com/doc/sae-j2735-202007

SAE INTERNATIONAL J2735® JUL2020 Page 2 of 267

4, THE USE OF V2X MESSAGES IN APPLICATIONS ...ttt ettt e e 26
4.1 Introduction to V2X Goals and Objectives (Informative)...........ocueeiiiiiiiii e 26
4.2 V2X Communications Overview (INformative) ...........c.ueeii i 27
421 WAVE CommUNICAtIONS OVEIVIEW.......coi et e ettt e e e e e et e e e e e e s e e nneeeeeaaaeeaaannteeeeaaeeeanns 27
422 RS T=T o] 4 1 /R 28
4.3 Philosophy of Message Design (INfOrmatiVe) ...........ooiiiiiiiiiiie e 28
4.4 Message ENcoding (NOTMALtIVE).......ccoiiiiiiiiiiie ettt e e ee e e st e et e e e e nre e e e ennneeeeennee 28
4.5 Additional Data Dictionary Constraints (INformative) ..........c.oooiiiiiiiiii e 28
5. 1S N ] = T = TSR 28
5.1 Message: MSG_MessageFrame (FRAME) ........ooiiiiii it e e aee s 29
5.2 Message: MSG_BasicSafetyMessage (BSM) .......coooiiiiiiiiii e s 31
5.3 Message: MSG_CommonSafetyRequest (CSR) ......oooiiiiiiiiii e 31
54 Message: MSG_EmergencyVehiCleAlert (EVA) .....coo e s 32
5.5 Message: MSG_IntersectionCollisionAvoidance (ICA).......c.ueii i 33
5.6 Message: MSG_MapData (MAP) ..ot 33
5.7 Message: MSG_NMEACOITections (NMEA) ...t 34
5.8 Message: MSG_PersonalSafetyMessage (PSM).......cooueiiiiiiii it 35
5.9 Message: MSG_ProbeDataManagement (PDM) ........coouuiiiiiiie ettt 36
5.10 Message: MSG_ProbeVehicleData (PVD) .........uuuiiiiiiiiiiieieee ettt e e e e s ennraane s 36
5.1 Message: MSG_RoOAASIAEAIEIT (RSA) ....cooiiiieeeeee et e e e e e e e e et e e e e e e s e annraaeeeas 37
5.12 Message: MSG_RTCMCcOorrections (RTCM) .......uuiiiiii it e e et e e e e e nareaee s 38
5.13 Message: MSG_SignalPhaseAndTiming Message (SPAT) ..oocveii it 39
5.14 Message: MSG_SignalRequestMessage (SRM).......oouiiiiiiiiiiiie s 40
5.15 Message: MSG_SignalStatusMessage (SSM) ......ccoo i 41
5.16 Message: MSG_TravelerInformation Message (TIM)......cooiiii i 41
5.17 MeSSage: MSG _TESIMESSAUES .....ueiiiiiiiie ittt e e s b e e b e e e 42
6. N 17 1Y 1 USSR 43
6.1 Data Frame: DF_ACCEleratioNSEtAWAY .............uviiiiiee ittt e e e e e e e e s e eee s 43
6.2 Data Frame: DF_AccelSteerYawRateConfideNCe..........c.uuvieiiiii i 44
6.3 Data Frame: DF_AdVISOINYSPEEA .........uuiiiie it e ettt e e e e e e st e e e e e e s et nbe e e e e e e e e snarnreeeeeas 44
6.4 Data Frame: DF_AdVISOrYSPEEALIST ........ccoiiiiiiiiiie ettt e e e e e e e e e e e e e s e e eee s 45
6.5 Data Frame: DF_ANteNNaOFfSEISEL.......cooii i e e 45
6.6 Data Frame: DF_ApPProachOrLane........coooo oo e et e e e e e e e e e e e e e e e e s nnneeeeeeas 46
6.7 Data Frame: DF_BrakeSystemMStatus. .........cuuiiiiiiiiiie e 46
6.8 Data Frame: DF_BSMCOreData...........oooiiiiiiee e e e e e e e e e e e e e eeas 46
6.9 Data Frame: DF_BUumperHEIGhLS ... e e e e e eee s 47
6.10 D= L= B =T 0 L= I o = S 47
6.11 Data Frame: DF_CompPuULEALANE..........oooiii et e et e e e e e e e e e e e e e e e e s neneeeeeeas 48
6.12 Data Frame: DF_CONfIdENCESEL..........uuiiiie i e e e e e e st reeea s 49
6.13 Data Frame: DF_CoNNECHNGLANE .........oiiiiiiiiieeeeee ettt e e e e e r e e e e e e sar e eeaeas 50
6.14 Data Frame: DF_CONNECHON ..ottt e e e e e e s e e e e e e st ba e e e e e e e e snrsaeeeeeas 50
6.15 Data Frame: DF_ConnectioNMan@UVEIASSIST ........ccccciiiiiiiiiieiie ettt e e araaee s 51
6.16 Data Frame: DF_ConNECESTOLIST .......uuiiiiii it e e e e e e e e e e st aeeeeeas 52
6.17 Data Frame: DF_DataParameters ...........eueeiiiiiiiiiiiieiiieieee ettt e e e e e e e e eeeeeeeeeeseeeeeeeeeeeeeeeeeeeees 53
6.18 Data Frame: DF_DDAte .......cooiiiiiiiiiiiie ettt e e e e ettt e e e e e e e e et e e e e e e e e e e nnaeee e e e e e e e nnnneaeeens 53
6.19 Data Frame: DF_DDateTime .....cooieiiiiiei et e e e e e e e e e e e e e e e e e e e nnnae e e e e e e e e e nnnneeeeens 53
6.20 Data Frame: DF_DFUITIME ..ottt e e e e e e e e e e e e e e e mnnee e e e e e e e e e nnnnnneeeans 54
6.21 Data Frame: DF_DMONTNDAY .........ooiiiiiiiiiie et 54
6.22 D= Le= B =T o L= I I NI = S 54
6.23 Data Frame: DF_DYearMoONth ....... ...t e e e e eee s 54
6.24 Data Frame: DF_DiSabledVERICIE ..........uuuiiiiiiiiiiiiiieeeeee ettt e e e e e e e e e e eeeeeeeeeeeeeeeeeeeeeeees 55
6.25 Data Frame: DF_EmergenCyDeEtailS ...........uuuuiiiiiiiiiiiiiiiiiiieitieieeeeeeeeeeeeeeeeeeeeeeeeeeeeaeeeeeeeeeesesessseessseseseneenenes 55
6.26 Data Frame: DF_ENabledLan@List .............o ittt e e e e e e e e ee e e e e e e eeeeeeeeeeeeees 56
6.27 Data Frame: DF_EventDeSCPON ........viiiiieieiiiiieee ettt e e e e e e e e eeeeeeeeeeeeeeeeeeeeeeeeeeeeees 56
6.28 Data Frame: DF_FUIIPOSIIONVECION ........uiiiiiiiiiiieieieee ettt e e e e e e e e e e eeeeeeeeeeeeeeeeeeeeeeees 57
6.29 Data Frame: DF_GeNeriCLANE ... ...t e e e e e e e e e e e e P -t s o ik S
6.30 Data Frame: DF_GeographicalPath ... DocumenS

Document Sharing Hub

Full document details: SAE J2735_202007


http://www.avadocuments.com/doc/sae-j2735-202007
http://www.avadocuments.com/doc/sae-j2735-202007

SAE INTERNATIONAL

J2735® JUL2020 Page 3 of 267

6.31
6.32
6.33
6.34
6.35
6.36
6.37
6.38
6.39
6.40
6.41
6.42
6.43
6.44
6.45
6.46
6.47
6.48
6.49
6.50
6.51
6.52
6.53
6.54
6.55
6.56
6.57
6.58
6.59
6.60
6.61
6.62
6.63
6.64
6.65
6.66
6.67
6.68
6.69
6.70
6.71
6.72
6.73
6.74
6.75
6.76
6.77
6.78
6.79
6.80
6.81
6.82
6.83
6.84
6.85
6.86
6.87
6.88
6.89
6.90

Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:
Data Frame:

DF _GeometriCPIrOJECHION. .....ccoiiiie i 60
9 o 1= To =T S 61
DF _IntersectionACCESSPOINT ... ... e 61
DF _InterseCtionGEOMEIIY ......oouiiiii e 61
DF _IntersectionGeometryLiSt .........oouiiii i 62
DF _IntersectionREfErenCeID ...........ooiiiiiiiiiiieeee e 63
DF _INterseCtioNSIALe ......eeviiiiiiieeee e 63
DF _INtersectionStateList........ccoouiiiiiiei e 64
DF _ITIS Phrase EXITSEIVICE .........uuiiiiiiiiiiiiiiiiee ettt 64
DF_ITIS Phrase GeneriCSIGNAQE .......cciiiiuuiiiiieee e e ettt e e e e e sstree e e e e e e s rae e e e e e s e snnraeeeeas 65
DF_ITIS Phrase _SpeedLimit...........cooiiiiiiiiiiiiiiie et e e e e e 65
DF_ITIS _Phrase WOIrKZONE..........eeiiiiiee ettt e e e e e e e e eeneeeee s 65
DF_J1939-Data EMIS ...ttt e e e e e e e e e e eaens 66
[ o I T a1 AN 01U (= SR 67
DF_LaneDataAttribULe ... ..o 67
DF_LaneDataAttribUteList.........coeeeeeeee e 68
DF _LanEList. ..o 69
DF_LaneTypeAtributes ..., 69
DF_ManeuverAssistLISt ... 69
DF_MovementEVENntLISt............cooo i 69
DF_MoVEMENTEVENT ... 70
DF_MOVEMENTLIST ... 70
DF_MoVemMeNtSTate ... ... 70
D] LYo LY I I 1 PR 71
DF_NOAE LL_28B .....ooiiiiiiie ettt ettt e e st e e e e st e e e e st e e e e enteeeeeenreeeeennes 72
D] Lo LY I 72 PR 72
D] LYo [T T SRR 72
D] VLYo LY I ¥y SRR 73
DF_NOE _LL_48B ..ottt ettt e e et e e e enb e e e e ente e e e e nreeeeennee 73
DF_NOAE _LLMD _BAD ...ttt st e e sttt e e e st e e e smteeeeesnreeeeeanes 73
D] o Lo Yo =T A o SRR 73
D] o Lo Yo =Y ] SRR 74
D] o Lo Yo =Y A 1 o SRR 74
D] o Lo Yo =T A1 ] o SRR 74
D] Lo T oY 2 1 o T SRR 74
D] o Lo Yo [T S 774 o T SRR 75
[ i oo (= N 5] o 10 (=Y I I S 75
[ o oo (= N g ] o TU ) (= 7= I SR 75
DF_NOdeAbULESEIXY ... e e e e e eas 76
DF _NOdeADUIEXY LISt .....eeiiiiiiie et 77
D] LYo 1= N T SRR 77
D] oo 1= I ] 0, (SRR 78
3] T 1= SRR 79
DF_NOdeOMSEIPOINT LL...coiiiiiiiieieee e a e e eee s 79
DF_NOdeOFSEIPOINIXY ...ooiiiiiiiie et e e e e e e e e e s e e eae s 80
D] oo [ 7= i SRR 80
D] oo (oIS 7=Y I SRR 81
D] Voo [ SRR 81
DF_ODbStacleDeteCioN.......coooo e 81
DF _OffSEtSYSIEM ... e 82
DF_OVErIayLaneELiSt ...........ooiiiiiiiiiiee e 82
DF _PathHIStOrY ... 82
DF_PathHistoryPointList ... 83
DF_PathHistoryPoint ... 83
DF_PathPrediCtion ... 84
DF_PivotPointDesCription .........cooe e 84
DF_POSIION3D ... 85
DF _POSHIONAIACCUIACY .......eeiiiiiiie ettt e e e e 86
DF_PositionConfidenceSet..........ccco DOC.LI menrdts
DF_PreemptPriorityList........coooiieiieie e \ ¥ A N

Full document details: SAE J2735_202007


http://www.avadocuments.com/doc/sae-j2735-202007
http://www.avadocuments.com/doc/sae-j2735-202007

SAE INTERNATIONAL J2735® JUL2020 Page 4 of 267

6.91 Data Frame: DF_PrivilegEAEVENES .........ooiiiiiiiie e e 87
6.92 Data Frame: DF_PropelledInformation ...............eoiiiii e 88
6.93 Data Frame: DF_REGIONLIST .....couuiiiiiiiie e e 88
6.94 Data Frame: DF_ReGIONOMSELS ......ooiiiiiiiiiiiii e 88
6.95 Data Frame: DF_RegiONPOINTSEL ..........oiiiiii e 89
6.96 Data Frame: DF_RegulatorySpeedLimit.............uuiiiiiiiiiiiieee e 89
6.97 D e= T o =Y o g L= L =T (815 (=T ) (= o 89
6.98 Data Frame: DF_RequeStOrDESCIPIION. ... ...uuiiiiiiieieieiiieieteee ettt eeeeeeeeeeeeeeeeeeesesseeeeeeeeeeeenneeees 89
6.99 Data Frame: DF_RequestOrPOSItIONVECION ..........uiiiiiiiiiiiiiieiiiiiee ettt eeeeeeeeeeeeeeeeeeeeee 90
6.100 D e= T =Y o L= L =T (0TS o ol 1Y/ o T 91
6.101 Data Frame: DF_RestrictionCIasSASSIGNMENT .......coociiiiiiiiiiieie et e e arnaee s 91
6.102 Data Frame: DF_RestrictionClassList.........oo e 92
6.103 Data Frame: DF_RestrictionUserTypeList ....... ... 92
6.104 Data Frame: DF_RestriCtioNUSEITYPE. . ooo ettt e e e e e e e e e e eeeeas 92
6.105 Data Frame: DF_RoadLan@SetList........oooi e e e 93
6.106 Data Frame: DF_RoadSegmeEntLiSt..........ooo i 93
6.107 Data Frame: DF_RoadSegmentReferenCelD ............cooooiiiiiiiiiii it 93
6.108 Data Frame: DF_ROAASEGMENT .........viiiiiii it e e e e e e e e e e e e s s et be e e e e e e e e snarnreeeeeas 93
6.109 Data Frame: DF_ROAASIGNID ........c.uuiiiiiiie ettt e e e e e st e e e e e s st be e e e e e e e e snnrnneeeeeas 94
6.110 Data Frame: DF_RTCMREAUET ...........uiiiiiie ettt e e e e e e e e e e e s st be e e e e e e e snrnreeeeeas 94
6.111 Data Frame: DF_ RTCMMESSAQELIST.......cccoiiiiiieiiiee et e e e e e e e 95
6.112 Data Frame: DF_RTCMPACKAGE ........uuuiiiiiiiiciieiee ettt et a e e e st e e e e e e st nreeeaeas 95
6.113 Data Frame: DF_SAmPIE .......ooiiioiiiie ettt e ettt et e e e e e e et e e e e e e e e nanree e e e e e e nennnaeaeas 96
6.114 Data Frame: DF_SegmentAtriDULELLLISE........cooo i s 96
6.115 Data Frame: DF_SegmentAtribULEXYLIST ..o 96
6.116 Data Frame: DF_ShapePointSet ... ..o et e e e e as 96
6.117 Data Frame: DF_SignalRequesterinfo. ... ... 97
6.118 Data Frame: DF_SignalReqUESTLIST ......oooi e e e e e 97
6.119 Data Frame: DF_SignalReqUESIPACKAGE ...........uuuiiiiiiiieiieieee et e e e e e e aee s 97
6.120 Data Frame: DF_SignalREQUEST..........ouiiiii ettt e e e e e s st e e e e e e e snrnreeeaeas 98
6.121 Data Frame: DF_SignalStatUSLiSt .........ccoioiiiiiiiiiiiie et a e e e reeee s 99
6.122 Data Frame: DF_SignalStatusPackageList ...........ccooooiiiiiiiiiii e 99
6.123 Data Frame: DF_SignalStatusPackage .............uuviiiiii oo 99
6.124 Data Frame: DF_SignalStatus ...........uviiiiiieiiieeee ettt e e e e e e et e e e e e e e e ennraaeeeas 100
6.125 Data Frame: DF_SnapShotDiStanCe ..........oooieeeiiiii e e e 101
6.126 Data Frame: DF_SnNapShot ..... ..ottt e e e e e e e e e e e e e e e nnnnees 101
6.127 Data Frame: DF_SnapShotTime ..... ...ttt e e e e e e e e e e e e eeeeas 101
6.128 Data Frame: DF_SpecialVehiCleEXteNSIONS .........cooo e 102
6.129 Data Frame: DF_SpeedHeadingThrottleConfidence............ccooo i 102
6.130 Data Frame: DF_SpeedLimitLiSt............coviiiiiiiiiiiiiiie et e e e e e e e e e annnees 103
6.131 Data Frame: DF_SpeedProfileMeasurementList...........cccvueiiiiiiiiiiiieeee e 103
6.132 Data Frame: DF_SpeedPrOfile............uuiiiiiiie ittt e s e e e e e e 103
6.133 Data Frame: DF_SupplementalVehiCleEXtENSIONS.............ooiiiiiiiiiiiieee e 104
6.134 Data Frame: DF_TimeChangeDetailS...........cccuviiiiiiii i 105
6.135 Data Frame: DF_TrailerData ...........euiiiiiiiiiiiiiiieeeeee ettt e e e e e e e e e e e e e e eeeeeeeeeeeeeeeeeeeeeeeeeeees 106
6.136 Data Frame: DF_TrailerHistoryPointLiSt ..........cooiiiiiii e 106
6.137 Data Frame: DF_TrailerHistoryPoOiNt..........oo.uiiiiie e 106
6.138 Data Frame: DF_TrailerUnitDescriptionList ..........coooi i 107
6.139 Data Frame: DF_TrailerUnitDesSCription. ... it e e e e e mneeeeeeas 107
6.140 Data Frame: DF_TransmisSiONANASPEEA ..........oiiiiiii e e e e e e neeeeeeas 108
6.141 Data Frame: DF_TravelerDataFrameList ............oooii e 108
6.142 Data Frame: DF_TravelerDataFrame .............uuueiiiiiiiiiiiiieiiieie ettt e e eeeeeeeeeeeeeeeeeeeeseeeeeeeenes 109
6.143 D = =Y LT B =1 [T | =T [ o o 110
6.144 Data Frame: DF_VehicleClassifiCation ............c..ueiiiiiiiiiiiiiece e 110
6.145 Data Frame: DF_VehiCIEData...........uuuiiiiiiiiiiiiiieiieeeeeeee ettt e e e e e e e eeeeeeeeeeeeeeeeeeeeeeeeeeeeees 111
6.146 Data Frame: DF_VehiCIEIAENT ..........eeieiiieeeieeeeee ettt e e e e e e eeeeeeeeseeeeeeeeseeeenenenes 111
6.147 D= T =Y L= T L =Y oY Tor 1= | 0 112
6.148 Data Frame: DF_VehicleSafetyEXtENSIONS. .......oouiii i 112
6.149 Data Frame: DF_VEhiCIESIZE ... e e Documents
6.150 Data Frame: DF_VehicleStatusRequest.............cccoiiiiiiiii, \ ¥ A

Full document details: SAE J2735_202007


http://www.avadocuments.com/doc/sae-j2735-202007
http://www.avadocuments.com/doc/sae-j2735-202007

SAE INTERNATIONAL

J2735® JUL2020 Page 5 of 267

6.151 Data Frame: DF_VehicleStatusRequestList ........ ..o 113
6.152 Data Frame: DF_VehiCleStatus ...........oooiiii e e e e e 113
6.153 Data Frame: DF_VerticalOffSet........ ... e e e e e 115
6.154 Data Frame: DF_WeatherProbe ...t e e e e e eeas 115
6.155 Data Frame: DF_WeatherRepOrt ........ ..ot e e e e e e e e e 116
6.156 Data Frame: DF_WIPEISEL......coo ittt ettt e et e e et e e e e st e e e e nnte e e e enteeeeennee 116
7. N 1 = I | SRR 116
71 (D e = (=T g T=T o il B g Ao ot =Y 1= = Ao o 116
7.2 Data Element: DE_AccelerationConfideNCe ............ccoiiiiiiiiiiee et 117
7.3 Data Element: DE_AdVISOrySPEEATYPE .....coieiiiiiiee ettt e e e e e e st e e e e e e e e ennraaeeeas 117
7.4 Data Element: DE_ANOWEAMANEUVETS ............eeiiiiiieeee it e e e e e e e e e e e e nneeeeeeas 118
7.5 Data Element: DE_AmbientAirPressure (Barometric Pressure)..........coccvoiieeiiiiieeiciiieee e 119
7.6 Data Element: DE_AMbIentAIrTEMPErature ..........oooo i e e eas 119
7.7 Data Element: DE_ANGIE ... ..ottt e e 120
7.8 Data Element: DE_ANImMalPropelledType ... ...t a e e 120
7.9 Data Element: DE_ANIMalTYPE .ottt e e e e e et e e e e e e e e e e e e e e e e e e e annneees 121
7.10 Data Element: DE_ANtILOCKBrakeStatus............uoiiiiiiiiiiiiice e 121
7.11 Data Element: DE_APPIrOACKHID .........uuiiiieiiiiieiiiiteieitieee ettt eeeeeeeeeeeaeseeeeseeeeseesssaesesesseeesesssseeeseennnnnnne 121
712 Data Element: DE_AaChMENTt .........ooiiiiie ettt e e e e e eeeeeeeeeeeeeseeesseeeseeeenenenes 122
713 Data Element: DE_AttachmentRaAQIUS ............uuuiiiiiiiiiiiiiieiie et eeeeeeeeeeeeeeeeeeeees 122
714 Data Element: DE_AuUXiliaryBrakeStatus .............coiiiiiiiiiiiiiiice et 122
7.15 Data Element: DE_BasiCVENICIECIASS. .........cccuuviiiiei et e e 122
7.16 Data Element: DE_BasiCVehiCIEROIE ... e 124
717 Data Element: DE_BrakeAppliEdPreSSUIe .........oo i e e e e eas 125
718 Data Element: DE_BrakeAppliedStatus.............eeiiiiiiie e e e 126
719 Data Element: DE_BrakeBooStAPPHEA. ... it e e 126
7.20 Data Element: DE_BumperHeight ....... ... e 127
7.21 Data Element: DE_Co0arSE€HEAAING .......cccceiiiiiiiiiiiee ettt e e e e e e e e et e e e e e e e sanraaeeeas 127
7.22 Data Element: DE_COUEWOId ...........uuiiiiiiei ettt e e e e e e e et e e e e e s s e snraseeeaeeeaennnnnees 127
7.23 Data Element: DE_CoefficientOfFriCON............viiiiie e 127
7.24 Data Element: DE_CONfIAENCE ..........uuiiiiiiei ettt e e e et e e e e s s e r e e e e e e e e e eannnees 128
7.25 Data Element: DE_COUNT.......oiiiiii ittt e e e e e et e e e e e e e et a e e e e e e e s s e ssnbaaeeeaeeeaeannsnens 128
7.26 DT o= T = (=T g T= T ool I I D - 128
7.27 Data Element: DE_DeltaANGIE.........coo i 129
7.28 Data Element: DE_DelaTime ....cceoi ettt e e e e e e e e e e e e e e e e e e e e e e e e e e e e e annneees 129
7.29 Data Element: DE_DeSCriptivVENAME.........ooii et e e e e e e e eneeeeeeas 129
7.30 Data Element: DE_DHOUF ..o ettt e et e e e e e e e e st e e e e e e e e e annneeeeeeeeeeeaannnnees 130
7.31 Data Element: DE_DireCtioNOFUSE .......cooii it a e e e eas 130
7.32 Data Element: DE_DIiStanCeUNItS .........coooi it e e e e e e e s 131
7.33 Data Element: DE_DIMINULE .........uuiiiiiiiiiieeie ettt e e e e e e eeeeeeeeeeeeeeeeeeeeseseeeeeeeeeeeeeeeeeeeeeeeees 131
7.34 (D= o= T = 1= g 1= o il I = 1Yo oL o 131
7.35 Data Element: DE_DOMSEL......oiiii ittt e e e e e e e e e e e s e e snra e e e e e e e e e e annnrees 132
7.36 Data Element: DE_DrivenLin€OffSELLArge ..........ooviiiiiiiiiiiiiiie ettt 132
7.37 Data Element: DE_DrivenLineOffSetSmall ............coooiiiiiiiiiii e 132
7.38 Data Element: DE_DrivingWheEEIANGIE..........oiiiiiiiie ettt e e 133
7.39 Data Element: DE_DSECONG ......cccoiieiiiiie ettt et e e e e e e e e et e e e e e e e e e e nneeeeeeeaeeaaannneees 133
7.40 Data Element: DE_DSRC_MeSSAQEID .......co et e e e e e eas 134
7.41 Data Element: DE_DUFatioN.....cooi et e e e e e e e e e e e e e e e e e e e e nneeeeeeaeeeaaannneees 135
7.42 D= L= Q[T g1 o ol I L I = | S 135
7.43 Data Element: DE_ElevationConfideNCe ............ooiiiiii e 136
7.44 Data Element: DE_EIEVAtION .......ouiiiiiiiiiieeeee ettt e e e e e e e e e e e e e e eeeeeeeeeeeeereeeeeeeeeeees 136
7.45 D o= T 1= g 1= o il I (=Y | 137
7.46 Data Element: DE_EXIErHOrLIGNTS .......uuuiiiiiiiiiiiiiiiieiieeee ettt e e eeeaeeeeeeeeeeeeeeeeeeeeeeeeennenes 137
7.47 (D= = (=T g 1= ool B i U 1= I Y o= 138
7.48 Data Element: DE_FUherINfolD ..........oooiiiiiiieee ettt e e e e e e e ennreaee s 138
7.49 Data Element: DE_GNSSSIAtUS ........uuuiiiiiiiiiiiieiie ettt e e e e e e e e e e e e e e snnreaeeeas 139
7.50 Data Element: DE_GrosSSDISTANCE........coor it e e e e eeas 13
7.51 Data Element: DE_GroSSSPEEM ..........cvoveveeeeeeeeeeeeeeeeeee e ee e en v en e e e Docume
7.52 Data Element: DE_HeadingConfidencCe............coocueeiiiiiiiiiiiiiei i e, Document'ﬁ‘sham‘% Hub

Full document details: SAE J2735_202007


http://www.avadocuments.com/doc/sae-j2735-202007
http://www.avadocuments.com/doc/sae-j2735-202007

SAE INTERNATIONAL

J2735® JUL2020 Page 6 of 267

7.53
7.54
7.55
7.56
7.57
7.58
7.59
7.60
7.61
7.62
7.63
7.64
7.65
7.66
7.67
7.68
7.69
7.70
7.71
7.72
7.73
7.74
7.75
7.76
7.77
7.78
7.79
7.80
7.81
7.82
7.83
7.84
7.85
7.86
7.87
7.88
7.89
7.90
7.91
7.92
7.93
7.94
7.95
7.96
7.97
7.98
7.99
7.100
7.101
7.102
7.103
7.104
7.105
7.106
7.107
7.108
7.109
7.110
7.111
7.112

Full document details: SAE J2735_202007

Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:

[ = 1= = Lo 1 o PO PPPOPPPPRPPPRPN 141
DE_HeadiNGSHICE ......coiiiiiie et 141
DE_HUMAaNPropelledTYPe ...ttt e e e e e e e eas 142
)] = 1 (=T =T=T o1 17 || 0 S 143
DE_IntersectionStatusSODJECT ...........eiiiiiiiiii e 143
DE_ISDOMIY ...ttt ettt e et e et e e e st e e e e anteeeeeanreeaeaa 144
DE_ 1803833V ENiCIETYP. .. s 145
DE_ITISEXIPRIASE ...veeiiiieeiiiiieiee ettt e et e e e e e e st e e e e e e s e annnreaeeeas 145
DE_J1939-71-AXIE LOCATION .....eeiiiiiiiieiiiiiie ettt s e e sneeee s 145
DE_J1939-71-Axle WEIGhT.......ooiiiiiiie e 146
DE_J1939-71-Cargo WeIght ........cocciiiiiiieiie ettt 146
DE_J1939-71-Drive Axle Lift Air Pressure .. ... 146
DE_J1939-71-Drive Axle LOCatioN ...........oeiiiiiiieiee e 146
DE_J1939-71-Drive Axle Lube Pressure ... 146
DE_J1939-71-Drive Axle Temperature ...... ... 147
DE_J1939-71-Steering Axle LUDE PreSsure ..........c.eoviiiiiiiiiiiiiieieee e 147
DE_J1939-71-Steering Axle TemMpPerature..........ccccuuveeieeeei e 147
DE_J1939-71-Tire Leakage Rate ........ccoooiiiiii e 147
DE_J1939-71-Tir€ LOCAtION ......u s 147
DE_J1939-71-Tire Pressure Threshold Detection..........ccccooioiiiiiiiiiiieice, 148
DE_J1939-71-Tir€ PreSSUIE ......uiiiiiiiiieeeeee e 148
DE_J1939-71-Tir€ TeMP...eiiiiiiieeiiieieeeeitete et te e sttt e e sttt e e st e e s st e e s nseeeesneeeeesnneeeean 148
DE_J1939-71-Trailer WeIght ........cc.eoviiiiiiie ettt 148
DE_J1939-71-Wheel End Elect. Fault ... 149
DE_J1939-71-Wheel SeNsor Status ..........cooiiiiiiiiiiiiee e 149
DE_LaneAttributes-Barrier ... ... .o 149
DE_LaneAttributes-BiKe ...........ueiiiieee s 150
DE_LaneAttributes-CroSSWalk ..........coo i 150
DE_LaneAttributes-ParkingLane ...........ccooooiiiii e 151
DE_LaneAttributes-SideWalk ............cccccuiiiiiiieii e 152
DE_LaneAttributes-Striping........cceiiiiiiieiiiiiiie et 152
DE_LaneAttributes-TrackedVehiCle.........cooooi e 153
DE_LaneAttributes-VehiCle ... ... 153
DE_LaneConnecCioNID .........c.uuuiiiiiiiiieieeee ettt e e e e 154
)] = T 1= I ] =Y 3 o) o S 154
] 0= T o =] o U 155
DE_LANE@SNaAING ... ..ceei ittt na s 156
[ = a1\ L To | 1 o SRS 156
] = 11 (0 T [ 157
DE_LAYETID ...ttt ettt ettt e e sttt e e e ettt e e et e e e e ante e e e e anteeeeeanreeaeaa 157
0] = =Y ol I = 158
DE_LightharInUSE..... .. nnennnnnnnnnnnnnnnes 158
DE_LONGIUAE ... snnssnsnnnnnnnnnnnnnnnnn 158
DE_MAYDAY_Location_quality _COUE ......cccceiiieeeiieieeeeec e 159
DE_MAYDAY_Location_teCh_COUE.......coiiiiee e 159
DE_MergeDivergeNOEANGIE..........eiiiiiiiie e 160
DE_MeSSagEBLOB .........oiiiiiiiiiie e 160
DE_MINUIEOTTREY @A ... et e et e e e e e eas 160
DE_MINUEESDUIAtION ...coiiie et e e e e e e e e eee s 161
(D] = \Y (o) do)y P4 =To | re] oY1 1Yo [ 1Y oS 161
DE_MovementPhaseState. ... .. .o 162
DE_ MSGCOUNT ...ttt e e e e e e e e e et e e e e e e e e seabareeeeaeeeesnnnrareeeeens 164
DE_MSGCRC ...ttt ettt ettt ettt e e sttt e e e et et e e e et e e e e anbe e e e e anteeeeeanreeaeaa 165
DE_MUltiVENICIERESPONSE. ... 166
DE_MUTCDCOE......ceiiiuiiiieiiiiie e etteee ettt ettt ettt e e sttt e e e st e e e e enbeee e e snteeeesanteeeeeanreeaeaas 166
DE_NMEA _MSGTYPE ..ttt ettt ettt ettt e e sttt e e sttt e e s st e e e s enseeeesneeeeesnnneeean 166
DE_NMEA_Payload..........coooiiiiiiiiiiie ettt et e e neeee s 167
DE_NMEA _REVISION ..ceiiiiiiiieiet ettt ettt e e e e e e et e e e e e et e e e e e e e e anneeeeeeas 167
DE_NOGEAITDUIELL ...t e Documersts
DE_NodeAttributeXY ..o \ ¥ A N


http://www.avadocuments.com/doc/sae-j2735-202007
http://www.avadocuments.com/doc/sae-j2735-202007

SAE INTERNATIONAL

J2735® JUL2020 Page 7 of 267

7.113
7.114
7.115
7.116
7.117
7.118
7.119
7.120
7.121
7.122
7.123
7.124
7.125
7.126
7.127
7.128
7.129
7.130
7.131
7.132
7.133
7.134
7.135
7.136
7.137
7.138
7.139
7.140
7.141
7.142
7.143
7.144
7.145
7.146
7.147
7.148
7.149
7.150
7.151
7.152
7.153
7.154
7.155
7.156
7.157
7.158
7.159
7.160
7.161
7.162
7.163
7.164
7.165
7.166
7.167
7.168
7.169
7.170
7.171
7.172

Full document details: SAE J2735_202007

Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:
Data Element:

DE_NumberOfParticipantsINCIUSter ...........oooo e 169
DE_ODBJECICOUNL ...ttt e e snae e 170
(D] =R @] o1 = Ted (=1 B 1 = o1 11 o 1SS 170
DE_ODbStacleDiStanCe .........o e 170
DE_OffSEE B0 .. ..ottt e et e et e et e e s ara e e e e anraeaeaa 170
DE_OffSEE B0 .ottt et e e st e e e e anreeae e 171
= @3 7= A = e PRSPPI 171
DE _OffSEE B 12 i e st e e e areea e 171
DE _OffSEt B3 et e e e areea e 172
DE_OffSEt B 14 ..t e e st e e e areea e 172
DE_OffSEE BB .ottt et e st e e e anreea e 172
DE_OffSELLL-BA2 .....coiiiceeieeeeeie ettt ettt e e s ae e e s ae e e sneae e e snnaeeean 172
DE_OffSELLL-BT4 ..ottt ettt e e e s ae e e s essae e e sneae e e annaeeean 173
DE_OffSELLL-BAB ......ciiiieiiie ettt et e e st e e et ee e e sess e e e sneeeeesnnaeeean 173
DE_OffSELLL-BA8 .....oco ettt ettt et e e e st ae e e s s e e e sneae e e snnaeeean 173
DE_OffSELLL-B22 .......cco ettt et e e s e e e s nree e s ae e e anneea s 174
DE_OffSELLL-B24 ...ttt ettt e st e e st e e e snneee s 174
DE_PayloadData..... ..o nnnnnnnnnnnnna 174
DE_PedestrianBiCyCIEDEtecCt ....... ..o 174
DE_PersonalASSISTIVE ... s 175
DE_PersonalCIuStErRAIUS .........ccceiiiiiiiiiiiiiee ettt e e e eee s 175
DE_PersonalCrossingINPrOgress .......cccuvviiiiieii ettt e e 175
DE_PersonalCrossSiNgREQUEST .......ooiiieieiiiei e 175
DE_PersonalDevicelUsageState ...........ccuiiiiiiiiiiiiiiic e 176
DE_PersonalDevIiCEUSEITYPE ...ooeiiiiiiiiiiiee et e e e e e e e e e e eee s 176
DE_PIiVOINGAIIOWED........oiiiiiieiie et 176
DE_PositionCONfIAENCE ...... ..t 177
DE_PrioritizationResSpoNnSeStatus ...........eeiiiiieee e 177
= T | R RPPOUPRPRPRPSRN 178
DE_PriorityReqUESTTYP. ... s 179
DE_PrivilegedEVENtFIags ..... ..o 179
DE_ProbeSegmentNUMDET .........coooiiieee et 180
DE_PublicSafetyAndRoadWOrkerActivity ...........cccoureeieeeiiiciiieee e 180
DE_PublicSafetyDirectingTrafficSUDTYPE ...cooceiiiiiiiiieeeeeeeee e 181
DE_PublicSafetyEventResponderWorkerType. ...... ..o 181
DE_RadiusOfCUIVAtUIE ...t e e e eas 182
[ = To [T SR OURSPSRPRIN 182
] = T =T 1= S 182
DE_REGIONIA ...ttt e e e e e e 183
DE_RequeStedItem ... ... s 183
DE_REQUESTID ... nannnnnnnnnnnnnnnnnnn 185
DE_RequestimportanCeLeVel ....... .. 185
DE_ReQUESISUDROIE ...t a e e e s e aee s 186
DE _ RESPONSE T Y P .. nnn 186
DE_RestriCtioNAPPHESTO ... s 187
DE_ResStrictionClassID......... ...t 187
DE_Ro0adREGUIALONID .......coiiiiiiiiiieii e 188
DE_R0OGASEgMENTID.......oiiiiiiiiiie it 188
DE_RoadwayCroWNANGIE.........ciiiiiiie ittt 188
DE_RTCM_REVISION ..ttt ettt e e e e e e e e e e e e e e e e e e e e e anneeeeeeas 189
DE_RTCMMESSAQE ....couveiieiiiiiee ettt ettt ettt ettt et ettt bt e e s e e e e s e e e e snneee s 189
DE_SCaAIE B2 ittt e et e et e e e anreeae e 189
] ST Tote] aTo [@ )il Ty o1 PSSP 189
DE_SegmentATribULELL .........ovvieiiieieee e 190
DE_SegmentArbDULEXY ... 191
DE_SemiMajOrAXiISACCUIACY ......ceieeiiiieiirieieeeeeeeeeiiieeeeeeeeeserasaeeeaessesaassseeeeaesseansnreneeess 193
DE_SemiMajorAXisORENtation ...........ccccuviiiiieei i 193
DE_SemiMINOrAXISACCUIACY ......coiueiiiiiuiiiieeiiiiie ettt ettt e ettt e e e saee e e snneeee s 193
DE_SIGNAIGIOUPID ..o e es et e Documerts
DE_SignalReqScheme ... \ ¥ A


http://www.avadocuments.com/doc/sae-j2735-202007
http://www.avadocuments.com/doc/sae-j2735-202007

SAE INTERNATIONAL

J2735® JUL2020 Page 8 of 267

7173 Data Element:
7174 Data Element:
7175 Data Element:
7.176 Data Element:
7177 Data Element:
7178 Data Element:
7179 Data Element:
7.180 Data Element:
7.181 Data Element:
7.182 Data Element:
7.183 Data Element:
7.184 Data Element:
7.185 Data Element:
7.186 Data Element:
7.187 Data Element:
7.188 Data Element:
7.189 Data Element:
7.190 Data Element:
7.191 Data Element:
7.192 Data Element:
7.193 Data Element:
7.194 Data Element:
7.195 Data Element:
7.196 Data Element:
7.197 Data Element:
7.198 Data Element:
7.199 Data Element:
7.200 Data Element:
7.201 Data Element:
7.202 Data Element:
7.203 Data Element:
7.204 Data Element:
7.205 Data Element:
7.206 Data Element:
7.207 Data Element:
7.208 Data Element:
7.209 Data Element:
7.210 Data Element:
7.211 Data Element:
7.212 Data Element:
7.213 Data Element:
7.214 Data Element:
7.215 Data Element:
7.216 Data Element:
7.217 Data Element:
7.218 Data Element:
7.219 Data Element:
7.220 Data Element:
7.221 Data Element:
7.222 Data Element:
7.223 Data Element:
7.224 Data Element:
7.225 Data Element:
7.226 Data Element:
7.227 Data Element:
7.228 Data Element:
7.229 Data Element:
7.230 Data Element:
7.231 Data Element:

Full document details: SAE J2735_202007

DE_SIGNPIOIIEY ...ttt e et e e s sb e e ee e 195
] ST =Y o T S 195
)] ST o TT=To 1N AV o S 195
DE_SpeedConfideNnCe. ... ...t 196
] ST oToY=To | I o1 i Y/ o= S 196
DE_SpeedProfilleMeasuremMeNt ..........ccc.uuiiiiiieii it e e 197
] ST o1 T= o [PPSR 197
DE_SSPUNAEX ..ottt ittt ettt ettt e e ettt e e sttt e e e b e e e e e st e e e e ateeeeeanreeeeaa 197
DE_StabilityControlStatus...........coiiiiiiiiiiiiiii e 198
DE_STatioNID ....ooiiiiiiee ettt e et e et e e e e anreeaeea 198
DE_SteeringWheelAngleConfidENCE .........ooviiiiiiiciiieiiee e 199
DE_SteeringWheelAngleRateOfChange ..........coooiiiiiiiiiiiiiiieee e 199
DE_SteeringWheelANGIE .........oooiie e 199
] ST 1T Y 1= o S 200
)] =T 0 g oo =T Y] | I S 200
DE_TerminatioNDiStancCe ...........cooiiiiiiiee et 201
DE T erminatioNTimIE ... s 201
DE_ThrottleConfidENCE..........uuiiiiiie et e e 201
DE_TRrottePOSItION ....... s 201
] = 0 0 [T o] g} il 1= oot SRR 202
DE_TimelntervalConfideNCe ..........ccoiiiiiieiiie et 203
0] 1T =Y =T 203
] I 0 [T £ =1 S 204
DE_TractionControlStatus ..........cooiiiiiiiiiei e e e 204
] I = 1 =T 4 Y= T S 205
DE_TranSitStatUus .......cooiiiie et e e e e e e e e e e e e e e e eeeeas 205
DE_TransitVehiCleOCCUPANCY .....coeiiiiiiiiiiie et e e 205
DE_TransitVehiCleStatus ...... ... 206
DE_TransmisSIONSTAe .......ccuvviiiiiiii i 206
D] = N = AV (=T g [ (o I o = PRSP 206
DE_UNIQUEMSG _ID ...ttt ettt sttt e st e e s e e snneeee s 207
DE_URL_BASE. ...ttt ettt ettt e e st e e e st e e e anreee e 207
DE_URL_LINK .ottt e e sttt e e s st e e e snte e e e s snteeeeesnreeaeaas 207
DE_URL_SROIT ...ttt ettt ettt e ettt e e e st e e e e st eeeesnreeeeeas 208
DE_UserSize ANdBehaVviour .........oooi ittt 208
DE_VehiCIEEVENTFIAGS .....cooiiiiiiiiieiee e 208
DE_VehicleHeIght ... e 209
DE_VehiCleLength ... 210
DE_VEhICIEMASS ...ttt ettt e e e e e e e e e e e e e e e e e e nenneeeaens 210
DE_VehicleStatusDeviceTypeTag......ccccuuviiiieeie ittt 211
(0] Y=Y 1T [ 1Y/ o= 211
DE_VehiCIEWIAth ......cooieieeee et st 212
Y=Y (o T | R UPRPPPRSRN 212
DE_VerticalAccelerationThreshold ... 213
DE_VertiCalACCEIEration ..o s 213
DE_VertOffSEt-BO7 .....oooiiiiiiiieiie ettt e et e e e e e e e e e e e e e e e e enenneeeeens 214
DE_VertOffSEt-BO8 ..........ooiiiiiiieeiiie ettt e et ee e e s ste e e e s snreeaeesnraeeeaas 214
DE_VertOffSEt-B09 ...ttt sttt et e st e e s st e e s snreeeeeanranaeaas 214
] YT (@371 = O S 215
] YT (@371 = e S 215
DE_VertOffSet-BA2 ...ttt e e e e e e e e e e e e eeeeas 215
DE_VINSIIING, - snnnnnnnnannnnnnnnnnnnnnnnnnn 216
DE_WaitONSIOPINE ...oeeiieeeiieeeee ettt e e e e e e e e e e e s e ennraaeeeas 216
DE_WIPEIRALE ... nannnnnnnnnnnnnnnnnnn 216
DE_WiPEIrStatUS.....uuiiiiiiie ettt e e e e e e e e e e s et r e e e e e e s anrareeeaeas 216
DE_YawRateCoONfIAENCE ........uuiiiiiiii et 217
0] = 1Y = = 217
DE_ZONELENGN ... e 218
DIE_ZOOM ..o eee e e e ee e ee et e Documents

Document Sharing Hub


http://www.avadocuments.com/doc/sae-j2735-202007
http://www.avadocuments.com/doc/sae-j2735-202007

SAE INTERNATIONAL J2735® JUL2020 Page 9 of 267

8. EXTERNAL DATA ENTRIES ... ..ottt ettt e et e e e e tae e e e st e e e e ente e e e enteeeeeneeeeeennes 218
8.1 Data Element: DE_AltitudeConfidence EU [ADDGRPC].....ccooi e 218
8.2 Data Element: DE_AltitudeValue_EU [ADDGRPC]...... . i 219
8.3 Data Element: DE_Angle_JPN [ADDGRPB] ...t a e e 219
8.4 Data Element: DE_Day JPN [ADDGRPB] .......ccccuuiiiiiiiieeeiieee e eeteee ettt e et e e e st e e e staeeeestaeeessneeeeeanes 220
8.5 Data Element: DE_DayOfWeek _JPN [ADDGRPB] ........cooiiiiiiiiiie et 220
8.6 Data Element: DE_DegreesLat JPN [ADDGRPB]........ccuuuiiiiieiiiiiieieee ettt 221
8.7 Data Element: DE_DegreesLong JPN [ADDGRPB].........cuuiiiiiiiiiiiiieee ettt 221
8.8 Data Element: DE_Elevation_ JPN [ADDGRPB].........cccciitiiiiee ettt e e e e e eanraaee s 221
8.9 Data Element: DE_EmissionType EU [ADDGRPC] ........ouiiiiiiiiiiiiiiee et 221
8.10 Data Element: DE_ GenericLocations [ITIS] .......cooiiiiiiiiiiiiiiie e 222
8.11 Data Element: DE_Holiday_JPN [ADDGRPBY........ccciiuitieiiiiieeesiiee e esiiee e e estaee e e seiteeessteeeeesreeeesssaeeeeanes 224
8.12 Data Element: DE_Hour_JPN [ADDGRPB].......ouiiiiiiiiiiiiiei et e e e e e e e e e anneeeeeeas 224
8.13 Data Element: DE_Incident Response Equipment [ITIS] .....ooooiiiiiiiii e 224
8.14 Data Element: DE_ITIS _TeXt [IT1S] ...uuiiiiiieiiiiiiee et e e e e e e e e e e e e e mneeeeeeas 226
8.15 Data Element: DE_LatitudeDMS [ADDGRPB] ....cooiiiiiiieee et 226
8.16 Data Element: DE_LongitudeDMS [ADDGRPB] .....ccooiiitieiie ettt 227
8.17 Data Element: DE_MaxTimetoChange [ADDGRPB]..........ueuiiiiiiiiiiiieee e 227
8.18 Data Element: DE_MinTimetoChange [ADDGRPB]..........cuuiiiiiiiiiiiieee e 227
8.19 Data Element: DE_Minute_JPN [ADDGRPB]........cccoiiiiiiiiiiie ettt steee et ee s steeeeeanee 228
8.20 Data Element: DE_MinutesAngle JPN [ADDGRPBI........ouuiiiiiiiiiieee e 228
8.21 Data Element: DE_Month_JPN [ADDGRPBI........uiiiiiiiii ettt e 228
8.22 Data Element: DE_MsgCount_JPN [ADDGRPB] ... 228
8.23 Data Element: DE_Responder Group Affected [ITIS].... ... 229
8.24 Data Element: DE_Second_JPN [ADDGRPB] .....coiiiiiiiiieiie et e e e e e e emneeeeeeas 229
8.25 Data Element: DE_SecondsAngle JPN [ADDGRPB] .......ooiiiiiiiiii e 229
8.26 Data Element: DE_SummerTime_JPN [ADDGRPB].........uiiiiiaiieie e 230
8.27 Data Element: DE_TenthSecond_JPN [ADDGRPB] ... 230
8.28 Data Element: DE_TimeRemaining_JPN [ADDGRPB] ......cooiiiiiiiiieee e 230
8.29 Data Element: DE_Vehicle Groups Affected [ITIS].......cccmiiiiie e 231
8.30 Data Element: DE_Year_JPN [ADDGRPB] .....cco ittt e sneee e anee 232
8.31 Data Frame: DF_Altitude_EU [ADDGRPC] ......coiiiiieiiiiie ettt e et e e sneeeeeanes 232
8.32 Data Frame: DF_ITIS-Codes_ANd_TeXt [ITIS]....euiiiiiiiiiiiiiie e e e 232
8.33 Data Frame: DF_LatitudeDMS2 [ADDGRPBY]........coiiiiiiiieiiiiieeeiieee ettt et e et e e stee e e e sbeeeeeanee 233
8.34 Data Frame: DF_LongitudeDMS2 [ADDGRPB] ...ccoiiiiieeee e 233
8.35 Data Frame: DF_Node _LLdms_48b [ADDGRPB] ...t a e 233
8.36 Data Frame: DF_Node _LLdmMs_80b [ADDGRPB] ... a e 234
8.37 Data Frame: DF_PrioritizationResponse_EU [ADDGRPC] .......coo o 234
8.38 Data Frame: DF_PrioritizationResponseList EU [ADDGRPC] ... 234
8.39 Data Frame: DF_REG_ConnectionManeuverAssist EU [ADDGRPC] ........ccccoceiiiiiiiiciieeee e 234
8.40 Data Frame: DF_REG_IntersectionState EU [ADDGRPC] ........cccuiiiiiiieiiiceeeee e 235
8.41 Data Frame: DF_REG_LaneDataAttribute JPN [ADDGRPB]........c.c.ouvtiiieiiiicieeeeee e 235
8.42 Data Frame: DF_REG_MapData_Base EU [ADDGRPC] ......ccooiiiiiiiiiiee et 235
8.43 Data Frame: DF_REG_MovementEvent JPN [ADDGRPB].........cccoutiiiieiiiiciieeeee e 235
8.44 Data Frame: DF_REG_NodeOffsetPointXY_JPN [ADDGRPB] .......c.cooiiiiiiiiiieiieee e 236
8.45 Data Frame: DF_REG_Position3D_EU [ADDGRPC] .......cccciiieiiiiieeecieee e eeiieee et e e eteee e e steeeessnaeeaeanes 236
8.46 Data Frame: DF_REG_Position3D_JPN [ADDGRPB] ......ccviiiiiiiee et 236
8.47 Data Frame: DF_REG_RestrictionUserType EU [ADDGRPC]..... ... 236
8.48 Data Frame: DF_SignalHeadLocation_EU [ADDGRPC].....cccii it 237
8.49 Data Frame: DF_SignalHeadLocationList EU [ADDGRPC] ... 237
8.50 Data Frame: DF_TimeMark_JPN [ADDGRPBI.....coit it a e 237
8.51 Data Frame: DF_VehicleToLanePosition EU [ADDGRPC] ........cccciiiiiiieiiiccieeeee e 238
8.52 Data Frame: DF_VehicleToLanePositionList EU [ADDGRPC].........ccovtiiiiiiiiiiiieiee e 238
8.53 Data Element: ESS_EssMobileFriction [NTCIP]........ccoo oo 238
8.54 Data Element: ESS_EssPrecipRate_quantity [NTCIP]........cooiiiiiiiiieee e 238
8.55 Data Element: ESS_EssPrecipSituation_code [NTCIP].......coiiiiiiiiiiiiiiie e 239
8.56 Data Element: ESS_EssPrecipYesNo _code [NTCIP] ..ot 239
8.57 Data Element: ESS_EssSolarRadiation_quantity [NTCIP]......ooiiii e 239
8.58 Data Element: EXT _ITIS_Codes [ITIS]....viiuioeeeeeeeeeeeeeeeeeeeeeeeee oo eeeee e e Documents

Document Sharing Hub

Full document details: SAE J2735_202007


http://www.avadocuments.com/doc/sae-j2735-202007
http://www.avadocuments.com/doc/sae-j2735-202007

SAE INTERNATIONAL

J2735® JUL2020 Page 10 of 267

9. REGIONAL DATA CONCEPTS ...ttt stee e e e e tee e e e st e e e e este e e e ennteeeeennreeeeennes 240
9.1 Data Frame: DF_REG_DataFrames [REGION] ......cooiiiiiiiiii et 241
9.2 Data Frame: DF_REG_MessageExpansionFramework [REGION] ..o 242
9.3 Data Frame: DF_REG_TestMessageExpansionFramework [REGION] .........ccccoiiiiiiiiiiiieeeee, 243
10. CONFORMANGCE ...ttt ettt e e ettt e e e sttt e e e ante e e e e smbeeeeeambeeeesanteeeesanteeeesanteeaeans 244
11. FUNDAMENTAL CONCEPTS USED IN V2X MESSAGES .........ooiiiiiiiiee e 244
11.1 The Use of ASN.1 Syntax and ASN.1 ENCOAING .......uuviiiiiiiiiiieeee e 244
1.2 Regional Extensions Used to Add Data CONCEPLS .......ccuuvriiiiieeiiiciiiieee e 245
11.2.1 GOAIS AN ODJECHVES ...ttt e et e e e e e s e et e e e e e e e e st ateeeeaeeeesnnbaeeeeaeeeaaannrrens 245
11.2.2 o T ST ] 1] 7] o SRR 246
11.2.3 Regional Extension in the ASN SpecifiCation ... 247
11.24 F N = Lo o= LI =T o o o] S OS 248
11.3 Time Formats Used in APPlICAtIONS ...t e e e e e e e e e e 250
1.4 Frames of Reference Between the Vehicles and the Roadway ...........ccccooiiiiiiiiiiiiiiiic e 251
11.5 Position, Velocity, and Acceleration of VEhICIES .........oo i 252
11.6 Methods to Describe Roadway Geometry and Other Map-Like Features.........ccccccoovveviiieeeccc i, 253
11.7 Using Relative Offset Positions and Absolute LLH POSItioNS ............ceevviiiiiiiiiieeee e 255
11.7.1 The XYZ OffSEE SYSIEIM ...coeiiieeeee et e e e e et e e e e e e e e st e e e e e e e e sesnnreeeaaaeeeann 255
11.7.2 The LLH OffSEE SYSIEM....oiiiiiiieiiiie ettt e e e e e st e e e e e e e e saabeaeaeaeeesasnnnraeeaaaeeeanns 256
11.7.3 On the Use 0f Z0OM @nd SCAIES ........ccoiuiiiiiiiiie ettt e et e e e snbee e e e snreeaeeas 257
11.7.4 On the Ordering of Offset Points and Lat-Lon POINES .............vveiiiiiiii e 258
11.8 Lanes, Objects Defined in Intersections and Elsewhere ... 258
11.9 Various Vehicle Taxonomies Used in V2X ... et e e e e eas 261
11.10 Object Indexing Methods Used in Maps and EISEWhere ... 262
12. COMMENTS ON 2016 REVISION OF SAE J2735 (INFORMATIVE) ......oooiiiiiiiiiiiie e 265
13. N[O I SRS 265
13.1 REVISION INAICATON. ..ottt e e e e et e e e e e s s e e e e e e e e e e annnees 265
APPENDIX A ASN SOURGCE CODE ......citiiiiiiiiiie ettt ae e e s ettt e e s et e e e s steeeaansteeesansteeesansaeeesansseeesanseeeeeannes 266
APPENDIX B VARIOUS REGIONAL ID ASSIGMENTS ...ttt e et e e 267
Figure 1 Y1 (=N o E=To = o O PP UP PSRRI 162
Figure 2 V2X-equipped platform position referenCe......... ..o 251
Figure 3 An example of XYZ offsets describing a rectangular polygon ..o, 255
Figure 4 An example of LLH offsets describing a quadrangle polygon............ccccooiieiiiiiieie i 256
Table 1 Conversion of mph to m/s for selected data elements.............ooo e 253
Table 2 Effect of zoom scale on LSB units of XYZ and LLH coordinates...........cceeviiiieiiiiiieeiiiiee e 258
Table 3 Vehicle taxonomies USed iN V2X ... et e 262
Documents

Document Sharing Hub

Full document details: SAE J2735_202007


http://www.avadocuments.com/doc/sae-j2735-202007
http://www.avadocuments.com/doc/sae-j2735-202007

SAE INTERNATIONAL J2735® JUL2020 Page 11 of 267

1. SCOPE

This SAE standard specifies a message set, and its data frames and data elements, for use by applications that use
vehicle-to-everything (V2X) communications systems. While the data dictionary was originally designed for use over DSRC,
this document is intended to be independent of the underlying communications protocols used to exchange data between
participants in V2X applications.

1.1 Purpose

The purpose of this SAE standard is to support interoperability among V2X applications through the use of a standardized
message set and its data frames and data elements. In some cases, this standard also provides information that is useful
in understanding how to apply the message set to V2X applications.

2. REFERENCES

2.1 Applicable Documents

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the
latest issue of SAE publications shall apply.

2.1.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

SAE J2540 Messages for Handling Strings and Look-up Tables in ATIS Standards

SAE J2540-2 ITIS Phrase Lists (International Traveler Information Systems)

SAE J2945/1 On-Board System Requirements for V2V Safety Communications

SAE J2945/3 Requirements for Road Weather Applications

SAE J2945/5 Service Specific Permissions and Security Guidelines for Connected Vehicle Applications

2.1.2 |EEE Publications

Available from IEEE Operations Center, 445 and 501 Hoes Lane, Piscataway, NJ 08854-4141, Tel: 732-981-0060,
www.ieee.org.

IEEE Std 1609.2-2016 IEEE Standard for Wireless Access in Vehicular Environments - Security Services for Applications
and Management Messages

IEEE Std 1609.3-2016 IEEE Standard for Wireless Access in Vehicular Environments (WAVE) - Networking Services
IEEE Std 1609.4-2016 |IEEE Standard for Wireless Access in Vehicular Environments (WAVE) - Multi-Channel Operation
2.1.3 IS0 Publications

Copies of these documents are available online at http://webstore.ansi.org/.

ISO/IEC 8824-1:1998 Information Technology - Abstract Syntax Notation One (ASN.1): Specification of Basic Notation
ISO/IEC 8824-2:1998 Information Technology - Abstract Syntax Notation One (ASN.1): Information Object Specification
ISO/IEC 8824-3:1998 Information Technology - Abstract Syntax Notation One (ASN.1): Constraint Specification

ISO/IEC 8824-4:1998 Information Technology - Abstract Syntax Notation One (ASN.1): ParaméP@EdHRetS
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2.1.4 RTCM Publications

Available from the Radio Technical Commission For Maritime Services, 1800 N Kent St., Suite 1060, Arlington, VA 22209,
www.rtcm.org.

RTCM 10402.3 Recommended Standards for Differential GNSS (Global Navigation Satellite Systems) Service -
Version 2.3 Revision 2.3 adopted on August 20, 2001, and its successors

RTCM 10403.1 For Differential GNSS (Global Navigation Satellite Systems) Services - Version 3 adopted on
October 27, 2006 and its successors, including amendments #1~#5 adopted July 1, 2011, and its
successors

2.1.5 NMEA Publication
Available from National Marine Electronics Association, 7 Riggs Ave., Severna Park, MD 21146, www.nmea.org.

NMEA 183 Interface Standard V 3.01, published by the National Marine Electronics Association (NMEA) released January
2002.

2.2 Related Publications

The following publications are provided for information purposes only and are not a required part of this SAE Technical
Report.

For background material, the following standards or information reports are also of value.
2.2.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

SAE J1939 Serial Control and Communications Heavy Duty Vehicle Network - Top Level Document
SAE J2630 Converting ATIS Message Standards From ASN.1 To XML
SAE J3067 Candidate Improvements to Dedicated Short Range Communications (DSRC) Message Set

Dictionary [SAE J2735] Using Systems Engineering Methods
2.2.2 U.S. Dept. of Transportation, National Transportation Library
Available on-line from the National Transportation Library at http://ntl.bts.gov.

Cooperative Intersection Collision Avoidance System Limited to Stop Sign and Traffic Signal Violations (CICAS-V), Task 10
Final Report Dated 09-30-2008 which is available at https://rosap.ntl.bts.gov/view/dot/4143.

2.2.3 U.S. Department of Transportation, National ITS Architecture

Available online at http://local.iteris.com/arc-it/.
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2.2.4 ASTM Publications

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959,
Tel: 610-832-9585, www.astm.org.

ASTM E2158-01 Standard Specification for Dedicated Short Range Communication (DSRC) Physical Layer Using
Microwave in the 902 to 928 MHz Band

ASTM E2213 -03 Standard Specification for Telecommunications and Information Exchange Between Roadside and
Vehicle Systems - 5 GHz Band Dedicated Short Range Communications (DSRC) Medium Access
Control (MAC) and Physical Layer (PHY) Specifications

2.2.5 |EEE Publications

Available from IEEE Operations Center, 445 and 501 Hoes Lane, Piscataway, NJ 08854-4141, Tel: 732-981-0060,
www.ieee.org.

IEEE Std 1609.0-2013 |IEEE Guide for Wireless Access in Vehicular Environments (WAVE) - Architecture

IEEE Std 802.11-2012 Standard for LAN/MAN - Specific requirements Part 11: Wireless LAN Medium Access Control
(MAC) and Physical Layer (PHY) Specifications (and all published Corrigenda for this standard)

IEEE Std 1609.12 Draft IEEE Standard for Wireless Access in Vehicular Environments (WAVE) - Identifier Allocations.
December 9, 2015 (anticipated publication date)

3. TERMS AND DEFINITIONS

For the purposes of this standard, the following definitions, abbreviations, and acronyms apply.
3.1 Definitions

For the purposes of this standard, the following definitions shall apply.

3.1.1  ACTUATED OPERATION

A type of traffic control signal operation in which some or all signal phases are operated on the basis of actuation, e.g.,
detector inputs. A signal without any actuation runs on either fixed time or time of day operation. A signal may be
semi-actuated as well.

3.1.2 APPROACH

All lanes of traffic moving towards an intersection or a midblock location from one direction, including any adjacent parking
lane(s). In the context of this standard, an approach is an arbitrary collection of lanes used in the flow of traffic proceeding
to an intersection or a midblock location. An approach is typically identified by its general flow, i.e., “the east-bound
approach.” In this standard, an approach consists of one or more motor vehicle lanes of travel, as well as possible pedestrian
lanes, parking lanes, barriers, and other types of lane objects some of which cross the path of the motor vehicle travel.
Approach is also used in certain messages to specify where one or more lanes begin, regardless of whether the lane is
ingress or egress.

3.1.3 APPROACHING VEHICLE
An equipped vehicle whose trajectory will or may intersect the HV as the HV maintains its own trajectory.
3.1.4 BACK OFFICE (BO)

A back office infrastructure element that consumes data from, or provides data to, the roadside Infrastructure or other
devices capable of V2X communications (e.g., vehicles).
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3.1.5 BLOB

Binary large object, a term used in software to describe sequences of octets or bytes where any inner encoding or meaning
is not visible.

3.1.6 CERTIFICATE AUTHORITY (CA)

A back office infrastructure element which interacts with the HV and the RSU to enter into a dialog with the HV and provide
certification services. A primary goal of the CA is to manage the collection of certificates for V2X devices.

3.1.7 COMPUTED LANE

A lane drivable by motorized vehicle traffic which shares its path definition with another nearby lane at the same intersection.
It is one of several types of basic lanes defined in the message set. The computed lane allows saving of message bytes
used to express the geometric path of multiple lanes approaching an intersection with the same general path.

3.1.8 CONFLICT MONITOR

A device used to detect and respond to improper or conflicting signal indications and improper operating voltages in a traffic
controller assembly.

3.1.9 CONTROLLER ASSEMBLY

A complete electrical device mounted in a cabinet for controlling the operation of a highway traffic signal.

3.1.10 CONTROLLER UNIT

That part of a controller assembly which is devoted to the selection and timing of the display of signal indications.
3.1.11 CROSSING VEHICLE

An equipped vehicle whose trajectory will or may intersect the HV as the HV changes its own trajectory to make a turning
maneuver.

3.1.12 CYCLE

One complete sequence of signal indications.

3.1.13 CYCLE LENGTH

The duration of one complete sequence of signal indications. The cycle length is not generally fixed at actuated controllers.
3.1.14 DARK MODE

Dark mode indicates that all signal indications are off. Transmission of dark mode may commonly be associated with
signalized intersections, ramp meters, lane control, beacons, and power shutdown. When using a SPAT message to convey
a non-signalized all-way stop intersection, the dark mode indicates that the signage is missing for the particular
approach(es).

3.1.15 DATA CONCEPT

Any of a group of data dictionary structures defined in this standard (e.g., data element, data element concept, entity type,
property, value domain, data frame, or message) referring to abstractions or things in the natural world that can be identified
with explicit boundaries and meaning and whose properties and behavior all follow the same rules.

3.1.16 DATA CONSUMER

Any entity in the ITS environment which consumes data. Documents
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3.1.17 DATA DICTIONARY

An information technology for documenting, storing and retrieving the syntactical form (i.e., representational form) and some
usage semantics of data elements and other data concepts.

3.1.18 DATA ELEMENT

A syntactically formal representation of some single unit of information of interest (such as a fact, proposition, observation,
etc.) with a singular instance value at any point in time, about some entity of interest (e.g., a person, place, process, property,
object, concept, association, state, event). A data element is considered indivisible.

3.1.19 DATA FRAME

A data frame is a collection of two or more other data concepts in a known ordering. These data concepts may be simple
(data elements) or complex (data frames). A construct composed entirely of an octet string is considered a data frame if the
octet string represents two or more distinct data concepts.

3.1.20 DATA PLANE

The data plane is the component of an abstract telecommunications architecture containing the entities that exchange
protocol data units that contain application data units with their peers at the various layers in the protocol stack.

3.1.21 DATATYPE

Classification of a data element based upon how value contained is to be interpreted in operations defined for the data
element.

3.1.22 DIALOG

A sequence of two or more messages which are exchanged in a known sequence and format (typically of a request followed
by one or more replies) between the parties.

3.1.23 DISABLED VEHICLE

A vehicle that is not longer operating as intended (e.g., the engine stopped working). Such a vehicle may be moving or may
be stationary.

3.1.24 DISTINGUISHED ENCODING RULES

A variant of ASN BER encoding used by the 2009 edition of this standard.

3.1.25 DRIVER

The human operating an equipped vehicle used in any role, typically the start or end point of a use case in which the driver
is alerted to an event or takes some action. The precise means of delivery for driver alerts within each vehicle’s
human-machine interface are beyond the scope of this effort. There is only one driver at any time within one vehicle. At this
time, only drivers of equipped vehicles are included, as none of the current use cases requires interaction with non-equipped
vehicles or their drivers.

3.1.26 DUAL-ARROW SIGNAL SECTION

A type of signal section designed to include both a yellow arrow and a green arrow.

3.1.27 EGRESS

Egress is the flow of vehicular or other types of traffic leaving an intersection on one or more of the defined lanes of travel.
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3.1.28 ENCOUNTER

In the context of this standard, an encounter is an exchange of messages between two or more V2X-equipped devices
(OBUs or RSUs) lasting for a brief period of time.

3.1.29 ENTITY

Anything of interest (such as a person, place, process, property, object, concept, association, state, event, etc.) within a
given domain of discourse (in this case within the ITS domain of discourse).

3.1.30 ENTITY TYPE

An abstract type of structure defined in the ITS data registry but no longer used. There are no entity types defined in this
standard.

3.1.31 FLASHING MODE

A mode of operation in which at least one traffic signal indication (but, more typically, all signal indications of the entire
signalized intersection) in each vehicular signal face of a highway traffic signal is turned on and off repetitively. Refer to
MUTCD 2009 for additional information (http://mutcd.fhwa.dot.gov/). Expressed in the terminology of the SPAT message,
this is reflected in the descriptions of signal states of the affected lanes (in that movement) being set to red or yellow flashing.

3.1.32 FLEET VEHICLE

An equipped vehicle which is part of a collection of vehicles owned or operated by a common entity, public or private.
3.1.33 FULL-ACTUATED OPERATION

A type of traffic control signal operation in which all signal phases function on the basis of actuation.

3.1.34 FUNCTIONAL-AREA DATA DICTIONARY (FADD)

A data dictionary that is intended to standardize data element syntax, and semantics, within and among application areas
within the same functional area. This V2X standard is a FADD.

3.1.35 HOST VEHICLE (HV)

The equipped vehicle about which a given use case may be constructed. The host vehicle (HV) can be a transmitting
vehicle, or a receiving vehicle, or both; this distinction is made clear in the use case description. There is typically only one
host vehicle in any use case.

3.1.36 INFRASTRUCTURE

Any roadside device or back office system that supports V2X communications flows (message exchanges), including, but
not limited to, V2X RSU devices.

3.1.37 INGRESS

In the context of this standard, an ingress is a flow of vehicular or other types of traffic approaching an intersection on one
or more of the defined lanes of travel.

3.1.38 INTELLIGENT TRANSPORTATION SYSTEMS (ITS)

Systems that apply information technology to transportation challenges. ITS will often integrate components and users from
many domains, both public and private. ITS improves transportation safety and mobility and enhances productivity through
the integration of advanced communications technologies into the transportation infrastructure and in vehicles. Intelligent
transportation systems (ITS) encompass a broad range of wireless and wire line communications-based information and
electronics technologies. See more at: https://www.its.dot.gov/index.htm. Documents
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3.1.39 INTEROPERABILITY
The ability to share information among heterogeneous applications and systems.
3.1.40 INTERSECTION

In the context of this standard, an intersection is a nexus where two or more approaches meet and vehicles and other types
of users may travel between the connecting links. If signalized, the modes of allowed travel are reflected in the signal
phases, the geometry of the intersection, and local regulatory environment. This standard conveys some of this information
in messages: specifically the MAP message conveys the road geometry, while the SPAT message conveys the current
signal indication to control movement in the intersection.

3.1.41 INTERSECTION CONTROL BEACON
A beacon used only at an intersection to control two or more directions of travel.
3.1.42 INTERVAL

In the context of signal timing, the part of a signal cycle during which signal indications are stable and do not change. In the
SPAT message, the current timing value for the remaining interval time estimate as well as the anticipated interval for yellow
change interval is provided for each lane. Because signal interval times commonly change based on triggering events in
many types of signaling systems, the value provided in the SPAT message may represent a minimal value that is extended
and updated as the message is re-issued each time.

3.1.43 INTERVAL SEQUENCE
The order of appearance of signal indications during successive intervals of a signal cycle.
3.1.44 INTERNATIONAL TRAVELER INFORMATION SYSTEMS (ITIS)

The term commonly associated with the SAE J2540-2 standard for incident phrases developed by the SAE ATIS Committee
in conjunction with ITE TMDD and other standards. This work contains a wide variety of standard phrases to describe
incidents (i.e., a traffic accident) and is used throughout the ITS industry. The codes found there can be used for sorting
and classifying types of incident events, as well as creating uniform human-readable phrases. ITIS phrases can also be
freely mixed with text and used to describe incidents, accidents, weather reports, roadway signage, and other content types.

3.1.45 LANE

In the context of this standard, a lane is a portion of the transportation network (typically a section of roadway geometry)
which is being described in terms of its centerline path and various attributes. In the V2X message set, the lane object is
used to represent lanes. Lanes consist not only of sections of “drivable” roadway traversed by motor vehicles, but other
types of lanes, including pedestrian and bicycle walkways, train tracks, transit lanes, and certain types of dividers and
barriers. When used in describing an intersection, a lane is often defined for each possible path into and out of the
intersection (e.g., within the MAP message). In use, the current signal phase (and therefore the allowed movements) that
is applicable to that lane or its approach at a given point in time is provided in the SPAT message.

3.1.46 LANE-USE CONTROL SIGNAL

A signal face displaying signal indications to permit or prohibit the use of specific lanes of a roadway or to indicate the
impending prohibition of such use.

3.1.47 LINK (RF)

A communications channel being used in support of application data transfer needs.
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3.1.48 LINK (TRAFFIC)

A segment of a road network. A highway type of link is generally separated by one data collection node (such as an RSU
or a vehicle detector station). Local road links tend to be defined by intersections with cross streets. Other common usages
of the word “link,” such as those used in telecommunications, may also appear in the document.

3.1.49 LOCAL DEPLOYMENT

A local deployment is an embodiment of the V2X message set within a region that implements one or more V2X applications.
Such deployments use the messages of the standard in conformant ways to exchange data. Such deployments may have
additional information content defined in the regional extensions of the messages to handle needs which are unique.

3.1.50 MANAGEMENT PLANE

The collection of functions performed in support of the communication system operation, but not directly involved in passing
application data.

3.1.51 MESSAGE

A well-structured set of data elements and data frames that can be sent as a unit between devices to convey some semantic
meaning in the context of the in the context of pre-defined applications. Within Section 5 of this standard, each sub-section
(e.g., 5.1) defines one message. The casual term “message type” often has the same meaning as “message” in this
standard.

3.1.52 MESSAGE SET

A collection of messages based on the ITS functional area they pertain to. The collection of messages defined in this
standard is a message set.

3.1.563 NETWORKING SERVICES
The collection of management plane and data plane functions at the network layer and transport layer.
3.1.54 OFFSET (PHASE)

Offset is the time lag for the cycle start of a coordinated signal. Quoting from the FHWA Signal Timing Manual, Chapter 6,
Section 6.1 Terminology (Draft 3 version, development currently underway): “The time relationship between coordinated
phases [and a] defined reference point and a defined master reference (master clock or sync pulse).” In other words, a local
signal controller setting that references the start of the green to a common clock so the beginning of a green can be
coordinated along a roadway to speed motorists along at a designed speed.

3.1.55 ON-BOARD UNIT

An on-board unit (OBU) is a vehicle-mounted V2X device used to transmit and receive a variety of message traffic to and
from other V2X devices (other OBUs and RSUs). Among the message types and applications supported by this process
are vehicle safety messages used to exchange information on each vehicle’s dynamic movements for coordination and
safety, a primary subject of this standard.

3.1.56 OPERATOR

The human user of infrastructure or a back office, typically the start or end point of a flow or an event in which the operator
is informed of some condition. Similar to the vehicle’s human-machine interface, the interface of the human operator with
the physical equipment is beyond the scope of this effort. It is presumed that there will be multiple operators interfacing to
the physical equipment. In most of the current use cases, the operator is passive in the flow of events; however, the use
cases and flows support any business use case logic for the operator. Qualifiers such as road/roadway/infrastructure may
be added.
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3.1.57 PARKED VEHICLE
An equipped vehicle which is stationary, with a transmission state indicating that it will not move.
3.1.58 PEDESTRIAN CHANGE INTERVAL

An interval during which the flashing upraised hand (symbolizing DON’T WALK) signal indication is displayed, often also
called the pedestrian clearance time. During this interval, the SPAT message indicates a DON'T WALK state for that
pedestrian lane (along with an optional period of time remaining for this state).

3.1.59 PEDESTRIAN CLEARANCE TIME

The minimum time provided for a pedestrian crossing in a crosswalk, after leaving the curb or shoulder, to travel to the far
side of the traveled way or to a median. During this interval, the SPAT message indicates a flashing DON’T WALK indication
for that pedestrian lane (along with an optional period of time remaining for this state). The duration for such time intervals
comes from MUTCD and is based on a rate of speed of 2 m/s.

3.1.60 PEDESTRIAN PHASE

The time during which a walking figure or word WALK is presented and the flashing DON'T WALK is presented. The
pedestrian phase is the time interval of the pedestrian walk interval and the pedestrian change interval combined.

3.1.61 PEDESTRIAN WALK INTERVAL

An interval during which the walking person (symbolizing WALK) signal indication is displayed. When a verbal message is
provided at an accessible pedestrian signal, the verbal message is “walk sign.” During this interval, the SPAT messages
indicates a WALK state for that pedestrian lane (along with an optional period of time remaining for this state and the
subsequent pedestrian clearance state).

3.1.62 PERMISSIVE MODE

A mode of traffic control signal operation in which, when a circular green signal indication is displayed, left and/or right turns
are permitted to be made after yielding to pedestrians and/or oncoming traffic.

3.1.63 PREEMPTION CONTROL

The transfer of normal operation of a traffic control signal to a special control mode of operation.

3.1.64 PRE-TIMED OPERATION

A type of traffic control signal operation in which none of the signal phases function on the basis of actuation. When such a
signal operation is reflected in the SPAT message, the time intervals given for various signal phases are fixed and do not
vary based on any form of actuation. Pre-timed operation may be fixed or based on time of day schedules.

3.1.65 PROTECTED MODE

A mode of traffic control signal operation in which left or right turns are permitted to be made when a left or right green arrow
signal indication is displayed.

3.1.66 PROVIDER SERVICE IDENTIFIER (PSID)

A number that identifies a service provided by an application. PSID is defined in IEEE Std 1609.12.

3.1.67 PUBLIC SAFETY VEHICLE

An equipped vehicle actively engaged in public safety operations and announcing so to others. When not engaged in public
safety operations, this role reverts to the behaviors associated with its basic vehicle class and type (typically a passenger

vehicle). This type of vehicle is presumed to be equipped with an on-board unit specialized for pubid ety KIPEPELS

device. .
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3.1.68 RED CLEARANCE INTERVAL
An optional interval that follows a yellow change interval and precedes the next conflicting green interval.
3.1.69 REFERENCE LANE

A reference lane is a lane drivable by motorized vehicle traffic which also contains a detailed path definition of the lane’s
geometry (a center line path and width) as well as basic attributes (such as the allowed maneuvers) about the lane. The
provided path data may optionally be reused with another nearby lane (a “computed lane”) in the same intersection. It is
one of several basic types of lanes defined in the message set.

3.1.70 REFERENCE POINT

A reference point is a complete set of values for latitude - longitude - and height above the reference ellipsoid which is used
as an initial starting point for subsequent orthogonal offset X, Y, Z values from that point. All roadway geometry, maps of
intersections, lane and curve descriptions, and other geometrical data that are encoded in this standard use a system of
local reference points to index and offset the data that follows. Also called an anchor point.

3.1.71 REPORTING VEHICLE

An equipped vehicle which is providing some form of additional data to other vehicles or to the roadside Infrastructure.
3.1.72 REVERSING VEHICLE

An equipped vehicle in which the transmission is engaged to propel the vehicle backwards.

3.1.73 ROADSIDE UNIT

A roadside unit (RSU) is a V2X device used to transmit to, and receive from, V2X-equipped moving vehicles (OBUs). The
RSU transmits from a fixed position on the roadside (which may be either a permanent installation or “temporary” equipment
brought on-site for a period of time associated with an incident, road construction, or other event). Some RSUs have the
ability to transmit signals with greater power than OBUs and some may have connectivity to other nodes or the Internet.

3.1.74 ROLES

These are the parts “played” by each actor in a given UML use case scenario, e.g., primary vehicle, nearby vehicle,
approaching vehicles.

3.1.75 SEMI-ACTUATED OPERATION

A type of traffic control signal operation in which at least one, but not all, signal phases function on the basis of actuation.
3.1.76 SIGNAL HEAD

An assembly of one or more traffic signal lamps. One or more signal heads may be used to provide complementary
indications to one of more approaches, which may cover multiple lanes. The definitive mapping to specific lanes can be
determined by examining the SPAT and MAP fragment messages.

3.1.77 SIGNAL PHASE

The right-of-way, yellow change, and red clearance intervals in a cycle that are assigned to an independent traffic
movement, or combination of movements. Each of these cycles is reflected in the SPAT message for the lanes that are part
of the movement(s), along with its expected timing interval (which may be updated in signal systems that vary the time
interval based on actuation or other methods).

3.1.78 SIGNAL SECTION

Two or more traffic control signals operating in signal coordination. Also called a signal system. Documents
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3.1.79 SIGNAL TIMING

The amount of time allocated for the display of a signal indication; slang.

3.1.80 SPAT

Signal phase and timing (SPAT) is a message type which describes the current state of a signal system and its phases and
relates this to the specific lanes (and therefore to movements and approaches) in the intersection. It is used along with the
MAP message to describe an intersection and its current and future control states.

3.1.81 SPLIT (PHASE)

In split phase operations opposing turn lanes are coordinated at differing times. For example, the east and west left turn
movements would get green arrows at different times.

3.1.82 SPLIT (SIGNAL)

Signal split is a term having to do with coordinated signals. Signal split pertains to time allocated to the coordinated road
versus the cross streets.

3.1.83 STABILITY CONTROL

A system which operates to prevent a car from sliding sideways under dynamic driving conditions.

3.1.84 STOP LINE

The stop line is a defined location along the path of the lane type where users (vehicles) are presumed to stop and come to
rest, often found at the lane’s edge leading to the center of the intersection. The stop line is used as the starting point to
define the centerline path of a lane in the messages (with sets of offset points defining the path of the lane proceeding away
from the stop line). While stop lines are normally considered for lanes describing motorized vehicle travel, they are also
used on other forms of lanes (such as pedestrian walkway lanes) to describe the initial point of the path.

3.1.85 STOPPED VEHICLE

An equipped vehicle which is stationary but which remains in gear and able to move at any time.

3.1.86 SYNTAX

The structure of expressions in a language, and the rules governing the structure of a language.

3.1.87 TOWING VEHICLE

An equipped light passenger vehicle which is towing a trailer.

3.1.88 TRANSACTIONS

Bi-directional data exchanges between devices (RSUs and OBUs).

3.1.89 TRANSIT VEHICLE

An equipped vehicle engaged in Transit operations, e.g., a bus.

3.1.90 UNALIGNED PACKED ENCODING RULES

The variant of ASN PER encoding which is the default encoding for this standard.
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3.1.91 UNAVAILABLE

In the context of this standard and in the context of a data concept definitions, the term unavailable shall mean that the
value of this data concept could not be obtained for use in the message.

3.1.92 UN-EQUIPPED VEHICLE

A vehicle which is not equipped with an OBU device.

3.1.93 VEHICLE

In the context of this standard, all types of motor vehicles, including light passenger vehicles, heavy and freight vehicles,
buses, special services vehicles (street sweepers, tow trucks, etc.), those vehicles used in public safety and response roles,
and various “alternative” vehicles which may use public roadways, such as motorcycles, off-road heavy equipment, etc. For
certain basic use cases in the current scope of work, non-motorized vehicle roles and pedestrian roles are also modeled as
vehicles. It is expected that a more detailed breakdown will be required in time.

3.1.94 VEHICLE TYPE

In the context of standard, the vehicle type is a data element used to define overall gross size and mass of a vehicle.
Observe that this definition differs from the (multiple other) vehicle types defined elsewhere in other standards used in the
ITS.

3.1.95 WALK INTERVAL

An interval during which the walking person (symbolizing WALK) signal indication is displayed. When a verbal message is
provided at an accessible pedestrian signal, the verbal message is “walk sign.”

3.1.96  WARNING BEACON

A beacon used only to supplement an appropriate warning or regulatory sign or marker.

3.1.97 WAVE DEVICE

A device which is conformant to wireless access for vehicular environment communication protocol.
3.1.98 YELLOW CHANGE INTERVAL

The first interval following the green interval during which the yellow signal indication is displayed. In the SPAT message,
the fixed duration of the yellow change interval is (optionally) provided for each active lane being described.

3.2  Abbreviations and Acronyms

The terms, abbreviations, and acronyms cited below shall be a part of the terms of this standard (and of the other companion
volumes and guides), unless specifically cited otherwise.

AAMVA American Association of Motor Vehicle Administrators
ABS Anti-Lock Braking System
ASC Advanced Signal Controller
ASN Abstract Syntax Notation Revision One, Also: ASN.1
ASTM American Society for Testing and Materials
ATIS Advanced Traveler Information Systems
Documents
ATMS Advanced Transportation Management Systems
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BER

BLOB

BSM

BSW

CAM

CAN

CCC

CICAS-V

CLW

CRC

CSR

DE

DER

DF

DGPS

DNPW

DSRC

DVIN

EEBL

EGUI

ESS

EVA

FCW

GES

GID

GMT

GNSS

GPS

HMI

HVPP

Basic Encoding Rules

Binary Large OBject

Basic Safety Message

Blind Spot Warning

Cooperative Awareness Message
Controller Area Network

Cooperative Cruise Control

Cooperative Intersection Collision Avoidance System - Violation

Control Loss Warning

Cyclic Redundancy Code

Common Safety Request Message
Data Element

Distinguished Encoding Rules

Data Frame

Differential GPS (or GNSS)

Do Not Pass Warning

Dedicated Short Range Communications
Driver-Vehicle Interface Notifier
Emergency Electronic Brake Lights
Engineering Graphical User Interface
Environmental Sensors Stations
Emergency Vehicle Alert Message
Forward Collision Warning

General Estimates System
Geographic Information Description
Greenwich Mean Time

Global Navigation Satellite System
Global Positioning System

Human Machine Interface

Host Vehicle Path Prediction

Full document details: SAE J2735_202007

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/sae-j2735-202007
http://www.avadocuments.com/doc/sae-j2735-202007

SAE INTERNATIONAL J2735® JUL2020 Page 24 of 267

ICA Intersection Collision Alert Message
IEEE Institute of Electrical and Electronics Engineers
IM Incident Management or Inter-Modal
IMA Intersection Movement Assist
IP Internet Protocol
IPv6 Internet Protocol Version 6
ISO International Standards Organization
ITE Institute of Transportation Engineers
ITIS International Traveler Information Systems
JER JSON Encoding Rules
JSON JavaScript Object Notation
LCW Lane Change Warning
LLC Logical Link Control
LLH Latitude, Longitude, Height, and Above the Ellipsoid
LRMS Location Referencing Message System
LSB Least Significant Bit
MAC Medium Access Control
MAP Map Data Message
MIB Management Information Base
MIL Malfunction Indicator Light (Check Engine Light)
MSB Most Significant Bit
MSG Message
NAP Network Access Point
NEMA National Electronics Manufacturers Association
NHSTA National Highway Traffic Safety Administration
NMEA National Marine Electronics Association
NTCIP National Transportation Communications for ITS Protocols
NTRIP Networked Transport of RTCM via Internet Protocol
OER Octet Encoding Rules
Documents
OBE On-Board Equipment Document Sharing Hub
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oBU

OEM

OTA

PDM

PDU

PER

PH

PHY

PP

PSID

PSN

PVD

RSA

RSU

RTCM

RTK

SC-104

SDH

SDN

SDO

SPAT

SRM

SRS

SSM

SSP

TA

TC

TCIP

TCP

TCS

On-Board Unit

Original Equipment Manufacturer
Over-the-Air

Probe Data Management Message
Protocol Data Unit

Packed Encoding Rules

Path History

Physical Layer

Path Prediction

Provider Service Identifier

Probe Segment Number

Probe Vehicle Data Message
Roadside Alert Message

Roadside Unit

Radio Technical Commission for Maritime Services or RTCM Corrections Message

Real Time Kinematics
Sub-Committee 104 of the RTCM
Sensor Data Handler

Service Delivery Node

Standards Developing Organizations or Standards Development Organization

Signal Phase and Timing Message

Signal Request Message

Safety Restraint System or Supplemental Restraint System

Signal Status Message

Service-Specific Permissions

Threat Arbitration

Traction Control or Target Classification
Transit Communications Interface Profiles
Transmission Control Protocol

Traction Control System
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TIM

TMDD

ubpP

UPER

uUsSDOT

uTC

V2i

V2P

Vav

V2X

VIN

VSC

VSC-2

WAVE

WSM

WSMP

XER

XML

Traveler Information Message

Traffic Management Data Dictionary

User Datagram Protocol

Unaligned Packed Encoding Rules

United States Department of Transportation
Universal Coordinated Time
Vehicle-to-Infrastructure
Vehicle-to-Pedestrian

Vehicle-to-Vehicle

Vehicle to Any V2X Equipped Object
Vehicle Identification Number

Vehicle Safety Communications

Vehicle Safety Communications 2

Wireless Access in Vehicular Environments
WAVE Short Message

WSM Protocol

XML Encoding Rules

Extensible Markup Language

4. THE USE OF V2X MESSAGES IN APPLICATIONS

This section contains introductory material about this edition of SAE J2735, and background information on the rationale for
the standard and the user needs which it was developed to meet. The general design approach used in the standard and a
selection of topics which provide both informative and normative information about its use can be found in Section 11.

4.1 Introduction to V2X Goals and Objectives (Informative)

Public-sector organizations throughout the world have identified the need to reduce fatalities and serious injuries that result
from vehicle crashes, as well as the need to reduce traffic congestion. The use of wireless and computer technologies in
vehicles, and on the roadway infrastructure, have been identified as promising areas to provide solutions for these needs.
Intelligent transportation system (ITS) planning in many regions of the world has therefore become focused on supporting
applications that utilize a common platform to address three priorities:

1. Safety

2. Mobility

3. Commercial (or Private)
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Safety applications, in particular, must be interoperable between vehicles from different manufacturers and between
vehicles and roadway infrastructure within all the areas where the vehicle is likely to travel. These requirements for
interoperability are also relevant to contemplated mobility applications. This SAE standard specifies messages, data frames
and data elements to facilitate interoperability at the application layer.

The message set specified in this SAE standard can be used by an application to send information using V2X
communications to peer instances of that application (for example, in a vehicle) to the other end (for example, in another
vehicle). These lower layers of the protocol stack are defined and specified in standards developed by other Standards
Development Organizations (SDOs). This standard defines the content and structure of messages exchanged between
applications. A given SAE J2735 message is the payload of the next lower layer protocol, e.g., the WSM data as defined in
IEEE 1609.3. The aggregate content of an over-the-air packet is determined jointly by all the protocols in the stack.

The following subsection provides an overview of V2X communications. The messages themselves are presented in
Section 5. The particular message design techniques described in this standard have allowed for the construction of a
dictionary of reusable, relevant data frames and data elements that support interoperability for currently envisioned
applications. These techniques are also intended to expedite the development of messages to be defined in the future. The
data frames are presented in Section 6 of this standard, and the data elements are specified in Section 7. Data concepts
reused from other areas of ITS work or developed in support of regional needs are presented in Section 8. Data concepts
which allow regional deployment to extend the standard in various ways are found in Section 9.

NOTE: Use of regional extensions is discouraged for security reasons (refer to SAE J2945/5, 2.7.5).
4.2 V2X Communications Overview (Informative)

While the data dictionary was originally developed for use over DSRC, other interfaces such as cellular-V2X using V2X
sidelink as defined in 3GPP may be used, as well as traditional cellular networks, WiFi, and any other communications
media that meet the requirements of the applications using the data dictionary.

4.2.1 WAVE Communications Overview

The wireless access for vehicular environment (WAVE) communications system is designed to enable vehicle-to-vehicle
and vehicle-to/from-infrastructure communications in order to provide a common platform to achieve the safety, mobility
and commercial priorities described in 4.1. Interoperability is a fundamental requirement of this common platform, and
WAVE is designed to provide the required interoperable wireless networking services for transportation. As well, the WAVE
system uniquely supports the high-availability, low-latency communications requirements of vehicle safety applications,
such as pre-crash collision mitigation, intersection collision avoidance, and cooperative collision avoidance.

The physical layer (PHY) and the medium access control (MAC) layer of the WAVE system are specified in IEEE
standard 802.11 or 3GPP standards (V2X sidelink), depending on which communications interface is being used. The
system generally supports a MAC and PHY for each channel on which it operates. The range of this system is generally
considered to be t distances of less than 1000 m.

The IEEE 1609 family of standards is used along with the MAC and PHY layer standards to enable safety, mobility ,and
other applications, including many that use the data dictionary in this SAE standard. IEEE 1609 supports a multi-channel
system and includes specifications for channel coordination (1609.4), network and transport layers (1609.3), and data
security (1609.2).

Two data exchange options (network and transport layer protocols) are identified in IEEE 1609.3: the wave short message
protocol (WSMP) and IPv6 (with various transport layer protocols). IEEE 1609.3 also specifies services for applications and
upper layers that use one or both of these two protocol stacks. WSMP is uniquely specified by IEEE 1609.3, and it supports
both broadcast and unicast addressing. IEEE 1609.4 specifies channel coordination options that can be used in conjunction
with IEEE 1609.3.
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4.2.2 Security

IEEE 1609.2 specifies cryptographic data security services. These services include data signing and verification for
authentication and integrity, as well as encryption and decryption using asymmetric public keys. To achieve end-to-end
security, applications usually invoke these services directly. IEEE 1609.2 also indicates whether a participant in a V2X
application is authorized to send certain data objects over the V2X communications interface using provider service identifier
(PSID) and service specific permissions (SSP). The recommended design approach to design an SSP associated with a
specific idea is defined in SAE J2945/5. The ASN.1 objects defined in this document do not contain security content or use
indexes to SSP. Previous versions of SAE J2735 have included these SSP indexes within certain objects, but in this revision
of the document, these indexes are not used by applications. In order to maintain backward compatibility, the fields have
remained where previously defined, but the fields are set to zero and ignored upon reception.

In addition to IEEE 1609.2, when using IP-based interfaces, ISO 21177—which specifies features that support transport
layer security (TLS) using 1609.2 certificates—may be used.

4.3 Philosophy of Message Design (Informative)

This document defines ASN.1 types as follows:

1. The smallest divisions of information content to be standardized are called data elements.

2. Data frames are the next, more complex data structures that contain data elements and other data frames.

3. The top level of complexity in the data structure is called a message, which contains one or more data frames or
elements.

The data objects specified in this document are defined using abstract syntax notation revision one (ASN.1, referred to as
ASN hereafter). These ASN modules follow the typical style used for message sets defined in ITS standards by SAE and
the other SDOs engaged in V2X applications development. The complete ASN specification of the standard is available to
developers to download at the SAE V2X support site (Appendix A).

4.4 Message Encoding (Normative)

Instantiations of ASN objects specified by this standard are encoded for transport using one of the standard sets of encoding
rules available for ASN.1-defined objects (BER, DER, UPER, OER, XER, JER, etc.). The data dictionary has been optimized
for UPER encoding in most cases. If the encoding is not specified by a corresponding application specification, UPER
encoding shall be used.

4.5 Additional Data Dictionary Constraints (Informative)

In some cases, the use of the messages, data frames, and data elements defined in this standard, including the various
system performance levels required, can be found in other standards such as SAE J2945/1.

5. MESSAGE SET
This section defines the precise structure of the messages defined by this standard.

All text in this clause is normative unless expressly marked otherwise. The definitions for each data object in this dictionary
set is presented in the following sub clauses. The section titled “Use” provides a general overview of the data concept and
broadly explains the informational concept and its intended use. It may also provide illustrative use cases. It may assert
normative details regarding such use. In addition, each standard that makes use of the data concept may further constrain
aspects of its use (for example defining a minimum accuracy level under given operational conditions). The ASN is
presented in a section titled “ASN Representation” and is also available from SAE in a downloadable format. The ASN
defines, at the least, the precise structural details of the data concept, such as precision and range of valid values. The
section titled “Used By” provides a listing and a set of hyperlinks to other places in the document where this data concept
is used. The section titled “Remarks” is used to provide additional information regarding the data concept, often denoting
changes made to the concept from prior published editions.
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The ASN definitions that follow are normative. While the majority of the normative content is reflected in the actual syntax
of the ASN, some entries also have additional statements in the ASN comments which are also normative. In addition, the
textual commentary provided with each entry (in sections marked “Use” and “Remarks”) may also provide additional
normative restrictions on the proper use of the entry being described. Users of this standard seeking to be in conformance
with it shall follow the normative text outlined here.

In this SAE data dictionary, all ASN entities are formally named data element (DE), data frame (DF), or message (MSG).
This is the name that appears in the title of the section where the object is defined. When citing ASN entities in this and
other documents, they should be referred to only by their proper names and not by the numerical index which they have,
as that value will change over time as other entries are added or removed. For example, the ASN definition of DSRCmsgID,
which is a data element, should be referred to by its formal name, which is DE_ DSRC_MessagelD.

The MessageFrame entry represents the top most entry of the data dictionary and contains data frame and data elements.
5.1 Message: MSG_MessageFrame (FRAME)

Use: The MessageFrame message is used to hold all the defined messages of this standard. Each of the defined messages
in this standard has one or more selected locations where additional “regional information” can be inserted into data frames
in the message. The methodology used to do this is further described in 11.2. The provided set of test messages are
intended for testing use only. Note that the entire MSG_MessageFrame is encoded using the ecoding method specified in
the corresponding application specification or using UPER if not specified.
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ASN.1 Representation:
MessageFrame ::= SEQUENCE ({
messageld MESSAGE-ID-AND-TYPE. &id ({MessageTypes}),
value MESSAGE-ID-AND-TYPE. &Type ({MessageTypes} {@.messageld}),

MESSAGE-ID-AND-TYPE ::= CLASS {
&id DSRCmsgID UNIQUE,
&Type
} WITH SYNTAX {&Type IDENTIFIED BY &id}

MessageTypes MESSAGE-ID-AND-TYPE ::= {
{ BasicSafetyMessage IDENTIFIED BY basicSafetyMessage o
MapData IDENTIFIED BY mapData }
SPAT IDENTIFIED BY signalPhaseAndTimingMessage } |

CommonSafetyRequest
EmergencyVehicleAlert IDENTIFIED BY emergencyVehicleAlert
IntersectionCollision IDENTIFIED BY intersectionCollision

IDENTIFIED BY commonSafetyRequest b

TravelerInformation IDENTIFIED BY travelerInformation
PersonalSafetyMessage IDENTIFIED BY personalSafetyMessage

o
o
NMEAcorrections IDENTIFIED BY nmeaCorrections }
ProbeDataManagement IDENTIFIED BY probeDataManagement }o
ProbeVehicleData IDENTIFIED BY probeVehicleData bl
RoadSideAlert IDENTIFIED BY roadSideAlert }
RTCMcorrections IDENTIFIED BY rtcmCorrections }
SignalRequestMessage IDENTIFIED BY signalRequestMessage } |
SignalStatusMessage IDENTIFIED BY signalStatusMessage o
bl
P

e i T N N T e N N M e N e T e e N N M T M M M T e N M e T R

TestMessage00 IDENTIFIED BY testMessage(00 }
TestMessageOl IDENTIFIED BY testMessageOl }
TestMessage02 IDENTIFIED BY testMessage(02 }
TestMessage03 IDENTIFIED BY testMessage(03 }
TestMessage(04 IDENTIFIED BY testMessage04 }
TestMessage05 IDENTIFIED BY testMessage05 }
TestMessage06 IDENTIFIED BY testMessage(O6 }
TestMessage07 IDENTIFIED BY testMessagelO7 }
TestMessage08 IDENTIFIED BY testMessage08 }
TestMessage09 IDENTIFIED BY testMessage09 }
TestMessagelO IDENTIFIED BY testMessagelO }
TestMessagell IDENTIFIED BY testMessagell }
TestMessagel?2 IDENTIFIED BY testMessagel2 }
TestMessagel3 IDENTIFIED BY testMessagel3 }
TestMessagelid IDENTIFIED BY testMessageld }
TestMessagelb IDENTIFIED BY testMessagelb }

-- Expansion to be used only by the SAE V2X Core TC

-- Regional extensions support

REG-EXT-ID-AND-TYPE ::= CLASS {
&id RegionId UNIQUE,
&Type

} WITH SYNTAX {&Type IDENTIFIED BY &id}

RegionalExtension {REG-EXT-ID-AND-TYPE Set} ::= SEQUENCE {
regionId REG-EXT-ID-AND-TYPE. &id( {Set} ),
regExtValue REG-EXT-ID-AND-TYPE.&Type( {Set}{@regionId} )
}

Remarks: Use of regional extensions is discouraged for security reasons (refer to SAE J2945/5 ?..7.EDOCL|mentS
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5.2 Message: MSG_BasicSafetyMessage (BSM)

Use: The basic safety message (BSM) is used in a variety of applications to exchange safety data regarding vehicle state.
This message is broadcast frequently to surrounding vehicles with data content as required by safety and other applications.
Transmission rates are beyond the scope of this standard, but a rate 10 times per second is typical when congestion control
algorithms do not prescribe a reduced rate. Part | data shall be included in every BSM. Part |l data items are optional for a
given BSM and are included as needed according to policies that are beyond the scope of this standard. A BSM without
Part Il optional content is a valid message.

ASN.1 Representation:
BasicSafetyMessage ::= SEQUENCE ({
-- Part I, Sent at all times with each message
coreData BSMcoreData,

-—- Part II Content
partlII SEQUENCE (SIZE(1l..8)) OF
PartIIcontent {{ BSMpartIIExtension }} OPTIONAL,

regional SEQUENCE (SIZE(1..4)) OF
RegionalExtension {{REGION.Reg-BasicSafetyMessage}} OPTIONAL,

}

—-— BSM Part II content support

PARTII-EXT-ID-AND-TYPE ::= CLASS {
&id PartII-Id UNIQUE,
&Type

} WITH SYNTAX {&Type IDENTIFIED BY &id}

PartIIcontent { PARTII-EXT-ID-AND-TYPE: Set} ::= SEQUENCE ({
partII-Id PARTII-EXT-ID-AND-TYPE.&id( {Set} ),
partII-Value PARTII-EXT-ID-AND-TYPE.&Type( {Set}{@partII-Id} )
}

PartII-Id ::= INTEGER (0..63)
vehicleSafetyExt PartII-Id::= 0 -- VehicleSafetyExtensions
specialVehicleExt PartII-Id::= 1 -- SpecialVehicleExtensions
supplementalVehicleExt PartII-Id::= 2 -- SupplementalVehicleExtensions

-- NOTE: new registered Part II content IDs will be denoted here

-- In a given message there may be multiple extensions present
-- but at most one instance of each extension type.

BSMpartIIExtension PARTII-EXT-ID-AND-TYPE ::= {
{ VehicleSafetyExtensions IDENTIFIED BY vehicleSafetyExt} |
{ SpecialVehicleExtensions IDENTIFIED BY specialVehicleExt} |

4

{ SupplementalVehicleExtensions IDENTIFIED BY supplementalVehicleExt}
}
Used By: This entry is used directly by one other data structure in this standard, a MSG called MSG_MessageFrame
(FRAME) <aAsN>. In addition, this item may be used by data structures in other ITS standards.

5.3 Message: MSG_CommonSafetyRequest (CSR)

Use: The common safety request message provides a means by which a vehicle participating in the exchange of the basic
safety message can unicast requests to other vehicles for additional information which it requires for the safety applications
it is actively running. Responding vehicles will (or may) add this information to the appropriate place in the basic safety
message when they broadcast it. Additional operational concepts are explained further in other standards.
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Additional information (data elements and data frames) can be requested by this message to be placed into the Part Il
sections of the basic safety message (Part | contains selected information that is always present in every message without
exception).

When a device receives a request for a data element it does not understand or support, or from a vehicle with a spatial
position or heading that it may choose to ignore, then that request is simply ignored.

ASN.1 Representation:

CommonSafetyRequest ::= SEQUENCE {
timeStamp MinuteOfTheYear OPTIONAL,
msgCnt MsgCount OPTIONAL,
id TemporaryID OPTIONAL, -- targeted remote device
requests RequestedItemlist,
-- Note: Above no longer uses the same request as probe management
regional SEQUENCE (SIZE(1..4)) OF

RegionalExtension {{REGION.Reg-CommonSafetyRequest}} OPTIONAL,
}

Used By: This entry is used directly by one other data structure in this standard, a MSG called MSG_MessageFrame
(FRAME) <asN>. In addition, this item may be used by data structures in other ITS standards.

5.4 Message: MSG_EmergencyVehicleAlert (EVA)

Use: The emergency vehicle alert message is used to broadcast warning messages to surrounding vehicles that an
emergency vehicle (typically an incident responder of some type) is operating in the vicinity and that additional caution is
required. The message itself is built on the original ATIS roadside alert message which in turn uses the common ITIS phrase
list to both describe the event and provide advice and recommendation for travelers. The emergency vehicle alert message
appends to the message some additional data elements regarding the overall type of vehicle involved and other useful data.
Note that this message can be used by both private and public response vehicles, and that the relative priority of each (as
well as security certificates) is determined in the application layer.

ASN.1 Representation:

EmergencyVehicleAlert ::= SEQUENCE ({
timeStamp MinuteOfTheYear OPTIONAL,
id TemporaryID OPTIONAL,
rsaMsg RoadSideAlert,

-- the DSRCmsgID inside this
-- data frame is set as per the
-- RoadSideAlert.
responseType ResponseType OPTIONAL,
details EmergencyDetails OPTIONAL,
-— Combines these 3 items:
-—- SirenInUse,
-- LightbarInUse,
—-— MultiVehicleReponse,

mass VehicleMass OPTIONAL,
basicType VehicleType OPTIONAL,
-- gross size and axle cnt

-- type of vehicle and agency when known

vehicleType ITIS.VehicleGroupAffected OPTIONAL,
responseEquip ITIS.IncidentResponseEquipment OPTIONAL,
responderType ITIS.ResponderGroupAffected OPTIONAL,
regional SEQUENCE (SIZE(1..4)) OF

RegionalExtension {{REGION.Reg-EmergencyVehicleAlert}} OPTIONAL,
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Remarks: The TemporarylD data element shall be sent only if the vehicle is to be identified to others. If a data element
value is not known or will not be sent (because its presence is marked OPTIONAL in the ASN), then that data item will not
be part of the message. The road side alert message shall be a valid message within the emergency vehicle message.

5.5 Message: MSG_IntersectionCollisionAvoidance (ICA)
Use: This message is intended to be used to broadcast to other V2X devces in the area a warning of a potential collision
with a vehicle that is likely to be entering an intersection without the right of way. The sender may be either an equipped

vehicle or another source such as the infrastructure.

ASN.1 Representation:

IntersectionCollision ::= SEQUENCE {
msgCnt MsgCount,
id TemporaryID,
timeStamp MinuteOfTheYear OPTIONAL,
partOne BSMcoreData OPTIONAL,
path PathHistory OPTIONAL,

-- a set of recent path points forming a history
pathPrediction PathPrediction OPTIONAL,

-- the predicted path
intersectionID IntersectionReferencelD,

—-— the applicable Intersection

laneNumber ApproachOrLane,
-— the best estimate of the applicable Lane or Approach
eventFlag VehicleEventFlags,

-- used to convey vehicle Panic Events,
-—- Set to indicate “Intersection Violation”
regional SEQUENCE (SIZE(1..4)) OF
RegionalExtension {{REGION.Reg-IntersectionCollision}} OPTIONAL,

}

Used By: This entry is used directly by one other data structure in this standard, a MSG called MSG_MessageFrame
(FRAME) <asN>. In addition, this item may be used by data structures in other ITS standards.

5.6 Message: MSG_MapData (MAP)

Use: The MapData message is used to convey many types of geographic road information. At the current time, its primary
use is to convey one or more intersection lane geometry maps within a single message. The map message content includes
such items as complex intersection descriptions, road segment descriptions, high speed curve outlines (used in curve safety
messages), and segments of roadway (used in some safety applications). A given single MapData message may convey
descriptions of one or more geographic areas or intersections. The contents of this message involve defining the details of
indexing systems that are in turn used by other messages to relate additional information (for example, the signal phase
and timing via the SPAT message) to events at specific geographic locations on the roadway.
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ASN.1 Representation:

MapData ::= SEQUENCE ({
timeStamp MinuteOfTheYear OPTIONAL,
msgIssueRevision MsgCount,
layerType LayerType OPTIONAL,
layerID LayerID OPTIONAL,
intersections IntersectionGeometryList OPTIONAL,
-- All Intersection definitions
roadSegments RoadSegmentList OPTIONAL,
-- All roadway descriptions
dataParameters DataParameters OPTIONAL,

-- Any meta data regarding the map contents

restrictionList RestrictionClassList OPTIONAL,
-- Any restriction ID tables which have
-- established for these map entries
regional SEQUENCE (SIZE(1..4)) OF
RegionalExtension {{REGION.Reg-MapData}} OPTIONAL,

-- NOTE:

-- Other map data will be added here as it is defined
-- Examples of the type of content to be added include
-- curve warnings, construction routes, etc.

}

Used By: This entry is used directly by one other data structure in this standard, a MSG called MSG_MessageFrame
(FRAME) <aAsN>. In addition, this item may be used by data structures in other ITS standards.

5.7 Message: MSG_NMEAcorrections (NMEA)

Use: The NMEA Corrections message is used to encapsulate NMEA 183 style differential corrections for GPS/GNSS radio
navigation signals as defined by the NMEA (National Marine Electronics Association) committee in its Protocol 0183
standard. Here, in the work of the SAE V2X Core Technical Committee, these messages are “wrapped” for transport on
V2X media, and then can be re-constructed back into the final expected formats defined by the NMEA standard and used
directly by GNSS to increase the absolute and relative accuracy estimates produced.

ASN.1 Representation:

NMEAcorrections ::= SEQUENCE {
timeStamp MinuteOfTheYear OPTIONAL,
rev NMEA-Revision OPTIONAL,

—-— the specific edition of the standard

-- that is being sent, 4.x at the time of publication
msg NMEA-MsgType OPTIONAL,

-- the message and sub-message type, as

—-- defined in the revision being used
-- NOTE The message type is also in the payload expressed as a string,
wdCount ObjectCount OPTIONAL,

-—- a count of octets to follow

—— observe that not all NMEA sentences are limited to 82 characters
payload NMEA-Payload,
regional SEQUENCE (SIZE(1l..4)) OF

RegionalExtension {{REGION.Reg-NMEAcorrections}} OPTIONAL,

}

Used By: This entry is used directly by one other data structure in this standard, a MSG called MSG_MessageFrame
(FRAME) <asN>. In addition, this item may be used by data structures in other ITS standards. Documents
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Remarks: As a rule, NMEA 183 messages (called sentences in the NMEA work) are not used in V2X due to the inherently
large size of expressing the data in a text format. This message primarily has use as an aid in debugging and it is for this
reason that it is included in the standard. The NMEA 183 messages provide a means for private vendors to add their own
messages (such messages all start with “$P”) and the developer is cautioned that such messages may not be interoperable
with different vendors’ GNSS devices. The newer NMEA 2000 standard, which involves a denser binary message format,
may also be sent using this message. The NMEA 2000 standard operates over an SAE J1939 CAN bus protocol, but NMEA
does not coordinate its messages with SAE in this regard.

5.8 Message: MSG_PersonalSafetyMessage (PSM)
Use: The Personal Safety Message (PSM) is used to broadcast safety data regarding the kinematic state of various types
of Vulnerable Road Users (VRU), such as pedestrians, cyclists, or road workers. Data items which are optional are included

in a PSM as needed according to policies that are beyond the scope of this standard.

This message is under development, and is included in this standard to support field trials. Changes in the specification of
the message and/or its constituent elements may occur in the future.

ASN.1 Representation:

PersonalSafetyMessage ::= SEQUENCE ({
basicType PersonalDeviceUserType,
secMark DSecond,
msgCnt MsgCount,
id TemporaryID,
position Position3D, -- Lat, Long, Elevation
accuracy PositionalAccuracy,
speed Velocity,
heading Heading,
accelSet AccelerationSetdWay OPTIONAL,
pathHistory PathHistory OPTIONAL,
pathPrediction PathPrediction OPTIONAL,
propulsion PropelledInformation OPTIONAL,
useState PersonalDeviceUsageState OPTIONAL,
crossRequest PersonalCrossingRequest OPTIONAL,
crossState PersonalCrossingInProgress OPTIONAL,
clusterSize NumberOfParticipantsInCluster OPTIONAL,
clusterRadius PersonalClusterRadius OPTIONAL,
eventResponderType PublicSafetyEventResponderWorkerType OPTIONAL,
activityType PublicSafetyAndRoadWorkerActivity OPTIONAL,
activitySubType PublicSafetyDirectingTrafficSubType OPTIONAL,
assistType PersonalAssistive OPTIONAL,
sizing UserSizeAndBehaviour OPTIONAL,
attachment Attachment OPTIONAL,
attachmentRadius AttachmentRadius OPTIONAL,
animalType AnimalType OPTIONAL,

regional SEQUENCE (SIZE(1l..4)) OF
RegionalExtension {{REGION.Reg-PersonalSafetyMessage}} OPTIONAL,

}

Used By: This entry is used directly by one other data structure in this standard, a MSG called MSG_MessageFrame
(FRAME) <aAsSN>. In addition, this item may be used by data structures in other ITS standards.

Remarks: The optional PathPrediction field is only intended to be included when the PSM sender is traveling along a
roadway; e.g., in a bicycle lane.
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5.9 Message: MSG_ProbeDataManagement (PDM)

Use: The ProbeDataManagement message is used to control the type of data collected and sent by OBUs to the local RSU
(also called a STA in some documents), taken at a defined snapshot event to define RSU coverage patterns such as the
moment an OBU joins or becomes associated with an RSU and can send probe data.

ASN.1 Representation:

ProbeDataManagement = SEQUENCE {
timeStamp MinuteOfTheYear OPTIONAL,
sample Sample, -— Identifies the vehicle
-- population affected by this
directions HeadingSlice, -- Applicable headings/directions
term CHOICE {
termtime TermTime, -- Terminate this management process
-- based on Time-to-Live
termDistance TermDistance -- Terminate management process
-- based on Distance-to-Live
by
snapshot CHOICE {
snapshotTime SnapshotTime, -— Collect snapshots based on Time
-- the value 0 indicates forever
snapshotDistance SnapshotDistance -- Collect snapshots based on combination
-- of vehicle Speed and Distance
by
txInterval SecondOfTime, -—- Time Interval at which to send snapshots
dataElements VehicleStatusRequestList OPTIONAL,

-- Control data frames and associated
-- trigger thresholds to be changed
regional SEQUENCE (SIZE(l1..4)) OF
RegionalExtension {{REGION.Reg-ProbeDataManagement}} OPTIONAL,

}

Used By: This entry is used directly by one other data structure in this standard, a MSG called MSG_MessageFrame
(FRAME) <asN>. In addition, this item may be used by data structures in other ITS standards.

Remarks: The ProbeDataManagement message originates from the ATMS and its associated infrastructure and is used to
control the types of information reported back to meet the needs of the ATMS and private users of the data.

5.10 Message: MSG_ProbeVehicleData (PVD)

Use: The probe vehicle message frame is defined below. The probe vehicle message is used to exchange status about a
vehicle with other (typically RSU) V2X devices to collect vehicle traveling behaviors along a segment of road. The exchange
of this message, as well as the event which caused the collection of various elements defined in the message, is defined
elsewhere. In typical use, the reporting vehicle has collected one or more snapshots which it will send to RSUs along with
information (the vector) about the point in time and space when the snapshot event occurred. Because snapshots within a
limited range of time and space are related, some data compression is used in the message to reduce redundant
information.
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ASN.1 Representation:

ProbeVehicleData ::= SEQUENCE {
timeStamp MinuteOfTheYear OPTIONAL,
segNum ProbeSegmentNumber OPTIONAL,
-—- a short term Ident value
-- not used when ident is used
probelID VehicleIdent OPTIONAL,
-- ldentity data for selected
-- types of vehicles
startVector FullPositionVector, -- the space and time of
-- transmission to the RSU
vehicleType VehicleClassification, -- type of wvehicle,
snapshots SEQUENCE (SIZE(1..32)) OF Snapshot,

-- a seq of name-value pairs
-- along with the space and time
-- of the first measurement set
regional SEQUENCE (SIZE(1..4)) OF
RegionalExtension {{REGION.Reg-ProbeVehicleData}} OPTIONAL,

}

Used By: This entry is used directly by one other data structure in this standard, a MSG called MSG_MessageFrame
(FRAME) <aAsN>. In addition, this item may be used by data structures in other ITS standards.

Remarks: At the time of writing additional probe vehicle messages are being developed that will allow control over what
information is gathered and reported in a probe vehicle message. Builders are urged to consider these messages in their
development of products using this message.

5.11 Message: MSG_RoadSideAlert (RSA)

Use: This message is used to send alerts for nearby hazards to travelers. Unlike many other messages which use the
LRMS profiles to describe the areas affected, this message likely applies to the receiver by the very fact that it is received.
In other words, it does not use LRMS. Typically transmitted via V2X, this message provides simple alerts to travelers (both
in vehicle and portable devices). Typical example messages would be “bridge icing ahead” or “train coming” or “ambulances
operating in the area.” The full range of ITIS phrases are supported here, but those dealing with mobile hazards, construction
zones, and roadside events are expected to be most frequently used.

This message is for alerting about roadway hazards; not for vehicle cooperative communications, mayday, or other safety
applications. It is generally presumed that each receiving device is aware of its own position and heading; but, it is neither
a requirement to receive and understand these messages, nor is having a local base map.

The position section of the message gives a simple vector for where the hazard is located (fixed or moving) and can be
used to filter some messages as being not applicable. Consider a “train approaching” message which indicates the train is
in fact traveling away from the receiver. The basic information types themselves are represented in the standard ITIS codes
sent only in their integer representation formats. This ITIS list is national in scope, never outdated (items can only be added),
and in this use does not allow local additions. Refer to SAE J2540-2 for the complete code list. A priority level for the
message is also sent, which may be matched to various other priorities in the cockpit to determine the order and type of
message presentation to minimize driver distraction. Message transmission priority is typically handled in the IEEE 1609
standard layer in the application stack and is a function of the application type. A duration field provides a gross level for
the range (distance) of applicability for the message over distance. For example, some messages are no longer meaningful
to the traveler once the vehicle has moved a distance down the roadway link.

In many cases, a complex event is explained in the other supporting ATISmessages, and a linkage value is given when it's
is available.
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ASN.1 Representation:

RoadSideAlert ::= SEQUENCE {
msgCnt MsgCount,
timeStamp MinuteOfTheYear OPTIONAL,
typeEvent ITIS.ITIScodes,

-- a category and an item from that category
-— all ITS stds use the same types here
-- to explain the type of the
-- alert/danger/hazard involved
description SEQUENCE (SIZE(1..8)) OF ITIS.ITIScodes OPTIONAL,
-— up to eight ITIS code set entries to further
-—- describe the event, give advice, or any
—-— other ITIS codes
priority Priority OPTIONAL,
-- the urgency of this message, a relative
-- degree of merit compared with other
-- similar messages for this type (not other
-- messages being sent by the device), nor a
-- priority of display urgency

heading HeadingSlice OPTIONAL,
-- Applicable headings/direction
extent Extent OPTIONAL,

-- the spatial distance over which this
-- message applies and should be presented
-- to the driver

position FullPositionVector OPTIONAL,
-- a compact summary of the position,
-- heading, speed, etc. of the
-- event in question. Including stationary
-- and wide area events.

furtherInfolID FurtherInfoID OPTIONAL,
-- an index link to any other incident
-- information data that may be available
—-— in the normal ATIS incident description
-—- or other messages
-- 1~2 octets in length

regional SEQUENCE (SIZE(1..4)) OF
RegionalExtension {{REGION.Reg-RoadSideAlert}} OPTIONAL,

Used By: This entry is directly used by the following two other data structures in this standard:

MSG MSG _EmergencyVehicleAlert (EVA) <ASN>, and

MSG MSG MessageFrame (FRAME) <ASN>.

In addition, this item may be used by data structures in other ITS standards.

Remarks: This message is also used as a building block for other V2X messages. When used in other public safety
messages, additional elements may be appended to form new message types.

5.12 Message: MSG_RTCMcorrections (RTCM)

Use: The RTCM Corrections message is used to encapsulate RTCM differential corrections for GPS and other radio
navigation signals as defined by the RTCM (Radio Technical Commission for Maritime Services) special committee number
104 in its various standards. These messages are “wrapped” for transport on the V2X media, and then can be re-constructed
back into the final expected formats defined by the RTCM standard and used directly by various positioning systems to
increase the absolute and relative accuracy estimates produced. Documents
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ASN.1 Representation:

RTCMcorrections ::= SEQUENCE {
msgCnt MsgCount,
rev RTCM-Revision,

—-— the specific edition of the standard
-- that is being sent
timeStamp MinuteOfTheYear OPTIONAL,

-- Observer position, if needed

anchorPoint FullPositionVector OPTIONAL,

-- Precise ant position and noise data for a rover
rtcmHeader RTCMheader OPTIONAL,

-—- one or more RTCM messages
msgs RTCMmessagelist,
regional SEQUENCE (SIZE(1..4)) OF
RegionalExtension {{REGION.Reg-RTCMcorrections}} OPTIONAL,

}

Used By: This entry is used directly by one other data structure in this standard, a MSG called MSG_MessageFrame
(FRAME) <asN>. In addition, this item may be used by data structures in other ITS standards.

Remarks: Observe that the transport layer details (preamble, CRC, etc.) as outlined in RTCM standard 10403.1 version
3.0 clause four are not sent in this message. In a similar fashion, the same framing information found in clause 4.2 of the
RTCM standard 10402.3 (version 2.3) is not sent. These would be reconstituted after reception by a mobile device and
before sending the resultant message to any positioning device expecting messages in such a format, as outlined in the
RTCM recommendations found in clause four of each document. Also observe that the specific bit ordering of the transport
message level used in the final message varies between RTCM version 3.x and that of version 2.3.

5.13 Message: MSG_SignalPhaseAndTiming Message (SPAT)

Use: The signal phase and timing (SPAT) message is used to convey the current status of one or more signalized
intersections. Along with the MSG_MapData message (which describes a full geometric layout of an intersection), the
receiver of this message can determine the state of the signal phasing and when the next expected phase will occur.

The SPAT message sends the current movement state of each active phase in the system as needed (such as values of
what states are active and values at what time a state has begun/does begin earliest, is expected to begin most likely and
will end latest). The state of inactive movements is not normally transmitted. Movements are mapped to specific approaches
and connections of ingress to egress lanes and by use of the SignalGroupID in the MapData message.

The current signal preemption and priority status values (when present or active) are also sent. A more complete summary
of any pending priority or preemption events can be found in the signal status message (SSM).
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ASN.1 Representation:

SPAT ::= SEQUENCE ({
timeStamp MinuteOfTheYear OPTIONAL,
name DescriptiveName OPTIONAL,

-— human readable name for this collection
-— to be used only in debug mode

intersections IntersectionStatelist,
-- sets of SPAT data (one per intersection)

-- If PrioritizationResponse data is required, it is found
-- in the RegionalSPAT entry below

regional SEQUENCE (SIZE(1l..4)) OF
RegionalExtension {{REGION.Reg-SPAT}} OPTIONAL,

}

Used By: This entry is used directly by one other data structure in this standard, a MSG called MSG_MessageFrame
(FRAME) <asN>. In addition, this item may be used by data structures in other ITS standards.

5.14 Message: MSG_SignalRequestMessage (SRM)

Use: The signal request message (SRM) is a message sent by a V2X-equipped entity (such as a vehicle) to the RSU in a
signalized intersection. It is used for either a priority signal request or a preemption signal request depending on the way
each request is set. Each request defines a path through the intersection which is desired in terms of lanes and approaches
to be used. Each request can also contain the time of arrival and the expected duration of the service. Multiple requests to
multiple intersections are supported. The requestor identifies itself in various ways (using methods supported by the
RequestorDescription data frame), and its current speed, heading, and location can be placed in this structure as well. The
specific request for service is typically based on previously decoding and examining the list of lanes and approaches for
that intersection (sent in MAP messages). The outcome of all of the pending requests to a signal can be found in the signal
status message (SSM), and may be reflected in the SPAT message contents if successful.

ASN.1 Representation:

SignalRequestMessage ::= SEQUENCE ({
timeStamp MinuteOfTheYear OPTIONAL,
second DSecond,
sequenceNumber MsgCount OPTIONAL,
requests SignalRequestList OPTIONAL,

-- Request Data for one or more signalized
-— intersections that support SRM dialogs

requestor RequestorDescription,
-- Requesting Device and other User Data
—-— contains vehicle ID (if from a vehicle)
-- as well as type data and current position
-- and may contain additional transit data

regional SEQUENCE (SIZE(l1..4)) OF
RegionalExtension {{REGION.Reg-SignalRequestMessage}} OPTIONAL,

}

Used By: This entry is used directly by one other data structure in this standard, a MSG called MSG_MessageFrame
(FRAME) <asN>. In addition, this item may be used by data structures in other ITS standards.
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5.15 Message: MSG_SignalStatusMessage (SSM)

Use: The signal status message is a message sent by an RSU in a signalized intersection. It is used to relate the current
status of the signal and the collection of pending or active preemption or priority requests acknowledged by the controller.
It is also used to send information about preemption or priority requests which were denied. This in turn allows a dialog
acknowledgment mechanism between any requester and the signal controller. The data contained in this message allows
other users to determine their “ranking” for any request they have made as well as to see the currently active events. When
there have been no recently received requests for service messages, this message may not be sent. While the outcome of
all pending requests to a signal can be found in the signal status message, the current active event (if any) will be reflected
in the SPAT message contents.

ASN.1 Representation:

SignalStatusMessage ::= SEQUENCE ({
timeStamp MinuteOfTheYear OPTIONAL,
second DSecond,
sequenceNumber MsgCount OPTIONAL,

-- Status Data for one of more signalized intersections
status SignalStatusList,

regional SEQUENCE (SIZE(1..4)) OF
RegionalExtension {{REGION.Reg-SignalStatusMessage}} OPTIONAL,

}

Used By: This entry is used directly by one other data structure in this standard, a MSG called MSG_MessageFrame
(FRAME) <asN>. In addition, this item may be used by data structures in other ITS standards.

5.16 Message: MSG_Travelerinformation Message (TIM)

Use: The traveler information message is used to send various types of information (advisory and road sign types) to
equipped devices. It makes heavy use of the ITIS encoding system to send well known phrases, but allows limited text for
local place names. The supported message types specify several sub-dialects of ITIS phrase patterns to further reduce the
number of octets to be sent. The expressed messages are active at a precise start and duration period, which can be
specified to a resolution of a minute. The affected local area can be expressed using either a radius system or one of the
systems of short defined regions, similar to the way roadway geometry is defined in the MAP messages.

ASN.1 Representation:

TravelerInformation ::= SEQUENCE ({
msgCnt MsgCount,
timeStamp MinuteOfTheYear OPTIONAL,
packetID UniqueMSGID OPTIONAL,
urlB URL-Base OPTIONAL,

-- A set of one or more self contained
-- traveler information messages (frames)
dataFrames TravelerDataFramelist,

regional SEQUENCE (SIZE(1l..4)) OF
RegionalExtension {{REGION.Reg-TravelerInformation}} OPTIONAL,

}

Used By: This entry is used directly by one other data structure in this standard, a MSG called MSG_MessageFrame
(FRAME) <asN>. In addition, this item may be used by data structures in other ITS standards.
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5.17 Message: MSG_TestMessages

Use: The set of TestMessage messages are used to provide expandable messages for local and regional deployment use.
This is intended to support the development new message and information exhanges of their own within the common
framework of the overall V2X message set and this data dictionary. A few common data elements are provided for
consistency, while the remainder of the message content can be defined by the developer using the normal regional
methods. It is anticipated that over time the concepts developed in these messages will migrate into the data dictionary and

message set itself.

ASN.1 Representation:
TestMessage00 ::= SEQUENCE ({
header Header OPTIONAL,

regional RegionalExtension {{REGION.

}
TestMessage(0l ::= SEQUENCE ({
header Header OPTIONAL,

regional RegionalExtension {{REGION.

}
TestMessage(02 ::= SEQUENCE ({
header Header OPTIONAL,

regional RegionalExtension {{REGION.

}
TestMessage03 ::= SEQUENCE {
header Header OPTIONAL,

regional RegionalExtension {{REGION.

}
TestMessage(04 ::= SEQUENCE ({
header Header OPTIONAL,

regional RegionalExtension {{REGION.

}
TestMessage05 ::= SEQUENCE ({
header Header OPTIONAL,

regional RegionalExtension {{REGION.

}
TestMessage(06 ::= SEQUENCE ({
header Header OPTIONAL,

regional RegionalExtension {{REGION.

}
TestMessage(07 ::= SEQUENCE ({
header Header OPTIONAL,

regional RegionalExtension {{REGION.

}
TestMessage08 ::= SEQUENCE ({
header Header OPTIONAL,

regional RegionalExtension {{REGION.

}
TestMessage09 ::= SEQUENCE {
header Header OPTIONAL,

regional RegionalExtension {{REGION.

}
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TestMessagelO ::= SEQUENCE ({
OPTIONAL,

header Header

regional RegionalExtension {{REGION.Reg-TestMessagelO}}

}

TestMessagell ::= SEQUENCE ({
OPTIONAL,

header Header

regional RegionalExtension {{REGION.Reg-TestMessagell}}

}

TestMessagel?2 ::= SEQUENCE ({
OPTIONAL,

header Header

regional RegionalExtension {{REGION.Reg-TestMessagel2}}

}

TestMessagel3 ::= SEQUENCE ({
OPTIONAL,

header Header

regional RegionalExtension {{REGION.Reg-TestMessagel3}}

}

TestMessageld ::= SEQUENCE ({
OPTIONAL,

header Header

regional RegionalExtension {{REGION.Reg-TestMessageld}}

}

TestMessagel5 ::= SEQUENCE ({
OPTIONAL,

header Header

regional RegionalExtension {{REGION.Reg-TestMessagel5}}

}

OPTIONAL,

OPTIONAL,

OPTIONAL,

OPTIONAL,

OPTIONAL,

OPTIONAL,

Used By: This entry is used directly by one other data structure in this standard, a MSG called MSG_MessageFrame
(FRAME) <aAsSN>. In addition, this item may be used by data structures in other ITS standards.

Remarks: Note that developers are free to create sub-message types within each defined message but that no further top
level messages will be created. Note that this message set data dictionary provides no coordination between different
regional deployments. The possibility of message structure conflict due to overlapping regions is left to the developers to
detect and resolve. Like all messages defined in this standard, the end receiver device is under no obligation to decode or
understand any message where the internal content is not known. However such reception shall not cause other
functionality in the device to break. This is simply a restatement of the conformance rules expressed elsewhere applied to

this type of message.

6. DATA FRAMES

This section defines the precise structure of data frames defined by this standard.

6.1 Data Frame: DF_AccelerationSet4Way

Use: This data frame is a set of acceleration values in three orthogonal directions of the vehicle and with yaw rotation rates,
expressed as a structure. The positive longitudinal axis is to the front of the vehicle. The positive lateral axis is to the right

“

side of the vehicle (facing forward). Positive yaw is to the right (clockwise). A positive vertical “z” axis is downward with the
zero point at the bottom of the vehicle’s tires. The frame of reference and axis of rotation used shall be accordance with that

defined in Section 11 of this standard.
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ASN.1 Representation:

AccelerationSetd4Way ::= SEQUENCE ({
long Acceleration, -—- Along the Vehicle Longitudinal axis
lat Acceleration, -— Along the Vehicle Lateral axis
vert VerticalAcceleration, -— Along the Vehicle Vertical axis

yaw YawRate

}

Used By: This entry is directly used by the following three other data structures in this standard:

DF DF BSMcoreData <ASN>, and
DF DF VehicleStatus <ASN>, and
MSG MSG_PersonalSafetyMessage (PSM) <ASN>.

In addition, this item may be used by data structures in other ITS standards.
6.2 Data Frame: DF_AccelSteerYawRateConfidence
Use: The DF_AccelSteerYawRateConfidence data frame combines multiple related values.

ASN.1 Representation:

AccelSteerYawRateConfidence ::= SEQUENCE ({
yawRate YawRateConfidence,
acceleration AccelerationConfidence,

steeringWheelAngle SteeringWheelAngleConfidence
}

Used By: This entry is used directly by one other data structure in this standard, a DF called DF_ConfidenceSet <ASN>.
In addition, this item may be used by data structures in other ITS standards.

6.3 Data Frame: DF_AdvisorySpeed
Use: The DF_AdvisorySpeed data frame is used to convey a recommended traveling approach speed to an intersection

from the message issuer to various travelers and vehicle types. Besides support for various eco-driving applications, this
allows transmitting recommended speeds for specialty vehicles such as transit buses.
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ASN.1 Representation:

AdvisorySpeed ::= SEQUENCE ({
type AdvisorySpeedType,
-- the type of advisory which this is.
speed SpeedAdvice OPTIONAL,

—-— See Section 11 for converting and translating speed
-- expressed in mph into units of m/s
-- This element is optional ONLY when superceded
-- by the presence of a regional speed element found in
-- Reg-AdvisorySpeed entry
confidence SpeedConfidence OPTIONAL,
-—- A confidence value for the above speed
distance ZoneLength OPTIONAL,
-— Unit = 1 meter,
—-— The distance indicates the region for which the advised speed
-— is recommended, it is specified upstream from the stop bar
-- along the connected egressing lane
class RestrictionClassID OPTIONAL,
—-— the vehicle types to which it applies
-- when absent, the AdvisorySpeed applies to
-- all motor vehicle types
regional SEQUENCE (SIZE(1..4)) OF
RegionalExtension {{REGION.Reg-AdvisorySpeed}} OPTIONAL,

}

Used By: This entry is used directly by one other data structure in this standard, a DF called DF_AdvisorySpeedList <ASN>.
In addition, this item may be used by data structures in other ITS standards.

6.4 Data Frame: DF_AdvisorySpeedList
Use: The AdvisorySpeedList data frame consists of a list of AdvisorySpeed entries.

ASN.1 Representation:
AdvisorySpeedList ::= SEQUENCE (SIZE(1l..16)) OF AdvisorySpeed

Used By: This entry is used directly by one other data structure in this standard, a DF called DF_MovementEvent <ASN>.
In addition, this item may be used by data structures in other ITS standards.

6.5 Data Frame: DF_AntennaOffsetSet

Use: The DF_AntennaOffsetSet data frame is a collection of three offset values in an orthogonal coordinate system which
describe how far the electrical phase center of an antenna is in each axis from a nearby known anchor point in units of 1 cm.
When the antenna being described is on a vehicle, the signed offset shall be in the coordinate system defined in 11.4.

ASN.1 Representation:
AntennaOffsetSet ::= SEQUENCE
antOffsetX Offset-B12, --
antOffsetY Offset-B09, --
antOffsetZ Offset-B10 --

}

range of +- 20.47 meters
range of +- 2.55 meters
range of +- 5.11 meters

UL Y~

Used By: This entry is used directly by one other data structure in this standard, a DF called DF_RTCMheader <ASN>. In
addition, this item may be used by data structures in other ITS standards.

Remarks: In the prior editions of the standard (pre-2015), this was constructed as a BLOB; it has now been converted for
UPER use and the ranges reset to conserve bits.
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6.6 Data Frame: DF_ApproachOrLane

Use: The ApproachOrLane data frame is used to indicate a single approach or lane of interest. A typical use case would be
to relate where a vehicle was located with respect to the indexing system used in a V2X map. Under many operational
conditions the precise lane may be unknown, and it is typical to then indicate the approach. (The relationship between lane
indexes and approach indexes is defined in the map.) A value of zero is used when the lane or approach is unknown. See
the entries for each data concept for further details.

ASN.1 Representation:

ApproachOrLane ::= CHOICE ({
approach ApproachlID,
lane LanelID

}

Used By: This entry is used directly by one other data structure in this standard, a MSG called
MSG _IntersectionCollisionAvoidance (ICA) <ASN>. In addition, this item may be used by data structures in other ITS
standards.

6.7 Data Frame: DF_BrakeSystemStatus

Use: The Brake System Status data frame conveys a variety of information about the current brake and system control
activity of the vehicle. The structure consist of a sequence of items which provide status flags for any active brakes per
wheel, the traction control system, the anti-lock brake system, the stability control system, the brake boost system, and the
auxiliary brake system.

ASN.1 Representation:

BrakeSystemStatus ::= SEQUENCE ({
wheelBrakes BrakeAppliedStatus,
traction TractionControlStatus,
abs AntiLockBrakeStatus,
scs StabilityControlStatus,
brakeBoost BrakeBoostApplied,
auxBrakes AuxiliaryBrakeStatus

}
Used By: This entry is directly used by the following two other data structures in this standard:

DF DF BSMcoreData <ASN>, and

DF DF VehicleStatus <ASN>.

In addition, this item may be used by data structures in other ITS standards.

Remarks: Note that when the state of a brake or system control changes it will not only be reflected in this data element,
but might also be reflected in a flag within the event flags data element; for example in Part Il of a basic safety message.

6.8 Data Frame: DF_BSMcoreData

Use: The DF_BSMcoreData data frame contains the critical core data elements deemed to be needed with every BSM
issued. This data frame’s contents are often referred to as the “BSM Part One,” although it is reused in other places as well.
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ASN.1 Representation:

BSMcoreData ::= SEQUENCE {
msgCnt MsgCount,
id TemporaryID,
secMark DSecond,
lat Latitude,
long Longitude,
elev Elevation,
accuracy PositionalAccuracy,
transmission TransmissionState,
speed Speed,
heading Heading,
angle SteeringWheelAngle,
accelSet AccelerationSet4dWay,
brakes BrakeSystemStatus,
size VehicleSize

}
Used By: This entry is directly used by the following two other data structures in this standard:

MSG MSG BasicSafetyMessage (BSM) <ASN>, and

MSG MSG IntersectionCollisionAvoidance (ICA) <ASN>.

In addition, this item may be used by data structures in other ITS standards.
6.9 Data Frame: DF_BumperHeights

Use: The DF Bumper Heights data frame conveys the height of the front and rear bumper of the vehicle or object (can also
be used with trailers).

ASN.1 Representation:

BumperHeights ::= SEQUENCE ({
front BumperHeight,
rear BumperHeight

}

Used By: This entry is directly used by the following three other data structures in this standard:

DF DF_TrailerUnitDescription <ASN>, and
DF DF_ VehicleData <ASN>, and
DF DF VehicleStatus <ASN>,

In addition, this item may be used by data structures in other ITS standards.
6.10 Data Frame: DF_Circle
Use: The Circle data frame used to define a circle centered at a given point and extended to the given radius. It is typically

used to describe the location of signs so that the receiving vehicle can determine if the sign applies to them and their current
path.
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ASN.1 Representation:

Circle ::= SEQUENCE {
center Position3D,
radius Radius-B12,
units DistanceUnits

}
Used By: This entry is directly used by the following two other data structures in this standard:

DF DF _GeometricProjection <ASN>, and

DF DF ValidRegion <ASN>,

In addition, this item may be used by data structures in other ITS standards.

Remarks: The values km and miles are typically used for wide area weather alert type uses.

6.11 Data Frame: DF_ComputedLane

Use: The DF_ComputedLane data frame is used to contain information needed to compute one lane from another (hence
the name). This concept is used purely as a means of saving size in the message payload. The new lane is expressed as

an X,Y offset from the first point of the source lane. It can be optionally rotated and scaled. Any attribute information found
within the node of the source lane list cannot be changed and must be reused.
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ASN.1 Representation:
ComputedLane ::= SEQUENCE ({

-- Data needed to created a computed lane

referencelaneld LanelD,
-- the lane ID upon which this
-- computed lane will be based

-- Lane Offset in X and Y direction

offsetXaxis CHOICE {
small DrivenLineOffsetSm,
large DrivenLineOffsetLg
b

offsetYaxis CHOICE {
small DrivenLineOffsetSm,
large DrivenLineOffsetLg
b
-- A path X offset value for translations of the
-- path’s points when creating translated lanes.
-—- The values found in the reference lane are
-— all offset based on the X and Y values from
-- the coordinates of the reference lane’s
-- initial path point.

-- Lane Rotation

rotateXY Angle OPTIONAL,
-- A path rotation value for the entire lane
—-— Observe that this rotates the existing orientation
-- of the referenced lane, it does not replace it.
-- Rotation occurs about the initial path point.

-- Lane Path Scale (zooming)

scaleXaxis Scale-B12 OPTIONAL,

scaleYaxis Scale-B12 OPTIONAL,
-- value for translations or zooming of the path’s
-— points. The values found in the reference lane
-—- are all expanded or contracted based on the X
-- and Y and width values from the coordinates of
-— the reference lane’s initial path point.
-- The 7 axis remains untouched.

regional SEQUENCE (SIZE(l1..4)) OF

RegionalExtension {{REGION.Reg-ComputedLane}} OPTIONAL,

Used By: This entry is used directly by one other data structure in this standard, a DF called DF_NodeListXY <ASN>. In
addition, this item may be used by data structures in other ITS standards.

Remarks: The specified transformation shall be applied to the reference lane without any intermediary loss of precision
(truncation). The order of the transformations shall be: the east-west and north-south offsets, the scaling factors, and finally
the rotation.

6.12 Data Frame: DF_ConfidenceSet

Use: A set of various measurement confidence values about the vehicle or a moving V2X object.
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ASN.1 Representation:

ConfidenceSet ::= SEQUENCE {
accelConfidence AccelSteerYawRateConfidence OPTIONAL,
speedConfidence SpeedandHeadingandThrottleConfidence OPTIONAL,
timeConfidence TimeConfidence OPTIONAL,
posConfidence PositionConfidenceSet OPTIONAL,
steerConfidence SteeringWheelAngleConfidence OPTIONAL,
headingConfidence HeadingConfidence OPTIONAL,

throttleConfidence ThrottleConfidence OPTIONAL,

}

Used By: This entry is used directly by one other data structure in this standard, a DF called DF_VehicleStatus <ASN>. In
addition, this item may be used by data structures in other ITS standards.

6.13 Data Frame: DF_ConnectingLane

Use: The DF_ConnectingLane data concept ties a single lane to a single maneuver needed to reach it from another lane.
It is typically used to connect the allowed maneuver from the end of a lane to the outbound lane so that these can be
mapped to the SPAT message to which both lanes apply.

ASN.1 Representation:
ConnectingLane ::= SEQUENCE ({
lane LanelD, -—- Index of the connecting lane
maneuver AllowedManeuvers OPTIONAL
-—- The Maneuver between
-— the enclosing lane and this lane
-- at the stop line to connect them

}

Used By: This entry is used directly by one other data structure in this standard, a DF called DF_Connection <ASN>. In
addition, this item may be used by data structures in other ITS standards.

6.14 Data Frame: DF_Connection

Use: The Connection data structure is used in the ConnectsToList data frame to provide data about how the stop line at
the end of a single lane connects to another lane beyond its stop point. The ConnectingLane entry ties an outbound (egress)
lane by its index to a valid single maneuver required to reach that outbound lane. The SignalGroupID maps this to a single
SPAT index. (Note that more than one entry can exist for any given lane to handle admissive and protected conditions.)
When present, the RestrictionClass can be used to further restrict this information to defined classes of users. The
ConnectionID entry is used to provide an index to any dynamic clearance data that may be sent in another message. The
entries for ConnectionlD, IntersectionID, and RestrictionClassID are not expected to be used in most intersections.
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