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Snowmobile Tail Lamp (Rear Position Lamp)

RATIONALE
No changes have been made to this document.

FOREWORD
This SAE Recommended Practice is intended as a guide toward standard practice, but may be subject to frequent
change to keep pace with experience and technical advances. Hence, its use where flexibility of revision is impractical is
not recommended.
1. SCOPE
This SAE document provides test methods and requirements for tail lamps for snowmobiles.
2. REFERENCES
2.1 Applicable Publications

The following publications form a part of this specification to the extent specified herein. The latest issue of SAE
publications shall apply.

2.1.1  SAE Publications

Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA and
Canada) or 724-776-4970 (outside USA), www.sae.org.

SAE J567 Lamp Bulb Retention System

SAE J575 Test Methods and Equipment for Lighting Devices and Components, for Use on Vehicles Less than
2032 mm in Overall Width

SAE J576 Plastic Materials for Use in Optical Parts Such as Lenses and Reflectors of Motor Vehicle Lighting
Devices

SAE J578 Color Specifications

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be reaffirmed, revised, or cancelled. SAE invites your written comments and suggestions.
Copyright © 2011 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical,
photocopying, recording, or otherwise, without the prior written permission of SAE.
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3. DEFINITIONS

3.1 Tail Lamp

Lamp used to designate the rear of a snowmobile by a steady-burning, low-intensity light.
3.2  Multiple-Compartment Lamp

A device which gives its indication by two or more separately lighted areas which are joined by one or more common
parts such as a housing or lens.

3.3 Multiple Lamp Arrangement

An array of two or more separated lamps on each side of the snowmobile which operate together to give a signal.
4. LABORATORY REQUIREMENTS

4.1 A multiple compartment lamp or multiple lamps may be used.
4.2 The following sections from SAE J575 are a part of this document.
421 Section 3

Definitions.

4.2.2 Section 3.2

Bulbs.

4.2.3 Section 4.1

Vibration.

424 Section 4.2

Moisture Test.

4.2.5 Section 4.3

Dust Test.

4.2.6 Section4.4

Corrosion Test.

4.2.7 Section 4.5

Photometry.

4.2.8 Section 4.6

Warpage Test on Devices with Plastic Components

4.3 Plastic Materials

Any plastic materials used in optical parts shall comply with the requirements set forth in SAE J576.
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