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1. SCOPE 

1.1 Purpose 

Subject document is specifically intended for service brakes and service brakes when used for parking and/or emergency 
brakes (only) that are commonly used for automotive-type, ground-wheeled vehicles exceeding 4536 kg (10000 pounds) 
gross vehicle weight rating (GVWR). Subject specification provides the off-vehicle procedures, methods, and processes 
used to objectively determine suitability of tactical and combat ground-wheeled vehicle brake systems and selected 
secondary-item brake components (aka aftermarket or spare parts), including brake “block” for commercial applications 
only, specifically identified within subject document. Subject specification is primarily based on known industry and military 
test standards utilizing brake inertia dynamometers. Targeted vehicles and components include, but may not be limited to, 
the following: 

a. Civilian, commercial, military, and militarized-commercial ground-wheeled vehicles such as cargo trucks, vocational 
vehicles, truck tractors, trailers, and specialized support and engineering equipment under the generic heading of 
ground vehicle “dry” brake systems (GVDBS). 

b. Hydraulic, air, and mechanical “dry” disc brake and drum brake systems when used as service brakes, including service 
brakes (only) when used as emergency and/or parking brakes. 

c. Hydraulic, air, and mechanical “dry” disc brake pad assemblies and rotor assemblies. 

d. Hydraulic, air, and mechanical “dry” drum brake shoe assemblies and drum assemblies. 

e. Hydraulic, air, and mechanical brake “block” when intended for use on 1.1.a. through 1.1.d., except for those vehicles, 
pad assemblies, and shoe assemblies specifically procured for military use and/or tested under ATPD-2354. It must be 
noted that the U.S. Government’s Military Services buys only assemblies and doesn’t normally use “brake block” and 
relined brake shoes/pads; therefore, testing using separate brake “block” was specifically excluded from ATPD-2354 
by the original authors.  

1.2 Classifications 

For the purposes of this specification, GVDBS brakes may be “dry” only, and either disc or drum types may be used as a 
single type on a ground vehicle or in combinations of both types on the same vehicle, such as drum/drum, disc/disc, or disc 
front/drum rear. Disc brakes may be mechanical, hydraulic, or air-actuated, with single or multiple piston calipers. Drum 
brakes may be mechanical, hydraulic, or air-actuated, with single or dual actuators, and may be generally divided into the 
following categories: hydraulic, single, and dual-wheel cylinders (actuators); air-actuated S-cam; and air-actuated single- or 
dual-actuator “wedge” brakes. 

a. Type 1-1a: “Hydraulic” disc brakes, without separate emergency/parking brake 

b. Type 1-1b: “Hydraulic” disc brakes, with “mechanical” emergency/parking brake combination (dual-actuator) 

c. Type 1-2a: “Air” disc brakes, without separate emergency/parking brake 

d. Type 1-2b: “Air” disc brakes, with “mechanical” emergency/parking brake combination (dual-actuator) 

e. Type 1-3: “Mechanical” disc brakes, stand-alone only  

f. Type 2: “Hydraulic” drum brakes, single and dual-servo (wheel cylinders)  

g. Type 3-1a: “Air” S-cam drum brakes - single-actuator; single brake chamber with separate emergency/parking brake 

h. Type 3-1b: “Air” S-cam drum brakes - single-actuator; dual brake chamber for service and emergency/parking 
(spring brakes) 
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i. Type 3-2a: “Air” wedge drum brakes - single-actuator and dual-actuator types when only one actuator is used; single 

brake chamber with separate emergency/parking brake 

j. Type 3-2b: “Air” wedge drum brakes - single-actuator and dual-actuator types when only one actuator is used; dual 
brake chamber for emergency/parking (spring brakes) 

k. Type 3-3a: “Air” wedge drum brakes - dual-actuator; single brake chamber with separate emergency/parking brake 

l. Type 3-3b: “Air” wedge-type drum brakes - dual-actuator; dual brake chamber for emergency/parking (spring brakes) 

1.3 Limited Applicability 

Subject specification is intentionally limited to ground vehicle and support equipment “dry” disc and drum brake systems 
when used as service brakes and/or service brakes used as emergency or parking brakes; therefore, the type of actuation 
and media for actuation is mainly used within subject specification as a discriminator for determining which standard test 
procedure is most applicable. 

1.4 No FMVSS Conflict/Impacts 

Subject specification does not, nor was it intended to, serve as a replacement for mandatory U.S. and similar governmental 
wheeled vehicle on-vehicle testing under U.S. Federal Motor Vehicle Safety Standards (FMVSS) or similar U.S. federal 
road and off-road vehicle standards.  

2. REFERENCES 

2.1 Applicable Documents 

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the 
latest issue of SAE publications shall apply. 

The documents listed in this section will be specified in Sections 3, 4, and 5 of this document. This section does not include 
documents cited in other sections of this document or recommended for additional information or as examples. While every 
effort has been made to ensure the completeness of this list, document users are cautioned that they will meet all specified 
requirements of documents cited in this document, whether or not they may be listed. 

2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org. 

SAE J160 Swell, Growth, and Dimensional Stability of Friction Materials and Noise Insulators when Exposed to 
Elevated Temperatures 

SAE J379 Gogan Hardness of Brake Lining 

SAE J840 Test Procedures for Shear Strength of Automotive Brake Pads and Brake Lining Assemblies 

SAE J2115 Air Brake Performance and Wear Test Code, Commercial Vehicle Inertia Dynamometer 

SAE J2334 Laboratory Cyclic Corrosion Test 

SAE J2468 High-Preload Deflection and Compressibility Test Procedures for Friction Materials  

SAE J2598 Automotive Disc Brake Pad Natural Frequency and Damping Test 

SAE J2627 Braking System Definitions - Truck and Bus 
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SAE J2684 FMVSS 105 Inertia Brake Dynamometer Test Procedure for Vehicles Above 4540 kg GVWR 

SAE J2707 Wear Test Procedure on Inertia Dynamometer for Brake Friction Materials 

SAE J3080  Inertia Dynamometer Rotor Crack Test Procedure for Air Disc Brakes 

2.1.2 U.S. Government Publications 

The following specifications, standards, and handbooks form a part of this document to the extent specified herein. Unless 
otherwise specified, the issues of these documents are those cited in the solicitation or contract. 

2.1.2.1 Federal Publications 

Copies of these documents are available online at https://quicksearch.dla.mil. 

The Federal Standardization Manual 

2.1.2.2 Code of Federal Regulations (CFR) Publications 

Available from United States Government Publishing Office, 732 North Capitol Street, NW, Washington, DC 20401, 
Tel: 202-512-1800, www.gpo.gov.  

Federal Motor Vehicle Safety Standards (FMVSS)  49 CFR Parts 571.105, 571.121, and 571.135  

2.1.2.3 Department of Defense Publications 

Copies of these documents are available online at https://quicksearch.dla.mil. 

FED-STD-595 Colors Used in Government Procurement 

MIL-STD-810 Environmental Engineering Considerations and Laboratory Tests 

MIL-STD-961 DoD Standard Practice for Defense Specifications (Note: Material specifications) 

MIL-STD-962 Defense Standards Format and Content (Note: Test specifications and handbooks) 

MIL-STD-1366 Interface Standard for Transportability Criteria 

2.1.2.4 Military Publications 

For copies of the items below and subject ATPD, contact the appropriate Procurement Contracting Officer (PCO), or the 
U.S. Army Tank-Automotive Research, Development and Engineering Center (TARDEC), ATTN: 
AMSRD-TAR-E/CM/DM/STND Mail Stop #268, 6501 East 11 Mile Road, Warren, MI 48397-5000, or by email at 
DAMI_STANDARDIZATION@conus.army.mil. 

ATPD-2354 (All changes/revisions), Off-Vehicle Brake Testing for Military and Militarized Commercial Ground Vehicles 
over 3500 kg (7716 U.S. Lbs.) Gross Vehicle Weight Rating (GVWR) 

ATPD-2383 (All changes/revisions), Commercial and Military Off-Vehicle Brake Testing for Ground Vehicles over 
4536 kg (10000 U.S. Lbs.) Gross Vehicle Weight Rating (GVWR) 

Tank-Automotive and Armaments Command Purchase Descriptions (ATPD) 

Test Operational Procedure (TOP) - Braking, Wheeled Vehicles (TOP/MTP) 2-2-608 
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2.1.3 ASTM Publications 

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959, 
Tel: 610-832-9585, www.astm.org. 

ASTM B117 Standard Practice for Operating Salt Spray (Fog) Apparatus 

ASTM E10 Standard Test Method for Brinell Hardness of Metallic Materials 

2.1.4 ISO Publications 

Copies of these documents are available online at https://webstore.ansi.org/. 

ISO 611 Road Vehicles - Braking of Automotive Vehicles and Their Trailers - Vocabulary 

ISO 6310 Road Vehicles - Brake Linings - Compressive Strain Test Method - Second Edition 

ISO 6312 Road Vehicles - Dimensions of Motor Vehicles and Towed Vehicles - Terms and Definitions - First 
Edition 

ISO/IEC 17025 General Requirements for the Competence of Testing and Calibration Laboratories 

ISO 22574 Road Vehicles - Brake Linings Frictions Materials - Visual Inspection 

ISO 26865 Road Vehicles - Brake Linings Friction Materials - Performance Test Procedure for Commercial 
Vehicles 

ISO 26866 Road Vehicles - Brake Linings Friction Materials - Standard Wear Test Procedure for Commercial 
Vehicles with Air Brakes 

2.1.5 Economic Commission for Europe (ECE) Regulations/Publications 

Available from United Nations Economic Commission for Europe, Palais des Nations, CH-1211, Geneva 10, Switzerland, 
Tel: +41-0-22-917-12-34, www.unece.org. 

ECE R90 (aka R 90) Replacement Friction Materials 

2.1.6 JSAE Publications 

Available from Society of Automotive Engineers of Japan, 10-2 Gobancho, Chiyoda-Ku, 102-0076 Japan, 
Tel: +81‑3‑3262‑8211, https://www.jsae.or.jp/en/. 

JASO C407 Braking Device - Dynamometer Test Procedures 

2.1.7 Industry Publications 

Available from Bosch Automotive Books/Manuals, Robert Bosch Gmbh, Postfach 30 02 20, D-70442, Stuttgart, Germany; 
or SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA and Canada) 
or +1 724-776-4970 (outside USA), www.sae.org. 

Bosch Automotive Brake Systems, First Edition, 1995 (Table 6, Page 20 or its successors - equation reference only) 

2.2 Order of Precedence 

In the event of a conflict between the text of this document and the references cited herein, the text of this document takes 
precedence. Nothing in this document, however, supersedes applicable federal laws and regulations, unless a specific 
exemption has been obtained by the user(s).  
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3. DEFINITIONS 

In addition to those listed in this section, definitions, symbols, and abbreviations (acronyms) used in this specification are 
listed in: (1) SAE J2627, (2) MIL-STD-810, (3) within each individual included specification contained in the subject 
document, and (4) Appendix B within this document. When required, other nonstandard definitions, terms, and acronyms 
may be used and must be identified and fully defined by the “RA” (see 3.1) and/or the participating testing activity. 

3.1 REQUESTING ACTIVITY (“RA”) 

The inclusive term “RA,” as used within subject specification, will be defined as the responsible corporate-level 
management, or corporate-level engineering authority, or corporate-designated internal vehicle design authority, or similar 
(non-procurement) “Officer of the Corporation” who has the legal authority to direct the conduct of testing and analysis within 
the requirements of subject specification except for governmental and military-peculiar acquisitions, for which a specific, but 
similar, definition of “ESA” (engineering support activity) is contained in paragraph 3.1 of ATPD-2354. Procurement 
offices/activities, other administrative and quasi-procurement offices/activities, test activities, and other similar subordinate 
organizations are specifically excluded from this definition as they do not have the engineering expertise and/or legal 
approval authority required for brake systems and their subcomponents. 

3.2 STANDARDS DEVELOPING ORGANIZATION(S) (SDO/SDOS) 

The term “Standards Developing Organization” (SDO/SDOs) is self-explanatory and refers to organizations such as SAE, 
ANSI, ISO, etc., with limited exceptions, such as the Technology and Maintenance Council of the American Trucking  
Association (TMC/ATA). Refer to: http://www.ansi.org/internet_resources/standards_devel_organizations.  

4. GENERAL TECHNICAL REQUIREMENTS 

4.1 Design and Intended Use 

Subject standard is designed to provide objective, accurate, and repeatable data for physical characterization and 
quantifiable test performance of ground vehicle major brake systems and/or the following specified component assemblies: 
disc brake rotors and pads, drum brake drums, and brake shoes (assemblies only). Objectives will be accomplished through 
the application of the standardized and multilayered processes, characterizations, and quantitative testing described within 
subject specification.  

a. It will be presumed for the purposes of subject specification that the OEM test samples are representative of those 
originally qualified as part of the vehicle brake system originally tested and approved for production vehicle FMVSS 
compliance verifications; vehicle system and component verification and/or qualification testing; or “RA”-designated 
(see 3.1) “OEM substitutes” when the original OEM parts are no longer available, have been obsoleted by circumstances 
that preclude availability beyond the control of the “RA” (see 3.1), or are no longer suitable for testing due to age, 
condition, or known defects. 

b. Potential alternative suppliers will be forewarned that friction performance characteristics that are notably different than 
the OEM items, or “RA”-designated (see 3.1) alternatives, may be unacceptable due to concerns with “pitch” 
(rear-to-front bias) and “yaw” (side-to-side bias), regardless of intended/unintended use on the same or different axles. 
This concern was one of the primary reasons why emphasis has been placed on the “standard” dual-ended brake 
dynamometer testing.  

4.1.1 Minimum Acceptable Performance 

Even though subject specification is not a “pass-or-fail” document, the minimum acceptable performance by any potential 
alternative supplier will be “equal to or better than” the average of the three OEM test sample items for all requirements, 
except for the following, when not already specified by the applicable federal regulations, item-specific part drawing 
specification, catalog description, or any other readily identifiable requirement of the OEM parts: 

a. Material requirements, to include hardness 

b. Friction material and composition 
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c. Noise, vibration, and harshness (NVH) 

d. FMSI configuration (number), if the alternate product is fully functional without kits or restriction with the OEM parts 

e. Voluntary industry standards for performance, wear, and marking; e.g., “edge codes” and similar 

f. Cold-weather operations below -29 °C (-20 °F), unless specified by the “RA” (see 3.1) 

g. Military and civilian types of preservation, packaging, and marking; temporary and permanent 

h. Witness marks and/or wear indicators 

i. Dust(ing) and color 

4.1.2 Prohibit Previous Unreliable Acceptance Practices 

The previous practices of acceptance or qualifying by “similarities,” or application by extension across a broad or limited 
range of vehicle types, weights, or performance characteristics, is specifically discouraged and should not be permitted by 
the responsible “RA” (see 3.1). 

4.1.3 “Standard” and “Optional” Testing 

Observations, measurements, and tests will be divided into two categories: (1) “standard” (minimum) required and 
(2) “optional” (additional) tests that may be required by the responsible “RA” (see 3.1). 

4.1.4 Potential Use as a “Pass-Fail” Document 

Subject specification may be used as a “pass-or-fail” requirements document, in whole or in part, by specific written direction 
of the “RA” (see 3.1). In this particular circumstance, it then becomes the sole responsibility of the requesting “RA” (see 3.1) 
to designate acceptable measurement values, range of values, and pass-fail exit criteria beyond that already required 
by 4.1. 

4.1.5 R&D Use Encouraged 

The use of this specification for GVDBS (off-vehicle) R&D and product development engineering activities is to be 
encouraged, and the requirement for maximum use of actual hub-end/brake hardware as fixturing is not applicable for this 
type of use only.  

4.1.6 Use of Previously Acquired Test Data 

Previously acquired test data that was performed to subject specification for the purposes of establishing the baseline 
performance of OEM products, or “RA”-designated (see 3.1) OEM substitutes, may be used with prior “RA” (see 3.1) 
approval in order to prevent duplications, accelerate the testing program, and reduce costs. Any deviation or change from 
the previously (“RA”-approved or “RA”-accepted) conducted testing and item configuration precludes reuse of that data; 
new testing must be conducted. The authority to allow this exception is solely the responsibility of the responsible “RA” 
(see 3.1) and will not be delegated. 

4.2 Current and Subsequent Revisions of Included Specifications 

The “RA” (see 3.1) will specify the required revision and date for all included specifications for the test plan and/or test 
activity as part of the contract or ordering data. 
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4.3 Test Costs, Scheduling, and Intellectual Property (IP) 

Except when specified otherwise by contractual instruments, the “RA” (see 3.1) is fully responsible for assignment of test 
costs and test scheduling to include acquisition of required OEM items, tooling and fixturing, and spare parts. In addition, 
it’s recommended that the “RA” (see 3.1) will retain sole ownership of any intellectual property (IP), test data and test reports, 
and resulting fixturing and hardware produced, unless specified otherwise by ordering data or contract language or when 
specified for government-funded procurements for which IP rights are defined by federal laws and regulations. 

4.4 Laboratory/Test Facility Qualifications 

All laboratories, test activities and facilities, and testing companies should comply with the requirements of ISO/IEC 17025 
and objective quality evidence of same provided to the “RA” (see 3.1) prior to start of testing. This requirement should NOT 
be waived or modified regardless of country of origin of the test activity(s). The following minimum capabilities must be 
certified/registered to the test activity used by the “RA” (see 3.1) as indicated within this paragraph and shall not be delegated 
to or from another test activity in order to claim compliance to subject paragraph.  

a. Required: Testing of automotive and heavy ground vehicle brake systems and subsystems  

b. Required: Testing of automotive and heavy ground vehicle brake components  

c. “Required” for vehicle system-level testing and “desired” for component-level testing: Testing of automotive and heavy 
ground vehicles  

4.5 General Laboratory Test Methods (GLTM) 

4.5.1 GLTM will be in accordance with (IAW) MIL-STD-810, paragraph 5, or similar “RA”-approved (see 3.1) 
international standards. 

4.5.2 Instrumentation will be certified or calibrated and of sufficient range and durability to accurately report and/or record 
all values produced under the requirements of subject specification.  

4.6 Brake/Hub-Ends and “Mirror Image” Parts 

Whenever possible, the use of non-steering brake/hub-end componentry is preferred over the same sized steering (axle) 
types, unless those individual parts to be characterized/tested (drums, shoes, rotors, or pads) are different from the rest of 
that series/type vehicle brake assemblies or components on the same model/series vehicles. This statement is not intended 
to include items on the same vehicle model/series whose sole difference is being a mirror image for each side of a vehicle 
or which may include an integrated e-brake function (e.g., HMMWV calipers are different styles front to back, but rotors and 
pads are the same). 

4.7 Test Methods 

4.7.1 Method “A” Process/Procedure (aka “Primary”) 

Method “A” will be performed in accordance with Appendix C, Table C1 or Table C2, as applicable. It is the primary method 
used for all non-regulatory, off-vehicle commercial wheeled vehicle brake system testing, including aftermarket and 
replacement (spare) parts, and requires the use of the following:  

a. The OEM axle and/or brake manufacturer’s weight capacity for the highest weight-rated brake/hub-end assembly, 
differential-mounted brake assembly, and independently sprung hub-ends for the specific vehicle model or vehicle 
model application that uses the parts to be tested is preferred.  

b. When specified by the “RA” (see 3.1), the following alternate method will be used, but is not recommended, and is 
specifically prohibited for any vehicle brake system and its components that are used on independently sprung hubs 
and/or for military and other off-road vehicles. The alternate method uses computed values based on advertised GVWR 
and/or gross combination vehicle weight (GCVW) and gross axle weights rating (GAWR) instead of 4.7.1.a. 
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c. The vehicle tire size(s) and its OEM manufacturer’s published data or adjusted data per the “special care” comment 

within this paragraph, static loaded radius (SLR), load rating, approved rim size and type, and other pertinent 
design/performance information which produces the worst-case scenario within the vehicle series using the same brake 
components/rating. Special care will be taken to adjust for geared hubs, viscous couplings, or any other device that 
changes the effective final drive ratio between the brakes and wheel/tire contact surface are used; e.g., wheel-ends 
(geared hubs). 

d. Fixturing will be fabricated from the specified vehicle application OEM wheel-end componentry to simulate on-vehicle 
mounting/use. The “RA” (see 3.1) may allow exact duplicates of the required production vehicle parts to be used as test 
fixturing, but only under the fully documented special circumstances resulting from war, natural disasters, labor 
disruption, or similar nonavailability.  

e. For the purposes of subject specification, the term “brake/hub-end hardware” will also include any actuation and 
adjustment devices; e.g., disc brake calipers. 

4.7.1.1 In the absence of verifiable OEM-specified weight ratings required to determine test values and parameters, the 
“RA” (see 3.1) will determine and provide the individual brake/hub-end ratings based on all vehicle system braking 
performance requirements; e.g., hill-hold, slopes, fording, and similar. In addition, the “RA” (see 3.1) will make 
the results of such determinations available to the test activity in order to ensure that both consistency and 
repeatability are maintained between previous, current, and subsequent testing to subject specification. 

4.7.1.2 Comparison Testing of Two or More Different Pad/Shoe and Rotor/Drum Combination Assemblies 

The “RA” (see 3.1) will direct the comparison testing of two or more friction material and mating surface devices (rotors and 
drums) in combination; e.g., OEM foundation brake shoes and companion drum combination versus a proposed Brand “X” 
combination. In this particular circumstance (only), the “RA” (see 3.1) should direct performance of the test(s) in accordance 
with Appendix C, Table C1 along with not less than three test sample combinations in accordance with the “Optional” Crack 
Test and Strength Test described in Appendix E. Responsibility for test costs and funding, all or in part, will be at the sole 
determination of the “RA” (see 3.1). 

4.7.1.3 Preferred Use of Appendix C, Table C1, for Multicomponent-Type Testing 

Appendix C, Table C1 (with and without Appendix E, Crack Test and Strength Test), should be the preferred testing 
methodology used when the test objectives cover paired component “sets” being tested or compared to other paired 
component sets; e.g., pad/rotor or shoe/drum combinations. 

4.7.2 Method “B” Process/Procedure (aka “Overload”) 

Method “B” is for nonstandard vehicle loading only, including aftermarket spare parts. When specified by the “RA” (see 3.1), 
Method “B” will be performed the same as Method “A” using actual axle/hub-end parts as test fixturing, except that Method 
“B” is specifically for testing purposes when the OEM manufacturer’s specified ratings are intentionally exceeded for test 
and demonstration purposes (only). OEM vehicle, axle, brake assembly, or brake component manufacturer/potential 
alternative supplier(s) will not be required to perform to Method “B” for the purposes of product qualification or acceptance. 
In addition, the “RA” (see 3.1) will identify to the test activity all known additional safety, performance, and environmental 
hazards Method “B” testing presents. The opportunity for the testing of mating part combinations provided to the “RA” 
(see 3.1) in 4.7.1.2 will apply for Method “B” too. 

4.7.3 Method “D” Process/Procedure (aka R&D or “Developmental”) 

When specified by the “RA” (see 3.1) or “RA”-approved (see 3.1) developmental activities, Method “D” is performed the 
same as Method “A,” except the following: 

a. The “RA” (see 3.1) will direct performance of the test(s) in accordance with Appendix C, Table C1 or Table C2, as 
applicable, along with not less than three test sample combinations in accordance with the Crack Test and Strength 
Test described in Appendix E. 

b. Method “D” is specifically for R&D purposes only. 
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4.7.3.1 Method “D” testing recognizes that nonstandard or fabricated components may be used for testing and test 

fixturing. Brake system components, performance, design parameters, and exit criteria should be specified prior 
to testing but may not be available due to the lack of firm requirements normally associated with a production 
vehicle system.  

4.7.3.2 Prior to start of testing, the “RA” (see 3.1) or cognizant design and testing authority will identify to the tester all 
known or anticipated additional safety, performance, and environmental hazards Method “D” testing will present. 

4.8 Mandatory Characterization/Comparison Test Sequencing for Product Comparison Determinations 

The following mandatory sequence of events will be used to characterize, evaluate, and provide sufficient objective evidence 
required to make a reasoned determination of brake system and/or component acceptability by the “RA” (see 3.1).  

4.8.1 Characterization of GVDBS by Vehicle Types and OEMs 

Characterize by observations, inspections, and/or tests for each ground vehicle brake system and/or its components, or 
alternate components similarly approved for use, within targeted vehicle’s weight class, model, type, and OEM or 
depot-level manufacturer. 

4.8.2 Characterization of OEM (or Approved Designated Similar) Components through Standardized Testing 

Characterize by standardized testing each desired ground vehicle brake system and/or its components or alternate 
components similarly approved for use. The “RA” (see 3.1) will determine which OEM or current supplier will be used for 
the baseline design and performance characterizations when the original OEM or OEM supplier is no longer available or 
multiple approved sources of supply are being used. 

4.8.3 Characterizations of Proposed Replacement Components through Standardized Testing 

Characterize by standardized testing each proposed alternative ground vehicle brake system and/or its components, or 
alternate components similarly approved for use, within the same constraints/limitations of 4.7.1 and 4.7.2. 

4.8.4 Characterization of Proposed Alternatives if/when “Mixed” with OEM through Standardized Testing 

Characterize by standardized testing each proposed ground vehicle brake system and/or its components, or alternate 
components similarly approved for use, if/when component mixing will occur or may be presumed to occur by field users 
within the same constraints and limitations of 4.7.1 and 4.7.2; e.g., replacing front axle(s) drum brake systems with disc 
brake systems on the same vehicle.  

4.8.4.1 In accordance with established and approved replacement and maintenance procedures for that vehicle type, 
“mixed” is defined as the installation of differing manufacturer’s parts or the use of different specification parts by 
the same or different manufacturers with the OEM or OEM-designated parts and includes: (1) shoe/pad pairs or 
individual rotors/drums mixed on different hub-ends of the same axle and/or mixed on different axles on the same 
vehicle (for example, disc brake pad assemblies should be replaced by axle sets, and replacement by hub-end 
is generally not recommended but becoming more common through the use of dressed or filled replacement 
caliper assemblies), and (2) rotor and drum assemblies are commonly replaced by hub-end, even in the military, 
although certain applications may replace in axle pairs, especially when there is significant side-to-side 
differences in wear and/or physical damage. 

4.8.4.2 This type of characterization is to determine mutual compatibility on the same vehicle platform. It also specifically 
includes mixing of pads or shoes by hub (only) on the opposing ends of the same axle and mixing on multiple 
axles on the same vehicle platform regardless of those normal maintenance procedures. Of particular concern is 
the potential for actual or perceived brake/vehicle performance degradation characterized by “fade” (non-heat 
generated and/or unexpected extended stopping distances), “pitch” (rear-to-front bias/weight transfer), “yaw” 
(side-to-side bias/weight transfer), “pull” (diagonal bias from front or rear brakes), and inability to maintain “lane 
compliance” during stopping. 
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4.8.5 Conduct Comparative Analysis of Results to Support Suitability Determination by the “RA” (see 3.1) or Equivalent 

Conduct comparative analysis of results (apples to apples), which will enable the “RA” (see 3.1) to make a reasoned 
determination of acceptability for use separately and/or “mixed” with OEM systems and componentry, except for those 
vehicle brake systems that are specifically covered by ATPD-2354. For R&D and similar activities, detailed technical data 
will be provided to the “RA” (see 3.1) and/or engineering test sponsor for appropriate action. 

4.8.6 Post-Test Suitability Determination for Proposed Use by Each Vehicle Types/Models by the “RA” (see 3.1) 

Rationale, self-explanatory. 

4.9 Test Sequence(s) 

The sequence of individual tests and observations will be in accordance with subject specification, unless specified 
otherwise or approved in advance by the “RA” (see 3.1) for Methods “A,” “B,” and “D.” Regardless of the sequence used, 
testing will be conducted in such a manner as to (1) provide all the data elements or reporting required by each test, (2) 
prevent the degradation or negation of any subsequent test(s) on the same test sample or series, and (3) not skew or 
attempt to misguide the test results in favor of one product or another. 

4.10 Test Sample(s) Quantities and Origin 

4.10.1 Responsibilities 

The acquisition, repair, and/or replacement of all items for testing and test support should be solely the responsibility of the 
“RA” (see 3.1) and will be not less than the quantities and types described in the applicable sections within this paragraph 
and the applicable appendices. Although it’s desirable to have these proposed parts randomly selected from available 
components of the same part number, manufacturer, and lot, this may prove highly problematic and is therefore desired, 
not required. 

4.10.2 OEM or Other “RA”-Designated Substitutes for Baseline Items 

OEM or other “RA”-designated (see 3.1) baseline items should be supplied to or by the test activity in the following quantities 
and to the applicable requirements of 4.10.3.a. through 4.10.3.d. Whenever possible or economically viable, designated 
OEM parts will be randomly selected from series production lots of the same part number, production lot (if available), and 
manufacturer.  

4.10.3 Test Sample Recommended Pretest Stockage 

All test samples and supporting hardware will be of the same origin and manufacturer, part number/NSN, physical 
configuration, formulation, metallurgy, and in a “green,” new, and unused condition as would be available on OEM newly 
manufactured vehicles and/or commercial off-the-shelf and preinstalled condition for use. The use of bulk friction material 
and/or separately supplied friction materials and brake block for coupon-type testing is acceptable, except when specified 
otherwise by the “RA” (see 3.1). It’s recommended that coupons for friction material and metallurgical testing should be 
made from manufacturer-assembled assemblies to better approximate the in-use configuration. Except when specified by 
the “RA” (see 3.1), Method “D” (only) is specifically exempted from the requirements of this sub-paragraph. The following is 
a recommended list of minimum numbers and quantities of test samples for guidance and cost estimation purposes only. 

a. Disc brake pads testing: 20 axle sets (40 pairs) of disc brake pad assemblies (only) for OEM baseline and each 
candidate item proposed by potential alternative supplier(s), plus 30 each OEM disc brake rotor assemblies.  

b. Disc brake rotors testing: 30 each disc brake rotor assemblies for OEM baseline and each candidate item proposed by 
potential alternative supplier(s), plus 10 axle sets (20 pairs) of OEM disc brake pad assemblies.  

c. Drum brake shoe assemblies testing: 20 axle sets (40 pairs) of drum brake shoe assemblies (only) and an equivalent 
number of hardware kits if not already provided with/as part of the drum brake shoe assembly pairs for OEM baseline 
and each candidate item proposed by potential alternative supplier(s), plus 30 each OEM brake drum assemblies. 
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d. Drum brake drums testing: 30 each brake drum assemblies for OEM baseline and each candidate item proposed by 

potential alternative supplier(s), plus 10 OEM axle sets (20 pairs) of OEM brake shoe assemblies and an equivalent 
number of hardware kits, if not already provided with/as part of the drum brake shoe assembly pairs. 

e. Disc brake rotors and drum brake shoes may be integral to or available separately from the hub assembly. As a 
cost-savings measure and when available separately, rotors and drums may be procured separately from the hubs in 
the same quantities identified in 4.10.3.a. through 4.10.3.d. as “assemblies,” plus not less than four separate hubs/hub 
assemblies needed to complete the disc/drum-to-hub-to-dynamometer mounting fixture (adapter or direct) connection 
to enable dynamometer use.  

4.10.4 Test Support Items Recommended for “Standard” Testing 

a. Disc brakes: Not less than two calipers and companion mounting hardware of each type and for each side of the 
designated vehicle series/type targeted; four or more caliper repair kits if commercially available as separate kits or 
parts; and sufficient OEM or replacement brake mounting hardware to replicate three or more actual vehicle mountings 
on dynamometers along with appropriate tester fabricated adaptive hardware, including at least two complete parking 
brake actuation setups.  

b. Drum brakes (hydraulic): Not less than six wheel cylinders of each type and for each side of the designated vehicle 
series/type targeted; two spare wheel cylinders; and sufficient OEM or replacement brake mounting hardware (including 
backing plates) to replicate three or more actual vehicle mountings on dynamometers along with appropriate tester 
fabricated adaptive hardware, including at least two complete parking brake actuation setups. An OEM or 
“RA”-approved (see 3.1) equivalent backing plate will be used instead of any fabricated or substitute backing plates for 
Methods “A” and “B.” 

c. Drum brakes (S-cam and single-actuator “wedge” types): Not less than three brake chambers of each type and for each 
side, not to exceed eight total air brake chambers and connecting hardware (including S-cam) on designated vehicle 
system and sufficient OEM brake mounting hardware to replicate three or more actual vehicle mountings on 
dynamometers, including at least two complete emergency brake actuation setups. OEM or “RA”-approved (see 3.1) 
equivalent backing plates will be used instead of any fabricated or substitute backing plates for Methods “A” and “B.” 

d. Drum brakes (double-actuator “wedge” types): Not less than six brake chambers of each type and for each side, not to 
exceed 12 total air brake chambers and connecting hardware on designated vehicle system and sufficient OEM brake 
mounting hardware to replicate three or more actual vehicle mountings on dynamometers, including at least two 
complete emergency brake actuation setups. OEM or “RA”-approved (see 3.1) equivalent backing plates will be used 
instead of any fabricated or substitute backing plates for Methods “A” and “B.”  

4.11 Test Sample Requirements for R&D (Method “D”) and “RA”-Approved Sustainment Engineering Projects 

Test sample requirements for R&D (Method “D”) and “RA”-approved (see 3.1) sustainment engineering projects will be “as 
required” using 4.10 as a general guide and recommendation. 

4.12 Temporary Corrosion-Resistant Substances (Oil, Wax, etc.) 

Subject processes may be used in packaging and preservation of test samples. Each test item should be inspected for 
temporary corrosion-resistant substances (oil, wax, etc.) used in packaging and preservation and, if present, removed in a 
nondestructive manner that will not affect the conduct and results of subsequent inspections and tests. Permanent and 
semi-permanent coatings (e.g., anodizing, paint over-spray, and similar) that do not affect the pretesting inspection 
processes and would naturally be worn off during the burnishing procedures will not be removed prior to burnishing due to 
the harsh processes required to complete this task. 

4.13 Characterization of Brake Systems and Components by Vehicle Types and OEMs 

The responsible “RA” (see 3.1) will provide appropriate values when: (1) information is unavailable from OEM, and/or 
(2) multiple values are possible due to variation in configuration or usage, and/or (3) a nonstandard configuration or usage 
(mission) scenario is required. In addition, the recommended presumed weight of each vehicle occupant should be not less 
than 200 pounds or higher weight(s) from MIL-STD-1366. 
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4.13.1 Special Emphasis 

It’s the responsibility of the “RA” (see 3.1), the test activity, and any potential alternative supplier to ensure all timing and 
proportioning devices are identified and this information is provided to the tester prior to start of test. A specific example is 
the HMMWV-ECV Series that has multiple proportioning valves in the same brake system and in non-traditional locations.  

4.13.2 Minimum Dataset Supplied by “RA” (see 3.1) 

In addition, the following information will be the minimum dataset made available by the cognizant “RA” (see 3.1): 

a. Sufficient detailed technical and logistical data to ensure the right OEM parts are used for testing to include, but not be 
limited to, the following, if known: national stock numbers (NSN); ordinance/military part numbers (OPN/MPM); 
contractor part numbers; commercial and government entity (CAGE) codes; prior contract numbers and dates; vehicle 
build orders/sheets; identifying colors and marks; manufacturer’s codes, such as casting numbers; frictional material 
“edge codes;” and friction material manufacturer’s identification (FMSI) codes.  

b. FMVSS definitions of GVWR, GCVW, LLVW (lightly loaded), and similar will be used appropriately. 

c. Axle, hub-end, and brake ratings. 

d. Proportioning and/or timing devices, methodologies, and objectives. 

e. The maximum speed (Vmax) for the vehicle will be specified by the “RA” (see 3.1) in writing, unless specified otherwise 
within a specific test procedure included in subject document. 

f. Maximum/minimum brake system pressures, to include all residual pressures. 

g. Gearbox reduction/overdrive ratio; e.g., Hummer H1 “downstream” geared hubs. 

h. Tire size(s) and static loaded radius (SLR) at GCWR and GCVW.  

i. Brake system split: type and loading (percentiles), along with numbers and types of proportioning devices. 

j. Specify required burnishing procedures if other than those specified within subject specification or those desired in 
addition to, or in lieu of, FMVSS 105, 121, and 135. 

k. Alternate points of contact for the “RA” (see 3.1). 

l. Additional information from the responsible OEM or specialty vehicle system engineering authority or management may 
be required if OEM vehicle and componentry is not available for use, not intended to be used for this application 
(targeted vehicle system), and/or has been subsequently modified by a specialty aftermarket contractor, 
post-manufacture modification, or user-ordered upgrade. 

m. Additional information, as determined by the responsible “RA” (see 3.1).  

4.14 Characterization of OEM (and Similarly Approved) Components 

OEM (and similarly approved) components will be characterized through the use of standardized testing for each type and 
style as described in 4.8 and the standard testing requirements shown in the applicable appendices to subject specification.  

a. When specified by the “RA” (see 3.1), any optional testing, additional testing, or additional test samples beyond that 
recommended by subject specification will be specified in the appropriate contract or purchase order. 

b. When sufficient, verifiable characterization data has been obtained through previous testing and approved test report, 
the “RA” (see 3.1) may waive some or all of the OEM (and similarly approved) components portion of the required 
testing to prevent duplicative effort and reduce costs.  
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4.15 Characterizations of Proposed Replacement Components 

Characterizations of proposed replacement components will be the same as for OEM (and similarly approved) components 
required in 4.6.  

a. The required number of test samples cannot be less than that specified by 4.11, but may exceed that minimum number 
if required by the responsible “RA” (see 3.1); this requirement cannot be waived. 

b. When specified by the “RA” (see 3.1), any optional testing, additional testing, or additional test samples beyond that 
identified as “required” by this specification must be specifically addressed by the “RA” (see 3.1) within the contract, 
purchase order, or other similar ordering documents.  

4.16 Characterization of Proposed Replacement Components when Mixed with OEM 

Same as 4.6, except that proposed replacement components will be “mixed” as follows: the responsible “RA” (see 3.1) may 
specify additional “optional” testing of other “mixed” combinations and/or in multiple combinations when there’s more than 
one “RA”-approved (see 3.1) OEM or other supplier item(s) only when such additional “optional” testing does not impact or 
delay the “RA” (see 3.1) original test and reporting schedules, unless specified otherwise by the contract or purchase order. 

a. Hydraulic-actuated disc brake pads (only) will be evaluated by axle sets only and will be considered “mixed” for analysis 
purposes only when being compared with other axles on the same vehicle or trailer. 

b. All other brake components, except as defined in 4.16.a., will be considered “mixed” when different 
configurations/brands are used on opposing sides of the same axle, from axle to axle on the same vehicle or trailer with 
two axles, and from axle to axle in multiple combinations on the same vehicle or trailer with three or more axles. No 
items of the same type but different manufacturers or sources will be mixed on the same axle hub-end; e.g., do not mix 
brake pads or shoes on the same brake/hub-end. 

c. The required number of starting test samples should not be less than that specified by 4.11, and this requirement should 
not be waived except under the circumstances described in 4.1.5. The minimum number of test samples may be 
increased when required by the “RA” (see 3.1). 

4.17 Conduct Comparative Analysis of Results to Support Suitability Determination 

4.17.1 Prior to report(s) submittal to the responsible “RA” (see 3.1) or acquisition activity for (final) suitability 
determinations, the testing activity will compile and collate the test data into a readily readable and brief-able format 
and provide recommendations as to the suitability of both the baseline items and the proposed items when used in 
the specified vehicle configuration (see 4.6). 

4.17.2 Upon receiving the interim or final report from the testing activity, the responsible “RA” (see 3.1) will review and 
determine suitability-for-use for each proposed item, convey those results to the appropriate acquisition authorities, 
and supply the proposed item’s management a “pass-fail”-type decision with supporting narratives. 

4.18 Suitability Determination for Proposed Use by Each Vehicle Types/Models 

When subject specification is used as intended, the approval-for-use or acceptance resides solely with the cognizant “RA” 
(see 3.1), except for government military systems and components that are specifically covered by ATPD-2354.  

4.19 Applicable System and Secondary-Item Component Types for Suitability Determinations 

All ground-wheeled vehicle “brake systems” and components to include service brakes and service brakes when used for 
parking and/or emergency brakes for vehicles and trailers above 4536 kg (10000 pounds) GVWR and combination vehicles 
for which one or more segments exceed this same GVWR. 
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