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1. SCOPE 

The objective of this document is to enhance the test procedure that is used for ejection mitigation testing per the NHTSA 
guidelines as mentioned in the FMVSS226 Final Rule document (NHTSA Docket No. NHTSA-2011-0004).  

The countermeasure for occupant ejection testing is to be tested with an 18kg mass on a guided linear impactor using the 
featureless headform specifically designed for ejection mitigation testing. 

SAE does not endorse any particular countermeasure for ejection mitigation testing. However, the document reflects 
guidelines that should be followed to maintain consistency in the test results. Examples of currently used countermeasures 
include the Inflatable Curtain airbags and Laminated Glass. 

The testing procedure is as follows: 

1. Determine the daylight opening 

2. Identify target locations per the FMVSS226 Final Rule §5.2 

a. Target locations for all windows and daylight openings 

b. Perform the target elimination process 

c. Reconstitute the targets 

3. Determine the zero-plane 
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4. In case of advanced glazing, determine if the glazing has to be part of the test and pre-brake it at a 75mm offset 

a. If yes, than follow the procedure for pre-breaking the laminated glazing 

5. Run the test 

a. At 5.6m/s with a 1.5s delay 

b. At 4.4m/s with a 6.0s delay 

2. REFERENCES 

2.1 Applicable Documents 

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the 
latest issue of SAE publications shall apply. 

2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.  

SAE J211/1 or ISO 6487 Instrumentation for Impact Test - Part 1 - Electronic Instrumentation 

SAE J211/2 Instrumentation for Impact Test - Part 2 - Photographic Instrumentation 

SAE J670 Vehicle Dynamics Terminology 

SAE J1538 Glossary of Automotive Inflatable Restraint Systems 

SAE J1733 Sign Convention for Vehicle Crash Testing 

Mihora, D., Friedman, K., and Hutchinson, J., "Effect of Friction Between Head and Airbag Fabric on Ejection Mitigation 
Performance of Side Curtain Airbag Systems," SAE Technical Paper 2011-01-0004, 2011, doi:10.4271/2011-01-0004.  

2.1.2 NHTSA Publications 

Available from http://www.nhtsa.gov/Laws-Regs at http://www.nhtsa.gov 

49 CFR Part 571 Federal Motor Vehicle Standards; ejection Mitigation; Final Rule, NHTSA Docket no. NHTSA-20130097, 
RIN 2127-AL40 

Laboratory Test Procedure for FMVSS No.226 Ejection Mitigation, TP-226-00, March 01, 2011 

2.1.3 Other Publications 

Stein, Douglas J. 2009. “Linear Impactor Performance Characteristics for Ejection Mitigation Testing”.  Presented at 
Automotive Safety Council (ASC’s, formerly known as AORC) quarterly meeting, Washington D.C., March 27, 2009 

3. DEFINITIONS 

3.1 DATA POLARITY AND SIGN CONVENTION 

Data polarity and sign convention is consistent with SAE specification and is as follows: 

The origin for the vehicle coordinate system is defined in the lateral (y-axis) direction as the longitudinal centreline for the 
vehicle. 
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Figure 1 

Polarities: 

 The x-axis is positive in the forward longitudinal direction. 

 The y-axis is positive in the right lateral direction. 

 The z-axis is positive in the downward vertical direction. 

 All ATD (Anthropomorphic Test Device) data is recorded with reference to the ATD in standing position or per ISO 4130. 

3.2 PROCESSING UNITS 

Table 1 - Unit table 

QUANTITY SI UNIT 
NAME 

SI UNIT 
SYMBOL 

*length meter     m 

mass kilogram     kg 

*time second     s 

current ampere     A 

*temperature Kelvin     K 

energy joule     J 

force/weight Newton     N 

frequency hertz     Hz 

power watt     W 

*pressure Pascal     Pa 

*velocity meters/second     m/s 

*acceleration meters/second2     m/s2 

moment/torque Newton-meter     Nm 
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3.3 Terms 

3.3.1 BODY-IN-WHITE (BIW) 

An untrimmed sheet metal vehicle body from the assembly line - often painted white. It is used as the basis of a test buck. 
The sheet metal is then reinforced in critical areas to provide rigid mounting for those components that will be used each 
test to evaluate the restraint system’s performance. 

3.3.2 TEST BUCK 

The test buck is defined as a fabricated, reusable structure typically made from a body-in-white, providing basic relevant 
vehicle geometry and rigid mounting for consumable test components.  Structure must also include provisions for mounting 
all trim or interior components which may interact with and provide a reaction surface for the inflatable curtain.  Test buck 
must also have provisions for mounting or retaining in a fixed position during testing. 

3.3.3 QUARTER BUCK 

The structure that is representative of the upper quarter of a test buck is referred to as a Quarter Buck.  At a minimum the 
quarter buck will include the lower horizontal pinch flange used to determine the window opening.  Quarter buck must also 
provide mounting locations for interior components which may affect or react with the curtain deployment.  Reinforcements 
to the body structure are permissible to ensure the window plane remains in a fixed position.  Frames or supports on the 
exterior of the vehicle must not interfere with headform or inflatable curtain during testing.  In addition, the headliner must 
be affixed in a way that simulates vehicle installation.   

3.3.4 VEHICLE 

A fully assembled structure with all components and trims in place is referred to as a Vehicle.  Vehicle should be supported 
by frame/sub frame (i.e., with jack stands) as to eliminate absorption of energy by vehicle suspension.  Vehicle should also 
be retained to prevent lateral movement support equipment.  Doors and/or glass may be removed from opposite side of 
vehicle to allow for access of impactor. 

3.3.5 INFLATABLE CURTAIN (IC) 

An Inflatable curtain (IC) is the restraint system which deploys along the side windows to protect occupants during certain 
crashes. 

3.3.6 TRIM 

A Trim is any interior component that provides a reaction surface with the cushion of the Inflatable Curtain and/or 
affects/interferes with the deployment of the Inflatable Curtain. 

3.3.7 DAYLIGHT OPENING 

A Daylight Opening is the inside perimeter of the window opening around the glass aperture, when observed in purely lateral 
direction, with a 25mm offset of the opening. This excludes any flexible gasket material or weather stripping. Any part of the 
vehicle, which is off the window plane by less than 100mm, would be considered as part of the window, and 25mm offset 
would be taken off this part. For example, instrument panel surface that is less than 100mm away from the daylight opening. 

3.3.8 IMPACT LOCATION 

An Impact Location is a point where the headform center, along the axis of motion, intersects the window opening. 

3.3.9 WINDOW PLANE 

The Window Plane is referred to a plane located at a point where the headform first touches a closed, unbroken window. 
  

SAE INTERNATIONAL J2937™ OCT2021 5 OF 16

Full document details: SAE J2937_202110

http://www.avadocuments.com/doc/sae-j2937-202110
http://www.avadocuments.com/doc/sae-j2937-202110

