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Use of the Critical Speed Formula 

RATIONALE 

This SAE Recommended Practice was developed to provide a guideline for the recommended use of the critical speed 
formula. The basic procedures and techniques for data collection and use of the method shown in this document are not 
to be considered all inclusive. 
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1. SCOPE 

This SAE Recommended Practice provides guidelines for procedures and practices used to obtain and record 
measurements and to analyze the results of the critical speed method. It is for use at accident sites using manual or 
electronic measurements. The method allows for many unique factors and the recommended procedure will permit a 
consistent use of the method in order to reduce errors and uncertainty in the results. The results from the critical speed 
formula should always, when possible, be compared to other accident reconstruction methodologies. When different 
accident reconstruction methods are used, the uncertainty of each method should be analyzed and presented. 

2. REFERENCES 

2.1 Applicable Publications 

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the 
latest issue of SAE publications shall apply. 

2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA, 15096-0001, Tel: 877-606-7323 (inside 
USA and Canada) or +1 724-776-4970 (outside USA), www.sae.org. 

SAE J670  Vehicle Dynamics Terminology 

SAE J2505  Measurement of Vehicle-Roadway Frictional Drag 

2.1.2 Related Publications 

More than 20 years of critical speed research has been evaluated in order to prepare this recommended practice. The 
majority of the historical research supports the critical speed method, although there are a few publications listed below 
that criticize the method. The SAE Critical Speed Task Force has evaluated these reports and has determined the method 
to be valid within its limits of uncertainty when used correctly, which further supports the need for a recommended practice 
to ensure the method is used correctly. The following publications were evaluated to prepare this recommended practice: 

Amirault, G. and MacInnis, S., "Variability of Yaw Calculations from Field Testing," SAE Technical Paper 2009-01-0103, 
2009, doi:10.4271/2009-01-0103. 

Asay, A. and Woolley, R., "Rollover Testing of Sport Utility Vehicles (SUVs) on an Actual Highway," SAE Technical Paper 
2010-01-0521, 2010, doi:10.4271/2010-01-0521. 

Bartlett, W., Wright, W., Masory, O., Brach, R. et al., "Evaluating the Uncertainty in Various Measurement Tasks Common 
to Accident Reconstruction," SAE Technical Paper 2002-01-0546, 2002, doi:10.4271/2002-01-0546. 

Bartlett, W. and Wright, W., “Summary of 56 recent critical speed yaw analysis tests, including ABS and electronic stability 
control on pavement, gravel, and grass: corrected,” Accident Reconstruction Journal, May/June, pp. 29-32, 2008. 

Bellion, P., "Project Y.A.M. (Yaw Analysis Methodology) Vehicle Testing and Findings - Victoria Police, Accident 
Investigation Section," SAE Technical Paper 970955, 1997, doi:10.4271/970955. 

Bohan, T. and Keierleber, J., “Speed from “Skuffs” on a Grassy Field: A Case for Dr. Daubert?” Proceedings of the 
American Academy of Forensic Sciences, Annual Meeting, Atlanta, GA, Feb. 11-16, 2002. 

Brach, R., "An Analytical Assessment of the Critical Speed Formula," SAE Technical Paper 970957, 1997, 
doi:10.4271/970957. 
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Brach, R.M. and Brach, M., “Vehicle Accident Analysis and Reconstruction Methods,” (Warrendale, Society of Automotive 
Engineers, Inc., 2005), ISBN 978-0-7680-0776-3. 

Cannon, J., "A Study of Errors in Yaw-Based Speed Estimates Due to Effective Braking," SAE Technical Paper 2003-01-
0888, 2003, doi:10.4271/2003-01-0888. 

Cliff, W., Lawrence, J., Heinrichs, B., and Fricker, T., "Yaw Testing of an Instrumented Vehicle with and without Braking," 
SAE Technical Paper 2004-01-1187, 2004, doi:10.4271/2004-01-1187. 

Daily, J., Shigemura, N., and Daily, J., “Fundamentals of Traffic Crash Reconstruction Volume 2 of the Traffic Crash 
Reconstruction Series,” Institute of Police Technology and Management, University of North Florida, 2006. 

Dickerson, C., Arndt, M., Arndt, S., and Mowry, G., "Evaluation of Vehicle Velocity Predictions Using the Critical Speed 
Formula," SAE Technical Paper 950137, 1995, doi:10.4271/950137. 

Fischer, G., “Rebuttal to criticism of critical speed formula,” Proceedings of the American Academy of Forensic Sciences, 
Annual Meeting, Seattle, WA, Feb. 19-24, 2001. 

Fischer, W., "Challenging the Critical Speed Formula In Light Of the Daubert Decision," SAE Technical Paper 2005-01-
3141, 2005, doi:10.4271/2005-01-3141. 

Fricke, L., “Traffic Accident Reconstruction, Volume 2 of the Traffic Accident Investigation Manual,” Northwestern 
University, 1990, ISBN 0-912642-07-6. 

Hague, D., Lambourn, R., and Turner, D., “Critical speed studies I: The accuracy of speeds calculated from critical curve 
marks, and their striations,” The Institute of Traffic Accident Investigators, Proceedings of the 3rd National Conference, 
Telford, 14-16 November 1997. 

Hague, D., Turner, D., and Williams, A., “Critical speed studies II: The generation of tyre marks by cornering vehicles,” 
The Institute of Traffic Accident Investigators, Proceedings of the 3rd National Conference, Telford, 14-16 November 
1997. 

Lambourn, R., “The calculation of motor car speeds from curved tyre marks,” Journal of Forensic Science Society, 1989, 
29(6):371-386. 

Lambourn, R., "Braking and Cornering Effects with and without Anti-Lock Brakes," SAE Technical Paper 940723, 1994, 
doi:10.4271/940723. 

Manning, L. and Bentson, L., “Highway Speed vs. Sideslip (Critical Speed in a Curve),” Journal of the National Academy 
of Forensic Engineers, Vol. 1, No. 2, October, 1984. 

Manning, L., “Critical Speed: A False Doctrine,” Proceedings of the American Academy of Forensic Sciences, Annual 
Meeting, Reno, NV, Feb. 21-26, 2000. 

Masory, O., Delmas, S., Wright, B., and Bartlett, W., "Validation of the Circular Trajectory Assumption in Critical Speed," 
SAE Technical Paper 2005-01-1189, 2005, doi:10.4271/2005-01-1189. 

Reveley, M., Brown, D., and Guenther, D., "A Comparison Study of Skid and Yaw Marks," SAE Technical Paper 890635, 
1989, doi:10.4271/890635. 

Sledge, N. and Marshek, K., "Vehicle Critical Speed Formula - Values for the Coefficient of Friction - A Review," SAE 
Technical Paper 971148, 1997, doi:10.4271/971148. 

Yamazaki, S. and Akasaka, T., “Buckling behavior in contact area of radial tire structure and skid marks left by tires,” 
JSAE Review, Vol. 9, No. 3, pp. 51-55, 1988. 

Yamazaki, S., “Friction coefficients of tires and skid marks left by tires,” Proceedings of the International Workshop on 
Traffic Accident Reconstruction, Organized by National Research Institute of Police Science, Japan, Nov. 12-13, 1998. 
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