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Storage Batteries for Start-Stop Operations 

RATIONALE 

Increased demands for fuel efficiency and lower environmental impact have fostered efficiency changes in the ways internal 
combustion engine (ICE) vehicles operate. In particular, time spent stopped in traffic with the vehicle engine at idle is 
recognized as a key source of wasted fuel, CO2, and other emissions. Many new vehicles are therefore utilizing a relatively 
cost-efficient method of improving fuel efficiency by stopping the engine when the vehicle is temporarily halted and restarting 
it when the vehicle needs to be driven or after a limited discharge time. This has come to be called start-stop operation 
(often also called stop-start, auto-stop, idling stop, idle stop and go, and micro-hybrid). Start-stop operation offers no 
alternate vehicle propulsion. 

Start-stop operation puts increased demands on a vehicle battery. During the many stop periods when there is no output 
coming from the vehicle charging system, it must exclusively power the various loads in the vehicle electrical system. It 
must also provide many more cranking starts compared to conventional vehicle operation in which the engine stays in 
continuous operation during a driving cycle. Once the engine has re-started, the alternator must recharge the battery 
sufficiently to keep it in continuous operating condition. Because of the extra discharges in urban traffic, start-stop batteries 
typically operate in a partially discharged conditon that leads to an increased charge acceptance during charging 
opportunities.  

Batteries that satisfy the demands for this type of operation need to have enhanced electrical properties compared to typical 
batteries used in traditional internal combustion vehicles. Key performance features of start-stop batteries are high power 
to provide instantaneous starting, good charge acceptance to keep the battery in acceptable operating condition, and 
resistance to cranking and capacity loss in partial discharge shallow cycling. Besides enhanced batteries, vehicles with 
start-stop operation need more robust starting, charging, and control systems that work to keep the battery and vehicle in 
proper start-stop operation to achieve the vehicle fuel efficiency/emissions ratings. Start-stop vehicles may also deliver 
braking regeneration to capture momentum energy and stop the engine in a condition to restart more rapidly. Start-stop 
vehicles normally have battery monitoring systems (BMS) that work in conjunction with the vehicle computer to ensure 
reliable starting and safe and non-intrusive start-stop function during vehicle operation. 

This document of recommended practices therefore focuses on functional definitions and tests of those batteries that reflect 
the demands for usage in start-stop operation. Batteries with various chemistries or combinations of batteries have been 
proposed for this type of operation. Up until this time, start-stop vehicle manufacturers almost entirely use lead-acid battery 
variations (AGM-absorbent glassmat/EFB-enhanced flooded); therefore, testing as outlined in this document has been 
targeted at these lead-acid characteristics. If there is a battery combination other than a single battery intended to be used 
in a start-stop vehicle, it should be tested as a single unit rather than separate items with the agreement of the supplier and 
user. 

Technology to increase vehicle efficiencies is changing rapidly. It is expected that batteries related to start-stop performance 
will have changing demands in the near future. It is therefore recommended that this recommended practice document be 
reviewed on a frequent basis to keep it relevant. 
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1. SCOPE 

This SAE recommended practice applies to 12 V lead-acid storage batteries that are designed specifically for start-stop 
operations in on-road passenger vehicles or light trucks. Included are definitions of terms, general testing requirements, key 
performance characteristics, and life testing. Properties not unique to start-stop batteries should be tested according to 
SAE J537 or other applicable testing protocols. 

2. REFERENCES 

2.1 Applicable Documents 

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the 
latest issue of SAE publications shall apply. 

2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org. 

SAE J537 Storage Batteries 

2.1.2 Battery Association of Japan (BAJ) Publications 

Available from Battery Association of Japan (BAJ), Kikai Shinkokaikan Building, 3-5-8, Shiba koen, Minato ku, Tokyo 105 
0011, Japan, www.baj.or.jp/e/.  

SBA-S-0101:2014 Lead-Acid Batteries for Idling Stop Vehicle: The Methods, Performance, Dimension and Marking 

2.1.3 European Committee for Electrotechnical Standardization (CEN) Publications 

Available from CEN-CENELEC Management Center, Rue de la Science 23, B-1000, Brussels, Belgium www.cenelec.eu. 

EN 50342-1:A1:2018 Lead-Acid Starter Batteries - Part 1: General Requirements and Methods of Test 

EN 50342-6:A1:2018 Lead-Acid Starter Batteries - Part 6: Batteries for Micro-Cycle Applications 

3. DEFINITIONS PERTAINING TO START-STOP OPERATION 

3.1 CAPACITY  

Capacity is the amount of usable (voltage-limited) charge (ampere-hours) that can be extracted from a battery. Batteries 
have capacity ratings using standard discharge current and temperature conditions, but usable capacity varies with battery 
temperature and discharge rates seen in the various vehicle operating conditions. Manufacturers are to provide capacity 
rating values that their new, fully charged batteries should meet or exceed. Capacity ratings provided by battery 
manufacturers are to be statistically compliant when tested according to the relevant test standard. Capacity will ultimately 
decline with age and use. Like conventional vehicle batteries, batteries in start-stop operation should never need to deliver 
full discharge capacity except under failed charging system conditions. 

3.1.1 20 HOUR CAPACITY (C20)  

The capacity (in ampere-hours) obtained from a battery discharged at a constant current to an end-of-discharge condition 
(i.e., discharge cutoff voltage of 10.5 V) in 20 hours at 25 °C (refer to SAE J1715/2). The constant current I20 (also listed as 
In) is the nominally rated C20 capacity divided by 20 hours. Discharge rates may be set as multiples of I20 such as 5I20 and 
will result in different capacity values. C20 (also listed as Cn) capacity represents the maximum practical capacity for a battery 
by slow discharge under ideal conditions. Discharge rates in start-stop operation needed to supply the vehicle electrical 
system are normally much higher than I20.  
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3.1.2 RESERVE CAPACITY (RC) 

The amount of time (minutes) a fully charged battery can discharge at a constant current of 25 A to an end-of-discharge 
condition (i.e., discharge cutoff voltage of 10.5 V) at 27 °C (refer to SAE J537). The reserve capacity test was developed to 
better represent enhanced load discharge conditions (lights, fans, etc.) in a vehicle electrical system without an operating 
alternator; it is also more typical in start-stop operation. Wherever possible, discharges used in this start-stop testing 
document use the RC rating and discharge rate. 

3.1.3  RESIDUAL OR REMAINING CAPACITY 

Capacity measured using one of the above testing methods to determine the remaining charge in batteries that have been 
subjected to cycling, stand testing, or other service-related conditions listed in the testing specifications. Residual capacity 
shall be run at one of the rated currents established for new batteries. 

3.2 COLD CRANKING TEST AT -18 °C 

This test represents the ability of a new, fully charged, and conditioned battery at a test temperature of -18 °C to sustain a 
rated high-rate cold cranking current (CCA) at a measured battery voltage above a minimum value of 7.20 V for a period of 
30 seconds (refer to SAE J537). This is a pass/fail rating that has a greatly extended discharge time in comparison with a 
typical vehicle starting time (<1 second) even under severe conditions. In this recommended practice, focus shall also be 
made on the initial part of this test in addition to the extended discharge time which ensures adequate residual cranking 
during service. 

3.3  STATE OF CHARGE (SOC) 

The percentage of remaining discharge capacity or discharge time available in a battery under prevailing conditions of 
discharge compared to a fully charged battery under the same conditions:  

 SOC = 100% x Cremaining/Ccharged (Eq. 1) 

In the absence of true capacity data under prevailing conditions, the SOC is often depicted by comparing the discharge to 
a reference capacity value.  

 SOC = 100% x (Cref - Q)/Cref (Eq. 2) 

where: 

Q = the amount of discharge capacity left uncharged in the battery 

Cref = a referenced full charged capacity, often the rated 20 hour capacity 

NOTE: Using the C20 rating is convenient but not accurate for batteries in actual use or test conditions that vary in capacity 
with temperature, discharge rate, and capacity degradation. SOC is therefore an ambiguous factor (except at 100%) 
that is minimized in this recommended procedure. It can be used in agreement between supplier and user.  

3.4 OPEN-CIRCUIT VOLTAGE (OCV) 

The voltage of a battery after a specified rest period measured in the absence of charge or discharge current (refer to 
SAE J1715/2). OCV is a function of the battery electrolyte concentration and is often used to assess the amount of discharge 
in a battery if battery voltage versus discharge factors are known. A stability period of 24 hours or longer may be necessary 
to get a reasonably stable reading, especially with fully charged flooded batteries and batteries in cold conditions. Batteries 
with non-uniform electrolyte concentration within their cells deviate in voltage from those with uniform electrolyte 
concentration. 
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3.5 SPECIFIC GRAVITY (SG) 

Electrolyte specific gravity is the ratio of the density of the electrolyte solution at a specific temperature (T1) to water at a 
specific temperature (T2). Typical devices used for measuring electrolyte have T1/T2 values of 27 °C/27 °C or 25 °C/4 °C 
and should be referenced. Specific gravity is often also used to assess the discharge condition of a battery if it is uniform 
and the ratio of electrolyte concentration versus discharge is known.  

3.6 BATTERY TEMPERATURE (T) 

Battery temperature is critical to battery performance. The temperature of the internal components of the battery is generally 
measured by a thermometer placed in a center cell of a flooded electrolyte battery, if accessible, or by an externally insulated 
thermocouple or other temperature sensitive device attached to the surface of the side of the battery adjacent to the bulk 
internal components of the battery. If a battery that has not been charging or discharging and is exposed to a constant 
ambient temperature equal over its entire surface for a long period, one can infer that its core temperature is identical to 
ambient temperature of the medium where the battery is stored (refer to SAE J537).  

3.7 INTERNAL RESISTANCE (R) OR CONDUCTANCE (G) 

Battery internal resistance and conductance are ohmic measurements that, coupled with voltage and temperature factors, 
determine the ability of a battery to deliver cranking power for short durations typically seen in starting start-stop vehicles. 
At high cranking rates, when coupled with the polarized voltage of the battery, the discharge current times the internal 
resistance (I x R) relates to the voltage drop within the battery during cranking, thus affecting the effective cranking voltage 
and ultimately the rotation speed of the starter. 

Resistance (measured in units of ohms or milliohms) in batteries is a measure of the rapid change in voltage with respect 
to the rapid change in current. Battery internal resistance can be measured by probing a battery using quickly varying high 
rate currents versus voltage (dynamic resistance) or using special meters that measure small AC voltage versus AC current 
changes at certain frequencies. Ohmic values can also be expressed in terms of conductance (measured in units of 
siemens) which is the reciprocal of resistance. 

Ohmic measurements often differ by the device or method of measurement as well as the temperature and charge condition 
of the battery  The recommended ohmic measurement device or method should be made in agreement between the supplier 
and end user. It should also be understood that untested batteries, even when fully charged, often show diminished ohmic 
values compared to batteries that have been subjected to discharges seen in qualifying testing. 

3.8 INRUSH CURRENT 

The inrush or peak current during a starting sequence is the large instantaneous current that occurs just before the beginning 
of starter motor rotation. It is a function of the battery voltage, temperature, and the resistance of the battery, starter, and 
cabling. Inrush current properties can be somewhat simulated by discharging for a short duration at a fixed voltage or 
resistance. 

3.9 MINIMUM VOLTAGE 

The minimum voltage during a starting sequence is the instantaneous voltage that normally occurs at peak current. This 
voltage supplied by a start-stop battery under various temperatures and discharge conditions must be high enough to 
overcome the voltage drop across the starter to provide starter rotation sufficient to start the engine. Starting characteristics 
of start-stop batteries necessitate a testing focus on properties that pertain to this area of starting performance. 

3.10 CHARGE ACCEPTANCE 

Start-stop operations are very dynamic with frequent discharges and charges. Batteries in start-stop applications have many 
more discharges than standard starting batteries and need to accept sufficient charge during charging opportunities during 
various vehicle operating conditions to maintain adequate charge for vehicle operation. Therefore, it is necessary to 
determine their charge acceptance capability. 

Charge acceptance is the amount of charge that a battery can accept using voltage-limited charging under various 
conditions of operation. Charge acceptance is often represented by both the magnitude of charge accepted (Ah) or charging 
current after a fixed period of time. 
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Charge acceptance is not a fixed value. It is affected by the amount of discharge, temperature, the magnitude of the previous 
discharge current, the time and temperature of stand, and the history of previous charging in addition to the voltage and 
current limit of the charging source. While specific tests are presented in this recommended procedure, no single test can 
define charge acceptance under constantly varying actual vehicle operating conditions. 

3.11 START-STOP LIFE TESTING 

Start-stop life tests are methods to estimate the relative battery life in service, either by accelerating operations found in 
start-stop vehicles, or by stressing specific battery components known to be life limiting in field applications. Examples of 
these component stresses are corrosion of positive grids and degradation of electrode materials. It is generally accepted 
that accelerated life tests meant to mimic field usage depart from the normal operation of start-stop batteries in a vehicle by 
increasing the operational frequency and duration of cycles, increasing temperature, and reducing the amount of time in 
rest stand. Peak discharge currents are also reduced due to limitations of typical testing equipment. Acceptable life tests 
should correlate to failure modes and life seen in actual service. Correlations of the recommended life tests in this testing 
protocol to actual failure modes and time in service are left to users to determine.  

For EFB batteries with passive mixing devices, in order to realize the functional benefit of these devices during laboratory 
testing, it is recommended that induced motion procedures be provided during active portions of a prolonged test to reduce 
the effects of stratification. Appendix A includes two examples of induced motion procedures. These examples are solely 
provided for information purposes. The use or omission of such procedures should be agreed upon between user and 
supplier.  

4. PERFORMANCE TESTS  

4.1 Sequence of Tests 

Table1 - Sequence of tests  

Suggested Test Sequences 1 2 3 
1.  Preconditioning  x x x 
Short Duration Tests    
2.  Reserve Capacity Test x x  
3.  Cold Cranking Test at -18 °C (0 °F) x x  
4.  Reserve Capacity Test x x  
5.  Cold Cranking Test at -18 °C (0 °F)  x  
6.  Reserve Capacity Test x x  
7.  Extreme Limits Cranking Test x   
8.  Start-Stop Function Test x   
Extended and Alternate Tests    
9.  Charge Acceptance Testing*  x  
10. Stand Loss Testing    x 
11. Cycle Life Testing*    
12. Alternate Electrical Characterization (e.g., C20 in 4.3.2)*    
*  For tests referenced from other standards, utilize the test sequence specified within 

the original standard. 

4.2 Preconditioning 

Batteries for performance tests and extended testing need to be fully charged. This should be accomplished according to 
manufacturer instructions or procedures contained in testing agency standards for specific tests. SAE J537 contains 
methods appropriate for most lead-acid batteries. 
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