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Ambulance Litter Integrity, Retention, and Patient Restraint 

RATIONALE 

This revision of the Recommended Practice adds a requirement to conduct rear impact testing of the patient cot, cot mount 
and occupant restraint utilizing the pulse curve described in SAE J3044. In addition, this revision deletes the requirement 
to utilize an instrumented anthropomorphic test device, or ATD, as the existing pass fail criteria does not rely on the 
measurement of ATD data. An instrumented ATD may be used at the discretion of component manufacturer(s). 

SAE J3027 has been reaffirmed to comply with the SAE Five-Year Review policy. 

1. SCOPE 

This SAE Recommended Practice describes the testing procedures required to evaluate the integrity of a ground 
ambulance-based patient litter, litter retention system, and patient restraint when exposed to a frontal, side or rear 
impact.  Its purpose is to provide litter manufacturers, ambulance builders, and end-users with testing procedures and, 
where appropriate, acceptance criteria that, to a great extent ensures the patient litter, litter retention system, and patient 
restraint utilizes a similar dynamic performance test methodology to that which is applied to other vehicle seating and 
occupant restraint systems.  Descriptions of the test set-up, test instrumentation, photographic/video coverage, test fixture, 
and performance metrics are included. 

2. REFERENCES 

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the 
latest issue of SAE publications shall apply. 

2.1 Applicable Documents 

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the 
latest issue of SAE publications shall apply. 

2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.  

SAE J211-1 Instrumentation for Impact Test - Part 1: Electronic Instrumentation 

SAE J211-2 Instrumentation for Impact Test - Part 2: Photographic Instrumentation 

SAE J2856 Users’ Manual for the 50th-Percentile Hybrid-III Dummy 

SAE J1727 Calculation Guidelines for Impact Testing.  

SAE J1733 Sign Convention for Vehicle Crash Testing 
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SAE J2570 Performance Specifications for Anthropomorphic Test Device Transducers 

SAE J2917 Occupant Restraint and Equipment Mounting Integrity - Frontal Impact Ambulance Patient Compartment 

SAE J2956 Occupant Restraint and Equipment Mounting Integrity - Side Impact Ambulance Patient Compartment 

SAE J3044 Occupant Restraint and Equipment Mounting Integrity – Rear Impact Ambulance Patient Compartment 

SAE ARP5482 Photometric Data Acquisition Procedures for Impact Test 

2.2 Related Publications 

The following publications are provided for information purposes only and are not a required part of this SAE Technical 
Report. 

Code of Federal Regulations, Title 49, Part 572. 

3. DEFINITIONS  

3.1 LITTER 

A wheeled patient transport device affixed using a litter retention system.  This does not include wheelchairs, stair chairs, 
transport chairs, backboards, incubator transport cots, or carry stretchers.  

3.2 LITTER RETENTION SYSTEM 

A system that provides means for securing a litter to the floor and/or side wall of an ambulance.   

3.3 ANTHROPOMORPHIC TEST DEVICES (ATD)  

A biofidelic test device which represents a variety of human forms and sizes including men, women, and children.  Physical 
characteristics of the ATD are described in 49 CFR 572.  

3.4 LITTER-BASED PATIENT RESTRAINT SYSTEM 

The patient–restraining members and the attaching hardware provided by the litter manufacturer as original equipment.  

3.5 FRACTURE  

The cracking or tearing of litter or litter retention system.  

3.6 LOAD BEARING 

Any component of the litter, litter retention system, and patient restraint system that is required to secure both the ATD to 
the litter and the litter to the floor. 

3.7 LOAD PATH  

A series of load bearing components. 

3.8 FOWLER 

The adjustable backrest of the litter. 
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4. REQUIREMENTS 

Each litter, litter retention system, and litter-based patient restraint shall be capable of meeting the requirements set forth 
under this standard when tested in accordance with test conditions and procedures outlined in SAE J2917, Occupant 
Restraint and Equipment Mounting Integrity – Frontal Impact Ambulance Patient Compartment, SAE J2956, Occupant 
Restraint and Equipment Mounting Integrity – Side Impact Ambulance Patient Compartment and SAE J3044, Occupant 
Restraint and Equipment Mounting Integrity – Rear Impact Ambulance Patient Compartment. The ATD used for all test 
procedures contained in SAE J2917, SAE J2956 and SAE J3044 shall be the Hybrid III 50th percentile male, with abdomen 
and pedestrian pelvis. 

5. TEST CONDITIONS.  

The following conditions apply: 

5.1 The rigid sled test platform shall be in a horizontal plane. 

5.2 These tests are considered destructive tests.  At the option of the manufacturer, a new production litter, litter retention 
system, and litter-based patient restraint may be used for each individual test. 

5.3 A 50th percentile male Hybrid III ATD, with abdomen and pedestrian pelvis, shall be used in each test. Recommended 
instrumentation is described in Appendix A, Table 1.  The Injury Assessment Reference Values (IARVs) established 
for other automotive test applications are recommended as guidance only for patient litter developers.  As research 
evolves to better understand injury mechanisms of the supine occupant, application specific IAVRs may be 
established.   

5.4 Upon request from the manufacturer, uni-axial accelerometers may be installed on the rigid floor structure within 5 
inches of both the fore and aft litter attachment points oriented in line with the primary axis for the ensuing test.  
Likewise, accelerometers may be installed on structural member(s) of the litter as needed for data gathering per 
consultation / recommendation with the equipment manufacturer of the sample being tested. 

5.5 All digital instrumentation channels shall meet the performance requirements of SAE J211-1 Instrumentation for 
Impact Test.  Examples include accelerometer orientation, filter frequencies and sampling rate and calibration metrics.  
Optical channels shall meet the performance requirements of SAE J211-2 Instrumentation for Impact Test--Part 2: 
Photographic Instrumentation.  If an instrumented ATD is utilized, instrumentation shall meet the performance 
requirements described in SAE J2570 Performance Specifications for Anthropomorphic Test Devices.  All data 
acquisition channel polarities shall be set in accordance with SAE J1733, Sign Conventions for Vehicle Crash Testing.  
The numerical methods used to process impact test data such as the calculation of Head Injury Criteria (HIC) or Nij 
shall be performed in accordance with the guidance provide in SAE J1727 Calculation Guidelines for Impact Testing. 

5.6 A motion capture, grid system or other methodology shall be used to accurately measure ATD motion as outlined 
below.  (Note: If a motion capture or grid system is used, the test facility will need to compensate for the distance and 
angle of the grid system relative to the ATD to minimize the effects of lens distortion, parallax error, correct for 
measurement in different planes, and other potential optical measurement errors.  Use common photogrammetric 
methods as described in SAE J211-2 and SAE ARP5482, as applicable.) 

5.6.1 The grid system shall be constructed on a rigid surface that is placed and attached to the sled at 90 degrees in the 
background of the viewing camera. 

5.6.2 The grid system shall consist of a series of horizontal and vertical lines constructed to form a series of 1” X 1” 
squares to analyze captured 2-D motion. Products such as ‘inch tape’ are acceptable for construction of the grid 
system. 

5.6.3 In addition to the grid system, a “go/no-go” method should be utilized to be able to visually determine if the 
longitudinal excursion limit has been reached.  The “go/no-go” limit shall be placed 14 inches from the leading edge 
of the litter. 

5.6.4 Figure 1, shown below, shall be used for definition of litter orientation, reference axis, and longitudinal excursion 
measurement. 
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Figure 1 

5.7 The camera system shall be placed such that lateral excursion of the ATD beyond the edge of the litter shall be 
measured and provided as part of the manufacturer’s dataset when the load application is perpendicular to the side 
of the patient litter.  The location of the reference plane or “Lateral Edge Reference” shall be provided by the 
manufacturer.  The maximum lateral excursion shall be defined as the distance from the outer edge of the litter 
structure to the maximum travel point for the outer edge of the ATD’s head.  The data package will include the head 
path as depicted in Figure 2. 

5.8 Measurement of occupant excursion to the rearmost edge of the litter is not required. 
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