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Listing of Provider Service Identifiers and
Associated Application Technical Reports

RATIONALE

This document enables implementers to quickly determine the full set of technical specifications associated with a provider
service identifier (PSID).
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1. SCOPE

This document provides a mapping between provider service identifiers (PSIDs)—allocated to SAE by the appropriate
registration authorities—and SAE technical specifications of applications identified by those PSIDs. It is intended that this
document will be updated regularly, including information about the publication status of SAE technical reports.

2. REFERENCES

2.1 Related Publications

The following publications are provided for information purposes only and are not a required part of this SAE Technical
Report.

2.1.1  SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

NOTE: “Under development” indicates that the document has not been published at the time of publication of this document,
but that it is intended that the document will contain an application specification associated with a PSID listed in this
document.

SAE J2945 Dedicated Short Range Communication (DSRC) Systems Engineering Process Guidance for J2945/x
Documents and Common Design Concepts

SAE J2945/1 On-Board System Requirements for V2V Safety Communications
SAE J2945/2 Dedicated Short Range Communications (DSRC) Performance Requirements for V2V Safety Awareness
SAE J2945/3 Requirements for Road Weather Applications

SAE J2945/4 Road Safety Applications
(under development)

SAE J2945/6  Performance Requirements for Cooperative Adaptive Cruise Control and Platooning
(under development)

SAE J2945/9 Vulnerable Road User Safety Message Minimum Performance Requirements

SAE J2945/C Traffic Probe Use and Operation
(under development)

SAE J3161/1  On-Board System Requirements for LTE-V2X V2V Safety Communications
(under development)

SAE J3217 Profiles for V2X-Based Fee Collection
(under development)

SAE J3224 V2X Sensor-Sharing for Cooperative & Automated Driving
(under development)
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