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Foreword—This Document has also changed to comply with the new SAE Technical Standards Board Format.
References were added as Section 2. All other section numbers have changed accordingly. Also metric is now
the primary unit of measure followed by english in parentheses.

1. Scope—The comfort and fatigue of vehicle passengers is a major engineering consideration. Among the
many factors involved are vibratory and auditory disturbances. Tires participate, among other elements of the
vehicle, in exciting vibrations and noises. Furthermore, tires also may generate forces leading to lateral drift of
the vehicle.

This SAE Recommended Practice describes the design requirements for equipment to evaluate some of the
characteristic excitations of passenger car and light truck tires which may cause disturbance in vehicles. The
kinds of excitations treated result from nonuniformities in the structure of the tire and have their effect when a
vehicle bearing the tire travels on a smooth road.

This document also describes some broad aspects of the use of the equipment and lists precautionary
measures that have arisen out of current experience.

The intention underlying these recommendations is to establish a standardized measurement for use by the
engineering community.

The evidence from years of experience supports the statistical relevance of data obtained using the type of
equipment and procedures described. However, mechanical instability of materials in response to
temperature, storage conditions, and surface contamination, as well as the previous history of usage, etc.,
produces variation in vibratory excitations. Thus, the measurements of individual tires are always to a degree
of uncertain. Nevertheless, larger values of vibratory excitations are usually well identified, and statistical
evaluations of the data usually serve to indicate properly the vibration excitation quality of production lots of
tires for those items considered in this document.

Criteria of quality which might be based on measurements made under this document follow from the needs of
individual engineering applications and are consequently not sufficiently general to be specified here.
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2. Reference

2.1 Applicable Publication—The following publication forms a part of this specification to the extent specified
herein. Unless otherwise indicated, the latest issue of SAE publications shall apply.

2.1.1 SAE PusLICATION—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.
SAE J2047—Tire Performance Technology
3. Basic Form of Measurement—The measurement detects the variations in force components produced by a
mounted and inflated tire while the tire runs unsteered against a smooth road drum at constant axle height over

that drum and at a constant speed. The varying and constant force components of the tire requiring evaluation
are generally four in number. These components of force (see SAE J2047 for axis system) are termed as

follows:
a. The variation in radial force.
b. The variation in lateral force.
¢. The variation in fore-aft force.
d. The constant component of the lateral force.

4. Apparatus

4.1 General—The equipment is essentially an axle or spindle supporting a rim on which tires may be readily
mounted, a means for loading the tire against a drum at a specified load and for helding a fixed tire-to-drum
center distance during measurements, and a system for measuring the excitation forces equivalent to those at
the tire's spindle as the tire and drum are rotated at prescribed speeds. Rotation can be accomplished by
driving either the tire or the drum. There should be provisions for both clockwise and counterclockwise
directions of rotation to account for use of tires on left or right sides of the vehicle. The equipment also requires
a means for rapid inflation and deflation of the tire, and for control of inflation pressure during rotation.

4.2 Structure—The supporting structure and components of the machine must be sufficiently rigid to insure that
natural frequencies of the machine assemblies (which may be ultimately detected in the measurement of
forces) are above 40 times the wheel rotational frequency used in the measurement. For special types of
instrumentation that are matched to machine resonances, this requirement may be waived. The drum and
wheel spindles are to be rigidly supported with no lash in radial, axial, or tractive directions.

The structure and rims are to accept tires of 559 to 914 mm (22 to 36 in) in diameter and 127 to 330 mm (5 to
13 in) in section width. The equipment is to be capable of rotating tires at a speed in the range of 15 to 60 rpm
during the measuring operation and with the option of 300 to 400 rpm for stabilization before measurement.
The design should be based on a maximum force between tire and drum of 8.9 kN (2000 Ib) in the radial
direction, 2.22 kN (500 Ib) laterally, and 2.22 kN (500 ib) in the tractive direction.

4.3 Drum, Axles, and Rims—The drum is to be standardized at 854.1 mm = 2.5 mm (33.625 in + 0.100 in) in
diameter. The total indicated runout of this member as measured at a reference band is to be less than
0.025 mm (0.001 in). The maximum acceptable unbalance is 0.113 N-m (1 in-lb). The drum should feature a
high-friction, textured surface, such as provided by knurling, sprayed tungsten carbide, adhered tungsten
carbide crystals, etc. The surface texturing, however, must be sufficiently uniform so that the average radius of
the drum per 51 mm (2.0 in) of circumference meets the specifications for runout. The parallelism of the rim
axis and the drum axis while under 8.9 kN (2000 Ib) of radial load and 445 N (100 Ib) of lateral load should be
within a tolerance of one part in 4000 (0.25 mm/m (0.003 in/ft)).
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