SURFACE SAE U336 SEP2011
VEHICLE

RECOMMENDED | sisizes 201105
PRACTICE Superseding J336 JUN2001

Sound Level for Truck Cab Interior

SAE International

RATIONALE

The Noise, Vibration, and Harshness Committee which owned this report has become inactivated and the technical
expertise for the subject report within the Truck-Bus Council is not available at this time. This standard has been
transferred to the Total Vehicle Steering Committee to stabilize the standard.

STABILIZED NOTICE
This document has been declared "Stabilized" by the SAE Truck and Bus Total Vehicle Steering Committee and will no

longer be subjected to periodic reviews for currency. Users are responsible for verifying references and continued
suitability of technical requirements. Newer technology may exist.

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be reaffirmed, revised, or cancelled. SAE invites your written comments and suggestions.

Copyright © 2011 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical,

photocopying, recording, or otherwise, without the prior written permission of SAE.

TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) SAE values your inpui. T ¢ provideé féedbac
Tel: ~ +1724-776-4970 (outside USA) on this Technical Repo:t, pleadevisihent Sharing|Hub

Fax: 724-776-0790 . .
Email: CustomerService@sae.org http://www.sae.org/technical/standards/J336 201109

SAE WEB ADDRESS: http://www.sae.org
Full document details: SAE J336_201109



http://www.avadocuments.com/doc/sae-j336-201109
http://www.avadocuments.com/doc/sae-j336-201109

SAE J336 Stabilized SEP2011 Page 2 of 4

Foreword—This Document has not changed other than to put it into the new SAE Technical Standards Board
Format. References were changed from Section 5 to Section 2. All other section numbers have changed
accordingly.

1. Scope—This SAE Recommended Practice describes the equipment and procedure for determining the truck
cab interior sound level over the upper half of the engine speed range. This practice applies to motor trucks
and truck-tractors and does not include construction and industrial machinery.

N
o
0}
3
D
>
[+]
D
n

2.1 Applicable Publications—The following publications form a part of the specification to the extent specified
herein. Unless otherwise indicated, the latest revision of SAE publications shall apply.

2.1.1 SAE PuBLIcATIONS—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

SAE J184—Qualifying a Sound Data Acquisition System
SAE J1349—Engine Power Test Code—Spark Ignition and Diesel

2.1.2 ANSI PusLicaATION—Available from ANSI, 11 West 42nd Street, New York, NY 10036-8002.
ANSI $1.4-1983—Specifications for Sound Level Meters.

2.1.3 |1SO PuBLIcATION—Available from ANSI, 11 West 42nd Street, New York, NY 10036-8002.
ISO 5128—Acoustics Measurement of Noise Inside Motor Vehicle.

21.4 FMVSS—Available from the Superintendent of Documents, U. S. Government Printing Office, Mail Stop:
SSOP, Washington, DC 20402-9320.

Title 49 CFR 393.94—Vehicle Interior Noise Levels.
3. Instrumentation—The following instrumentation shall be used:

3.1 A sound level meter which meets the Type 1 or S1A requirements of American National Standard,
Specification for Sound Level Meters, $1.4-1983.
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