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Foreword—This Document has also changed to comply with the new SAE Technical Standards Board format.

1. Scope—This SAE Recommended Practice establishes equipment and procedures for testing spark arresters
used on medium-size, single-position internal combustion engines, normally used in transportable, stationary,
and vehicular applications, such as highway trucks, agricultural tractors, industrial tractors, other mobile
equipment, and motorcycles.  This document provides two methods of testing (laboratory testing and engine
testing) which may be used to evaluate a spark arrester.  It also includes special requirements for screen type
devices and an endurance test procedure for screen type spark arresters.

1.1 Purpose—This document provides a method of testing to evaluate spark arresters for compression ignition or
spark ignition internal combustion engines.  It is not intended to establish the performance level required for
adequate fire protection, nor does it cover applications requiring flame arresting, exhaust gas cooling, or
isolation from explosive gases.

1.2 Spark Arrester Application—Spark arresters qualified by an engine test should be used on only engines of
the same design and size (or smaller) and which do not exceed the calculated flow rate of the test engine by
more than 15%.  Calculated flow rate shall be determined at maximum power engine speed or at maximum
governed engine speed, whichever is lower.

This document has been established to cover most medium sizes and type of engines and engine
applications.  Arresters tested under this procedure should not be used above their rated flow unless tested
and found to be adequately effective at the intended flow.

2. References

2.1 Applicable Publications—The following publications form a part of the specification to the extent specified
herein.  Unless otherwise indicated the lastest revision of SAE publications shall apply.

2.1.1 SAE PUBLICATIONS—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

SAE J726—Air Cleaner Test Code
SAE J997—Spark Arrester Test Carbon
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3. Test Equipment Requirements

3.1 Laboratory Test

3.1.1 TEST EQUIPMENT—The test unit consists of a blower with air directed through the metering instruments, a
carbon injector, the test spark arrester, a trap for collecting particles, and a method of measuring the gas flow
through the spark arrester.  The apparatus shall permit mounting of arresters in all positions in which they
may be used and shall discharge into the positive trap in a manner similar to that shown in Figure B1.

3.1.2 TEST CARBON—Test carbon shall conform to SAE J997.

3.1.3 CARBON INJECTOR—The test carbon shall be injected by a feeder mechanism that does not crush or grind the
carbon or affect the normal flow of air through the apparatus.  It shall be located approximately as shown in
Figure B1.

3.1.4 DIFFERENTIAL PRESSURE—The test equipment shall include a piezometer ring, probe, or other method for
monitoring pressure at the inlet of the arrester.  If a piezometer ring is used, it shall be as specified in SAE
J726.  The differential pressure shall be measured between the piezometer ring or probe and the pressure
tap on the discharge side of the arrester or in the side of the positive trap chamber.  Figure B1.

A piezometer ring or probe calibration run shall be made over the anticipated airflow range, with no spark
arrester in place.  The indicated pressure recorded shall be plotted and the resulting calibration curve shall
be used to correct data recorded during subsequent tests.  At each test point, the flow rate through the
arrester shall be held constant during the carbon feed cycle.

3.1.5 FLOW MEASUREMENTS—Any method which measures the gas flow through the spark arrester, with an
accuracy of ±5% of the actual value, may be used.

3.2 Engine Test—When the spark arrester is to be tested on an engine, the equipment used shall be similar to
those described in 3.1.  Facilities for loading the engine shall be provided.  The engine exhaust shall be used in
place of the blower air supply.  The measurement of gas exhaust flow is not required.  Gas temperature shall
be that normally produced by the engine after stabilization under conditions given in 4.2.4.

4. Test Procedure

4.1 Laboratory Test

4.1.1 SETUP AND PRE-TEST CHECKS—Test equipment shall be arranged in a general configuration similar to that
shown in Figure B1.  The arrester shall be mounted to the equipment in the position specified by the arrester
manufacturer.  The inlet duct shall be sized to fit the arrester as in a normal installation.  The following checks
of the test equipment shall be made with no spark arrester installed.  A straight pipe equal in length and inlet
inside diameter to that of the test arrester shall be installed.

4.1.1.1 Determine system back pressure, with air delivery flow from 10% of that flow which would occur at 1 lbf/in2

gage with the spark arrester installed, to maximum expected.  See 4.2.4.

4.1.1.2 Ensure that there is no pulverization of the test carbon caused by the injection apparatus or in the positive
test trap by running a sample of each test carbon at the highest flow point.

4.1.1.3 Check that the outlet screen is of sufficient cross-sectional area to maintain minimum back pressure in the
test apparatus discharge.
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4.1.1.4 Sample Run—To establish the amount of test carbon to be used for each test, make a sample run.  This
consists of operating the test equipment with the spark arrester installed, at a back pressure of 1 lbf/in2

gage carbon being injected, for a period of 12 min.  At the end of 12 min, the airflow and temperature are
recorded.  From this information, the corrected air flow is calculated.  See 5.2.  The amount of test carbon
to be used for each test run is the corrected flow at 1 lbf/in2 gage times 0.2 g.  A minimum of 25 g and a
maximum of 200 g shall be used.

4.1.2 TEST—Run the test as follows:

4.1.2.1 Carbon—Prepare sufficient samples of each size of test carbon.  See 4.1.1.4.

4.1.2.2 Duration of Test—Inject test carbon into the air stream at a uniform rate over a period of 15 min ± 5.

4.1.2.3 Flow Points—Operate the test rig at 10, 32.5, 55, 77.5, and 100% of the flow at 1 lbf/in2 gage differential
pressure, with each fine and coarse carbon.  Record data specified in 4.4.1.  Calculate and plot the results
as specified in Figure 2.  Any points which do not fall on a smooth curve should be rejected and the data
re-run.  Data may be recorded at higher flows when potential arrester applications indicate a need for this
additional data.  Any effectiveness data within 2% of the minimum allowable is justification for additional
intermediate data test points.

4.1.3 Data to be collected (for each flow rate):

a. Weight of test sample (Ws) for both SAE coarse and SAE fine carbon tests, grams;

NOTE—Under low flow rate conditions, stack air velocity may be insufficient to carry all of the test sample
into the arrester.  In these instances, Ws shall be determined by weighing the total of collected
material found in the positive trap chamber and cleaned out of the arrester.

b. Weight of carbon in the positive trap chamber that is retained on a U.S. Standard No. 30 Sieve (Wt),
gram; Record Wt (for coarse or fine carbon as applicable) for each individual run;

c. Air flow at test conditions, dm3s (ft3/m);

d. Air temperature at spark arrester inlet, °C (°F);

e. Pressure in the system without the spark arrester installed, at airflow rates per 4.2.4 (p1), (lbf/in2 gage);

f. Pressure in the system with spark arrester installed, (P2), lbf/in2 gage;

NOTE—With some arresters, back pressure and flow will vary widely during the 15 min test period.  In these
instances, maintain constant flow during the test period, and record both minimum and maximum
back pressure.  In plotting the flow curve, the average differential pressure shall be used.  Figure B2.

g. Differential pressure, PA, equal to P2-P1.

4.2 Engine Test—The engine test is to be conducted at a test facility utilizing a dynamometer for loading.

4.2.1 SETUP—Test equipment shall be arranged in a manner similar to that shown in Figure B1, with the exception
that the engine exhaust shall be used as the air source rather than the blower.  The arrester shall be mounted
in the orientation that it is intended to operate on the engine and discharge into the positive trap.

4.2.2 QUANTITY OF CARBON—See 4.1.1.4.

4.2.3 DURATION OF TEST—See 4.1.2.2.
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