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1.  Scope—This SAE Recommended Practice specifies performance requirements for the strength of seat belt
anchorages attached to vehicle structure or to the seat assemblies as installed in the motor vehicle. (This
document supersedes the Performance Requirements Section of SAE J787b.) Design recommendations and
test procedures are specified in SAE J383 and SAE J384, respectively.

2. References

2.1 Applicable Publications—The following publications form a part of the specification to the extent specified
herein. Unless otherwise indicated the lastest revision of SAE publications shall apply.

2.1.1  SAE PusLICATIONS—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.
SAE J383—Motor Vehicle Seat Belt Anchorages—Design Recommendations
SAE J384—NMotor Vehicle Seat Belt Anchorages— Test Procedure
SAE J879—Motor Vehicle Seating Systems

3. Definitions

3.1  Anchorage—The final point of attachment for transferring seat belt assembly loads to the vehicle structure or
seat structure.

3.2 D-Ring, or Turning Loop—A load bearing device through which the seat belt webbing passes and changes
direction. It is typically located in the shoulder portion of the belt system, but may be applicable wherever the
webbing changes direction.

3.3 Adjustable D-Ring, Adjustable Turning Loop, or Adjustable Upper Anchorage—A D-Ring which can be
positioned by the occupant for optimal fit of the belt to improve comfort.
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