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H-Point Machine (HPM-II) Specifications and Procedure
for H-Point Determination - Auditing Vehicle Seats

RATIONALE

This revision consolidates the HPM-II/ASPECT manikin auditing and calibration into one document. Minor updates have
been included to optional measurement procedures to reflect current practices. Procedures for auditing the seat have been
reaffirmed per the SAE Five-Year Review policy.

For HPM-I audit and calibration procedure, please refer to SAE J826.
INTRODUCTION
The tools and procedures for H-point determination given in this standard are based on the SAE HPM-II H-point machine.

H-point devices are used during vehicle design and development to establish interior reference points and dimensions for
occupant packaging, and to validate the location of these key reference points and dimensions on physical properties during
audits.

H-point devices are also used for the design and validation of seats. However, in these instances, the reference points and
dimensions are defined relative to the seat structure and/or surface, rather than the vehicle’s interior. The procedures for
positioning the H-point devices in seats do not require the use of the shoe tool or leg segments.

For convenience and simplicity, many terms associated with H-point devices use human body parts in their name. However,
they should not be construed as measures that indicate occupant accommodation, human capabilities, or comfort. H-point
devices do not represent the size or posture of any category of occupant.

H-points measured with the HPM-II are not equivalent with measures taken with the SAE HPM-I manikin. All measurements
made with the HPM-II should clearly indicate that the HPM-Il was the source.

Key differences from SAE J826: Compared to the H-point machine described in SAE J826, the changes made have resulted
in improved repeatability, greater ease of use, and additional features and measurement capabilities. Several of the changes
are discussed below.

1. Separate components: For the HPM-II, the legs (upper and lower), shoe, cushion pan, and back pan are all separate
pieces. This greatly improves the ease of installation.

2. “Legless” manikin: The new tools allow the H-point location to be defined without having to attach the legs. This is a
major advantage of the HPM-II. The new procedure is based on installing the HPM-Il without legs. Use of legs is optional.
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3. Shoe tool: Several improvements were made to the shoe tool and how it is positioned in the vehicle, including:
a. Replacing the pedal reference point (PRP) with a new ball of foot reference point (BOFRP), and
b. Defining a new standard procedure for positioning the shoe on the pedal.

4. Cushion angle: The cushion angle can now be measured independently of thigh angle, and at the same time the other
measurements are made. Previously, cushion angle was measured from the thigh line, and required a separate
installation of the HPM.

5. Lumbar support: The articulation of the back pan assembly allows the HPM-II to be better seated in contoured seats. It
also provides a new measurement called lumbar support prominence (LSP). This measurement provides an indication
of the amount the seat back is contoured to provide support for the lumbar spine. The contour of the new back pan

assembly is most similar to the original H-point machine when the HPM-Il is in a neutral posture (LSP equals zero).

H-points measured with the HPM-II cannot be used for any measurements that require the SAE HPM-I manikin. All
measurements made with the HPM-II should clearly indicate that the HPM-II was the source.

TABLE OF CONTENTS

1 1O ] SRR PP 4
2. REFERENGES . ...ttt ettt e e e st e e sttt e e s ss e e e e ssae e e e nssee e e nsae e e e nsseee s nsseeeeannseeesansseeesannees 5
2.1 YN o] o] Toz=T o] (=T I To Yo 4T o | 0SS 5
211 T U] o[ o= 1 4[] 1SR 5
2.2 N E= 1 Yo I U] o] o= 11T ] I U URPU P 5
2.2.1 TN = 0] o] [T i o] o SRS 5
3. DEFINITIONS ...ttt ettt ettt e sttt e e st e e e st e e e e e seee e e e nseeee e nseeee e nsaeeeeansaeeeeannteeesannaeeeeannees 6
4. MEASUREMENT PROCEDURE FOR THE THREE-DIMENSIONAL H-POINT MACHINE ..................... 7
4.1 Summary of Installation ProCEAUIE............oooii i a e e e e e e e e e e s nrnre s 7
411 Measured versus DESIGN VAIUES ............ooii i s 7
4.2 Prepare VEhiCle and SEat ... it 7
4.2.1 Y 4= 1 [ 1= USSR 7
422 ST | USRS 8
4.3 Adjust Seat 1o Design INTENT ... ..o et 8
431 Move Seat to Design INtent POSIHION ... e 8
43.2 Seat in Front Of TeST S@aAL.......uiii e e et e e e et e e e e e e e e ennees 9
4.4 Install HPM Cushion and Back Pan ASSEMDIY .........ccuiiiiiiiiiiiiiiie et et e e 9
441 INStall the CUSHION PaN .......eeiiie et e et e e st e e e st e e e et e e e e snsaeeeeaneeeeas 9
442 TS o= | (a1 == Tt = o SRR 10
443 I I (1= o | Y SRR 10
4.5 oY= Lo I (o TSI o | Y USSP 10
451 [0 T=To IR 1 g T- Y O U= oo o 1 == T o SRS 10
452 0T To IR 1 a1 = 7= Lo Q=T o S 11
4.6 RS T =G I T = SRR 11
4.7 Record Measurements—Digitize HPM POINES .........oooiiiiiiii e 12
471 o o SRS 12
4.7.2 Torso Angle and CUShION ANGIE ........uiiiiiiiee ettt e ettt e e e st e e e ssteeaeaseeeeeasseeeeannnaeens 12
4.7.3 Lumbar SUPPOIt PrOMINENCE ...ttt e e e e e e et e e e e e e e s eabsbeeeaeeeeeannseseeas 12
474 Summary of DrVEr MEaASUIEIMENTES .........uiiiiiiiiiee ettt e et e e sttt e e e st e e e e snteeeessntaeeessntaeeesanseneeens 12
5. OPTIONAL MEASUREMENTS FOR DRIVER SEAT .....oiiiiiiiiie ettt 13
5.1 Leg and Shoe INSLAllAtiONS.........ccoi i e e e e e e e e e e e s e e e e e e e e e snnrnneees 13
5.1.1 Mark Accelerator Pedal CeNnterline ...........oooi oot e e e e e e e e e e e snenneees 13
51.2 INSTAll the SO FIXUIE .....eeiiieei et e e e e e e e e e e e e e e e e snnrseeeeeeeeaaannnnneneaaeeas 13
5.1.3 INSEAIl the SN0 TOON ...t e Documents
51.4 INStall LEg SEgMENTS.....coiiiiiiiiiie e \ ¥ A . 14

Full document details: SAE J4002_202202


http://www.avadocuments.com/doc/sae-j4002-202202
http://www.avadocuments.com/doc/sae-j4002-202202

SAE INTERNATIONAL J4002™ FEB2022 Page 3 of 52

5.2 RECOI MEASUIEIMENTS .......oiiiiiiiiiie ittt b et s et e e bt e sar e e et e e e anr e e sneeenanees 15
5.2.1 SNOE Plan@ ANQIE ...ttt et e e e ettt e e e e ettt e e e ea et e e e aabe e e e e ettt e e e ante e e e e anreeeeans 15
5.2.2 Ball of FOOt REfErence POINt..... ... e e e e e e s e e e e e e e s nennees 15
523 ACCEIErator HEEI POINT ...t et e e e e e e et e e e e e e e e snnaeeeeeaeeeaeannnneneaaaeens 15
524 AHP t0 BOFRP Lateral OffSet....... ..o i e e e e e eeeeaeeas 16
5.2.5 Knee Angle and ANKIE ANGIE ... ettt e e e e e e e e e e e e e e e e e e e e e e nnnneeas 16
5.2.6 Thigh Angle and Hip ANGIE ......... et e e e e e e e et e e e e e e e e nnnreeeaaaeeas 16
6. OPTIONAL MEASUREMENTS FOR SECOND OR SUCCEEDING ROW PASSENGER SEATS ........ 16
6.1 Leg and Shoe INSTallation ...........c.ooiiiiiiie et e e e e et e e e e e e nnees 16
6.1.1 INSAll the SHOE TOO ...ttt e et sere e e anneenare e 17
6.1.2 TaTS 1L =To RS Y=Y g =T o] £ TSR PPPPR 18
6.2 Record Measurements for Rear PASSENQEIS........uoiii ittt a e e e 20
6.2.1 Floor Reference POiNt (FRP) ... e et 21
6.2.2 L[0T g o F= T 1= N o o | [ 21
6.2.3 Knee Clearance and Leg ROOM...... ... e it e e e e e e e e e e e e e e e e nenneeas 21
7. ADDITIONAL OPTIONAL MEASUREMENTS ... oottt ettt e e e e e e e smneesnnenens 22
7.1 Effective Head ROOM ... ... ettt e e e e e e e et e e e e e e e e nnnaeeeaaeee e e nnnnneeas 22
711 Install the Head ROOM FIXIUIE ...t e e e e e e neee e e e as 22
8 REMOVE THE HPM ...ttt ettt ettt h et e e b et e s e bt e e bt e e st e e smbe e e snbeesbeeennneas 22
9 N (O I S T TSP P PP PP PSPPI 23
9.1 REVISION INICATON. ...ttt ettt e e bt st e st e e nnr e e e beeenaneas 23
APPENDIX A (NORMATIVE) DESCRIPTION OF THE THREE-DIMENSIONAL H-POINT MACHINE (HPM)............. 24
APPENDIX B (INFORMATIVE) HPM SPECIFICATION AND TOLERANCES ..ot 33
APPENDIX C (INFORMATIVE) HPM FIELD CHECKING PROCEDURE.........cccoiiiiieiieeee e 39
APPENDIXD (INFORMATIVE) H-POINT DESIGN (HPD) TOOL DESCRIPTION. ..ottt 51
Figure 1 Side view of HPM, including optional COMPONENTS ..........ccooiiiiiieiiiiie e 4
Figure 2 Locating SgRP from the seat travel path ... e 8
Figure 3 = F=Tod Qo= | o [T PEPPRPRO 9
Figure 4 (101 a1To) o 1 o -1 o S PPPPR R 9
Figure 5 H-point machine installed in @ SEat...........ooo e 11
Figure 6 AHP 10 BOFRP lateral OffSEt.........ooiiiieii e s e 14
Figure 7 Perspective view of HPM, including optional components ............ccooiiiiiiiiieinie e 14
Figure 8 Shoe reference points related to accelerator pedal ... 15
Figure 9 SHOE AIVOL POINTS ...ttt ra et e e e et e e s ra b et e e e aabe e e e e ambe e e e e anbeeeeeanbeeeeeans 16
Figure 10 Shoe and leg installation for rear PasSENgEr SEAS. ..........eii i 18
Figure 11 Knee clearance, leg clearance, and leg room for short-coupled seating............ccccceeviiiieiiicine e, 20
Figure 12 H-point machine installed in rear outboard Seat ... 20
Figure 13 L= o I doTo] o g1 ) LU ] =Y SRS 22
Table 1 Summary of iNnstallation ProCEAUIE ...........oiiii e e e e e s e e e e e e e eenrnre s 7
Table 2 [IeT=To [T aTo R (gL 1 1Y SRRSO 10
Table 3 [ gAY g =T T =Y 1= SRS 12
Table 4 Rear passenger MEaASUIEIMENES. ........oiiiii it e e e e et e e e e bbe e e e e nbe e e e eneeeeeennees 21
Table 5 UnIoading the HPIM ... ..ottt e e et e e e e bt e e e e b e e e e e bbe e e e enreeeeannes 22
Documents

Document Sharing Hub

Full document details: SAE J4002_202202


http://www.avadocuments.com/doc/sae-j4002-202202
http://www.avadocuments.com/doc/sae-j4002-202202

SAE INTERNATIONAL J4002™ FEB2022 Page 4 of 52

1. SCOPE

This SAE Standard provides the specifications and procedures for using the H-point machine (HPM') to audit vehicle seating
positions. The HPM is a physical tool used to establish key reference points and measurements in a vehicle (see Figure 1
and Appendix A). The H-point design tool (HPD) is a simplified CAD? version of the HPM, which can be used in conjunction
with the HPM to take the optional measurements specified in this document, or used independently during product design
(see Appendix D).

These H-point devices provide a method for reliable layout and measurement of occupant seating compartments and/or
seats. This document specifies the procedures for installing the H-point machine (HPM) and using the HPM to audit (verify)
key reference points and measurements in a vehicle.

The devices are intended for application at designated seating positions. They are not to be construed as tools that measure
or indicate occupant capabilities or comfort. They are not intended for use in defining or assessing temporary seating, such
as folding jump seats.

Figure 1 - Side view of HPM, including optional components

™ All references to H-point machine or HPM in this standard refer to the SAE H-point machine (HPM-II), unless otherwise noted.

2 CAD is an acronym for computer-aided design. In a general sense, it has come to encompass any software sy @mm;
automotive design and development, and is often used to refer to CAE (computer-assisted engineeririy) and C = §

manufacturing) software systems as well. Document Sharing Hub

Full document details: SAE J4002_202202


http://www.avadocuments.com/doc/sae-j4002-202202
http://www.avadocuments.com/doc/sae-j4002-202202

SAE INTERNATIONAL J4002™ FEB2022 Page 5 of 52

2. REFERENCES
2.1 Applicable Documents

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the
latest issue of SAE publications shall apply.

2.1.1  SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

SAE J182 Motor Vehicle Fiducial Marks and Three-Dimensional Reference System
SAE J1100 Motor Vehicle Dimensions
2.2 Related Publications

The following publications are provided for information purposes only and are not a required part of this SAE Technical
Report.

2.2.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

SAE J826 Devices for Use in Defining and Measuring Vehicle Seating Accommodation
SAE J3103 Benchmark H-Point Procedure

Bush, T., Gregg, S., and Hubbard, R., "Measuring and Modeling Support Forces of People to Assist in the Development of
the ASPECT Manikin Weighting," SAE Technical Paper 1999-01-0961, 1999, https://doi.org/10.4271/1999-01-0961.

Flannagan, C., "Reproducibility and Repeatability of the SAE J4002 and J826 H-point Machines," SAE Technical Paper
2005-01-1010, 2005, https://doi.org/10.4271/2005-01-1010.

Manary, M., Flannagan, C., Reed, M., and Schneider, L., "Human Subject Testing in Support of ASPECT," SAE Technical
Paper 1999-01-0960, 1999, https://doi.org/10.4271/1999-01-0960.

Reed, M., Roe, R., and Schneider, L., "Design and Development of the ASPECT Manikin," SAE Technical Paper 1999-01-
0963, 1999, https://doi.org/10.4271/1999-01-0963.

Reed, M., Roe, R., Manary, M., Flannagan, C. et al., "New Concepts in Vehicle Interior Design Using ASPECT," SAE
Technical Paper 1999-01-0967, 1999, https://doi.org/10.4271/1999-01-0967.

Roe, R., Reed, M., and Schneider, L., "ASPECT Manikin Applications and Measurements for Design, Audit, and
Benchmarking," SAE Technical Paper 1999-01-0965, 1999, https://doi.org/10.4271/1999-01-0965.

Schneider, L., Reed, M., Roe, R., Manary, M. et al., "ASPECT: The Next-Generation H-Point Machine and Related Vehicle
and Seat Design and Measurement Tools," SAE Technical Paper 1999-01-0962, 1999, https://doi.org/10.4271/1999-01-
0962.
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3. DEFINITIONS

For the purposes of this standard, the following definitions apply. Several of the reference points established with an H-point
device are required for the subsequent positioning of other design devices, such as head contours, eyellipses, and reach
curves. The most important reference points established by an H-point device are the H-point, the H-point travel path, the
SgRP (seating reference point), the AHP (accelerator heel point), and the BOFRP (ball of foot reference point). These
reference points are illustrated in Figure A8. Terms used in this document but not defined herein are defined in SAE J1100.

3.1  H-POINT

Point at the pivot center of the back pan and cushion pan assemblies, located on the lateral centerline of the H-point device
(HPM or HPD).

NOTE: H-points are often referred to as hip points or hip pivot points. They simulate but do not precisely represent the
location of the human hip joint.

3.2 H-POINT TRAVEL PATH

All possible locations of the H-point provided by the full range of seat adjustments (horizontal, vertical, or tilt) for a given
designated seating position.

3.3 SgRP (SEATING REFERENCE POINT), R-POINT, DESIGN H-POINT

Manufacturer's intended location for a design H-point, which is specifically designated as R-point or SgRP, and which:

a. Is the fundamental reference point used to establish occupant accommodation tools and dimensions;

b. Simulates the position of the pivot center of the human torso and thigh;

c. Has coordinates established with respect to the designed vehicle structure;

d. Establishes the rearmost normal design driving or riding H-point of each designated seating position, which accounts
for all modes of adjustment: horizontal, vertical, and tilt that are available for the seat, but does not include seat travel
used for purposes other than normal driving and riding.

3.4 AHP (ACCELERATOR HEEL POINT)

Point representing the heel of shoe (HOS) location on the depressed floor covering, when the bottom of shoe is in contact

with the undepressed accelerator pedal and the ankle angle is at 87 degrees. The lateral location (Y coordinate) is aligned

with the BOFRP unless shoe interference with side support structure causes an offset of the AHP from the BOFRP.

See 5.1.3.1.

3.5 BOFRP (SHOE REFERENCE POINT)

Point representing the ball of foot (BOF) location on the shoe plane when the HPM shoe is set to a specified shoe plane

angle, the bottom of shoe is in contact with the undepressed accelerator pedal, the ball of foot is aligned with the lateral

centerline of the undepressed accelerator pedal in rear view and the heel of shoe is at the depressed floor covering.

The BOFRP and AHP are at the same Y coordinate unless there is lateral shoe interference.

3.6 FRP (FLOOR REFERENCE POINT, REAR PASSENGER)

Point at the intersection of the heel of shoe and the depressed floor covering, with the bottom of shoe resting on the

depressed floor covering. It is determined within 127 mm to either side of centerline of occupant, with the shoe and/or lower

leg segment moved forward to rest against the seat in front (contacting the underseat structure, lower portion of the seat
back trim, etc.).
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3.7 LSP (LUMBAR SUPPORT PROMINENCE)
Measure of the back pan shape imposed on the HPM by the contour of the lower seatback (see Table A4).
3.8 SPA (SHOE PLANE ANGLE)

Angle from horizontal to the bottom of the HPM shoe when the shoe is in contact with the undepressed accelerator pedal
and the shoe heel is at the AHP.

NOTE: SPA is provided by the vehicle manufacturer or calculated from the manufacturer’s published seat height H30-1
(see 5.1.3).

4. MEASUREMENT PROCEDURE FOR THE THREE-DIMENSIONAL H-POINT MACHINE

A complete description of the three-dimensional H-point machine is given in Appendix A. Specifications and tolerances are
given in Appendix B. A field checking procedure for the HPM is given in Appendix C.

The HPM includes divot points that can be used by a coordinate measuring machine (CMM) and in CAD to fully define the
location of the machine in the vehicle space (see A.3.3). Calibrated planar surfaces on the HPM facilitate field measurement
of machine angles using an inclinometer. A scale readout indicates the LSP (lumbar support prominence) value. An ankle
angle scale is provided to aid HPM installation in long-coupled passenger seating.

4.1 Summary of Installation Procedure

Table 1 - Summary of installation procedure

Driver Position | 2nd and 3rd Row Passenger Positions
Prepare the physical property. If possible, calibrate the CMM equipment to vehicle grid coordinates.
Position seat to design intent location and attitude. Position the test seat and (if the HPM legs will be installed) the
seat in front of the test seat to design intent location and attitude.
Install shoe fixture and shoe tool, if measuring leg and shoe Install shoe tool, if measuring leg and shoe dimensions. Record
dimensions. Record shoe-based measurements. See 5.1. shoe-based measurements. See 6.1.

Install and load the cushion pan and back pan.
If measuring head room, install head room fixture before loading the pans. See 7.1.
Determine H-point, torso angle, cushion angle, and LSP. See 4.8.

Attach thigh and lower leg segments, if measuring leg-based Attach thigh and lower leg segments, if measuring leg-based
dimensions. See 5.1. dimensions. See 6.1.
Determine optional measurements. See 5.2 and 7.1. Determine optional measurements. See 6.2 and 7.1.

4.1.1 Measured versus Design Values

When verifying or auditing a particular designated vehicle seating position, measurements taken with the three-dimensional
HPM are normally compared to the design values indicated by the vehicle manufacturer. If any measured value is sufficiently
close to the manufacturer's design value, the vehicle/seat is considered to meet the manufacturer's design intent for that
measurement. The vehicle manufacturer or a regulatory agency may provide specifications for the term "sufficiently close.”
Two HPM measurements of particular interest are H-point (SgRP) and torso angle.

4.2 Prepare Vehicle and Seat

421 Vehicle

Dimensions are measured relative to the vehicle three-dimensional reference system by setting up the vehicle relative to
the fiducial marks (refer to SAE J182) as specified by the manufacturer. The vehicle (or seating buck) shall be leveled prior

to any HPM installation or measurement. Once the vehicle is leveled, care should be taken to not lean on it, rock it, or in
some other way knock it off level.
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If the accelerator pedal is needed for the measurements, the accelerator pedal shall be held in an undepressed position by
some means. For example, use blocks or clamp the accelerator cable to prevent the pedal from moving. If the pedal rotates
about a pivot, independent of throttle movement, do not restrict that motion. If the accelerator pedal has fore/aft adjustment,
the pedal shall be positioned as specified by the manufacturer. If no specification is provided, the pedal shall be adjusted to
its most forward position in the vehicle.

422 Seat

The vehicle shall be preconditioned at the manufacturer's discretion, at a temperature of 19 to 26 °C to ensure that the seat
material reaches room temperature. Room relative humidity should be within a range of 50% + 5%. If this relative humidity
is not met, record both relative humidity and room temperature.

The following considerations will help ensure that stable, reliable measurements are made across seat types. If the seat to
be checked has never been sat upon, a 70 to 80 kg person or device shall sit on the seat to flex the cushion and back. Prior
to the installation of the HPM, seats should remain unloaded for 30 minutes at the manufacturer's request. This is to allow
the seat and seat materials (e.g., foam) to recover from compression.

Muslin cloth should be placed over the seat prior to installing the HPM. The muslin cloth may be a single piece fitting across
both seat cushion and seat back, or two pieces, one for the cushion and one for the seat back. This ensures a constant
friction surface across seat fabrics. See B.11.

When using the H-point machine (HPM), interactions can occur between adjacent seating positions (i.e., having an HPM
installed at the center occupant position can change the results obtained for the outboard occupant position). Therefore,
only one machine should be installed in a particular row of seats during each test.

Design SgRP Location

Vertical Shift to

SgRP Location
> Lowest Most-rearward
Horizontal Shift to Design H-Point Location

SgRP Location

Figure 2 - Locating SgRP from the seat travel path
4.3 Adjust Seat to Design Intent
4.3.1 Move Seat to Design Intent Position
All adjustable features of the seat shall be set to manufacturer’s design intent attitude or position before installing the HPM.

For seats with an independent vertical adjustment or suspension, the vertical position shall be rigidly fixed in a position
specified by the manufacturer.

Normally the design intent position specified by the vehicle manufacturer is the seating reference point (SgRP). Figure 2
illustrates a typical way to set the seat to design intent position from the reamost lowest position.

4.3.1.1 Torso Angle and Cushion Angle
Seat torso and cushion angle adjustment procedures for auditing differ depending on whether or not ﬁrg&?ﬂ?ﬁ(@m?

is of interest.
Document Sharing Hub
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4.3.1.2 Standard Audit: Include Seat and Vehicle Build Variability

The seat shall be adjusted to the design intent torso angle and cushion angle before installing the HPM. The vehicle
manufacturer (or seat supplier) shall provide information regarding the location and attitude of the discernable seat structure
(e.g., the seat frame), other hard points (e.g., seat controls, pivot points, head restraint rods, etc.), or the amount of

adjustment required to attain the desired seat attitude.®

Handle B1 Divot

Torso Articulation
Locking Lever

B2 Divot

Inclinometer Lands
(Torso Angle)

Head Room Fixture Tumbler
LSP Scale

Load Application Point

LSP Indication

Figure 3 - Back pan

4.3.2 Seatin Front of Test Seat

(c Back Weight (12)
I.

Articulation Mechanism
Thoracic Segment

Upper Weight Rack (Left Side)
Lumbar Segment
Lower Weight Rack (Left Side)

Pelvic Segment

H-Point Pivot Shaft

If leg positions, leg room, foot room, and knee clearance are to be measured, the seat in front of the test seat should be

positioned to its SQRP and design intent torso angle.
4.4 Install HPM Cushion and Back Pan Assembly

4.4.1 Install the Cushion Pan

Place the cushion pan (Figure 4) on the seat with the back of the pan resting lightly against the seat back. Visually center

the cushion pan laterally in the seat.

G

Inclinometer Land
(Cushion Angle)

Pelvic Weight (6)

Locking Bushings

(for attaching Back Pan)
H-Point Rods

Locking Bushings

(for attaching Thigh Segment)
H2L Divot

Thigh Weight
Locating Pins H-Point Saddle
Thigh Weight (6)

Figure 4 - Cushion pan

3 The seat can also be audited independent of the vehicle.
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4.4.2 Install the Back Pan

To protect the shells of the cushion and back pans, the back pan should be locked in a slouched position before installing
it. Articulate the back pan into a slouched position (LSP < 0) and lock.

Place the H-point pivot shaft, located at the base of the back pan, on the H-point saddle of the cushion pan (see Figures 3
and 4). The upper portions of the back pan should not contact the seat back. Secure by sliding the brass locking bushings
inwards over the H-point shaft.

Unlock the torso articulation. Put one hand firmly on the cushion pan T-handle to maintain the position of the cushion pan.
Put the other hand on the back pan T-handle and gently rotate the back pan assembly against the seat back to allow the
back pan assembly to conform to the seat back contour. Ensure that the top and bottom corners at each side of the lumbar
segment remain outside the thoracic and pelvic segments. Also ensure that the muslin cloth is not caught between the back
segments (Figure 5).

NOTE 1: The cushion and back pan can be connected and installed as a single unit if preferred. Follow the same steps as
above, centering the cushion pan lightly against the seat back with the back pan rotated forward and locked in
the slouched position.

NOTE 2: If measuring head room, install the head room fixture now (see 7.1).
443 Level the HPM

Referring to the bubble level on the cushion pan, dither and adjust the HPM so it is level laterally on the seat. Make sure
the HPM is in firm contact with the seat back.

4.5 Load the HPM

Installing weights on the HPM is referred to as “loading.” The HPM shall be loaded with the torso articulation mechanism
unlocked. Weights shall be installed from the H-point outward and from the H-point upward to prevent the HPM from toppling
out of the seat. Prior to each round of weights being loaded, an 89 N force shall be applied twice by “punching” the
appropriate load application site with the spring-loaded probe. The operator shall immediately release any applied force
once the punch probe reaches its spring loading. This procedure ensures the HPM remains fully nested into the seat during
the loading.

The HPM shall be checked for level during the loading process. The sequence of actions for loading the HPM, summarized
in Table 2, shall be followed.

Table 2 - Loading the HPM

Round Apply 89 N Load 2 Weights THEN Load 2 Weights Check for:

1 Punch twice (cushion) 2 Pelvic - innermost positions 2 Thigh Level
2 Punch twice (cushion) 2 Pelvic - next innermost positions 2 Thigh Level
3 Punch twice (cushion) 2 Beveled pelvic - outermost positions 2 Thigh Level
4 Punch twice (back) 2 Lower rack - innermost positions 2 Upper rack - innermost positions Level
5 Punch twice (back) 2 Lower rack - next innermost position 2 Upper rack - next innermost positions Level
6 Punch twice (back) 2 Lower rack - outermost positions 2 Upper rack - outermost positions Level
7 Lock torso articulation

451 Load the Cushion Pan

There are two types of weights for loading the cushion pan; pelvic weights, which are positioned in slots along the H-point
axis, and thigh weights that are held in place by the pins in the thigh area.

Punch the HPM twice at the cushion pan load application point (Figure 5). Install two pelvic weights in the innermost pelvic
weight slots (one to either side of the H-point). Install two thigh weights (one to either side). Check for level.
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Repeat these steps (punch twice, load two pelvic weights, load two thigh weights, and level) two more times to complete
the loading of the cushion pan.

45.2 Load the Back Pan

There are two areas for loading weights on the back pan assembly, the lower and upper racks. However, the same type of
weight is used in both areas.

NOTE: When auditing the vehicle but not the seat build, adjust the seat cushion or seat back recliner if necessary during
the loading to obtain a final cushion and torso angle that equals design intent (see 4.4.2.2). The adjustments should
be made after checking the cushion or back pan for level in each round shown in Table 2.

Punch the HPM twice at the back pan load application point (Figure 5). Install two weights on the lower racks—one on either
side of centerline. Push the weights toward the centerline as far as possible. Install two weights on the upper racks, one on
either side of centerline, and push towards the centerline. Check for level.

Repeat these steps (punch twice, load two weights on the lower rack, load two weights on the upper rack, and level) two
more times.

After the back pan is fully loaded and level, lock the torso articulation mechanism.

The completed HPM installation is shown in Figure 5.

Head Room Probe Setting
for Torso Angle and LSP

Overlap of Back
Pan Segments

LSP Indication

Back Pan Load
Application Point

Cushion Pan Load -
Application Point —__ &

Figure 5 - H-point machine installed in a seat

46 Soak Time

After installation, the HPM can continue to “settle” into a seat, depending on the type of seat being used. Therefore, the
installer should wait 5 minutes after completing the HPM installation before recording data.
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4.7 Record Measurements—Digitize HPM Points

The HPM allows the H-point location, torso angle, lumbar support prominence, and cushion angle to be defined without
attaching the legs.

471 H-Point

The H-point is located at the lateral centerline of the HPM. Therefore, this point cannot be directly digitized. Rather, divot
points H1L and H1R are provided for digitizing at either end of the H-point rods (see Figure 4). If either H1L or H1R is not
readily accessible by the CMM, use divots H2L and H2R. Both H1L and H1R or H2L and H2R should be digitized. The
H-point is midway between these two points. Divot points B1, B2, and C1 may be used to establish the HPM center plane
in CAD to check the Y coordinate of the H-point.

The digitized H-point, which represents the measured SgRP, shall be compared to the design SgRP to assess the accuracy
of the seat build.

4.7.2 Torso Angle and Cushion Angle

Record the following measurements using an inclinometer and the appropriate land: torso angle, using the head room fixture
land or back assembly land; cushion angle, using the cushion pan inclinometer land. As an alternative, the torso angle can
be calculated from divot points H1L, H1R, and B1, and the cushion angle from divot points H1L, H1R, and C1. H2L and
H2R can be used in lieu of the H1 divots.

4.7.3 Lumbar Support Prominence

The HPM provides a scale on the back pan assembly for a direct read-out of the lumbar support prominence (Figure 5).
4.7.4 Summary of Driver Measurements

Table 3 shows the standard and optional measurements for the driver seat position.

Table 3 - Driver measurements

SAE J1100 Code? Dimension
L31, W20, H70 SgRP X, Y, and Z coordinates
A40 Torso angle
A27 Cushion angle
L81 Lumbar support prominence (LSP)
Optional Measurements (Leg and Shoe Attached)
L8, W8, H8 Accelerator heel point X, Y, and Z coordinates
L1, W1, H1 BOFRP X, Y, and Z coordinates
PW86 BOFRP to AHP lateral offset
A47 Shoe plane angle (SPA)
A57 Thigh angle
A42 Hip angle
Ad4 Knee angle
A46 Ankle angle
H30 Seat height
H61 Effective head room
L33 Maximum leg room
L34 Effective leg room
| a A suffix (-2, -3, etc.) that denotes the seat row must be added to each dimension code.
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5. OPTIONAL MEASUREMENTS FOR DRIVER SEAT
5.1 Leg and Shoe Installations

If the user plans to measure shoe and leg dimensions, the shoe fixture and shoe tool should be installed before the HPM
cushion and back pans are installed (see Table 1). The shoe tool is used to establish the ball of foot reference point (BOFRP)
and the accelerator heel point (AHP) for the driver.

5.1.1 Mark Accelerator Pedal Centerline

Before installing the shoe tool in the driver compartment, place masking tape down the longitudinal center of the accelerator
pedal, and draw a line along the accelerator centerline.

5.1.2 Install the Shoe Fixture

The shoe fixture is used to hold the shoe level and in place on the pedal (Figure A4). Position the forward edge of the shoe
fixture approximately 100 to 150 mm rearward of the accelerator pedal such that the fork that will hold the shoe tool is in
line with the accelerator centerline. The fixture shall be square to the grid and level. Adjust the screws on the shoe fixture
until it is level.

5.1.3 Install the Shoe Tool

Place the shoe in the fixture, set the shoe plane angle (SPA) at the manufacturer specified angle, tighten the shoe locking
screw to hold the shoe in place and slide the shoe forward. The shoe shall be positioned with the heel on the depressed
floor covering, the bottom of shoe contacting the pedal face and the BOF aligned with the pedal centerline. For flat,
free-pivoting pedal pads, the bottom of the shoe should be flush with the face of the pedal. When there is a single point of
contact, that point is the pedal contact point (PCP). Where there is continuous contact—e.g., with a suspended, flat pivoting
pedal—there is not a specific PCP. See Figure 8.

If the manufacturer does not specify a SPA, calculate the SPA from Equation 1.
SPA = 2.522(107)(H30® - 3.961(104)(H30?) + 4.644(10?)(H30) + 73.374 degrees from horizontal (Eq. 1)
Check to make sure the shoe tool is square to the grid. Adjust the fixture and shoe if necessary.

The SPA is measured directly by placing the inclinometer on the rearward-facing surface of the shoe. Alternatively, the shoe
plane angle can be calculated from the z-coordinates of divot points S3 and S2.

SPA = Shoe Plane Angle = arcsin [(S3z - S22)/94] (Eq. 2)
5.1.3.1 Interference

Occasionally, some aspect of the vehicle’s structure—such as the tunnel, rocker, center console, etc.—prevents the
positioning of the shoe tool and fixture as described in 5.1.3. If the interference prevents the shoe tool from being properly
positioned at the accelerator centerline, the shoe and fixture shall be shifted laterally until the interference is cleared. The
amount of the lateral offset, PW86, should be recorded. The BOFRP is defined at the centerline of the accelerator pedal,
even though the shoe BOF will not be at the centerline. The AHP is defined at the location of the heel of shoe after the shoe
tool is moved to clear the interference (see Figure 6).

In some cases the shoe tool may fit properly, but the shoe fixture cannot. The tool and fixture will still need to be moved to
clear the interference, but the AHP location is defined as if the shoe were aligned at the pedal centerline. In other words,
the AHP coordinates are defined as if the shoe had remained positioned on the pedal centerline with no interference. This
translation is most easily done in CAD.
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PW86

BOF BOFRP

Interference at
Side of Shoe

Undepressed
Floor Covering

Depressed :
Floor Covering —/

AHP

Edge of Tunnel or
Center Console

Interference at
Side of Heel

Figure 6 - AHP to BOFRP lateral offset

5.1.4 Install Leg Segments

When taking the shoe and leg measurements in 5.2 and 6.2 for the purpose of reporting these dimensions to outside
organizations, set the leg segments at the SgRP leg lengths; i.e. pin the thigh length to 456 mm and the lower leg to 459 mm.
Manufacturers may use non-SgRP leg lengths for other purposes.

Install the thigh segment by placing the forks on the H-point rods. Slide the locking bushings inward and rotate until the pins
lock into place (Figures 4 and 7). Install the lower leg at the ankle pivot without moving the shoe. Join the thigh and lower
leg segments, raising the thigh segment if necessary. Use the bushing on the knee pivot rod to secure the lower leg in
place.

The completed HPM installation, including optional components, is shown in Figure 7 for the driver seating position. Optional
components include the HPM legs, shoe tool and shoe fixture, and the head room probe.
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5.2 Record Measurements

The shoe measurements (5.2.1, 5.2.2, 5.2.3, and 5.2.4) should be recorded immediately after installation of the shoe tool
(see Figure 8).

Shoe Plane Shoe Plane /— Shoe Plane
/_ BOFRP /_

AHP
Suspended Curved Pedal Suspended Flat Pivoting Pedal Treadle Pedal

Figure 8 - Shoe reference points related to accelerator pedal
5.2.1 Shoe Plane Angle
Record the SPA determined in 5.1.3.
5.2.2 Ball of Foot Reference Point
The BOF point can be digitized directly, or it can be calculated using the followings equations.
BOFx = BOFRPx = S3x - 25 * cos(SPA) - 5 * sin(SPA) (Eq. 3)
BOFz = BOFRPz = S3z + 25 * sin(SPA) - 5 * cos(SPA) (Eq. 4)

The location of the pedal contact point (PCP) relative to BOFRP can be measured by a scale on the shoe tool (Figure 9).
The PCP may be digitized, if desired.

5.2.3 Accelerator Heel Point

The AHP cannot be directly digitized. It is calculated using the shoe divot points (S1, S2, and S3), and the equations below.
AHPx = S3x + 175 * cos(SPA) - 5 * sin(SPA) (Eq. 5)
AHPz = S3z - 175 * sin(SPA) - 5 * cos(SPA) (Eq. 6)

AHPy and BOFy are defined at the shoe centerline, and can also be determined from the divot point locations. The S1, S2,

and S3 divot points are offset 10 mm to either side of the shoe centerline. The direction of the 10 mm correction to an Sy
location will depend on which side of the shoe was digitized (see Figure 9).
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BOFRP to AHP
Lateral Offset Scale

BOFRP to PCP

AHP

Plan View of Shoe
(shown with side
view profile removed)

Figure 9 - Shoe divot points

5.2.4 AHP to BOFRP Lateral Offset

The AHP to BOFRP lateral offset, PW86, can be read off the AHP to BOFRP lateral offset scale (see Figure 6). This offset
is used to correct the y-coordinate of the BOFRP, if necessary.

5.2.5 Knee Angle and Ankle Angle
Both can be read directly on the scales provided.
5.2.6  Thigh Angle and Hip Angle

The thigh angle is measured using an inclinometer and the inclinometer land provided on upper leg segment (Figures A3
and A8).

The hip angle can be calculated from the torso and thigh angles as follows:

Hip Angle = 90 degrees - thigh angle + torso angle (Eq.7)
6. OPTIONAL MEASUREMENTS FOR SECOND OR SUCCEEDING ROW PASSENGER SEATS
6.1 Leg and Shoe Installation
If the user plans to measure shoe and leg dimensions, the shoe tool should be installed before the HPM cushion and back
pans are installed. The shoe tool is used to establish the floor reference point (FRP) and floor plane angle for passengers.
The leg segments are used to measure minimum knee clearance, effective legroom, as well as hip, thigh, knee, and ankle

angles. These dimensions are defined in SAE J1100.

The shoe installation differs from the procedure described for driver’s seats, but the leg and thigh installations are the same.
The shoe fixture is not needed for passenger seat positions. ocuments
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