
__________________________________________________________________________________________________________________________________________ 
SAE Executive Standards Committee Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is 
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.” 
SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and 
suggestions. 
Copyright © 2024 SAE International 
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying, 
recording, or otherwise, without the prior written permission of SAE. 
TO PLACE A DOCUMENT ORDER: Tel:        877-606-7323 (inside USA and Canada) 
 Tel:        +1 724-776-4970 (outside USA) 
 Fax:       724-776-0790 
 Email:    CustomerService@sae.org 
SAE WEB ADDRESS: http://www.sae.org 

 For more information on this standard, visit 
 https://www.sae.org/standards/content/J402_202403/ 
 

SURFACE VEHICLE 
STANDARD 

J402™ MAR2024 

Issued 1912-01 
Revised 2005-07 
Stabilized 2024-03 
 
Superseding J402 JUL2005 

New Steel Designation System for Wrought or Rolled Steel 

RATIONALE 

The technical report covers technology, products, or processes which are mature and not likely to change in the foreseeable 
future. 

STABILIZED NOTICE 

This document has been declared “STABILIZED” by SAE Metals Technical Committee and will no longer be subjected to 
periodic reviews for currency. Users are responsible for verifying references and continued suitability of technical 
requirements. Newer technology may exist. 

 

Full document details: SAE J402_202403

https://www.sae.org/standards/content/PRODCODE/
http://www.avadocuments.com/doc/sae-j402-202403
http://www.avadocuments.com/doc/sae-j402-202403


SAE INTERNATIONAL J402™ MAR2024 Page 1 of 8 

1. Scope

This SAE Standard describes a new alphanumeric designation system for wrought steel used to 
designate wrought ferrous materials, identify chemical composition, and any other requirements listed in 
SAE Standards and Recommended Practices. 

The previous SAE steel designation coding system consisted of four or five numbers used to designate 
standard carbon and alloy steels specified to chemical composition ranges.  Using SAE 1035 as an 
example, the 35 represents the nominal weight % carbon content  for the grade.  Using SAE 52100 as an 
example, the 100 represents the nominal weight % carbon content.  The first two numbers of this four or 
five number series are used to designate the steel grade carbon or alloy system with variations in 
elements other than carbon.  These are described in Table 1.  In addition to the standard four or five 
number steel designation above, a letter was sometimes added to the grade code to denote a non-
standard specific element being added to the standard grade.  For example, with SAE 10B21, B 
designates a boron addition; with SAE 12L14, L designates a lead addition; and with SAE 10V45, V 
designates a vanadium addition. 

For many years, the SAE four or five character steel designation system has provided a simple way to 
identify and label steel grades.  However, it is not comprehensive enough to allow for the accurate coding 
of popular new or non-standard chemistry grades, different chemistries for the same grade that 
traditionally have been associated with a specific product form, eg. SAE 1006 and SAE 1008, steel 
grades with dual chemistry and mechanical property requirements, microalloyed grades, and grades with 
both chemistry and hardenability requirements.  As a result, these grades could not be properly recorded 
within the constraints of the previous steel designation system and were not included in the SAE steel 
grade Tables in SAE J403/J404 and other SAE documents.  The new steel designation system is meant 
to ensure that the original or old SAE steel grades are still usable and both old and new SAE grades can 
be referenced uniformly between Standards organizations.  Since the UNS numbering system for metals 
provides the basis for the recording of steel grades between North American and International Standards 
organizations, UNS was used as the framework of the new coding system.  However, in order for the 
traditional five number UNS code  to be used, it had to be expanded and modified to allow for an increase 
in the number of grades that would need to be classified in the future and to provide proper coding of new 
or non-standard element modifications, corresponding element ranges and dual hardenability, 
mechanical property or special processing requirements. 
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These new steel designations are the same in both the UNS and SAE systems, as described in this 
standard (J402) and the joint SAE J1086/ASTM E527 UNS Publication.  An alphanumeric code has been 
developed to identify the composition of SAE steel grades. 

1.1 Rationale 

The name of J402 has been changed to reflect the “New SAE Steel Designation System for Wrought or 
Rolled Steel”.  SAE J402 has been completely rewritten to describe a new SAE/UNS steel designation 
system which will be used to identify current and new steel grades.  This system will replace the old UNS 
designations used to identify modified SAE steel grades. 

2. References

2.1 Applicable Documents 

The following publications form a part of this specification to the extent specified herein.  Unless 
otherwise specified, the latest issue of SAE publications shall apply. 

2.1.1 SAE PUBLICATIONS 

Available from SAE, 400 Commonwealth Drive, Warrendale, PA  15096-0001. 

SAE J403—Chemical Compositions of SAE Carbon Steels 
SAE J404—Chemical Compositions of SAE Alloy Steels 
SAE J1086—Numbering Metals and Alloys 
SAE J1249—Former SAE Standard and Former SAE Ex-Steels 
SAE J1268—Hardenability Bands for Carbon and Alloy H Steels 
SAE J1868—Restricted Hardenability Bands for Selected Alloy Steels 
SAE HS-1086—Metals and Alloys in the Unified Numbering System 

2.1.2 ASTM PUBLICATIONS 

Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA  19428-2959. 

ASTM E 527—Practice for Numbering Metals and Alloys (UNS) 
ASTM DS 56H—Metals and Alloys in the Unified Numbering System (UNS) 

3. New SAE Steel Designation

The new SAE steel designation is a five character alphanumeric code consisting of a letter prefix “G”, ”H”, 
or “K”, and the conventional four number steel grade code.  The first two numbers identify the 
characteristic carbon or alloy system and the last two numbers designate the nominal weight % carbon 
content.  The four numeric descriptors will follow the current SAE steel specifications to enable continuity 
between this revised standard and prior standards.  This five character code is followed by a three digit 
element modification code (reference Table 2) indicating the specific element(s) being modified, changed 
or added.  The three digit code is then followed by a four digit code (reference Table 3) describing the 
modification in the chemical ranges and the Supplementary Requirements for Testing and Special 
Practices.  The following illustrates the coding series for the new SAE grade designation. 
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