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1. Scope—This report covers the recommended practice for the evaluation and measurement of decarburization
in ferrous material.  Included are definitions of types with charts and micrographs and methods most
commonly used for the measurement of decarburization.

2. References

2.1 Applicable Publication—The following publication forms a part of this specification to the extent specified
herein.  Unless otherwise specified, the latest issue of SAE publications shall apply.

2.1.1 SAE PUBLICATION—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001

SAE J423—Methods of Measuring Case Depth

3. Definitions

3.1 Decarburization—Decarburization is the loss of carbon at the surface of commercial ferrous materials which
have been heated for fabrication or when heated to modify mechanical properties.

3.2 Complete Decarburization—Complete loss of carbon as determined by examination.

3.3 Partial Decarburization—Any measurable loss of carbon content, less than complete, with respect to carbon
level of base material.

3.4 Effective Decarburization—Any measurable loss of carbon content which results in mechanical properties
below the minimum acceptable specifications for hardened material.

4. Types Of Decarburization—Three general types of decarburization may be prevalent in ferrous materials
dependent on manner and degree of carbon loss from the material.  Classifying decarburization into three
types may aid in selecting the process necessary to utilize the material to meet a product specification.
Accompanying photomicrographs are illustrations of typical conditions which may be encountered.

 
 

_________________________________________________________________________________________________ SAE INTERNATIONAL J419™ JAN2018 Page 1 of 7

Full document details: SAE J419_201801

http://www.avadocuments.com/doc/sae-j419-201801
http://www.avadocuments.com/doc/sae-j419-201801


4.1 Type 1 Decarburization—Indicated by the curve and photomicrographs in Figure 1, covers that condition in
which carbon free ferrite exists for a measurable distance below the surface.  Underneath the ferrite will exist
varying degrees of partial decarburization.

4.2 Type 2 Decarburization—Indicated by the curve and photomicrographs in Figure 2, covers that condition in
which there is a loss of more than 50% of the base carbon at the surface but where no measurable depth of
complete decarburization is evident.

4.3 Type 3 Decarburization—Indicated by the curve and photomicrographs in Figure 3, covers that condition
where some loss of carbon at the surface is evident but to a degree less than 50% of the base carbon of the
material.

4.3.1 Further subdividing of Type 3 Decarburization may be necessary for highly stressed members such as spring
or high strength materials.  In this category, the effective decarburization may be determined by
microhardness testing for materials lower than 0.6% base carbon.

Chemical analysis procedures may be required when examining high carbon materials.

5. Methods Of Measuring Decarburization—The common methods used for the measurement of
decarburization are:

a. microscopic;
b. hardness, including cross section microhardness traverse, longitudinal traverse, and file hardness; and
c. chemical analysis.

The accuracy of the method to be used is dependent on the degree of decarburization, microstructure, and
base carbon content of the steel.  The metallographic method is sufficiently accurate for most annealed and hot
rolled materials, but inaccurate for small amounts of decarburization in high carbon (above 0.60%), high
hardness steels.  The hardness method is also insensitive in this latter case and recourse must be taken to
chemical analysis.

The file method is often suitable for detecting decarburization of hardened materials during shop processing
but not for accurate measurement.

It is fundamental that true measure of decarburization lies in chemical analysis for carbon content.  This
method is normally used only in research investigations or to check accuracy of other methods.  With the
possible exception of specialized electron microprobe analytical techniques, which are recommended when
available, analysis is difficult and slow in application because of limitations of size and section of material.  The
method of procuring sample itself depends upon shape and hardness of test piece.  Parts and/or test
specimens too hard to machine should be tempered at 600 to 650 °C (1100 to 1200 °F) to permit machining of
surface layers into chips for subsequent carbon analysis.  Obviously, a sample which is annealed to permit
milling of chips may be modified in its condition of decarburization.  Standard methods for carbon
determination are described in textbooks of analytical chemistry.

5.1 Microscopic Method

5.1.1 SPECIMEN—The area to be examined should be cut at right angles to the surface.  Samples are preferably
taken when the material is in full annealed or in hot rolled condition.  Other conditions, such as spheroidized
annealed, hardened, or cold worked material, may be examined but care must be used in interpretation.  For
sections up to 13 mm (1/2 in), the entire cross section is normally mounted for examination.  For larger
sections, a specimen should be cut to include about 19 mm (3/4 in) of the surface to be examined.  Corners
of straight sided sections should not be included, since they are not considered representative.
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