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Rod Ends and Clevis Pins

RATIONALE

Current requirements for Rod Ends and Clevis Pins have been determined to contain stable technology that is not dynamic
in nature. The documents listed in 2.1.1 are not the correct references for the SAE 1010 and SAE 1111 steels identified in
3.1. For the current requirements of SAE 1010 and SAE 1111 steels see AISI C1010 and AISI B1111 steels.

STABILIZED NOTICE
This document has been declared "Stabilized" by the SAE Fasteners Committee and will no longer be subjected to

periodic reviews for currency. Users are responsible for verifying references and continued suitability of technical
requirements. Newer technology may exist.

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
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suggestions.
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1. Scope
2. References

2.1 Applicable Publications—The following publications form a part of the specification to the extent specified
herein. Unless otherwise indicated the latest revision of SAE publications shall apply.

2.1.1  SAE PusBLICATIONS—AVvailable from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

SAE J1010—Emission Control Hose
SAE J1111—Component Nomenclatue—Skidder-Grapple

3. General Specifications for Clevis Pins
3.1 Material—SAE 1010 or SAE 1111 steel or equivalent.
3.2 Heat Treatment—Clevis pins shall be supplied either soft or cyanide hardened as specified.

3.3 Defects—Clevis pins must be free from burrs, loose scale, sharp edges, and all other defects that might affect
their serviceability.

3.4 Tolerances—General tolerances for all dimensions are +0.010 unless otherwise specified.
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