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RATIONALE

Revise Tables 6 and 11 to remove references to tube size. Dash size designation for SAE J1926-3 stud ends were also
added to Table 11 for clarity.

FOREWORD
The January 2012 edition of SAE J514 was a single document specifying the requirements for the following;
e 37 degree flare adapters with SAE J1926-3 stud ends and NPTF pipe ends.
o Flareless bite type adapters with SAE J1926-3 stud ends and NPTF pipe ends.
e O-ring plugs with internal and external hex.
o NPTF pipe adapters.
e 30 degree NPSM adapter unions.
SAE J514-3 specifies NPTF adapters and 30 degree NPSM adapter unions. Formerly, SAE J514 was organized as a single
document with ten clauses, which included six sections. SAE J514 has been organized into three sections as follows:
Part 1: 37 degree flared fittings.
Part 2: Flareless (bite type) fittings.
Part 3: NPTF pipe fittings and pipe unions.
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1. SCOPE

This part of SAE J514 covers general and dimensional specifications for NPTF pipe adapters and 30 degree NPSM adapter
unions. These fittings are intended for general application in hydraulic systems on industrial equipment and commercial
products.

These fittings are capable of providing leak-proof, full-flow connections in hydraulic systems operating at working pressures
as specified in Table 6. Since many factors influence the pressure at which a hydraulic system will or will not perform
satisfactorily, the values shown in Table 6 should not be construed as a guaranteed minimum.

For any application, it is recommended that sufficient testing be conducted and reviewed by both the user and fitting
manufacturer to assure that performance levels will be safe and satisfactory.

2. REFERENCES
2.1 Applicable Documents

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the
latest issue of SAE publications shall apply.

2.1.1  SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

SAE J403 Chemical Compositions of SAE Carbon Steels

SAE J405 Chemical Compositions of SAE Wrought Stainless Steels

SAE J476 Dryseal Pipe Threads

SAE J846 Coding Systems for Identification of Fluid Conductors and Connectors

SAE J1926-3 Connections for General Use and Fluid Power - Ports and Stud Ends with ASME B1.1 Threads and
O-Ring Sealing - Part 3: Light Duty (L-Series) Stud Ends

SAE J2593 Information Report for the Installation of Fluid Conductors and Connectors
2.1.2 ANSI Accredited Publications

Copies of these documents are available online at https://webstore.ansi.org/.

ANSI| B4.2 Preferred Metric Limits and Fits
2.1.3 ASME Publications

Available from ASME, P.O. Box 2900, 22 Law Drive, Fairfield, NJ 07007-2900, Tel: 800-843-2763 (U.S./Canada),
001-800-843-2763 (Mexico), 973-882-1170 (outside North America), www.asme.org.

ASME B1.1 Unified Inch Screw Threads (UN, UNR, UNJ Thread Forms)
ASME B1.20.1  General Purpose Pipe Threads
ASME B1.20.3  Dryseal Pipe Threads - Inch

ASME B46.1 Surface Texture (Surface Roughness, Waviness and Lay)
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2.1.4 ASTM Publications

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959,
Tel: 610-832-9585, www.astm.org.

ASTM A380 Standard Practice for Cleaning, Descaling, and Passivation of Stainless Steel Parts, Equipment and
Systems

ASTM B117 Method of Salt Spray (Fog) Test
ASTM B633 Standard Specifications for Electrodeposited Coatings of Zinc on Iron and Steel

2.1.5 ISO Publications

Copies of these documents are available online at https://webstore.ansi.org/.

ISO 725 ISO Inch Screw Threads - Basic Dimensions

ISO 2768-1 General Tolerances - Part 1: Tolerances for Linear and Angular Dimensions without Individual Tolerances
Indications

ISO 3448 Industrial Liquid Lubricants - ISO Viscosity Classification

ISO 5598 Fluid Power Systems and Components - Vocabulary

ISO 6508 Metallic Materials - Hardness Test - Rockwell Test (ScalesA-B-C-D-E-F-G-H-K)

ISO 9227 Corrosion Tests in Artificial Atmospheres - Salt Spray Tests

ISO 19879 Metallic Tube Connections for Fluid Power and General Use - Test Methods for Hydraulic Fluid Power
Connections

3. DEFINITIONS
For this part of SAE J514, the definitions given in ISO 5598 and the following definitions shall apply:
3.1 FLUID POWER

(From ISO 5598) Means whereby signals and energy can be transmitted, controlled, and distributed using a pressurized
fluid as the medium.

3.2 CONNECTOR

(From ISO 5598) Device that connects tubes, hoses, or pipes to each other or to components.
3.3 FASTENING THREAD

Terminal thread of a complete connector.

34 RUN

Two axially aligned outlets of a tee or cross. See Figure 1.
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T ~ Run 1T
AN

Branch

Figure 1 - Run and branch illustration
3.5 BRANCH
Side outlet of a tee or cross. See Figure 1.
3.6 CHAMFER/COUNTERSINK

Removal of a conical portion at the entrance (female) or end (male) of a thread to assist assembly and prevent damage to
the start of the thread.

3.7 TORAQUES

3.7.1 ASSEMBLY TORQUE

The recommended torque value to be applied in order to achieve a satisfactory final assembly.
3.7.2 QUALIFICATION TEST TORQUE

The torque used to verify conformance of the connector to the requirements of this standard.
3.7.3 OVERTORQUE

The torque the nut shall withstand without deformation that renders it unusable.

3.8 MAXIMUM WORKING PRESSURE

(From ISO 5598) Highest pressure at which a system or sub-system can operate in steady-state operating conditions.
3.9 JUMP SIZE CONNECTOR

Connectors with dissimilar size end connections; for example, -6 male flare with a -12 stud end.
3.10 SIZE DESIGNATION

Connector sizes are designated by the nominal outside diameter of the tubing or nominal inside diameter of hose. Refer to
SAE J846 for specific size details.

3.11 CONTACT SURFACES
All mating interfaces within a connection including, but not limited to, threads, sealing seat, and shoulders of nut.
4. REQUIREMENTS - GENERAL SPECIFICATIONS

The following general specifications supplement the dimensional data contained in Tables 1 to 13 with respect to all
unspecified detail.

4.1  Size Designations

Fitting sizes are designated by the corresponding pipe thread. Refer to SAE J846 for proper coding and call-out.
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4.2 Dimensions and Tolerances

Except for nominal sizes and thread designations, dimensions and tolerances are given in Sl units. Tabulated dimensions
shall apply to the finished parts, plated or otherwise processed, as specified by the purchasers. Hex tolerances are listed in
Table 1A. The minimum across corner hex dimensions shall be 1.092 times the nominal width across flats, and the minimum
side flat shall be 0.43 times the nominal width across flats as shown in Figure 2. The minimum across-corners dimensions
of external squares shall be 1.25 times the nominal width across flats, but shall not result in a side-flat width less than
0.75 times the nominal width across the flats.

ACROSS
FLATS

/"\.
P s

ACROSS SIDE
CORNERS FLAT

l_‘\
‘“\/4\
HEX

Figure 2 - Hex tolerances

Table 1A - Hex tolerances

Nominal Hex Nominal Hex Nominal Hex Nominal Hex
Size Across Flats Size Across Flats Size Across Flats Size Across Flats  Tolerance Tolerance

mm mm Inches Inches (Minus Only) (Minus Only)
Over Include Over Include mm Inches

- 19.05 - 0.750 0.3 0.012
19.05 25.40 0.750 1.000 04 0.016
25.40 34.92 1.000 1.375 0.5 0.020
34.92 and up 1.375 and up 0.8 0.031

Tolerance on all dimensions not otherwise limited shall be £0.4 mm. Fitting seats shall be concentric with straight thread
pitch diameters within 0.25 mm full indicator movement (FIM).

Unless otherwise specified, tolerances on hole diameters in the dimensional tables shall be as tabulated in Table 1:

Table 1B - Hole tolerances

Hole Size Range Tolerance
mm mm
<6 +0.1

>6, <30 +0.2
>30 +0.3

Other tolerances not specified shall be in accordance with ISO 2768-1 as shown in Tables 2 to 4 for designation m (medium).

Table 2 - Linear tolerances (except for broken edges)

>0.5 >6 >30 >120 >400 >1000 >2000
<6 <30 120 =400 <1000 <2000 <4000
+0.1 $0.2 +0.3 0.5 +0.08 1.2 2

For nominal sizes below 0.5, the tolerances shall be indicated adjacent to the relevant nominal sizes.
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Table 3 - Broken edges tolerances (external radii and chamfer heights)

>0.5 >3
<3 <6 >6
$0.2 0.5 +1

For nominal sizes below 0.5, the tolerances shall be
indicated adjacent to the relevant nominal sizes.

Table 4 - Angular tolerances

>10 >50 >120
<10 <50 <120 <400 >400
+0 degree +0 degree +0 degree +0 degree
*1 degree 30 minutes 20 minutes 10 minutes 5 minutes

Tolerances for ranges of lengths, in millimeters, of the shorter side of the angle concerned.

Angular tolerance on axis of ends on elbows, tees, and crosses shall be +2.50 degrees for -2 to -6 tube fittings and
+1.50 degrees for -8 to -32 OD tube fittings.

Where so illustrated and not otherwise specified, hexagon corners shall be chamfered 15 to 30 degrees to a diameter equal
to the width across flats, with a minus tolerance of 0.4 mm; or, where design permits, corners may be chamfered to the
diameter of the abutting surface providing the length of chamfer does not exceed that produced by the 30 degree chamfer
previously described.

Alternatively, on connections other than SAE J1926-3 straight thread, a 5 degree chamfer starting at the undercut diameter
behind the threads or outside diameter of the threads shall be allowed, providing the hex width at corners is not reduced
below that produced by the 30 degree chamfer previously described.

4.3 Passages

Where passages in straight fittings are machined from opposite ends, the offset at the meeting point shall not exceed
0.4 mm. The cross-sectional area at the junction of passages in angle fittings shall not be less than that of the smallest
passage.

4.4  Wall Thickness

Unless otherwise designated, the wall thickness at any point on fittings shall not be less than the thickness established by
the specified dimensions, tolerances, and eccentricities for inner and outer surfaces.

4.5 Contour

Details of contour (e.g., body shape, construction type, etc.) shall be optional with the manufacturer, provided the
dimensions and tolerances in this document are maintained.

4.6 Pipe Threads

Pipe threads, unless there is specific authorization to the contrary, shall conform to the dryseal American standard taper
pipe thread (NPTF). Specifications are given in detail in SAE J476 (ASME B1.20.3).

The length of full form external thread shall not be shorter than Lz plus one pitch (thread).

Where external pipe threads are produced by roll threading, the diameter of the unthreaded shank adjacent to shoulder
may be reduced to the E:2 pitch diameter for brass fittings and to the root diameter on steel fittings.

External pipe threads shall be chamfered from the diameters tabulated below to produce the specified length of chamfer or
partial thread. Internal pipe threads shall be countersunk 90 degrees, included angle, to the diameters tabulated in Table 5.
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