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Hydraulic Flanged Tube, Pipe, and Hose Connections,  
Four-Screw Flange Connection - Part 2: 

42 MPa (Code 62) 

RATIONALE 

This revision updates the last draft proposal of SAE J518-2 applicable and reference document names and numbers 
throughout the document; the “Corrosion Protection” section was updated to the committee’s current standard language; 
and one sentence in the tolerance section was deleted to avoid confusion. The content of one standard, ASME B18.22.2, 
was placed in multiple other standards and then the standard was withdrawn. These other standards are referenced, the 
old deleted, and necessary language changes are made. Also changed is correcting a reference to a column in Tables 1A 
and 1B from “Working Pressure” to the column name of “Maximum Working Pressure.” 

FOREWORD 

In an effort to standardize within a global market and to ensure companies can remain competitive in an international market, 
it is the intent to convert to metric units and material sizes which will:  

• Lead to one global system 

• Guide users to preferred system  

• Reduce complexity 

• Eliminate duplications  

• Reduce confusion 

This SAE J518 standard has been split into parts: 

Part 1: 3.5 to 35 MPa (Code 61) 

Part 2: 42 MPa (Code 62)  

Part 3: Low Pressure 2 Screw Connectors 

Part 4: In-line, Elbow, and Tee Block Connectors for Code 61 

Part 5: In-line, Elbow, and Tee Block Connectors for Code 62 
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1. SCOPE 

This SAE Standard covers general and dimensional specifications for the Code 62 metric (Type 1) and inch (Type 2) flanged 
heads, flange clamps (FC and FCM), and split flange clamps (FCS and FCSM) applicable to four-screw flange type tube, 
pipe, and hose connections. Also included are the recommended port dimensions and port design considerations. Type 2 
(inch) flange clamps and split flange clamps are not for new design. 

The flanged heads specified are incorporated into fittings having suitable means for attachment of tubes, pipes, or hoses to 
provide connection ends. These connections are intended for application in hydraulic systems, on industrial and commercial 
products, where it is desired to avoid the use of threaded connections. 

The rated working pressure of an assembly shall not exceed the least of all the component working pressure rated values. 

The following general specifications supplement the dimensional data contained in the tables with respect to all unspecified 
detail. Parts manufactured to this standard are interchangeable with ISO 6162-2 and connectors to either standard can be 
supplied with the exception of the -40 and -48 Type 2 connections that are included in SAE J518-2, but not ISO 6162-2. 

2. REFERENCES 

2.1 Applicable Documents 

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the 
latest issue of SAE publications shall apply. 

2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org. 

SAE J429  Mechanical and Material Requirements for Externally Threaded Fasteners 

SAE J518-1 Hydraulic Flange Tube, Pipe, and Hose Connections, Four-Screw Flange Connection - Part 1: 3.5 to 
35 MPa (Code 61) 

SAE J846 Coding Systems for Identification of Fluid Conductors and Connectors 

SAE J2593 Information Report for the Installation of Fluid Conductors and Connectors 

2.1.2 ASME Publications 

Available from ASME, P.O. Box 2900, 22 Law Drive, Fairfield, NJ 07007-2900, Tel: 800-843-2763 (U.S./Canada), 
001-800-843-2763 (Mexico), 973-882-1170 (outside North America), www.asme.org. 

ASME B18.3 Socket Cap, Shoulder, and Set Screws, Hex and Spline Keys (Inch Series) 

ASME B18.21.1 Washers: Helical, Spring-lock, Tooth Lock, and Plain Washers (Inch Series) 

2.1.3 ASTM Publications 

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959, 
Tel: 610-832-9585, www.astm.org.  

ASTM A574 Standard Specification for Alloy Steel Socket-Head Cap Screws 

ASTM B117 Standard Practice for Operating Salt Spray (Fog) Apparatus 

ASTM E8/E8M-22 Standard Test Methods for Tension Testing of Metallic Materials 

ASTM F436 Standard Specification for Hardened Steel Washers Inch and Metric Dimensions  
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2.1.4 ISO Publications 

Copies of these documents are available online at https://webstore.ansi.org/. 

ISO 48-2 Rubber, Vulcanized or Thermoplastic - Determination of Hardness - Part 2: (Hardness between 10 
IRHD and 100 IRHD)  

ISO 261 ISO General Purpose Screw Metric Threads - General Plan 

ISO 263 ISO inch screw threads - General plan and selection for screws, bolts and nuts - Diameter range 0.06 
to 6 in. 

ISO 273  Fasteners - Clearance Holes for Bolts and Screws 

ISO 724 ISO General Purpose Metric Screw Threads - Basic Dimensions 

ISO 725 ISO General Purpose Inch Screw Threads - Basic Dimensions  

ISO 898-1 Mechanical Properties of Fasteners Made of Carbon Steel and Alloy Steel - Part 1: Bolts, Screws, and 
Studs with Specified Property Classes - Coarse Thread and Fine Pitch Thread 

ISO 2768-1 General Tolerances - Part 1: Tolerances for Linear and Angular Dimensions without Individual 
Tolerance Indications 

ISO 2768-2 General tolerances - Part 2: Geometrical tolerances for features without individual tolerance indications 

ISO 3601-1 Fluid Power Systems - O-Ring - Part 1: Inside Diameters, Cross-Sections, Tolerances, and Designation 
Code 

ISO 3601-3 Fluid Power Systems - O-Ring - Part 3: Quality Acceptance Criteria 

ISO 4017 Hexagon Head Screws - Product Grades A and B 

ISO 4762 Hexagon Socket Head Cap Screws 

ISO 6162-2 Hydraulic Fluid Power - Flange Connections with Split or One-Piece Flange Clamps and Metric or Inch 
Screws - Part 2: Flange Connectors, Ports, and Mounting Surfaces for Use at a Pressure of 42 MPa 
(420 bar), DN 13 to DN 76 

ISO 6892-1 Metallic materials - Tensile testing - Part 1: Method of test at room temperature 

ISO 7089 Plain Washers - Normal Series - Product Grade A 

ISO 9227 Corrosion Test in Artificial Atmospheres - Salt Spray Test 

ISO 10763 Hydraulic Fluid Power - Plain-End, Seamless and Welded Precision Steel Tubes - Dimensions and 
Nominal Working Pressures 

ISO 19879 Metallic Tube Connections for Fluid Power and General Use - Test Methods for Threaded Hydraulic 
Fluid Power Connections 

ISO 21920-1  Geometrical Product Specifications (GPS) - Surface Texture: Profile - Part 1: Indication of Surface 
Texture 
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2.2 Related Publications 

The following publications are provided for information purposes only and are not a required part of this SAE Technical 
Report. 

2.2.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org. 

SAE J515 Specification for O-Ring Materials Used with Hydraulic Connectors 

SAE J516 Hydraulic Hose Fittings 

SAE J517 Hydraulic Hose 

2.2.2 ISO Publications 

Copies of these documents are available online at https://webstore.ansi.org/. 

ISO 68-1 ISO General Purpose Screw Threads - Basic Profile - Part 1: Metric Screws Threads 

ISO 68-2 ISO General Purpose Screw Threads - Basic Profile - Part 2: Inch Screw Threads 

ISO 225 Fasteners - Bolts, Screws, Studs and Nuts - Symbols and Designations of Dimensions 

ISO 2768-1 General Tolerances - Part 1: Tolerances for Linear and Angular Dimensions without Individual 
Tolerance Indications 

ISO 5598 Fluid Power Systems and Components - Vocabulary 

ISO 6162-1 Hydraulic Fluid Power - Flange Connectors with Split or One-Piece Flange Clamps and Metric or Inch 
Screws - Part 1: Flange Connectors, Ports, and Mounting Surfaces for Use at Pressures of 3.5 MPa 
(35 bar) to 35 MPa (350 bar), DN 13 to DN 127 

3. SIZE DESIGNATION 

Four-screw flange connection sizes are designated by the nominal flange size that corresponds to the maximum inside 
diameter of the hole through the flanged head. 

4. DIMENSIONS AND TOLERANCES 

Tabulated dimensions and tolerances shall apply to the finished parts, plated or otherwise processed, as specified by the 
purchaser. Tolerances on all dimensions not otherwise specified shall be in accordance with ISO 273, medium series, and 
ISO 2768-1, Class M and ISO 2768-2, Class C. 

5. MATERIAL 

5.1 Flanged Heads 

Shall be made of ferrous material of the following properties: 

• Minimum yield strength: 215 MPa 

• Minimum elongation at fracture: 10% per ASTM E8 or ISO 6892-1 
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5.2 Flange Clamps and Split Flange Clamps 

Shall be made from a ferrous material with the following properties: 

• Minimum yield strength: 330 MPa 

• Minimum elongation at fracture: 3% per ASTM E8 or ISO 6892-1 

5.3 Port 

Users of this part of SAE J518 should ensure that suitable material is chosen for the port to maintain the required working 
pressure if carbon steel is not used. 

Projections into the maximum material condition of the port can result in interferences. 

Ports tapped with inch threads shall not be used for new design. 

5.4 O-Ring Seals 

Connectors conforming to this International Standard use elastomeric seals. Unless otherwise specified, connectors are 
made and delivered with elastomeric seals for use within the specified working temperature range with petroleum base 
hydraulic fluids. The use of these connectors and elastomeric seals with other hydraulic fluids can result in a reduced 
working temperature range or can render the connectors unsuitable for the application. Manufacturers may supply, upon 
request, connectors with elastomeric seals for use with hydraulic fluids other than petroleum base hydraulic fluids which 
meet the specified working temperature range of the connectors. 

The O-rings in Tables 1A and 1B shall correspond to the size code, tolerance Class A in ISO 3601-1 and shall meet or 
exceed the O-ring quality acceptance criteria for Grade N of ISO 3601-3. Unless otherwise specified, the O-rings shall be 
of NBR (nitrile) with a hardness of 90 IRHD ± 5 IRHD measured in accordance with ISO 48-2. 

5.5 Screws 

Unless otherwise specified, use hexagon head screws, conforming to ISO 4017, or socket head screws, conforming to 
ISO 4762, either of property Class 10.9 (minimum), as specified in ISO 898-1, or equivalent inch (SAE J429 Grade 8 hex 
head cap screws or ASME 18.3 socket head cap screw of ASTM A574 material) screws with corrosion protection conforming 
to the requirements of 6.3. Inch screws shall not be used for new design. 

5.6 Washers 

Considering the surface pressure between the screw head and the clamp, the use of hardened washers is recommended; 
however, flange connections conforming to previous editions of this part of SAE J518 and ISO 6162 might not accommodate 
the use of this type of washer. Washers, if used, shall conform to ISO 7089 (HV 300) Type A and shall be sized for the 
corresponding screw except for the DN 25 (-16) Type 2 (inch) size which shall conform to ASME B18.21.1 Type A washers 
hardened to conform with ASTM F436 RC scale 38-45. Plain washers conforming to ASME B18.22.1, Type A washers 
hardened to conform with ASTM F436 RC scale 38-45, may be substituted when using Type 2 screws except for the DN 
25 (-16) size. The ISO 7089 washer might cause interferences if used with the inch screw in the DN 25 (-16) size. Corrosion 
protection shall conform to the requirements of 6.3. 
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6. CORROSION PROTECTION 

6.1 External Surfaces and Threads 

The external surfaces and threads of all carbon steel parts shall be plated or coated with a suitable material that passes a 
salt spray test in accordance with ISO 9227 or ASTM B 117. The following requirements shall apply: 

• No appearance of corrosion products of the protective coating before 96 hours. 

• No appearance of corrosion products of the base metal before 144 hours. 

The following exceptions shall apply: 

a. All internal fluid passages. 

b. Edges such as hex points, serrations, and crests of threads where there can be mechanical deformation of the plating 
or coating typical of mass-produced parts or shipping effects. 

c. Areas where there is mechanical deformation of the plating or coating caused by crimping, flaring, bending and other 
post-plate metal forming operations. 

d. Areas where the parts are suspended or affixed in the test chamber where condensate can accumulate. 

Parts manufactured to this standard shall not be cadmium plated and shall not use hexavalent chromate coatings. Internal 
fluid passages shall be protected from corrosion during storage and shipping. Changes in plating or coating shall be 
re-qualified to ensure performance tests using the qualification torque are not affected. 

6.2 Weld-On Flanged Heads 

Weld-on flanged heads shall be protected from corrosion by an oil film, phosphate coating, or by other means that do not 
negatively affect weldability to meet a 16-hour neutral salt spray test in accordance with ASTM B117 (ISO 9227) unless 
otherwise agreed upon by the purchaser and supplier. 

6.3 Screws and Washers 

Screws and washers shall meet the requirements of a 16-hour salt spray test in accordance with ASTM B117 (ISO 9227). 
All screws shall be phosphate coated with an oil finish unless otherwise agreed upon by the purchaser and supplier. The 
use of a flat washer is recommended where possible. Torque values specified in this part of SAE J518 were determined 
using phosphate coated, oil finished screws. 

7. WORKMANSHIP 

7.1 All Components 

All connection components shall be free from all hanging burrs, loose scale, and slivers that might become dislodged in 
use, and from all other defects that might affect their serviceability. All machined surfaces shall have a surface roughness 
value of Ramax ≤ 6.3 µm, except where otherwise specified. 

7.2 Sealing Surfaces 

Annular (circumferential) tool marks up to a surface roughness value of ISO 21920-1 -MRR Ramax 3.2 µm are acceptable. 
Scratches with a width greater than 0.13 mm running perpendicular, radial, or spiral to the connector inside diameter on the 
bottom and outside diameter of the O-ring groove are not acceptable. 

Figures include additional information on surface finish and draft angle requirements. 
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8. PRESSURE/TEMPERATURE REQUIREMENTS 

8.1 Testing 

Complete flange assemblies smaller than DN 51 and connectors for tube OD sizes less than 50 mm shall be subjected to 
burst and cyclic endurance testing in accordance with ISO 19879. For flange assemblies of DN 51 and larger, and 
connectors for tube OD sizes 50 mm and larger, the testing of three test assemblies shall be considered sufficient, if the 
design has been verified through either calculation or finite element analysis. 

Split and one-piece flanges shall be subjected to burst test in accordance with ISO 19879, and tensile test in accordance 
with ISO 6892-1 or ASTM E8/E8M-22 for yield and elongation. Split and one-piece flanges shall not be subject to cyclic 
endurance testing as a component unless by agreement between manufacturer and user because most of the variation of 
system pressures is canceled by the preload. 

Flanged heads to be tested shall be made of ferrous material and shall be subjected to burst and cyclic endurance test in 
accordance with ISO 19879, Type 4. If an assembly passes these test, all components will be considered to have passed 
these tests. 

8.2 Temperatures - Carbon Steel 

Flange connectors complying with this part of the standard and made of carbon steel shall be suitable for use at the working 
pressures given in Tables 1A and 1B when used at fluid temperatures between -40 and +120 °C. 

Contact manufacturer concerning instructions for assembly at temperatures below -20 °C. 

8.3 Temperatures - Stainless Steel 

Flange connectors complying with this part of the standard and made of stainless steel shall be suitable for the working 
pressures given in Tables 1A and 1B when used at temperatures between -60 and +50 °C. Working pressure for connectors 
made from stainless steel and used at elevated temperatures shall be reduced: 

4% above +50 °C to < +100 °C 

11% +100 °C to < +200 °C 

20% +200 °C to +250 °C 

Contact manufacturer concerning instructions for assembly at temperatures below -20 °C or for suitable O-ring material for 
use at temperatures above the NBR range (120 °C). 

9. MARKING 

9.1 Flanged Head 

The flanged head should be marked at a minimum with the manufacturer’s name or trademark. An identification groove 
located on the circumference of the flange disk is added to designate the SAE J518-2/ISO 6162-2 flanged head. See Figure 
3 for dimensions and location. 

9.2 Flange Clamp and Split Flange Clamp 

Size DN 25 (-16) Type 1 (metric) clamps (FCSM and FCM) shall be marked on the topside or outside with the letter “M” with 
a minimum letter height of 5 mm. No identification is required for Type 2 (inch) clamps (FC and FCS). 

9.3 Ports 

Type 1 (metric) ports shall be permanently marked with an “M” for identification to denote use of metric screws. Letter height 
shall be 3 mm minimum. The “M” shall be imprinted and located on the centerline between holes defined by l10 in Figure 4 
and shall not extend into the O-ring sealing area. No identification is required for Type 2 (inch) ports. 
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