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1. Scope—This SAE Standard applies to spark plug installation sockets of the long length type which are to be
used for installing spark plugs of the most commonly used sizes for the North American market.

2. References

21 Applicable Publications—The following publications form a part of this specification to the extent specified
herein.

2.1.1  ANSI PuBLICATIONS—AVvailable from ANSI, 11 West 42nd Street, New York, NY 10036-8002.

ANSI B 107.1—Socket Wrenches, Hand (in series)
ANSI/ASME B 107.5M—Socket Wrenches, Hand (in series)—Socket Wrenches, Hand (metric series)

3. The spark plug installation socket shall be of the long length type and the conventional single hexagon design.
A replaceable oil- and heat-resisting retaining bushing or other equally suitable device shall be installed inside
the socket to prevent damage to the spark plug insulator and for aligning and retaining the spark plug for easy
installation and removal. This bushing should be pliable and compressible to minimize side loading to the
spark plug insulator. The socket shall be similar to Figure 1 except for the following:

a. The retaining bushing is not shown.

b. The drive end may be reduced in diameter for marking purposes and, at the option of the
manufacturer, a male hexagon drive may be provided on the drive end, in addition to the female drive
specified herein. It is recommended the socket be provided with a 3/8 in female square drive. Unless
otherwise specified, the socket should comply with the standards set forth in ANSI Standards B 107.1
and B 107.5M. The sockets shall conform to Table 1.
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