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RATIONALE 

The technical report covers technology, products, or processes which are mature and not likely to change in the 
foreseeable future. 

STABILIZED NOTICE 

This document has been declared "Stabilized" by the SAE Signaling and Marking Devices Standards Committee and will 
no longer be subjected to periodic reviews for currency. Users are responsible for verifying references and continued 
suitability of technical requirements. Newer technology may exist. 
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  1. Scope 

This SAE Standard provides test procedures and performance requirements for spot lamps. 

2. References 

2.1 Applicable Publications 

The following publications form a part of this specification to the extent specified herein. Unless otherwise 
specified, the latest issue of SAE publications shall apply. 

2.1.1 SAE PUBLICATIONS 

Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001. 
 
SAE J575—Test Methods and Equipment for Lighting Devices and Components for Use on Vehicles 

Less than 2032 mm in Overall Width 
SAE J578—Color Specification 
SAE J759—Lighting Identification Code 

3. Definitions 

3.1 Spot Lamps 

Lamps which are designed to be installed on a motor vehicle or marine pleasure craft and which provide 
a substantially collimated beam of light that is capable of being readily aimed as desired by the user for 
non-driving purposes. 

4. Lighting Definition Code 

Spot light for vehicles may be identified with "0" in accordance with SAE J759.  
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