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1. Scope—The following system of symbols is recommended for use in technical papers and engineering
reports dealing with hydrodynamic drives.

2. References

2.1 Applicable Publication—The following publication forms a part of this specification to the extent specified
herein. Unless otherwise indicated, the latest issue of SAE publications shall apply.

2.1.1 SAE PuBLIcATION—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.
SAE J641—Hydrodynamic Drives Terminology

3. Hydrodynamic Symbols—\\here possible, the symbols consist of the first letter of the name of the quantity
as given in SAE J641; for example: R for radius, A for area, a for angle, d for density. Subscripts, where
needed, are also based on the standardized nomenclature; for example: Rg for radius of reactor or Rg¢ for
radius of first reactor when more than one reactor is in question. Only one superscript is used for a given
element; for example: in the difference between entrance and exit angles, a’ is blade entrance angle and a is
blade exit angle.

These symbols were selected so that when used with the standard nomenclature, they are easy to remember,
are as simple as practical to write and read without danger of confusion, and require no special type to print.
Several already-established engineering symbols have been retained, such as E for efficiency, H for head in m
(ft), and N for rpm. Where no standardization exists at present, the most suitable letters have been chosen as
symbols.

4. List of Common Symbols

A = area, net, normal to axial plane, m? (ft%)

Aq = area, gross, between shell and core normal to axial plane, m? (ﬂ2)
a = angle, blade exit, degree (°)

a’ = angle, blade entrance, degree (°)

B = width of channel, projected width of blade, mm (in)

b = angle, relative blade exit, degree (°)

b’ = angle, relative blade entrance, degree (°)

C = coefficient

D = diameter, m (ft)
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